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Scaled data based on original data using

LM-79-2024 Approved Method: Electrical and Photometric Measurements of Solid-
State Lighting Products
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Report Number: P1460749
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
Peachtree City, GA 30269

Test Information
Test Method:
Report Number:
Test Lab:

Issue Date:
Manufacturer:
Product Line:
Catalog Number:
Description:

Light Source:
Ballast/Driver:

Summary

Lumens per Lamp:
Luminaire Lumens:
Efficiency:

Efficacy:

Luminous Opening:
IES Classification:
BUG Rating:

Input Watts (W):

Input Voltage (V):

Input Current (Ain):
Voltage Rise (V):

Power Factor:

Total Harmonic Distortion (THDi):
Frequency (hertz):
Stabilization Time:
Operation Time:

Ambient Temperature (°C):
Test Distance:

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE

Scaled Data Report

LM-79-2024

P1460749

INNOVATION CENTER(G3)
6/10/2026

COOPER LIGHTING SOLUTIONS
LUMARK
PRV-PC1A-8540-U-T2R-HSS

¥ C

OOPER

Lighting Solutions

PREVAIL DISCRETE LED 1 SQUARE AT 425MA 85CRI 4000k FIXTURE w/ TYPE Il ROADWAY

DISTRIBUTION OPTIC AND HOUSE SIDE SHIELD

(40) 4000k CCT, 85 CRI LEDS
ELECTRONIC DRIVER

N/A

5218.6 lumens

N/A

100.4 lumens/watt

Rectangular (W 0.67' x L: 0.67' x H: 0')
Type Il - Short

B1-UO-G1

52
120
NR
NR
0.98
3.35%
60

NR
NR
NR
2875 FT
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Cooper Lighting Solutions Photometric Lab
1121 Highway 74 South Scaled Data Report

Peachtree City, GA 30269 00 CO O P E R

Lighting Solutions

REPORT NUMBER: P1460749
CATALOG NUMBER: PRV-PC1A-8540-U-T2R-HSS
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Longitudinal Distance in Units of Mounting Height

Based on 10 foot mounting height. Maximum calculated value = 17.5 fc
Type Il - Short - N/A

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE
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Cooper Lighting Solutions Photometric Lab
1121 Highway 74 South
Peachtree City, GA 30269

REPORT NUMBER: P1460749
CATALOG NUMBER: PRV-PC1A-8540-U-T2R-HSS

Scaled Data Report

(%) COOPER

Lighting Solutions

Luminous Intensity Polar Plot
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FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

REPORT NUMBER: P1460749
CATALOG NUMBER: PRV-PC1A-8540-U-T2R-HSS

FLUX DISTRIBUTION:

Scaled Data Report

(%) COOPER

Lighting Solutions

Downward Upward Total
House Side Lumens 716.2 0.0 716.2
% Fixture 13.7 0.0 13.7
Street Side Lumens 4502.4 0.0 4502.4
% Fixture 86.3 0.0 86.3
Total Lumens 5218.6 0.0 5218.6
% Fixture 100.0 0.0 100.0
Coefficient of Utilization
1
ZONAL LUMENS: 0.3 1 86.1%
Zone Lumens % Fixture I
0°-10° 65.2 1.2 08 | o
10°-20° 232.4 4.5 ]
20°-30° 480.8 9.2 :
30°-40° 827.1 15.8 07 -
40°-50° 11145 214 ] /
50°-60° 1153.9 22.1 T /
60°-70° 896.7 17.2 0.6
70°-80° 393.2 7.5
80°-90° 54.8 1.1 ]
90°-100° 0.0 0.0 0.5
100°-110° 0.0 0.0 I
110°-120° 0.0 0.0 ]
120°-130° 0.0 0.0 0.4
130°-140° 0.0 0.0 ]
140°-150° 0.0 0.0 .
150°-160° 0.0 0.0 03 7
160°-170° 0.0 0.0
170°-180° 0.0 0.0 y
0°-90° 5218.6 100.0 0.2 1
0°-180° 5218.6 100.0 iy s g g s i o Py e ety
0.1 2 13.6%
15 &
’
0 ———
0 1 2 3 4 5

Street Width in Units of Mounting Height

- == HS

SS

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South Scaled Data Report
Peachtree City, GA 30269 oo CO O p E R

Lighting Solutions

REPORT NUMBER: P1460749
CATALOG NUMBER: PRV-PC1A-8540-U-T2R-HSS

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G
FL (0°-30°) 653.8 12.5

FM (30°-60°) 2727.2 52.3

FH (60°-80°) 1075.0 20.6 G1/1800
FVH (80°-90°) 46.3 0.9 G1/100
BL (0°-30°) 124.6 2.4 B1/500

BM (30°-60°) 368.2 7.1 B1/1000

BH (60°-80°) 214.9 4.1 B1/500 G1/500
BVH (80°-90°) 8.5 0.2 GO0/10
UL (90°-100°) 0.0 0.0 uo/o

UH (100°-180°) 0.0 0.0 uo/o

BUG Rating: B1-U0-G1

Type Il Short
2,727 Im
2,045 Im
1,364 Im
682 Im
100° 100°
90° 90°
BVH FVH
80° 80°
BH
60° 60°
BM
FORWARD
BACKLIGHT 30° LIGHT

oo
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
Peachtree City, GA 30269

REPORT NUMBER: P1460749
CATALOG NUMBER: PRV-PC1A-8540-U-T2R-HSS

CANDELA DISTRIBUTION (FULL):

0°
2.5°
5
7.5°
10°
12.5°
15°
17.5°
20°
22.5°
25°
27.5°
30°
32.5°
35°
37.5°
40°
42.5°
45°
47.5°

52.5°

Scaled Data Report

¥ C

OOPER

Lighting Solutions

0° 5° 15° 25° 35° 45° 55° 65° 75° 78° 85°
644.4  644.4  644.4 6444 6444  644.4  644.4 6444 6444 6444 644.4
8155  805.4  813.1 7973 7826 7647 7443 717.7  690.0  680.5 660.8
968.8 9748  969.5 9495 9204 8727 8366 7854 7345 7145 676.6
1149.5 11449 1133.7 11049 10586 10042 9369  863.6  779.4 7524 694.2
1306.6  1295.7 1284.9 1249.4 11940 11319 10414 9383  831.3 7945 713.5
1459.9 14641 1440.6 1402.7 1334.7 12550 1147.4 10249  885.0  838.7 736.3
1641.6 16304 1607.9 1551.8 14760 1383.4 1260.7 11158 9457  889.5 763.3
1800.8  1792.4 1773.1 1713.8 16286 15157 13725 1210.1 1011.6  947.1 795.5
1952.4 19474 19218 1866.1 1787.9 1658.8 1503.0 13213 1088.1 1015.8 833.4
2110.6  2104.6 2073.7 2013.4 1929.6 18117 1638.1 14350 1183.8 1094.0 878.0
22523 22614 22175 21604 20702 19485 1782.6 1558.8 1276.8 11786 936.5
2475.7 24494  2395.0 2310.1 22105 2093.4 1923.2 1686.8 13869 1276.4 995.8
2712.8  2697.0 2629.3 2496.0 2340.7 22105 2055.5 18373 1506.2 1391.5  1078.3
2911.7 2903.6 2837.0 2709.3 2517.8 23263 2187.7 19850 16419 15195  1179.6
3039.4 3026.8 2979.4 28822 2699.8 24754 23235 2149.1 17945 16686  1296.8
3095.9 3080.1 3031.0 2957.3 28293 2619.5 2444.1 23035 19562 1820.5  1408.0
3047.1 30415 3006.1 2936.6 2879.1 2732.8 2557.1 2449.0 2129.8 1990.9  1565.8
28945 28843 28815 2850.3 2844.4 2780.2 2657.0 2585.1 23193 21768  1733.1
2686.2 2680.2 2706.2 27202 27567 27721 2727.6 27156 25104 23673  1926.4
2438.9 24350 2487.3 25459 26409 2716.7 2749.6 2816.6 2696.7 25750  2118.3
2030.2 20109 2173.3 2321.0 2477.5 2637.4 2728.6 2897.3 2890.0 27760  2312.6
1569.0  1561.6 1762.2 2012.7 2287.3 25045 2677.0 2942.2 30464 29555  2516.0
1151.6  1157.2 13347 16458 1979.7 2308.7 2600.2 2953.4  3202.8 31488  2707.2
840.8  860.8  994.1 12585 1627.9 20362  2490.1 2950.6  3322.1 33049  2861.9
630.3 630.0 7545 9316 1250.1 1716.6 23119 2942.6 3391.2 34105  2938.4
571.7  577.7  668.6 8180 1142.4  1563.0 2222.8 2936.3 33972  3428.7  2945.7
4949 4932 5644  683.6 9460 13354 2063.6 2917.3 3390.1 34200  2933.1
398.5  400.2 4483 517.0 7089 9944  1731.0 28019 3277.9 32996  2849.6
329.0 3332 3651 4104 5258  706.1 13248 2568.0 3059.4 30355  2665.8
269.4 2739 2985 328.7 4013 516.7  973.0 21533 26813 26157 23326
218.2 2182 2389 2662  307.6 3715  672.8 16525 21961 2119.0  1887.1
173.3 172.6 187.3 201.0 2280 2715 4602 11365 1646.8 15595  1344.5
119.6 121.4 134.3 148.0 1614 1887 3055  699.1 1063.5  991.3 846.7
88.4 89.1 96.5 103.8 102.4 1196 192.6 3560  591.7  590.3 480.5
64.2 65.9 68.8 73.0 70.9 78.2 115.8 1785 3132 3115 258.2
41.0 40.7 40.7 43.1 42.8 47.0 62.8 95.8 1340  139.3 125.6
14.7 15.4 17.9 21.7 20.3 19.3 18.9 25.3 22.8 21.4 20.3
0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
Peachtree City, GA 30269

REPORT NUMBER: P1460749

CATALOG NUMBER: PRV-PC1A-8540-U-T2R-HSS

CANDELA DISTRIBUTION (continued):
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Scaled Data Report

¥ C

OOPER

Lighting Solutions

90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°
644.4  644.4  644.4 6444 6444 6444  644.4 6444 6444 6444 6444
647.2 633.5  605.1 5770 5556 5311  515.3 502.6 4879 4834 4925
649.6  621.2 5689 5181 4767 4444 4136 4013 3813 3757 3753
653.5 611.4 5339 4658 4125 369.4  340.6 3231 3111 3069 3104
658.0 6023  500.5 4167 3564  319.2 2915 2757 2683 2648  263.8
667.2 596.3 4749  377.8 3153 279.9 257.8 2448 2368 2350 2333
677.3 592.1 4479 3430 2827 2497  230.1 2206 2140 2108  210.8
691.0  591.7  421.6 3108  256.1 2259 208.7  201.0 196.4  194.7 194.3
709.6  593.8  400.2 288.0 2336 2059 192.9 186.3 183.5 181.7 181.7
7359  600.9  382.0 2662  214.7 190.1 178.5 174.7 172.2 170.5 170.5
7724  616.6  368.7 2483 198.9 177.1 167.7 163.5 161.7 161.0 160.7
8120 6359  363.0 2357 184.9 165.9 157.8 153.6 152.2 151.5 151.5
864.3 663.6  359.2 226.6 174.0 155.7 148.4  143.8 142.1 142.1 141.7
933.0  709.2  366.5 219.6 166.6 147.3 139.3 135.4 133.6 133.3 132.9
1024.6  773.8  384.1 217.1 159.2 139.3 131.2 127.7 125.9 125.6 124.9
1106.3 8264 4069  216.1 152.6 132.2 124.5 120.7 118.6 117.9 118.2
12256 9102  437.4 2182 146.6 125.2 118.2 114.3 112.2 111.5 111.2
13589  1016.2  484.1 226.6 142.8 118.9 112.6 108.4 106.6 105.9 105.6
1516.7 11407  546.5 238.5 140.0 114.0 106.6 103.1 101.4  100.3 100.3
16819 12719  611.0 2536 137.9 110.1 101.4 97.9 95.8 94.7 94.0
1864.7 14059  686.4  270.1 136.1 106.3 96.1 91.5 89.4 87.3 87.3
20415 1559.2 7647  289.0 134.7 100.0 90.1 85.2 81.7 79.6 79.3
22105 1698.8  839.0  306.6 133.3 94.7 83.5 77.5 74.4 73.0 73.3
23431 17980 9039 3213 130.1 88.7 76.1 70.9 68.4 69.5 68.4
2377.8 17850  917.6  324.1 124.2 81.4 68.8 65.6 64.9 63.1 63.1
2352.2 17359  893.8  319.9 1214 77.9 66.6 64.2 63.1 61.4 61.4
22845 16100  827.1 305.9 115.8 73.0 63.5 61.7 60.3 58.6 58.9
2129.1 13522 6489 2645 103.8 65.9 58.2 57.2 55.4 54.0 53.0
1898.7 1093.3  466.2 211.9 91.2 59.6 52.3 50.9 49.1 47.4 46.7
1637.0 8464  316.0 163.5 78.2 52.6 46.0 435 42.1 40.7 40.0
1310.5 636.6 199.6 120.7 64.9 44.2 37.5 36.1 34.7 33.7 333
960.7  444.8 133.3 90.1 52.3 35.8 30.2 27.4 26.7 26.0 24.9
573.2 249.7 86.3 65.6 41.4 28.1 23.2 21.0 20.7 19.6 19.6
301.7 132.6 56.8 45.2 29.5 21.4 18.2 16.8 15.4 12.3 10.2
170.8 71.9 37.2 28.4 19.6 15.8 13.7 12.6 10.5 3.2 1.8
85.2 36.5 17.9 14.4 9.5 6.3 6.7 5.3 2.5 0.4 0.0
15.4 5.3 3.2 3.2 2.5 1.8 1.4 0.7 0.4 0.0 0.0
0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE

(END OF REPORT)
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