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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
Peachtree City, GA 30269

Test Information
Test Method:
Report Number:
Test Lab:

Issue Date:
Manufacturer:
Product Line:
Catalog Number:
Description:

Light Source:
Ballast/Driver:

Summary

Lumens per Lamp:
Luminaire Lumens:
Efficiency:

Efficacy:

Luminous Opening:
IES Classification:
BUG Rating:

Input Watts (W):

Input Voltage (V):

Input Current (Ain):
Voltage Rise (V):

Power Factor:

Total Harmonic Distortion (THDi):
Frequency (hertz):
Stabilization Time:
Operation Time:

Ambient Temperature (°C):
Test Distance:

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE

Scaled Data Report

LM-79-2024

P1461166

INNOVATION CENTER(G3)
6/10/2026

COOPER LIGHTING SOLUTIONS
LUMARK
PRV-PC1B-8540-U-T2RE-HSS

¥ C

OOPER

Lighting Solutions

PREVAIL DISCRETE LED 1 SQUARE AT 585MA 85CRI 4000k FIXTURE w/ TYPE Il ROADWAY
ILLUMINANCE DISTRIBUTION OPTIC AND HOUSE SIDE SHIELD

(40) 4000k CCT, 85 CRI LEDS
ELECTRONIC DRIVER

N/A

7373.4 lumens

N/A

101.0 lumens/watt

Rectangular (W 0.67' x L: 0.67' x H: 0')
Type Il - Short

B1-UO-G2

73
120
NR
NR
0.98
2.73%
60

NR
NR
NR
2875 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South Scaled Data Report
Peachtree City, GA 30269 00 COOP E R

REPORT NUMBER: P1461166
CATALOG NUMBER: PRV-PC1B-8540-U-T2RE-HSS

Transverse Distance in Units of Mounting Height

Iso-Footcandle Lines of Horizontal lllumination

X Maxcd
===-1/2 Maxcd

-1 \\
House Side
O E—
\ Street Side
Type |
1 - en ws am o
Type Il
1.75
2
_—/
Type lll
_——/
2.75
3
Type IV
Short Medium Long
4 |
0 1 2 905 3 375 4 > 6

Longitudinal Distance in Units of Mounting Height

Based on 10 foot mounting height. Maximum calculated value = 17.3 fc
Type Il - Short - N/A

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE

Lighting Solutions
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Cooper Lighting Solutions Photometric Lab
1121 Highway 74 South Scaled Data Report

Peachtree City, GA 30269 00 CO O P E R

Lighting Solutions

REPORT NUMBER: P1461166
CATALOG NUMBER: PRV-PC1B-8540-U-T2RE-HSS

Luminous Intensity Polar Plot
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

REPORT NUMBER: P1461166
CATALOG NUMBER: PRV-PC1B-8540-U-T2RE-HSS

FLUX DISTRIBUTION:

Scaled Data Report

C

Downward Upward Total
House Side Lumens 765.7 0.0 765.7
% Fixture 10.4 0.0 10.4
Street Side Lumens 6607.7 0.0 6607.7
% Fixture 89.6 0.0 89.6
Total Lumens 7373.4 0.0 7373.4
% Fixture 100.0 0.0 100.0
Coefficient of Utilization
1
] 89.4%
ZONAL LUMENS: 0.3 1 — —
Zone Lumens % Fixture
0°-10° 81.8 1.1 0.8 | /
10°-20° 266.4 3.6 ]
20°-30° 507.7 6.9
30°-40° 892.8 12.1 0.7 |
40°-50° 14513 19.7 ] /
50°-60° 1873.5 25.4 ] /
60°-70° 1665.0 22.6 0.6
70°-80° 585.7 7.9 y
80°-90° 49.1 0.7 ]
90°-100° 0.0 0.0 0.5
100°-110° 0.0 0.0 I
110°-120° 0.0 0.0 ]
120°-130° 0.0 0.0 0.4
130°-140° 0.0 0.0 ]
140°-150° 0.0 0.0 .
150°-160° 0.0 0.0 03 7
160°-170° 0.0 0.0
170°-180° 0.0 0.0 y
0°-90° 7373.4 100.0 0.2 1
0°-180° 7373.4 100.0
0.1 Coee——— N A
il Fid 10.3%
0
0 1 2 3 5

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE

Street Width in Units of Mounting Height

- == HS

OOPER

Lighting Solutions
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South Scaled Data Report
Peachtree City, GA 30269 oo CO O p E R

Lighting Solutions

REPORT NUMBER: P1461166
CATALOG NUMBER: PRV-PC1B-8540-U-T2RE-HSS

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G
FL (0°-30°) 692.1 9.4

FM (30°-60°) 3820.3 51.8

FH (60°-80°) 2054.3 27.9 G2/5000
FVH (80°-90°) 41.0 0.6 G1/100
BL (0°-30°) 163.9 2.2 B1/500

BM (30°-60°) 397.4 5.4 B1/1000

BH (60°-80°) 196.4 2.7 B1/500 G1/500
BVH (80°-90°) 8.1 0.1 GO0/10
UL (90°-100°) 0.0 0.0 uo/o

UH (100°-180°) 0.0 0.0 uo/o

BUG Rating: B1-U0-G2

Type Il Short
3,820 Im
2,865 Im
1,910 Im
955 Im
100° 100°
90° 90°
BVH FVH
80° 80°
BH
60° 60°
BM
FORWARD
BACKLIGHT 30° LIGHT

oo
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
Peachtree City, GA 30269

REPORT NUMBER: P1461166
CATALOG NUMBER: PRV-PC1B-8540-U-T2RE-HSS

CANDELA DISTRIBUTION (FULL):

0°
2.5°
5
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57.5°

Scaled Data Report

¥ C

OOPER

Lighting Solutions

0° 5° 15° 25° 35° 45° 55° 65° 74° 75° 85°
832.2 832.2 832.2 832.2 832.2 832.2 832.2 832.2 832.2 832.2 832.2
1024.7 1026.7 1014.1 1004.4 987.5 968.6 945.4 914.9 883.9 884.4 854.9
1216.8 1218.3 1209.1 1190.2 1168.9 1130.7 1081.3 1021.3 958.4 957.5 891.2
1271.5 1264.7 1269.1 1275.3 1276.3 1263.2 1226.0 11389  1050.9 1039.2 946.8
1296.1 1287.9 1287.0 1291.8 1308.7 1332.4 1331.5 1269.5 1163.1 1153.4 1012.6
1392.4 1390.5 1387.6 1376.9 1370.7 1377.4 1413.7 1394.4  1286.0 1276.8 1098.3
1511.4 1501.3 1500.8 1495.0 1481.0 1458.7 1477.1 1513.4  1420.0 1407.4 1185.8
1611.6 1597.6 1601.4 1608.7 1596.6 1575.8 1562.7 1608.7  1559.3 1547.3 1283.1
1687.6 1679.8 1694.8 1713.7 17151 1696.8 1672.1 1698.2  1695.8 1681.8 1391.0
1745.6 1735.9 1758.2 1796.9 1828.8 1822.1 1788.7 1778.0 1818.7 1814.3 1494.0
1780.5 1770.8 1804.6 1864.6 19324 1953.2 1917.9 1874.3  1925.1 1929.5 1587.9
1854.5 1847.7 1875.8 1935.3 2014.1 2074.1 2049.5 1970.6  2016.6 2023.3 1679.3
2072.2 2039.3 2060.6 2079.5 21211 2188.3 2177.7 2065.9  2092.0 2109.9 1768.4
2429.3 2390.5 2365.9 2335.9 2305.4 2325.7 2323.8 2182.0 2185.9 2202.3 1862.2
2904.8 2883.1 2783.9 2662.9 2566.7 2514.9 2507.1 23456  2311.7 23335 1966.2
3407.0 3383.3 3266.7 3066.4 2882.1 2729.2 2704.5 2573.4  2492.6 2508.6 2074.6
3890.4 3828.9 3727.8 3503.3 3200.0 2928.6 2818.7 26625 2617.5 2636.8 2153.5
4252.8 42194  4118.3 3903.4 3537.7 31245 2932.9 2707.4  2661.5 2698.7 2190.2
44444 4408.1 4366.9 4248.9 3819.7 3347.5 3108.0 2876.8  2825.0 2862.8 2302.0
4303.1 42934 44221 44540 4054.9 3540.6 3309.3 3147.2  3163.7 3177.7 2557.5
3768.5 3820.2 4093.6 43476  4165.2 3730.7 3559.5 35440 3698.8 3740.9 3088.7
3073.2 3078.5 3442.4 3941.2 3968.8 3796.5 38144  4060.7 4511.1 4509.7 3766.5
2303.0 2384.3 2779.1 3283.2 3435.6 3628.2 4059.7 4726.4  5430.9 5420.7  4449.2
1763.0 1772.2 2184.4 2666.3 2844.4 3222.7 4136.6 54555 6321.6 6304.2 5108.6
1356.1 1360.5 1660.5 2055.7 2402.2 2669.7 4013.8 6062.7 7161.0 7148.4 5515.0
1012.1 1026.7 1201.8 1410.8 1884.0 2210.1 3699.3 6330.8 7822.4 7791.9 5651.0
749.9 750.9 842.8 954.1 1249.7 1639.2 3245.0 6169.6 8170.2 8134.0 5546.5
648.8 660.9 740.2 812.3 1016.5 1396.3 3031.6 5919.0 8170.7 8137.8 5443.0
545.7 550.6 609.6 660.4 760.6 989.9 2609.7 55233 8001.4 7926.9 5185.1
399.2 410.3 448.5 468.3 481.4 573.8 1705.0 4662.6 69975 6950.5 4435.2
290.8 294.6 330.0 343.0 3454 373.0 866.5 3697.8 5344.7 5322.5 3048.5
224.5 228.4 244.3 243.8 247.2 259.3 397.7 2268.1 3158.8 3176.8 1463.6
180.9 186.8 191.6 178.0 179.0 181.9 237.1 969.1 1395.3 1320.3 397.7
135.5 136.4 144.7 131.6 125.3 122.9 150.0 335.3 393.8 374.0 145.1
105.5 101.1 103.5 95.8 87.1 83.2 1011 141.3 156.8 155.3 100.6
70.6 69.2 63.9 60.5 54.2 50.3 66.3 79.8 96.8 100.2 75.0
31.9 31.9 32.9 30.0 27.6 25.2 32.9 43.1 49.8 49.8 28.5
0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South Scaled Data Report
Peachtree City, GA 30269 00 COOP E R

Lighting Solutions

REPORT NUMBER: P1461166
CATALOG NUMBER: PRV-PC1B-8540-U-T2RE-HSS

CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°
0° 832.2 832.2 832.2 832.2 832.2 832.2 832.2 832.2 832.2 832.2 832.2
2.5° 840.9 824.4 795.9 767.3 742.2 717.5 690.4 676.4 664.8 661.9 654.6
5° 862.6 831.2 768.3 705.4 643.5 598.0 552.0 517.7 493.0 485.8 480.4
7.5° 897.0 848.6 746.5 640.6 552.5 478.5 420.0 386.1 367.7 356.6 353.7
10° 945.4 873.8 721.4 574.8 456.2 374.5 3334 314.0 301.4 298.5 299.0
12.5° 1004.4 906.2 696.7 501.7 375.4 3135 289.8 282.1 280.6 279.2 279.2
15° 1070.2 936.2 663.3 434.0 3125 274.8 268.0 266.1 264.6 264.6 265.1
17.5° 1133.6 961.8 623.2 371.6 272.4 256.4 251.1 249.7 250.1 249.7 249.2
20° 1200.8 982.2 572.8 316.9 251.6 239.5 233.2 232.7 233.2 233.7 233.2
22.5° 1259.4 992.3 521.1 275.3 235.1 223.0 217.2 216.8 216.3 216.8 216.8
25° 1314.1 994.2 468.8 249.7 219.2 208.0 202.2 201.8 202.2 203.7 203.7
27.5° 1364.4 995.7 420.4 232.7 205.1 193.5 189.2 189.7 192.6 194.5 194.5
30° 1414.7 1003.4 382.2 216.8 191.6 181.4 177.6 180.5 185.3 189.7 190.1
32.5° 1470.8 1018.0 355.1 204.7 179.5 171.8 169.8 175.1 183.4 189.7 190.6
35° 1537.1 10354 341.1 195.0 170.8 163.0 165.0 173.2 183.4 189.7 191.1
37.5° 1599.0 1055.2 3324 186.8 162.6 155.8 160.1 171.3 181.9 188.7 189.7
40° 1640.1 1056.2 313.0 177.1 154.8 148.5 155.3 166.4 177.1 186.3 187.2
42.5° 1662.4 1046.0 280.1 167.9 148.0 141.8 148.5 155.8 167.9 180.9 183.4
45° 1777.1 1087.1 255.0 158.2 142.7 136.0 137.9 141.8 155.3 169.8 172.2
47.5° 2064.0 1239.5 237.1 149.5 135.5 129.2 125.3 128.7 140.3 153.9 155.3
50° 2583.1 1552.1 230.3 142.2 128.7 119.5 113.7 116.1 122.4 132.6 135.5

52.5°| 3333.0 2064.0 250.1 135.5 121.0 110.8 102.6 99.7 106.0 113.7 114.2
55°|  4059.2 2503.3 304.8 129.2 111.8 102.6 92.9 86.1 90.0 94.3 96.3
57.5°| 46456 27074 376.9 127.7 1011 94.3 82.2 73.5 76.9 80.8 81.8
60°| 4663.5 2482.5 420.0 127.7 95.8 85.6 72.6 65.3 70.2 74.0 74.5
62.5°| 4300.2 1954.1 380.3 119.0 85.6 74.0 66.8 60.5 66.8 72.1 73.1
65°| 3824.6 1413.2 276.3 105.5 74.5 62.9 61.4 58.1 65.8 72.1 73.5
66°| 3661.5 12323 228.8 99.2 70.2 59.5 59.0 58.1 65.3 71.6 73.1
67.5°] 3285.1 948.3 169.3 88.1 63.9 55.2 55.6 56.6 63.4 68.7 70.6
70°(  2379.9 559.8 108.9 67.7 56.6 50.3 49.8 523 57.1 60.5 61.0
72.5° 1463.1 279.2 79.8 50.3 50.3 48.4 44.0 46.0 49.8 51.8 51.8
75° 656.1 140.3 58.5 39.2 43.5 45.0 37.7 40.2 42.1 44.0 44.0
77.5° 177.6 85.6 45.5 324 38.7 39.7 31.9 34.4 35.8 38.7 38.2
80° 98.2 67.3 32.9 26.6 30.0 34.4 27.6 30.0 28.1 26.1 30.5
82.5° 81.3 46.0 22.3 20.8 22.3 27.6 22.3 20.8 17.4 10.2 11.6
85° 56.1 25.2 11.6 111 12.1 16.4 14.0 10.6 7.3 1.9 3.4
87.5° 16.4 6.8 4.8 4.4 4.8 5.8 4.4 4.4 2.4 0.0 0.0
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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