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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
Peachtree City, GA 30269

Test Information
Test Method:
Report Number:
Test Lab:

Issue Date:
Manufacturer:
Product Line:
Catalog Number:
Description:

Light Source:
Ballast/Driver:

Summary

Lumens per Lamp:
Luminaire Lumens:
Efficiency:

Efficacy:

Luminous Opening:
IES Classification:
BUG Rating:

Input Watts (W):

Input Voltage (V):

Input Current (Ain):
Voltage Rise (V):

Power Factor:

Total Harmonic Distortion (THDi):
Frequency (hertz):
Stabilization Time:
Operation Time:

Ambient Temperature (°C):
Test Distance:

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE

Scaled Data Report

LM-79-2024

P1461218

INNOVATION CENTER(G3)
6/10/2026

COOPER LIGHTING SOLUTIONS
LUMARK
PRV-PC1B-8540-U-T2RE

¥ C

OOPER

Lighting Solutions

PREVAIL DISCRETE LED 1 SQUARE AT 585MA 85CRI 4000k FIXTURE w/ TYPE Il ROADWAY

ILLUMINANCE DISTRIBUTION OPTIC

(40) 4000k CCT, 85 CRI LEDS
ELECTRONIC DRIVER

N/A

10435.1 lumens

N/A

142.9 lumens/watt

Rectangular (W 0.67' x L: 0.67' x H: 0')
Type Il - Short

B2 - U0 - G2

73
120
NR
NR
0.98
2.73%
60

NR
NR
NR
2875 FT
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Cooper Lighting Solutions Photometric Lab
1121 Highway 74 South Scaled Data Report

Peachtree City, GA 30269 00 CO O P E R

Lighting Solutions

REPORT NUMBER: P1461218
CATALOG NUMBER: PRV-PC1B-8540-U-T2RE
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Longitudinal Distance in Units of Mounting Height

Based on 20 foot mounting height. Maximum calculated value = 5.2 fc
Type Il - Short - N/A

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE
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Cooper Lighting Solutions Photometric Lab
1121 Highway 74 South Scaled Data Report

Peachtree City, GA 30269 00 CO O P E R

Lighting Solutions

REPORT NUMBER: P1461218
CATALOG NUMBER: PRV-PC1B-8540-U-T2RE

Luminous Intensity Polar Plot
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

REPORT NUMBER: P1461218
CATALOG NUMBER: PRV-PC1B-8540-U-T2RE

FLUX DISTRIBUTION:

Scaled Data Report

(%) COOPER

Lighting Solutions

Downward Upward Total
House Side Lumens 2539.9 0.0 2539.9
% Fixture 24.3 0.0 24.3
Street Side Lumens 7895.2 0.0 7895.2
% Fixture 75.7 0.0 75.7
Total Lumens 10435.1 0.0 10435.1
% Fixture 100.0 0.0 100.0
Coefficient of Utilization
0.8
75.4%
1 —
ZONAL LUMENS: 0.7 /
Zone Lumens % Fixture i
0°-10° 168.0 1.6
10°-20° 518.8 5.0 1
20°-30° 966.6 9.3 0.6
30°-40° 1450.2 13.9 T /
40°-50° 1911.1 18.3 1
50°-60° 2329.5 22.3 05 | /
60°-70° 2129.1 20.4
70°-80° 832.2 8.0
80°-90° 129.6 1.2 ]
90°-100° 0.0 0.0 0.4
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0 T
130°-140° 0.0 0.0 0.3
140°-150° 0.0 0.0
150°-160° 0.0 0.0 | SREREREYHL T T X S hedududsis
160°-170° 0.0 0.0 0.2 =" 24.0%
170°-180° 0.0 0.0 ] yad
0°-90° 10435.1 100.0 ,’
0°-180° 10435.1 100.0 I K
0.1 +H4¢
]
0 +H——v— — — —
0 1 2 3 4 5

Street Width in Units of Mounting Height

= HS

SS

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE

50of 8



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South Scaled Data Report
Peachtree City, GA 30269 oo CO O p E R

Lighting Solutions

REPORT NUMBER: P1461218
CATALOG NUMBER: PRV-PC1B-8540-U-T2RE

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G
FL (0°-30°) 975.5 9.3

FM (30°-60°) 4455.9 42.7

FH (60°-80°) 2393.6 22.9 G2/5000
FVH (80°-90°) 70.1 0.7 G1/100
BL (0°-30°) 677.9 6.5 B2/1000

BM (30°-60°) 1234.8 11.8 B2/2500

BH (60°-80°) 567.7 5.4 B2/1000 G2/1000
BVH (80°-90°) 59.5 0.6 G1/100
UL (90°-100°) 0.0 0.0 uo/o

UH (100°-180°) 0.0 0.0 uo/o

BUG Rating: B2-U0-G2

Type Il Short
4,456 1m
3,342 Im
2,228 Im
1,114 Im
100° 100°
90° 90°
BVH FVH
80° 80°
BH
60° 60°
BM
FORWARD
BACKLIGHT 30° LIGHT

oo
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Cooper Lighting Solutions Photometric Lab
1121 Highway 74 South
Peachtree City, GA 30269

REPORT NUMBER: P1461218
CATALOG NUMBER: PRV-PC1B-8540-U-T2RE

CANDELA DISTRIBUTION (FULL):

Scaled Data Report

¥ C

OOPER

Lighting Solutions

0° 5° 15° 25° 35° 45° 55° 65° 74° 75° 85°
o°[ 17849 17849 17849 17849 17849 17849 17849 17849 1/84.0 17849 17849
2.5°| 17680 17670 17632 17646 17665 1767.5 1771.4 1769.0 1772.8 17782  1782.0
s°| 17167 17177 17235 17361 1759.3 1779.6 17946 1796.1 17927  1799.0 1801.9
7.5°| 1638.8 16349 16475 1669.8 1699.8 1745.3  1801.4 18343 18367 18425  1845.0
10°| 1667.3 1668.3 16659 1659.6 16751 1716.7 1789.8 1864.8 1902.1  1908.4  1909.8
12.5°| 1833.3 18304 18125 17869 1764.6 1750.1 1799.9 1894.3 19751  1980.0  1995.0
15°] 20429 2023.1 20119 1978.1 19277 18721 1855.6  1940.3 20550  2069.0  2097.1
17.5°| 22375 22259 22142 21750 21073 2037.1 1966.4 2001.8 2144.1  2163.4  2204.6
20°| 2439.8 24369 24214 23861 23154 22186 2107.3 2086.5 2230.2  2253.9  2322.2
225°| 26469 2648.4 26329 2587.4 2529.8 2410.7 2265.1 21755 23139 23449 24315
25°| 2838.1 2834.7 28120 2795.0 27423 26213  2447.0 2279.1 2383.6  2417.0  2532.2
27.5°| 29847 2972.2 2996.4 2989.1 2937.8 2817.8 2618.8 2393.3 24495 24887  2619.8
30°| 31503 3139.1 3165.3 3187.5 31343 3014.7 2786.3 2489.6 25066  2551.6  2702.6
32.5°| 33821 33777 33753 3391.8 33521 3205.4 2955.2 2626.1 2592.7  2636.8  2786.3
35°| 3706.8 36923 36449 36163 35742 33913 31474 2812.0 27340  2779.5  2881.7
37.5°| 4058.7 40519 3964.8 3859.8 3748.0 3554.9 3326.4 29954 28855 29252  2957.2
40°| 44488 43975 43244 41637 39382 3654.1 33545 29765 29305 29809  2971.7
42.5°| 47755  4707.2 46255 44657 4131.8 37703 33942 2973.1 29373 29949 29489
45°| 5029.6 4997.6  4869.9 4706.3  4330.2 3877.2 3501.6 3106.7 30782  3139.1  2996.8
47.5°| 50722 5038.3 49952  4877.1 44653 3998.7 3650.7 3362.3 3369.5 34537  3190.9
50°| 4688.9 4680.6 4751.8 48311 45345 4076.1 3831.2 37441 3951.7  4002.6  3680.2
52.5°| 3948.8 3939.2 4172.0 4457.0 43646 4117.8 40505 43065 4723.2  4807.9 431856
55°| 31324 31933 34106 3869.0 3907.2 39493 42784 49565 56825 57246  5011.2
57.5°| 26421 2623.2 27849 3208.8 33356 3592.1 43723 5668.4 6649.0 66132  5684.9
60°| 22249 22321 23183 26348 27999 30757 4308.0 6309.7 74994 74563  6255.0
62.5°| 16843 1667.8 1754.0 2014.3 2353.1 26256 4084.8 6612.2 8139.2  8093.7 6532.8
65°| 1101.6 11219 1191.1 1353.7 1670.2 21925 3715.6 64346 84814 84393  6514.9
66°| 9370 9452 10154 11311 1370.2 1969.8 35413 6242.9 8487.2 8451.8 6417.7
67.5°| 7178 7299 7889  860.5 10057 15265 32321 5849.9 8293.1 82612 614158
70°| 5266 5304 5774 5939  618.1  844.1 24248 5046.0 73759  7366.3  5076.0
725°| 4017 4065 4337 4477 4399  509.6 13721 4111.0 57594  5749.8  3499.2
75° 3465 3451 3533 3523 3475 364.4 6021 2770.8 36071 36260 1710.4
775°| 2846 2860 2918 2865 2826 2851 3669 14374 15250 14849  517.4
80°| 2280 2299 2357 2323 2270 2323 267.2 5203 5116 454.9 208.6
82.5° 179.6 174.2 179.1 181.5 177.1 183.9 2004 2376  221.7 215.9 146.2
85° 116.2 117.1 1084  121.0 117.1 119.1 137.5 162.1 1554 153.9 100.7
87.5° 38.7 42.1 46.0 46.9 48.4 50.3 59.0 71.6 90.0 93.4 41.6
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
Peachtree City, GA 30269

REPORT NUMBER: P1461218

CATALOG NUMBER: PRV-PC1B-8540-U-T2RE

CANDELA DISTRIBUTION (continued):
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Scaled Data Report

¥ C

OOPER

Lighting Solutions

90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°
17849 17849 17849 17849 17849 17849 17849 17849 17849 17849 17849
1789.3 1796.6 18062 1817.9 1826.1 1831.9 18285 1829.0 1827.5 18227 1821.7
1810.1  1821.2 1837.2 1840.6 1831.4 1813.0 1790.7 17685 17564 17433  1742.8
1854.6  1860.0 1863.8 1836.7 17864 17399 1691.0 1657.7 1642.6 16335 1641.7
1913.7 19142 18813 18019 17167 1653.3 1613.1 15875 1573.0 1567.6 1570.1
1990.2 1979.0 1892.4 1759.8 1649.4  1588.0 1554.6  1538.6  1527.5 1523.6 15255
2082.6 20463 1890.0 1708.5 15865 1538.1 1514.9 1502.8 14950 1492.1  1495.5
21741 21039 18745 1651.8 1539.1 15052 1489.7 1476.2 1472.8 1470.8  1473.7
2264.1 21542 1847.9  1590.9 1504.2 14873  1470.3 1462.1 1466.0 1467.9  1473.3
2346.4 21847 18053 1527.9 14762  1466.5 1460.7 1458.7 14655 1469.4  1474.2
2406.9 2193.4 17482 1473.3 14428 1446.6 14529 1450.0 1452.0 14524  1455.8
24543 21905 1666.4 14205 1402.1 14195 1434.1 14220 14166 14118 1414.7
24959 21837 15773 13581 13450 13745 1391.0 1368.2 1353.7 13445  1353.2
2531.2 2182.8 14945 1277.2 12787 13101 1327.1 1301.0 1279.2 12705  1269.0
2568.0 21857 1417.6 11950 11862  1228.4 1237.1 12129 11853 11756 1176.6
2590.8 2188.1 1337.7 10904 1085.6 11258 11340 11161 10962 1085.1  1081.7
2571.9 2159.1 12279 9839 9675 10019 1023.6 10202  991.2  957.8  956.4
2560.8 21310 11117 8809 8659 8842  923.0  902.6 8479 8417  837.3
2649.3 21479 10149 7947 7613  790.8  827.1 7787 7555 7473  754.1
2899.1 22438 9438 7332 6877 7153 7289 7119  692.1 6892  692.1
34445 24959 9118  699.4 6374 6539 6485 6568  641.8 6447  647.6
4136.6 29484 9283 6950  602.6  589.5 5856  603.5 6064 6200  624.8
4859.2 33472 9854 7105  563.8 5179 5242 5556 5842  602.6  606.9
54715 35413 10488 7105 5121 4612 4758 5217  567.2 5827 5847
5727.5 3510.8 1068.6  662.6 4583 4153 4399 5014 5440 5527  557.6
5692.6 33337 9854 5653  402.2 3809  419.6 4796  509.6  519.8  522.2
5429.4 29339  808.7 4516 3548 3562  402.7 4520 4762 4883  493.2
5226.1  2679.3 721.6  417.7 3378 3485 3959 4380  461.2 4704 = 474.8
4791.0 22254 6161 3635 3189  337.8 3814 4167 4351 4458 4491
34929 1356.6 4428  290.4 2914  317.0 3451  369.8  404.6 4196 4245
2067.1 6781 3223 2459  269.1 2952  308.8 3369 3819 4080  414.8
9443 3325 2352  217.8 2410 2565 2720 3107 3659 4056 4124
3204 2144  191.2 1955 2013  212.0 2352 2846 3480  392.0  403.2
173.3 169.9 158.3 165.5 167.0 1767  201.8 2517 3160 3543  356.7
1389 1316 1258 1287 131.6 1442 162.1  208.1 2681 2188 2212
89.5 78.9 81.8 86.1 89.1  100.2 111.8 1544 1931  102.1 97.3
26.6 24.2 29.0 324 31.9 324 43.1 80.8  113.7 47.9 329
0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE

(END OF REPORT)
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