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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
Peachtree City, GA 30269

Test Information
Test Method:
Report Number:
Test Lab:

Issue Date:
Manufacturer:
Product Line:
Catalog Number:
Description:

Light Source:
Ballast/Driver:

Summary

Lumens per Lamp:
Luminaire Lumens:
Efficiency:

Efficacy:

Luminous Opening:
IES Classification:
BUG Rating:

Input Watts (W):

Input Voltage (V):

Input Current (Ain):
Voltage Rise (V):

Power Factor:

Total Harmonic Distortion (THDi):
Frequency (hertz):
Stabilization Time:
Operation Time:

Ambient Temperature (°C):
Test Distance:

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE

Scaled Data Report

LM-79-2024

P1461114

INNOVATION CENTER(G3)
6/10/2026

COOPER LIGHTING SOLUTIONS
LUMARK
PRV-PC1B-8540-U-T4RE

¥ C

OOPER

Lighting Solutions

PREVAIL DISCRETE LED 1 SQUARE AT 585MA 85CRI 4000k FIXTURE w/ TYPE IV ROADWAY

ILLUMINANCE DISTRIBUTION OPTIC

(40) 4000k CCT, 85 CRI LEDS
ELECTRONIC DRIVER

N/A

10393.3 lumens

N/A

142.4 lumens/watt

Rectangular (W 0.67' x L: 0.67' x H: 0')
Type IV - Short

B2 - U0 - G2

73
120
NR
NR
0.98
2.73%
60

NR
NR
NR
2875 FT
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Cooper Lighting Solutions Photometric Lab
1121 Highway 74 South
Peachtree City, GA 30269

Scaled Data Report

(%) COOPER

Lighting Solutions

REPORT NUMBER: P1461114
CATALOG NUMBER: PRV-PC1B-8540-U-T4RE
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Longitudinal Distance in Units of Mounting Height

Based on 20 foot mounting height. Maximum calculated value = 3 fc
Type IV - Short - N/A
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South Scaled Data Report
(% COOPER

Peachtree City, GA 30269
Lighting Solutions

REPORT NUMBER: P1461114
CATALOG NUMBER: PRV-PC1B-8540-U-T4RE

Luminous Intensity Polar Plot
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

REPORT NUMBER: P1461114
CATALOG NUMBER: PRV-PC1B-8540-U-T4RE

FLUX DISTRIBUTION:

Scaled Data Report

(%) COOPER

Lighting Solutions

Downward Upward Total
House Side Lumens 2841.3 0.0 2841.3
% Fixture 27.3 0.0 27.3
Street Side Lumens 7552.0 0.0 7552.0
% Fixture 72.7 0.0 72.7
Total Lumens 10393.3 0.0 10393.3
% Fixture 100.0 0.0 100.0
Coefficient of Utilization
0.8
72.3%
ZONAL LUMENS: 0.7
Zone Lumens % Fixture _ ~
0°-10° 93.6 0.9
10°-20° 326.6 3.1 1
20°-30° 629.1 6.1 0.6 /
30°-40° 1006.8 9.7
40°-50° 1574.0 15.1
50°-60° 2267.0 21.8 05 ]
60°-70° 27143 26.1
70°-80° 1548.9 14.9
80°-90° 233.1 2.2 ]
90°-100° 0.0 0.0 0.4 /
100°-110° 0.0 0.0 .
110°-120° 0.0 0.0
120°-130° 0.0 0.0 T
130°-140° 0.0 0.0 0.3
140°-150° 0.0 0.0 L dakaeris b
150°-160° 0.0 0.0 ] L= 26.9%
160°-170° 0.0 0.0 0.2 22
170°-180° 0.0 0.0 . 'l
0°-90° 10393.3 100.0 /)
0°-180° 10393.3 100.0 /
0.1 -
0 1 2 3 4 5

Street Width in Units of Mounting Height

- == HS

SS
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Cooper Lighting Solutions Photometric Lab
1121 Highway 74 South
Peachtree City, GA 30269

REPORT NUMBER: P1461114
CATALOG NUMBER: PRV-PC1B-8540-U-T4RE

Scaled Data Report oo COOPER

Lighting Solutions

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:

Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G
FL (0°-30°) 513.3 49
FM (30°-60°) 3312.1 31.9
FH (60°-80°) 3555.5 34.2 G2/5000
FVH (80°-90°) 171.1 1.6 G2/225
BL (0°-30°) 536.0 5.2 B2/1000
BM (30°-60°) 1535.7 14.8 B2/2500
BH (60°-80°) 707.6 6.8 B2/1000 G2/1000
BVH (80°-90°) 62.0 0.6 G1/100
uL (90°-100°) 0.0 0.0 uo/o
UH (100°-180°) 0.0 0.0 uo/o
BUG Rating: B2-U0-G2
Type IV Short
3,556 Im
2,667 Im
1,778 Im
889 Im
100° 100°
90° 90°
BVH
80° 80°
BH
60°
BM
BL FL FORWARD
BACKLIGHT 30° 30° LIGHT

oo
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Cooper Lighting Solutions Photometric Lab
1121 Highway 74 South
Peachtree City, GA 30269

REPORT NUMBER: P1461114
CATALOG NUMBER: PRV-PC1B-8540-U-T4RE

CANDELA DISTRIBUTION (FULL):

Scaled Data Report

¥ C

OOPER

Lighting Solutions

0° 5° 15° 25° 35° 45° 51° 55° 65° 75° 85°
o[ 9465 9465 9465 9465 9465 9465 0465 9465 9465 9465 9465
25°| 9567 9562 9542 9571 9542  953.8  951.3 952.8 9489  949.4  949.4
5| 9736 9726 9722 9707  967.3  966.8  962.0 964.4  961.0 9586  955.7
7.5°| 10027 1000.7 9973  993.9 9881 9818 9780 980.4  976.0  973.1  969.3
10°| 10477 10457 1039.9 1033.6 1024.0 10119 71003.6 10022 9973  993.0  988.6
12.5°| 10985 1096.6 1092.7 1085.4  1069.0 1052.0 1039.5  1036.1 1024.4 1018.2  1016.7
15°| 11450 11416 11416 11319 11184 10985 1083.0  1077.7 1057.9 1051.6  1051.1
17.5°| 11813 1177.9 1177.4 11745 11615 11435 1130.0 11247 11058 1094.6  1096.6
20°| 12249 12215 12205 1218.6 12108 11944 11852  1180.8 1157.6 11426  1150.3
225°| 1287.8 12854  1281.0 12723 12617 12515 1239.9 12384  1219.6 1207.0 12225
25° 13619 13561 1354.1  1340.1 1326.5 13120 13023 13043 1286.8 1276.2  1296.5
27.5°| 14544 1447.6 14413 1427.3 1401.6 1387.6 13764 13784 13614 13609  1399.7
30°| 15585 1556.5 1544.9 1524.6  1492.6 1475.2 14582  1462.1 1453.4  1459.2  1524.1
325°| 1676.1 1676.6 1661.6  1638.3 16054  1583.1 1570.6 15725 15783  1605.4  1683.4
35| 1826.2 18175 18180 1791.3 17429 17235 17187  1721.6 17419 1833.0 1928.8
37.5°| 1991.8 19845 1984.5 1964.6 1918.2 18852 18949  1903.2  1973.4 21433  2245.0
40°| 21699 2159.8 21762 2169.4 21152 21041 2098.8  2127.8  2255.6  2489.9  2627.9
42.5° 23026 23040 23137 23239 22963 23103 23234  2356.8 2543.7 2870.5 3009.4
45°| 24275 24285 24367 24522  2462.8 2501.6 2560.1  2608.1 2863.2 3203.1  3351.2
47.5°| 2561.1 25563 2569.8 2608.1 2623.1 2723.8 28104 28942 31464 35333 36717
50°| 27044 27049 27194 2769.8 2816.7 29712 31014  3193.9 34553 38635  3965.1
525°| 2919.4 2901.0 29150 2951.8 3028.8 3237.0 34021  3509.5 3764.7 41762  4285.1
55°| 31595 3162.9 3183.7 32089 33144 35759 37594 38819 4101.2 4553.8  4657.9
57.5°| 3390.0 33720 3429.7 3511.0 3633.0 3998.0 42125  4308.4 4467.7 5006.0 5069.9
60°| 3449.0 34534 3553.1 3762.3 4029.0 45393 47441  4792.0 49363 5577.8  5418.0
62.5°| 3183.7 3196.8 3424.8 38422 43921 51653 5423.8 54267 5447.1 58494  5436.4
65°| 25989 2626.0 2933.4 35551 4554.8 5779.7 61016  6077.9 56654 5747.7  5100.4
67.5°| 2104.1 21389 24217 3092.2 44304 6090.0 6462.8  6342.3 55386 54113 44817
68°| 20073 2055.7 2333.6 2971.2 4391.2 6094.9 6470.6 63471 5476.6 5298.5  4334.5
70°| 16703 1721.6 1987.4 2642.4 42299 59303 62832 61815 5142.6 47620 3751.1
725°| 1047.7 1078.7 1395.8 2104.6 3854.7 5327.0 5653.8  5628.6 4603.7 38935 2843.4
75°| 4498 4648  692.8 12699 2970.7 4498.6 45935  4610.5 36504 27557  1801.0
775°| 2948 2953 3205  561.6 1798.1 3609.3 3731.8  3450.0 2447.8 14679 8429
80°| 2479 2469 2455  269.2 7959 2426.0 24870  2207.2 12452 5955  290.0
825°] 209.6 2048 1946 2019 3103 12394 13774 12108  571.8 2150  130.2
85° 147.2 141.9 128.3 138.9 1569 5393  613.9 533.5 2029 1254 77.0
87.5° 63.4 53.3 55.2 65.4 70.2 160.7  168.5 118.6 69.2 51.8 31.0
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South Scaled Data Report
Peachtree City, GA 30269 00 COOP E R

Lighting Solutions

REPORT NUMBER: P1461114
CATALOG NUMBER: PRV-PC1B-8540-U-T4RE

CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°
o[ 9465 9465 9465 9465 9465 9465 9465 9465 9465 9465 9465
25°| 9475 9475 9460 9455 9436  943.6 9412 9412 9417  939.7 9402
5| 9547 9533  951.8 9494 9480 9480 9494 9513  952.8  953.3  952.8
75| 9668  966.8 9659 9654  969.3  977.0 9867 9920 1003.1 1006.5 1010.4
10°| 9886 9881  990.6 1000.2 1016.7 1037.0 10549 10704 1086.9 1089.3  1093.2
12.5°| 1013.8 1019.6 1032.7 1057.4 10903 1117.4 11440 1168.7 1183.2 11929 11905
15°] 1053.5 1063.2 1092.7 11363 1169.2 1206.5 12355 1256.8 1271.8 1277.2  1282.0
17.5°| 1105.8 11227 1168.7 1219.1 12573 12854 13062 13120 1318.8 13217 13236
20°| 11687 1201.6 1259.3 13043 1329.9 1337.7 1341.6 1339.6 1343.0 1347.4  1349.8
225°| 12472 12907 1355.1 1377.4 1372.1 1360.4 13585 1361.4  1369.6 1372.1  1375.9
25°| 13406 13827 1441.8 14248 13832 1368.2  1381.3 13827 1383.7 13827 1386.1
27.5°| 14495 14916 15100 1433.1 1378.4 13851 13963 1380.8 1361.4 13483  1352.2
30°| 1569.1 1599.6 1553.1 14195 1380.3 13943 13769 13265 12951 1277.7 1280.1
325°| 17231 17216 1572.0 14127 13929 13716 1306.2 1249.1 12123 11915 11924
35°[ 19187 1862.0 1587.0 1432.1 1390.0 1310.6 12341 1172.6 11435 11266 11285
37.5°| 2179.1 20218 1620.4  1460.2 13416 1233.6 1159.0 1122.2 11072 1095.1  1098.0
40°| 25195 22421 17202 14665 12515 11450 11150 1096.6 1082.1 10685  1073.3
42.5°| 28085 24672 19148 14219 1139.2 10753 10859 10719 1049.6 10254  1027.8
45°| 3096.6 2667.6 21447 13251 1024.0 1023.5 10482 10273 9964  959.1  960.1
475°| 3339.1 28642 23767 1207.0 9189 9576  988.6  961.0  909.7 8632  858.9
50°| 3561.3 3087.4 25703 1073.8 8293 8763 8928 8463 8056  779.0  776.6
52.5°| 3799.5 33527 27252  956.2  732.5 7635 7775 763.0 7456 7296  726.2
55°| 41060 3698.8 28869  873.4 6294 6584 6870 7117 7010  692.8  688.0
57.5°| 44677 41394 29373 7669 5379 5669  638.6  676.3 668.1  662.3 660.4
60°| 4739.8 44551  2654.1 596.0  463.3 508.3  608.1  650.7  633.7 6187 6144
62.5°| 4729.6 43733 20639 4522 4135  469.1 5771  611.0 5853  571.8  566.0
65°| 43752 3989.8 14534 3747 3689 4314 5355 561.6 5379 5219  519.0
67.5°| 3820.8 3399.2  902.4 3253 3302 3922 4914 5161 4880 4735 4745
68°| 36819 32191 801.7 3152  321.5 3863 4822  503.5 4778 4643  463.3
70°| 31464 26589  529.7  287.1 2948 3587  447.8 4633 4420 4309 4285
72.5°| 23244 18029 3055 253.7 2643 3244 4014 4173 4135 4164 4212
75°| 1437.4 10409 2256 2242 2353 2963  363.6  393.1  401.8 4154 41838
775°| 6860  502.1 1864 1937 2077 2610 3307 3771 3781  380.1 3825
80°|  226.1 191.7 157.3 159.3 179.6 2295 299.2 3331 3103 3045 297.3
82.5° 119.6 123.5 126.8 128.3 149.6 189.3 2348 2464  226.6 159.3 157.3

85° 69.7 73.6 813 88.1 102.6 130.7 169.4 169.9 144.3 71.2 62.5
87.5° 23.2 28.1 27.6 32.9 38.7 523 71.7 74.1 59.5 24.7 14.0
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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