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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
Peachtree City, GA 30269

Test Information
Test Method:
Report Number:
Test Lab:

Issue Date:
Manufacturer:
Product Line:
Catalog Number:
Description:

Light Source:
Ballast/Driver:

Summary

Lumens per Lamp:
Luminaire Lumens:
Efficiency:

Efficacy:

Luminous Opening:
IES Classification:
BUG Rating:

Input Watts (W):

Input Voltage (V):

Input Current (Ain):
Voltage Rise (V):

Power Factor:

Total Harmonic Distortion (THDi):
Frequency (hertz):
Stabilization Time:
Operation Time:

Ambient Temperature (°C):
Test Distance:

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE

Scaled Data Report

LM-79-2024

P1460493

INNOVATION CENTER(G3)
6/9/2026

COOPER LIGHTING SOLUTIONS
LUMARK
PRV-P-PB1B-8540-U-T3R

¥ C

OOPER

Lighting Solutions

PREVAIL PETITE DISCRETE LED 1 SQUARE AT 1470MA 85CRI 4000k FIXTURE w/ TYPE

Il DISTRIBUTION OPTIC

(10) 4000k CCT, 85 CRI LEDS
ELECTRONIC DRIVER

N/A

5626.7 lumens

N/A

107.2 lumens/watt

Rectangular (W 0.33'x L: 0.33' x H: 0')
Type Il - Medium

B1-UO-G1

52.5
120
NR
NR
0.97
6.0%
60
NR
NR
NR
2875 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P1460493
CATALOG NUMBER: PRV-P-PB1B-8540-U-T3R

Transverse Distance in Units of Mounting Height

Iso-Footcandle Lines of Horizontal lllumination
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Longitudinal Distance in Units of Mounting Height

Based on 10 foot mounting height. Maximum calculated value = 10.3 fc
Type Il - Medium - N/A

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE
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30f8



Cooper Lighting Solutions Photometric Lab
1121 Highway 74 South Scaled Data Report

Peachtree City, GA 30269 00 CO O P E R

Lighting Solutions

REPORT NUMBER: P1460493
CATALOG NUMBER: PRV-P-PB1B-8540-U-T3R

Luminous Intensity Polar Plot
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

REPORT NUMBER: P1460493
CATALOG NUMBER: PRV-P-PB1B-8540-U-T3R

FLUX DISTRIBUTION:

Scaled Data Report

(%) COOPER

Lighting Solutions

Downward Upward Total
House Side Lumens 1435.6 0.0 1435.6
% Fixture 25.5 0.0 25.5
Street Side Lumens 4191.1 0.0 4191.1
% Fixture 74.5 0.0 74.5
Total Lumens 5626.7 0.0 5626.7
% Fixture 100.0 0.0 100.0
Coefficient of Utilization
0.8 |
74.4%
ZONAL LUMENS: 0.7 Pt
Zone Lumens % Fixture /
0°-10° 92.1 1.6
10°-20° 276.0 4.9 .
20°-30° 468.7 8.3 0.6
30°-40° 710.2 12.6
40°-50° 959.8 17.1
50°-60° 1135.8 20.2 0.5 ]
60°-70° 1144.8 20.3 ] /
70°-80° 723.2 12.9 ]
80°-90° 116.0 2.1 ] /
90°-100° 0.0 0.0 0.4
100°-110° 0.0 0.0 :
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0 0.3
140°-150° 0.0 0.0 N I G Ny A
150°-160° 0.0 0.0 ] =77 25.4%
160°-170° 0.0 0.0 0.2 S
170°-180° 0.0 0.0 ’
0°-90° 5626.7 100.0 '
0°-180° 5626.7 100.0 ’
0.1 /)
0 FH—+v— — — —
0 1 2 3 4 5

Street Width in Units of Mounting Height

= HS

SS

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE
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Cooper Lighting Solutions Photometric Lab
1121 Highway 74 South
Peachtree City, GA 30269

Scaled Data Report

(%) COOPER

Lighting Solutions

REPORT NUMBER: P1460493
CATALOG NUMBER: PRV-P-PB1B-8540-U-T3R

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G
FL (0°-30°) 497 .4 8.8
FM (30°-60°) 2102.4 37.4
FH (60°-80°) 1502.0 26.7 G1/1800
FVH (80°-90°) 89.4 1.6 G1/100
BL (0°-30°) 339.5 6.0 B1/500
BM (30°-60°) 703.5 12.5 B1/1000
BH (60°-80°) 366.0 6.5 B1/500 G1/500
BVH (80°-90°) 26.7 0.5 G1/100
UL (90°-100°) 0.0 0.0 uo/o
UH (100°-180°) 0.0 0.0 uo/o
BUG Rating: B1-U0-G1
Type Il Medium
2,102 Im
1,577 Im
1,051 Im
526 Im
100° 100°
90° 90°
BVH FVH
80° 80°
BH
60° 60°
BM
FORWARD
. BL .
BACKLIGHT 30 30 LIGHT

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE
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Cooper Lighting Solutions Photometric Lab
1121 Highway 74 South
Peachtree City, GA 30269

REPORT NUMBER: P1460493
CATALOG NUMBER: PRV-P-PB1B-8540-U-T3R

CANDELA DISTRIBUTION (FULL):

Scaled Data Report

¥ C

OOPER

Lighting Solutions

0° 5° 15° 25° 35° 45° 55° 65° 67° 75° 85°
0° 963.4 963.4 963.4 963.4 963.4 963.4 963.4 963.4 963.4 963.4 963.4
2.5° 989.8 994.2 997.7 999.5 993.3 992.4 988.0 980.1 977.5 974.8 968.7
5° 1020.6 1026.7 1030.2 1027.6 1025.0 1018.8 1009.1 996.8 995.1 988.0 974.0
7.5° 1054.8 1056.6 1062.8 1061.0 1056.6 1044.3 1032.9 1012.6 1010.0 999.5 982.8
10° 1083.8 1089.1 1092.6 1090.9 1087.4 1076.8 1061.0 1042.5 1034.6 1017.0 995.9
12.5° 1109.3 11111 1117.3 1119.0 1115.5 1106.7 1091.8 1067.1 1061.9 1039.9 1004.7
15° 1130.4 1129.6 1140.1 1141.9 1143.6 1134.8 1122.5 1094.4  1085.6 1061.0 1019.7
17.5° 1148.0 1148.0 1155.9 1162.1 1166.5 1163.8 1154.2 1120.8 1112.0 1082.1 1032.0
20° 1166.5 1167.4 1176.1 1182.3 11911 1194.6 1184.9 1155.9  1144.5 1107.6 1048.7
22.5° 1207.8 1209.5 1212.2 1214.8 1221.9 1227.1 1224.5 1190.2  1184.9 1141.0 1067.1
25° 1303.6 1297.5 1293.9 1269.3 1261.4 1263.2 1264.0 1235.0 1222.7 1176.1 1088.2
27.5° 1430.2 1423.2 1412.6 1365.1 1329.1 1308.9 1303.6 1272.8  1259.7 1206.9 1113.7
30° 1576.1 1578.7 1562.0 1503.1 1415.2 1360.7 13414 1310.6  1296.6 1236.8 1131.3
32.5° 1724.7 17335 1716.8 1645.5 1531.3 1425.8 1390.6 1352.8 13388 1272.0 1153.3
35° 1860.9 1853.9 1847.7 1774.8 1635.0 1504.9 1447.8 1408.2  1391.5 1322.9 1194.6
37.5° 1945.3 1968.2 1962.0 1878.5 17194 1578.7 1519.0 1468.9  1453.9 1378.3 1236.8
40° 2104.4 2097.4 2094.7 1979.6 1784.4 1636.8 1584.9 15445 1527.8 1445.1 1283.4
42.5° 2231.9 2251.2 2207.3 2063.1 1861.8 1700.9 1653.5 1617.4  1598.1 1504.9 1316.8
45° 2262.6 2253.0 2238.9 2104.4 1969.9 1762.5 1727.3 1706.2  1686.0 1581.4 1372.2
47.5° 2270.5 2253.0 2219.6 2135.2 2050.8 1831.9 1807.3 18143  1795.0 1680.7 1448.6
50° 2221.3 2204.6 2200.2 2149.2 2097.4 1902.2 1898.7 1936.5 1929.5 1792.3 1524.2
52.5° 2104.4 2106.2 2129.9 2131.7 2074.5 1957.6 2005.1 2083.3 2074.5 1910.1 1604.2
55° 1893.4 1906.6 1998.0 2059.6 2045.5 1996.3 2128.1 22547  2248.6 2049.0 1688.6
57.5° 1697.4 1705.3 1779.2 1950.6 1991.9 2034.1 2246.8 2436.7 2415.6 2198.5 1776.5
60° 1441.6 1460.1 1570.8 1792.3 1916.3 2065.7 2369.9 2617.8 2606.3 2347.9 1861.8
62.5° 1184.9 1169.1 1330.0 1575.2 1804.7 2073.6 2472.7 2768.1 2766.3 2490.3 1933.0
65° 884.3 888.7 1108.5 1366.9 1641.2 2035.0 2536.9 29043 2910.5 2616.0 1986.6
67.5° 606.5 603.9 852.7 1126.0 1427.5 1932.1 2529.9 29773  2986.1 2679.3 1991.0
68° 559.9 562.6 797.3 1076.8 1366.0 1896.1 2513.2 2983.4 2994.9 2677.5 1982.2
70° 429.0 425.5 624.1 861.5 1141.9 1731.7 2420.0 29439 2970.3 2656.4 19154
72.5° 309.4 319.1 463.3 638.2 829.8 1387.1 2205.5 27399 2779.5 2478.0 1727.3
75° 238.2 242.6 320.8 448.3 567.0 996.8 1813.4 2258.2  2309.2 2084.2 1396.8
77.5° 180.2 182.0 207.5 304.1 377.1 615.3 1234.2 1642.0 1686.9 1564.7 1067.1
80° 106.4 105.5 115.2 179.3 234.7 352.5 698.8 1059.2  1095.3 1092.6 770.0
82.5° 64.2 65.9 65.9 92.3 120.4 187.2 358.6 630.3 696.2 714.7 525.7
85° 22.9 23.7 25.5 334 43.1 67.7 111.6 176.7 197.8 218.0 136.3
87.5° 0.9 0.9 0.9 1.8 2.6 6.2 11.4 7.9 7.9 8.8 53
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South Scaled Data Report
Peachtree City, GA 30269 00 COOP E R

Lighting Solutions

REPORT NUMBER: P1460493
CATALOG NUMBER: PRV-P-PB1B-8540-U-T3R

CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°
0° 963.4 963.4 963.4 963.4 963.4 963.4 963.4 963.4 963.4 963.4 963.4
2.5° 966.1 961.7 952.9 947.6 945.0 939.7 932.7 930.0 925.6 922.1 921.2
5° 967.8 959.0 946.7 932.7 924.7 912.4 906.3 901.0 890.5 886.9 883.4
7.5° 974.0 962.5 941.4 918.6 902.8 888.7 876.4 862.3 854.4 851.8 849.1
10° 980.1 966.1 931.8 905.4 882.5 863.2 849.1 832.4 828.0 820.1 818.4
12.5° 988.0 968.7 927.4 892.2 862.3 838.6 820.1 805.2 794.6 791.1 794.6
15° 995.9 969.6 920.3 877.3 842.1 814.9 794.6 780.6 770.9 763.9 762.1
17.5° 1002.1 974.0 9124 862.3 820.1 790.3 765.6 754.2 745.4 741.0 742.8
20° 1010.9 977.5 903.6 843.9 798.2 765.6 743.7 730.5 722.6 722.6 718.2
22.5° 1026.7 982.8 898.4 828.9 778.8 743.7 721.7 710.3 701.5 706.7 707.6
25° 1040.8 988.0 888.7 809.6 755.1 719.0 700.6 690.9 690.0 693.6 697.1
27.5° 1053.1 990.7 877.3 785.0 723.4 691.8 678.6 676.0 678.6 681.3 687.4
30° 1063.6 995.1 861.5 758.6 690.9 661.0 655.8 662.8 667.2 671.6 676.0
32.5° 1081.2 1000.3 845.6 728.7 658.4 631.1 638.2 652.2 659.3 662.8 669.8
35° 1109.3 1017.9 836.0 699.7 622.4 603.0 622.4 642.6 646.1 647.8 653.1
37.5° 1142.7 1040.8 830.7 672.5 587.2 579.3 605.7 629.4 628.5 626.8 633.8
40° 1176.1 1058.4 822.8 644.3 556.4 552.0 583.7 605.7 602.1 595.1 598.6
42.5° 1196.4 1061.9 805.2 618.8 528.3 526.5 553.8 572.3 566.1 567.0 572.3
45° 1234.2 1075.9 786.7 596.0 502.8 495.8 515.1 532.7 5441 555.5 562.6
47.5° 1282.5 1097.0 770.9 569.6 480.8 461.5 472.9 503.7 520.4 530.9 531.8
50° 1336.1 11234 756.0 544.1 458.0 424.6 431.6 465.0 477.3 484.3 487.0
52.5° 1391.5 1148.0 743.7 519.5 434.2 385.0 397.3 430.7 441.3 443.9 443.9
55° 1440.7 1170.0 730.5 498.4 405.2 349.9 363.0 397.3 407.0 411.4 415.8
57.5° 1499.6 1193.7 725.2 479.1 374.5 323.5 328.8 365.7 376.2 378.9 381.5
60° 1547.1 1219.2 720.8 461.5 343.7 293.6 301.5 332.3 347.2 348.1 349.9
62.5° 1587.5 1237.7 717.3 437.8 317.3 268.1 270.7 303.3 317.3 320.8 3244
65° 1607.8 1242.1 703.2 409.6 290.1 244.4 244.4 274.3 291.8 298.0 301.5
67.5° 1597.2 1230.6 669.8 372.7 264.6 222.4 218.9 246.1 259.3 264.6 265.5
68°| 1592.8  1225.4 658.4 364.8 261.1 217.1 214.5 238.2 251.4 253.2 254.0
70° 1532.2 1182.3 607.4 335.8 240.9 200.4 195.1 2154 228.5 216.2 216.2
72.5° 1366.0 1039.9 5134 291.8 213.6 177.6 167.0 185.5 185.5 183.7 181.1
75° 1122.5 820.1 406.1 240.0 184.6 152.1 144.2 148.6 146.8 153.0 149.4
77.5° 848.3 602.1 309.4 186.4 146.8 123.1 113.4 109.0 108.1 105.5 100.2

80° 588.1 414.0 218.9 141.5 106.4 86.1 84.4 76.5 73.8 50.1 34.3
82.5° 394.7 275.1 149.4 94.1 67.7 53.6 45.7 46.6 40.4 14.9 0.9
85° 106.4 82.6 60.7 36.0 27.3 20.2 15.8 17.6 15.8 6.2 0.9
87.5° 4.4 3.5 4.4 4.4 2.6 1.8 0.9 0.9 0.9 0.9 0.9
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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