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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
Peachtree City, GA 30269

Test Information
Test Method:
Report Number:
Test Lab:

Issue Date:
Manufacturer:
Product Line:
Catalog Number:
Description:

Light Source:
Ballast/Driver:

Summary

Lumens per Lamp:
Luminaire Lumens:
Efficiency:

Efficacy:

Luminous Opening:
IES Classification:
BUG Rating:

Input Watts (W):

Input Voltage (V):

Input Current (Ain):
Voltage Rise (V):

Power Factor:

Total Harmonic Distortion (THDi):
Frequency (hertz):
Stabilization Time:
Operation Time:

Ambient Temperature (°C):
Test Distance:

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE

Scaled Data Report

LM-79-2024

P1461339

INNOVATION CENTER(G3)
6/9/2026

COOPER LIGHTING SOLUTIONS
LUMARK
PRV-P-PB2C-8540-U-T2R

¥ C

OOPER

Lighting Solutions

PREVAIL PETITE DISCRETE LED 2 SQUARES AT 555MA 85CRI 4000k FIXTURE w/ TYPE Il

ROADWAY DISTRIBUTION OPTIC

(20) 4000k CCT, 85 CRI LEDS
ELECTRONIC DRIVER

N/A

9091 lumens

N/A

122.9 lumens/watt

Rectangular (W 0.67' x L: 0.33' x H: 0')
Type Il - Medium

B2 - U0 - G2

74
120
NR
NR
0.97
8.0%
60
NR
NR
NR
2875 FT

20f8



Cooper Lighting Solutions Photometric Lab
1121 Highway 74 South
Peachtree City, GA 30269

Scaled Data Report

(%) COOPER

Lighting Solutions

REPORT NUMBER: P1461339
CATALOG NUMBER: PRV-P-PB2C-8540-U-T2R

Iso-Footcandle Lines of Horizontal lllumination
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Longitudinal Distance in Units of Mounting Height

Based on 10 foot mounting height. Maximum calculated value = 24.8 fc
Type Il - Medium - N/A

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE
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Cooper Lighting Solutions Photometric Lab
1121 Highway 74 South
Peachtree City, GA 30269

REPORT NUMBER: P1461339
CATALOG NUMBER: PRV-P-PB2C-8540-U-T2R

Scaled Data Report

(%) COOPER

Lighting Solutions

Luminous Intensity Polar Plot
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Cooper Lighting Solutions Photometric Lab
1121 Highway 74 South
Peachtree City, GA 30269

REPORT NUMBER: P1461339
CATALOG NUMBER: PRV-P-PB2C-8540-U-T2R

FLUX DISTRIBUTION:

Scaled Data Report

(%) COOPER

Lighting Solutions

Downward Upward Total
House Side Lumens 2823.4 0.0 2823.4
% Fixture 31.1 0.0 31.1
Street Side Lumens 6267.6 0.0 6267.6
% Fixture 68.9 0.0 68.9
Total Lumens 9091.0 0.0 9091.0
% Fixture 100.0 0.0 100.0
Coefficient of Utilization
0.8
ZONAL LUMENS: 0.7 68.9%
Zone Lumens % Fixture ] |
0°-10° 131.1 1.4 ]
10°-20° 478.1 5.3 ] /
20°-30° 968.7 10.7 0.6
30°-40° 1516.3 16.7 l /
40°-50° 1831.8 20.1
50°-60° 1725.6 19.0 0.5 /
60°-70° 1447.5 15.9
70°-80° 870.7 9.6
80°-90° 121.3 1.3 ]
90°-100° 0.0 0.0 0.4
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0 03 N A S A
130°-140° 0.0 0.0 o= o
140°-150° 0.0 0.0 ," 30.9%
150°-160° 0.0 0.0 ,’
160°-170° 0.0 0.0 v
170°-180° 0.0 0.0 !/
0°-90° 9091.0 100.0
0°-180° 9091.0 100.0
0 1 2 3 4 5

Street Width in Units of Mounting Height

- == HS

SS

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE
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Cooper Lighting Solutions Photometric Lab
1121 Highway 74 South
Peachtree City, GA 30269

Scaled Data Report

(%) COOPER

Lighting Solutions

REPORT NUMBER: P1461339
CATALOG NUMBER: PRV-P-PB2C-8540-U-T2R

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G
FL (0°-30°) 970.2 10.7
FM (30°-60°) 3649.3 40.1
FH (60°-80°) 1568.4 17.3 G1/1800
FVH (80°-90°) 79.7 0.9 G1/100
BL (0°-30°) 607.6 6.7 B2/1000
BM (30°-60°) 1424.4 15.7 B2/2500
BH (60°-80°) 749.8 8.2 B2/1000 G2/1000
BVH (80°-90°) 41.6 0.5 G1/100
UL (90°-100°) 0.0 0.0 uo/o
UH (100°-180°) 0.0 0.0 uo/o
BUG Rating: B2-U0-G2
Type Il Medium
3,649 Im
2,737 Im
1,825 Im
912 Im
100° 100°
90° 90°
BVH FVH
80° 80°
BH
60° 60°
BM
BL FORWARD
BACKLIGHT 30° 30° LIGHT

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE
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Cooper Lighting Solutions Photometric Lab
1121 Highway 74 South
Peachtree City, GA 30269

REPORT NUMBER: P1461339
CATALOG NUMBER: PRV-P-PB2C-8540-U-T2R

CANDELA DISTRIBUTION (FULL):

Scaled Data Report

¥ C

OOPER

Lighting Solutions

0° 5° 15° 25° 35° 45° 55° 65° 75° 82° 85°
o°[ 12593 12593 1259.3 1259.3 1259.3  1259.3 1259.3  1259.3 1259.3 12593  1259.3
2.5°| 1341.8 1340.4 1341.8 1348.8 1334.8 1327.8 1313.8 12957 12817 1271.9  1269.1
s°| 1476.0 1484.4 14802 1470.4 1448.0 1418.7 13823  1341.8 1319.4 1302.7  1295.7
7.5°| 1659.1 1646.5 1654.9 16255 1586.4  1536.1 1466.2 14173 13655 13376  1329.2
10°| 18575 1856.1 1839.4 1808.6 1749.9 1673.0 1587.8  1502.5 14340 13865  1368.3
12.5°| 20714 20700 2061.6 20043 1930.2 1819.8 1717.8 1607.4  1499.7 14494  1428.4
15°| 2282.4 22936 22782 22112 21161 1979.1 1850.6 17164  1594.8 1522.1 14955
17.5°| 2508.9 2507.5 2478.1 2411.0 2302.0 2160.8 2001.5 1824.0 1682.8 1603.2  1569.6
20°| 2717.1 27409 27045 26347 2499.1 23453  2159.4  1955.4 17849 16884  1652.1
22.5°| 29883 2985.5 29519 2845.7 2703.1 2518.6 2314.6 20965 1899.5 17821  1737.3
25°| 32720 3279.0 32329 31043 2907.2 2708.7 2473.9 2250.3 2032.3 18855  1838.0
27.5°| 35725 3578.1 3519.4 3364.3 31588 2903.0 26584  2399.8 2151.1 2000.1  1930.2
30°| 38255 3829.7 37724 3614.4 33782 3109.9 2813.6 2550.8 22727 2111.9  2039.2
32.5°| 4037.9 4026.8 39653 3819.9 3599.1 3311.1 2993.9 2694.8 2416.6 2230.7  2149.7
35°| 41414 41540 4109.2 3976.4 3772.4 3499.8 3189.5 28653  2549.4 23481  2267.1
37.5°| 4140.0 4152.6 41372 4050.5 3881.4 3648.0 3354.5 3042.8 2715.7 2483.7 23845
40°| 40421 4058.9 4067.3 4022.6 3910.8 3744.4  3487.3 3200.7 28667 26179  2511.7
42.5°| 3857.6 3870.2 3896.8 38744 38562 3761.2 3590.7 33559 3020.4 27535  2631.9
45°| 36158 3624.2 3650.8 36745 37067 36969 36354 34942 31965 2893.2 27521
47.5°| 32762 3305.6 3369.8 34523 3509.6 3576.7 3620.0 3585.1 3360.1 3047.0  2890.4
50°| 2865.3 28625 2979.9 31155 3286.0 3386.6 35264 3646.6 3544.6 3230.1  3055.4
525°| 22629 2296.4 24446 27115 29939 3179.8 3379.6 36452 37193 34355 32455
55°| 1675.8 17527 19372 2207.0 2603.9 29463 3197.9 35725 3880.0 3662.0  3456.5
57.5°| 12188 1218.8 14159 1673.0 2155.2  2652.8 3027.4 34481 4000.2 39163  3705.3
60°| 8875 8819 10245 12453 16311 2193.0 28569 33349 4103.6 4180.5  3975.0
62.5°| 6527 6485 7240  908.5 1209.0 1709.4 2571.8 32818 41567 44251  4254.6
65°| 5102 5144  557.7 6709  908.5 12314 2172.0 3280.4 4163.7 4648.7  4488.0
67.5°| 4137 4193 4445  521.3  693.3  890.3 1663.3 3184.0 4147.0 4707.4  4597.0
70°| 3494 3508 3746 4291 5255  669.5 1169.9 2898.8 40589 45146  4432.1
725°| 2893 2935 3187  353.6 4235 5158 7855 23747 3759.8 39709  3908.0
75°| 2376 2348 2544 2977 3438 4025  553.5 16842 31923 31504  3074.9
775°| 1887 1873 2055 2460 2739 3159 3983 1067.8 23467 2307.6 22475
80°| 1356 1286  139.8 1775 2069 2348 2753 5703 13781 1339.0  1358.6
82.5° 78.3 78.3 825 1118 1328 1523 1761  303.3  659.7  680.7 656.9
85° 18.2 19.6 224 28.0 39.1 55.9 64.3 97.8 1649 1775 176.1
87.5° 1.4 1.4 1.4 2.8 2.8 2.8 2.8 4.2 5.6 5.6 5.6
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 70f8



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South Scaled Data Report
Peachtree City, GA 30269 00 COOP E R

Lighting Solutions

REPORT NUMBER: P1461339
CATALOG NUMBER: PRV-P-PB2C-8540-U-T2R

CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°
0° 1259.3 1259.3 1259.3 1259.3 1259.3 1259.3 1259.3 1259.3 1259.3 1259.3 1259.3
2.5° 1263.5 1262.1 1249.5 1242.6 1243.9 1238.4 1231.4 1231.4 1227.2 1223.0 1221.6
5° 1283.1 1274.7 1260.7 1248.1 1248.1 1242.6 1239.8 1232.8 1231.4 1227.2 1228.6
7.5° 1309.6 1297.1 1277.5 1264.9 1264.9 1260.7 1260.7 1255.1 1253.7 1248.1 1245.3
10° 1351.6 13334 1311.0 1297.1 1295.7 1294.3 1292.9 1291.5 1284.5 1278.9 1276.1
12.5° 1401.9 1379.5 1353.0 1343.2 1340.4 1337.6 1334.8 1326.4 1320.8 1313.8 1309.6
15° 1460.6 1438.2 1408.9 1396.3 1390.7 1385.1 13711 1362.8 1353.0 1341.8 1339.0
17.5° 1529.1 1496.9 1462.0 1448.0 1436.8 1424.3 1411.7 1392.1 1376.7 1364.2 13614
20° 1603.2 1564.0 1523.5 1502.5 1487.1 1464.8 1439.6 1414.5 1396.3 1380.9 1378.1
22.5° 1675.8 1638.1 1589.2 1559.8 1529.1 1494.1 1455.0 1421.5 1399.1 1383.7 1380.9
25° 1761.1 1713.6 1652.1 1606.0 1561.2 1512.3 1459.2 1415.9 1386.5 1371.1 1365.5
27.5° 1851.9 1791.8 1709.4 1650.7 1585.0 1510.9 1439.6 1390.7 1354.4 13334 1330.6
30° 1940.0 1870.1 1768.1 1675.8 1590.6 1494.1 1404.7 1340.4 1297.1 1269.1 1266.3
32.5° 2043.4 1952.6 1814.2 1699.6 1585.0 1466.2 1354.4 1276.1 1225.8 1197.8 1197.8
35° 21441 2039.2 1864.5 1717.8 1569.6 1421.5 1292.9 1202.0 1143.3 1111.2 1108.4
37.5° 2247.5 2120.3 1902.3 1719.2 1541.7 1361.4 1220.2 1122.4 1059.5 1021.7 1014.7
40° 2355.1 2204.2 1930.2 1706.6 1496.9 1292.9 1141.9 1034.3 949.0 900.1 888.9
42.5° 2450.2 2276.8 1945.6 1689.8 1442.4 1214.6 1048.3 918.3 827.4 782.7 774.3
45° 2531.2 2313.2 1935.8 1656.3 1372.5 1126.5 928.1 793.9 717.0 672.3 662.5
47.5° 2630.5 2371.9 1928.8 1618.5 1290.1 1014.7 799.5 673.7 606.6 573.1 570.3
50° 2745.1 2430.6 1924.6 1569.6 1190.8 883.3 672.3 561.9 508.8 482.2 479.4
52.5° 2865.3 2493.5 1927.4 1509.5 1069.2 736.6 559.1 475.2 430.5 416.5 413.7
55° 3031.6 2578.8 1938.6 1431.2 930.9 608.0 471.0 408.1 383.0 376.0 376.0
57.5° 3209.1 2676.6 1959.6 1337.6 788.3 494.8 402.5 371.8 367.6 369.0 370.4
60° 3429.9 2812.2 1990.3 1237.0 647.1 413.7 363.4 356.4 360.6 373.2 376.0
62.5° 3642.4 2949.1 2043.4 1121.0 519.9 356.4 3424 343.8 3494 366.2 367.6
65° 3839.5 3079.1 2075.6 984.0 427.7 324.3 327.1 327.1 341.0 364.8 366.2
67.5°| 3924.7  3188.1 2032.3 821.8 350.8 299.1 304.7 310.3 322.9 341.0 343.8
70° 3842.3 3156.0 1810.0 627.6 292.1 273.9 278.1 283.7 299.1 317.3 325.7
72.5° 3446.7 2841.5 1390.7 450.1 250.2 244.6 248.8 258.6 269.8 290.7 303.3
75° 2830.3 2309.0 978.4 306.1 215.2 212.4 223.6 230.6 225.0 229.2 236.2
77.5° 2061.6 1632.5 596.8 227.8 178.9 183.1 188.7 180.3 155.1 134.2 141.2

80° 1285.9 960.2 345.2 169.1 138.4 135.6 132.8 120.2 88.1 60.1 26.6
82.5° 661.1 501.8 216.6 118.8 86.7 82.5 82.5 64.3 44.7 18.2 0.0
85° 157.9 142.6 85.3 48.9 321 30.7 21.0 8.4 2.8 0.0 0.0
87.5° 5.6 5.6 4.2 2.8 2.8 14 14 14 14 0.0 0.0
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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