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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
Peachtree City, GA 30269

Test Information
Test Method:
Report Number:
Test Lab:

Issue Date:
Manufacturer:
Product Line:
Catalog Number:
Description:

Light Source:
Ballast/Driver:

Summary

Lumens per Lamp:
Luminaire Lumens:
Efficiency:

Efficacy:

Luminous Opening:
IES Classification:
BUG Rating:

Input Watts (W):

Input Voltage (V):

Input Current (Ain):
Voltage Rise (V):

Power Factor:

Total Harmonic Distortion (THDi):
Frequency (hertz):
Stabilization Time:
Operation Time:

Ambient Temperature (°C):
Test Distance:

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE

Scaled Data Report

LM-79-2024

P1460495

INNOVATION CENTER(G3)
6/9/2026

COOPER LIGHTING SOLUTIONS
LUMARK
PRV-P-PB2D-8540-U-T3R

¥ C

OOPER

Lighting Solutions

PREVAIL PETITE DISCRETE LED 2 SQUARES AT 695MA 85CRI 4000k FIXTURE w/ TYPE

Il DISTRIBUTION OPTIC

(20) 4000k CCT, 85 CRI LEDS
ELECTRONIC DRIVER

N/A

10604.5 lumens

N/A

112.2 lumens/watt

Rectangular (W 0.67' x L: 0.33' x H: 0')
Type Il - Medium

B2 - U0 - G2

94.5
120
NR
NR
0.97
6.0%
60
NR
NR
NR
2875 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P1460495
CATALOG NUMBER: PRV-P-PB2D-8540-U-T3R

Transverse Distance in Units of Mounting Height
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Longitudinal Distance in Units of Mounting Height

Based on 20 foot mounting height. Maximum calculated value = 4.9 fc
Type Il - Medium - N/A

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE
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Cooper Lighting Solutions Photometric Lab
1121 Highway 74 South Scaled Data Report

Peachtree City, GA 30269 00 CO O P E R

Lighting Solutions

REPORT NUMBER: P1460495
CATALOG NUMBER: PRV-P-PB2D-8540-U-T3R

Luminous Intensity Polar Plot
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

REPORT NUMBER: P1460495
CATALOG NUMBER: PRV-P-PB2D-8540-U-T3R

FLUX DISTRIBUTION:

Scaled Data Report

(%) COOPER

Lighting Solutions

Downward Upward Total
House Side Lumens 2705.7 0.0 2705.7
% Fixture 25.5 0.0 25.5
Street Side Lumens 7898.8 0.0 7898.8
% Fixture 74.5 0.0 74.5
Total Lumens 10604.5 0.0 10604.5
% Fixture 100.0 0.0 100.0
Coefficient of Utilization
0.8 |
74.4%
ZONAL LUMENS: 0.7 Pt
Zone Lumens % Fixture /
0°-10° 173.6 1.6
10°-20° 520.2 4.9 .
20°-30° 883.3 8.3 0.6
30°-40° 1338.6 12.6
40°-50° 1808.9 17.1
50°-60° 2140.6 20.2 0.5 ]
60°-70° 2157.5 20.3 | /
70°-80° 1363.0 12.9 1
80°-90° 218.7 2.1 | /
90°-100° 0.0 0.0 0.4
100°-110° 0.0 0.0 .
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0 03
140°-150° 0.0 0.0 N I G Sy S
150°-160° 0.0 0.0 | e=T""" 25.4%
160°-170° 0.0 0.0 0.2 y:
170°-180° 0.0 0.0 ’
0°-90° 10604.5 100.0 ,’
0°-180° 10604.5 100.0 ’
0.1 ’
0+
0 1 2 3 4 5

Street Width in Units of Mounting Height

= HS

SS
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Cooper Lighting Solutions Photometric Lab
1121 Highway 74 South
Peachtree City, GA 30269

Scaled Data Report

(%) COOPER

Lighting Solutions

REPORT NUMBER: P1460495
CATALOG NUMBER: PRV-P-PB2D-8540-U-T3R

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G
FL (0°-30°) 937.4 8.8
FM (30°-60°) 3962.3 37.4
FH (60°-80°) 2830.7 26.7 G2/5000
FVH (80°-90°) 168.4 1.6 G2/225
BL (0°-30°) 639.8 6.0 B2/1000
BM (30°-60°) 1325.9 12.5 B2/2500
BH (60°-80°) 689.8 6.5 B2/1000 G2/1000
BVH (80°-90°) 50.3 0.5 G1/100
UL (90°-100°) 0.0 0.0 uo/o
UH (100°-180°) 0.0 0.0 uo/o
BUG Rating: B2-U0-G2
Type Il Medium
3,962 Im
2,972 Im
1,981 Im
991 Im
100° 100°
90° 90°
BVH FVH
80° 80°
BH
60° 60°
BM
FORWARD
. BL .
BACKLIGHT 30 30 LIGHT
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Cooper Lighting Solutions Photometric Lab
1121 Highway 74 South
Peachtree City, GA 30269

REPORT NUMBER: P1460495
CATALOG NUMBER: PRV-P-PB2D-8540-U-T3R

CANDELA DISTRIBUTION (FULL):

Scaled Data Report

¥ C

OOPER

Lighting Solutions

0° 5° 15° 25° 35° 45° 55° 65° 67° 75° 85°
0° 1815.7 1815.7 1815.7 1815.7 1815.7 1815.7 1815.7 1815.7  1815.7 1815.7 1815.7
2.5° 1865.4 1873.7 1880.4 1883.7 1872.1 1870.4 1862.1 1847.2  1842.3 1837.3 1825.7
5° 1923.4 1935.0 1941.7 1936.7 1931.7 1920.1 1901.9 1878.7 1875.4 1862.1 1835.6
7.5° 1988.0 1991.4  2003.0 1999.6 1991.4 1968.2 1946.6 1908.5 1903.5 1883.7 1852.2
10° 2042.7 2052.7 2059.3 2056.0  2049.3 2029.5 1999.6 1964.8  1949.9 1916.8 1877.0
12.5° 2090.8 2094.1 2105.7 2109.0 21024  2085.8 2057.6 2011.2 2001.3 1959.9 1893.6
15° 2130.5 2128.9 2148.7 2152.1 21554  2138.8 2115.6 2062.6  2046.0 1999.6 1921.8
17.5° 2163.7 2163.7 2178.6 2190.2 2198.4 21935 2175.2 21123 2095.7 2039.4 1945.0
20° 2198.4 2200.1 2216.7 2228.3 2244.8 2251.5 2233.2 21786  2157.0 2087.4 1976.4
22.5° 2276.3 2279.6 2284.6 2289.6  2302.8 2312.8 2307.8 22432  2233.2 2150.4 2011.2
25° 2456.9 2445.3 2438.7 2392.3 2377.4  2380.7 2382.3 2327.7  2304.5 2216.7 2051.0
27.5° 2695.5 2682.2 2662.3 2572.9 2504.9 2466.8 2456.9 23989 2374.1 2274.6 2099.0
30° 2970.5 2975.4 29440 2833.0 2667.3 2564.6 2528.1 2470.1  2443.6 2331.0 2132.2
32.5° 32504 3267.0 32355 3101.3 2886.0 2687.2 2620.9 2549.7  2523.2 2397.2 2173.6
35° 3507.2 3494.0 34824 3344.9 3081.5 2836.3 2728.6 2654.0 2622.6 2493.3 2251.5
37.5° 3666.3 3709.4  3697.8 35404  3240.5 2975.4 2862.8 27683  2740.2 2597.7 2331.0
40° 3966.1 3952.9 3947.9 3730.9 3363.1 3084.8 2987.0 2910.8 2879.3 2723.6 2418.8
42.5°| 4206.4 42428 4160.0 3888.3 3508.9 3205.7 3116.3 3048.3 3011.9 2836.3 2481.7
45°| 42643 4246.1  4219.6 3966.1 3712.7 3321.7 32554  3215.7 31776 2980.4 2586.1
47.5°|  4279.3 4246.1  4183.2 4024.1 3865.1 3452.6  3406.2 3419.4  3383.0 3167.6 2730.2
50°| 4186.5 4155.0 4146.7 4050.6  3952.9 3585.1 3578.5 3649.7 3636.5 3378.0 2872.7
52.5° 3966.1 3969.5 4014.2 4017.5 3909.8 3689.5 3778.9 3926.4 3909.8 3600.0 3023.5
55° 3568.5 35934  3765.7 3881.6  3855.1 3762.4 40109 42494 4237.8 3861.8 31825
57.5° 3199.1 3214.0  3353.2 3676.2 3754.1 3833.6 42345 4592.4  4552.6 4143.4  3348.2
60° 2717.0 2751.8 2960.5 3378.0 3611.6 3893.2  4466.5 4933.7 4912.1 4425.0  3508.9
62.5° 2233.2 2203.4  2506.6 2968.8  3401.2 3908.2  4660.3 5217.0 5213.6 4693.4  3643.1
65° 1666.6 1674.9 2089.1 2576.2 3093.1 38353  4781.2 54737  5485.3 4930.3 3744.1
67.5° 1143.1 1138.2 1607.0 2122.2 2690.5 36414  4768.0 5611.2 5627.8 5049.6 37524
68°| 1055.3 1060.3 1502.6  2029.5 2574.5 3573.5 4736.5 5622.8 5644.4  5046.3  3735.9
70° 808.5 801.8 1176.3 1623.6  2152.1 3263.7  4560.9 5548.3 5598.0 5006.5 3610.0
72.5° 583.2 601.4 873.1 1202.8 1563.9 26143  4156.7 5163.9 5238.5 4670.2 32554
75° 449.0 457.2 604.7 844.9 1068.6 1878.7 3417.8  4256.1 4352.2 3928.0 2632.5
77.5° 339.6 342.9 391.0 573.2 710.7 1159.7 2326.0 3094.7 3179.2 2948.9 2011.2
80° 200.5 198.8 217.0 338.0 442.3 664.3 13171 1996.3 2064.2 2059.3 1451.3
82.5° 120.9 124.3 124.3 174.0 227.0 352.9 675.9 1187.9 1312.1 1346.9 990.7
85° 43.1 44.7 48.0 63.0 81.2 127.6 210.4 333.0 372.8 410.9 256.8
87.5° 1.7 1.7 1.7 3.3 5.0 11.6 215 14.9 14.9 16.6 9.9
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South Scaled Data Report
Peachtree City, GA 30269 00 COOP E R

Lighting Solutions

REPORT NUMBER: P1460495
CATALOG NUMBER: PRV-P-PB2D-8540-U-T3R

CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°
o°[ 1815.7 18157 18157 1815.7 1815.7 18157 18157 1815.7 18157 18157 18157
2.5°| 18207 18124 17959 17859 17810 1771.0 1757.8 1752.8 17445 17379 1736.2
5°| 18240 18075 17843 1757.8 1742.8 17197 1708.1 1698.1 1678.2 1671.6  1665.0
7.5°| 18356 18141 17743 17313 17014 16749 16517 16252 1610.3 1605.3  1600.4
10°| 1847.2 18207 1756.1 1706.4 1663.3 16269 1600.4 15689  1560.6 15457  1542.4
12.5°| 1862.1 18257 1747.8 1681.6 16252  1580.5 1545.7 1517.5 1497.7 14910 1497.7
15°| 1877.0 18273 17346 1653.4 1587.1 15358 1497.7 1471.2 14529 1439.7 1436.4
17.5°| 1888.6 1835.6 1719.7 1625.2 15457 1489.4  1443.0 14214 14049 1396.6  1399.9
20° 19052 18423 1703.1  1590.4 15043 1443.0 1401.6 13767 13618 1361.8  1353.5
225°| 19350 1852.2 1693.1 1562.3  1467.8 1401.6 1360.2 1338.6 1322.0 1332.0 13336
25° 19615 1862.1 16749 15258 1423.1  1355.2 13204  1302.2 13005 1307.1  1313.8
27.5°| 19847 1867.1 1653.4  1479.4 13635 1303.8 1279.0 12740 1279.0 12839  1295.5
30°| 2004.6 1875.4 1623.6 14297 1302.2 1245.8 12359  1249.2 1257.4  1265.7 1274.0
325°| 20377 18853  1593.7 1373.4 12409 11895 1202.8 1229.3 12425 12492 1262.4
35°[ 2090.8 19185 1575.5 1318.7 11729 11365 11729 1211.0 1217.7 12210 1230.9
37.5°| 21537 19615 1565.6 1267.4 1106.7 1091.8 1141.5 11862 11845 11812 11945
40°| 22167 19947 15507 1214.4 1048.7 10404  1100.0 11415 1134.8 1121.6 11282
42.5° 22548 20013 15175 11663  995.7 9924  1043.7 10785 10669 1068.6  1078.5
45°| 23260 2027.8 14827 11232  947.6 9344  970.8 10040 1025.5 1047.0  1060.3
475°| 24171 2067.6 14529 10735  906.2  869.8  891.3 9493  980.8 1000.6  1002.3
50°| 25182 21173 14248 10255  863.1  800.2 8134 8764  899.6 9128  917.8
52.5°| 2622.6 2163.7 14016  979.1 8184 7256 7488 8118 8317 8366  836.6
55°| 27153 22051 13767 9393  763.7  659.4 6842 7488  767.1 7753  783.6
57.5°| 2826.3 2249.8 1366.8 9029 7058  609.7 6196  689.2  709.1 7140  719.0
60°| 2915.8 2297.8 13585  869.8  647.8 5533 5682  626.2 654.4  656.1 659.4
62.5°| 2992.0 23326 13519 8250 5981  505.3  510.3 571.6  598.1 6047 6113
65°| 3030.1 23409 13254  772.0 5467 4606  460.6 5169  550.0  561.6  568.2
67.5°| 3010.2 23194 1262.4 7024 4987 4191 4125 4639 4887 4987  500.3
68°| 3001.9 2309.4 1240.9 6875  492.0  409.2  404.2  449.0  473.8  477.1 478.8
70°| 2887.6 22283 11448 6329 4539 3777  367.8 4059 4307 4075  407.5
725°| 25745 19599  967.5 550.0  402.6 3347 3148 3496 3496 3463 3413
75°| 21156 15457 7654 4523 3479 2866 2717 2800 2767 2883 281.6
77.5°| 1598.7 11348  583.2 351.2 2767 2319 2137 2054  203.8 198.8 188.9

80° 1108.3 780.3 412.5 266.7 200.5 162.4 159.0 144.1 139.2 94.4 64.6
82.5° 743.9 518.5 281.6 177.3 127.6 101.1 86.1 87.8 76.2 28.2 1.7
85° 200.5 155.7 114.3 67.9 51.4 38.1 29.8 331 29.8 11.6 1.7
87.5° 8.3 6.6 8.3 8.3 5.0 33 1.7 1.7 1.7 1.7 1.7
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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