





























Cooper Lighting Solutions Photometric Lab
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Test Information
Test Method: LM-79-2019
Report Number: SP1-2506-472-3
Test Lab: COOPER LIGHTING SOLUTIONS
Photometer: SP1-76IN SPHERE
Measurement Geometry: 4mn
Issue Date: 08/05/2025
Manufacturer: COOPER LIGHTING SOLUTIONS
Product Line: Metalux
Catalog Number: EHBR-60-L835-N
Description: Elevate Round Highbay at, 60000 lumens, 3500K 80CRI LEDs with N lens

Spectral Parameters

CCT (K): 3468 CRI (Ra): 82.1

CIEu": 0.2375 R1: 82.9 rRo: | 276

CIEV": 0.5091 R2: 85.6 R10: 63.8

Duv: -0.0021 R3: 85.9 R11: 81.2

CIE x: 0.4049 R4: 82.8 R12: 57.2

CIEy: 0.3856 R5: 81.0 R13: 82.6

CIE z: 0.2095 R6: 79.7 R14: - 91.0

Peak Wavelength (nm): 630 R7: 86.5 R15: 79.4
Dominant Wavelength (nm): 581 RS: 72.1

Purity: 37.24544

Rf: 80.1
Rg: 101

Test Conditions

Stabilization Time: 39M
Operation Time: 1H 39M
Sphere Temperature (°C): 25.0
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Measurement and Test Equipment

Instrument Identification Number Calibration Date Calibration Due Date
Photometer 76INCH SPHERE INOO58 6/16/2025 12/16/2025
Power Meter XITRON INXT2011004 1/21/2025 1/21/2026
AC Power Source CHROMA 61603 INO063 10/22/2024 10/22/2025
DC Power Source AGILENT E3634A IN0208] 10/22/2024 10/22/2025
Sphere Thermometer ONSET INOO85 10/22/2024 10/22/2025
Room Thermometer ONSET INOO46 10/22/2024 10/22/2025
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CIE 1931 Chromaticity Diagram
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Photopic Flux vs. Wavelength

Power (WW/nm)

360 400 440 480 520 560 600 640 680 720 760 800 840 880 920 960 1000
Wavelength (nm)

Photopic Lumens: NR

A Power | Lumens A Power | Lumens A Power | Lumens A Power | Lumens A Power | Lumens
(nm) | WA/nm | (¢/nm) | (nm) | WA/nm | (&/nm) | (nm) | WA/nm | (d/nm) | (nm) | WA/am | (&/nm) | (nm) | WA/nm | (d/nm)
360 0 NR 490 60 NR 620 327 NR 750 7 NR 880 0 NR
365 0 NR 495 82 NR 625 322 NR 755 6 NR 885 0 NR
370 0 NR 500 114 NR 630 1000 NR 760 5 NR 890 0 NR
375 0 NR 505 152 NR 635 645 NR 765 4 NR 895 0 NR
380 0 NR 510 189 NR 640 197 NR 770 4 NR 900 0 NR
385 1 NR 515 222 NR 645 189 NR 775 3 NR 905 0 NR
390 2 NR 520 248 NR 650 163 NR 780 3 NR 910 0 NR
395 3 NR 525 268 NR 655 134 NR 785 2 NR 915 0 NR
400 4 NR 530 283 NR 660 113 NR 790 2 NR 920 0 NR
405 6 NR 535 294 NR 665 94 NR 795 2 NR 925 0 NR
410 9 NR 540 305 NR 670 87 NR 800 2 NR 930 0 NR
415 18 NR 545 314 NR 675 70 NR 805 1 NR 935 0 NR
420 34 NR 550 323 NR 680 60 NR 810 1 NR 940 0 NR
425 62 NR 555 335 NR 685 51 NR 815 1 NR 945 0 NR
430 102 NR 560 346 NR 690 44 NR 820 1 NR 950 0 NR
435 159 NR 565 356 NR 695 38 NR 825 1 NR 955 0 NR
440 241 NR 570 364 NR 700 32 NR 830 1 NR 960 0 NR
445 363 NR 575 371 NR 705 28 NR 835 1 NR 965 0 NR
450 389 NR 580 375 NR 710 24 NR 840 1 NR 970 0 NR
455 245 NR 585 375 NR 715 20 NR 845 0 NR 975 0 NR
460 158 NR 590 373 NR 720 17 NR 850 0 NR 980 0 NR
465 120 NR 595 364 NR 725 15 NR 855 0 NR 985 0 NR
470 79 NR 600 357 NR 730 13 NR 860 0 NR 990 0 NR
475 57 NR 605 349 NR 735 11 NR 865 0 NR 995 0 NR
480 51 NR 610 371 NR 740 9 NR 870 0 NR 1000 0 NR
485 51 NR 615 387 NR 745 8 NR 875 0 NR
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Scotopic Flux vs. Wavelength
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360 400 440 480 520 560 600 640 680 720 760 800 840 880 920 960 1000
Wavelength (nm)
Scotopic Lumens: NR S/P:1.43
A Power | Lumens A Power | Lumens A Power | Lumens A Power | Lumens A Power | Lumens

(nm) | WA/nm | (¢/nm) | (nm) | WA/am | (d/nm) [ (nm) | WA/nm | (d/nm) | (nm) | WA/nm | (¢/nm) | (nm) | WA/nm | (/nm)
360 0 NR 490 60 NR 620 327 NR 750 7 NR 880 0 NR
365 0 NR 495 82 NR 625 322 NR 755 6 NR 885 0 NR
370 0 NR 500 114 NR 630 1000 NR 760 5 NR 890 0 NR
375 0 NR 505 152 NR 635 645 NR 765 4 NR 895 0 NR
380 0 NR 510 189 NR 640 197 NR 770 4 NR 900 0 NR
385 1 NR 515 222 NR 645 189 NR 775 3 NR 905 0 NR
390 2 NR 520 248 NR 650 163 NR 780 3 NR 910 0 NR
395 3 NR 525 268 NR 655 134 NR 785 2 NR 915 0 NR
400 4 NR 530 283 NR 660 113 NR 790 2 NR 920 0 NR
405 6 NR 535 294 NR 665 94 NR 795 2 NR 925 0 NR
410 9 NR 540 305 NR 670 87 NR 800 2 NR 930 0 NR
415 18 NR 545 314 NR 675 70 NR 805 1 NR 935 0 NR
420 34 NR 550 323 NR 680 60 NR 810 1 NR 940 0 NR
425 62 NR 555 335 NR 685 51 NR 815 1 NR 945 0 NR
430 102 NR 560 346 NR 690 a4 NR 820 1 NR 950 0 NR
435 159 NR 565 356 NR 695 38 NR 825 1 NR 955 0 NR
440 241 NR 570 364 NR 700 32 NR 830 1 NR 960 0 NR
445 363 NR 575 371 NR 705 28 NR 835 1 NR 965 0 NR
450 389 NR 580 375 NR 710 24 NR 840 1 NR 970 0 NR
455 245 NR 585 375 NR 715 20 NR 845 0 NR 975 0 NR
460 158 NR 590 373 NR 720 17 NR 850 0 NR 980 0 NR
465 120 NR 595 364 NR 725 15 NR 855 0 NR 985 0 NR
470 79 NR 600 357 NR 730 13 NR 860 0 NR 990 0 NR
475 57 NR 605 349 NR 735 11 NR 865 0 NR 995 0 NR
480 51 NR 610 371 NR 740 9 NR 870 0 NR 1000 0 NR
485 51 NR 615 387 NR 745 8 NR 875 0 NR
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Melanopic Flux vs. Wavelength
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360 400 440 480 520 560 600 640 680 720 760 800 840 880 920 960 1000
Wavelength (nm)
Melanopic Lumens: NR M/P: 2.75
A Power | Lumens A Power | Lumens A Power | Lumens A Power | Lumens A Power | Lumens

(nm) | WA/nm | (¢/nm) | (nm) | WA/nm | (&/nm) | (nm) | WA/nm | (d/nm) | (nm) | WA/am | (&/nm) | (nm) | WA/nm | (d/nm)
360 0 NR 490 60 NR 620 327 NR 750 7 NR 880 0 NR
365 0 NR 495 82 NR 625 322 NR 755 6 NR 885 0 NR
370 0 NR 500 114 NR 630 1000 NR 760 5 NR 890 0 NR
375 0 NR 505 152 NR 635 645 NR 765 4 NR 895 0 NR
380 0 NR 510 189 NR 640 197 NR 770 4 NR 900 0 NR
385 1 NR 515 222 NR 645 189 NR 775 3 NR 905 0 NR
390 2 NR 520 248 NR 650 163 NR 780 3 NR 910 0 NR
395 3 NR 525 268 NR 655 134 NR 785 2 NR 915 0 NR
400 4 NR 530 283 NR 660 113 NR 790 2 NR 920 0 NR
405 6 NR 535 294 NR 665 94 NR 795 2 NR 925 0 NR
410 9 NR 540 305 NR 670 87 NR 800 2 NR 930 0 NR
415 18 NR 545 314 NR 675 70 NR 805 1 NR 935 0 NR
420 34 NR 550 323 NR 680 60 NR 810 1 NR 940 0 NR
425 62 NR 555 335 NR 685 51 NR 815 1 NR 945 0 NR
430 102 NR 560 346 NR 690 44 NR 820 1 NR 950 0 NR
435 159 NR 565 356 NR 695 38 NR 825 1 NR 955 0 NR
440 241 NR 570 364 NR 700 32 NR 830 1 NR 960 0 NR
445 363 NR 575 371 NR 705 28 NR 835 1 NR 965 0 NR
450 389 NR 580 375 NR 710 24 NR 840 1 NR 970 0 NR
455 245 NR 585 375 NR 715 20 NR 845 0 NR 975 0 NR
460 158 NR 590 373 NR 720 17 NR 850 0 NR 980 0 NR
465 120 NR 595 364 NR 725 15 NR 855 0 NR 985 0 NR
470 79 NR 600 357 NR 730 13 NR 860 0 NR 990 0 NR
475 57 NR 605 349 NR 735 11 NR 865 0 NR 995 0 NR
480 51 NR 610 371 NR 740 9 NR 870 0 NR 1000 0 NR
485 51 NR 615 387 NR 745 8 NR 875 0 NR
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Summary
R¢= 80.1
Rg= 101
CIER, = 82.1
Ry = 27.6

Relative Power

Color Vector Graphics

e Reference Illuminant # Test Source
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Color Sample Fidelity (R; ;)
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Individual Sample Fidelity Index (R;;)
CES01=86 = CES26=68 [l CES51=290
CES02=62 | |CES27=89 [MMCES52 =90
CES03 =31 ICE528 =84 N CES53 =81
CES04=70  CES29=66  CES54=91
CES05=49 |[1|CES30=77  CES55=90
CESO6=51 ~ CES31=69 | | CES56=80
CES07=42 | | CES32=62 [N CES57 =79
CESO8=41  CES33=74

ICESS8 =81 CES83 =89
CES09 = 29 I CES34=72 CES59=92 CES84 =89
CES10=75 CES35=85 CES60=94 CES85 =82
CES11=158 CES36 =97 |CE561 =90 CES86 =78

CES76 =59
CES77 =178
CES78 =61
CES79=86
CES80 = 82
CES81 =79
CES82 =92

cesi2=64 [CES37=79 | |cES62=92 [ CES87 =82
CES13=43  CES38=85 [MCES63=78 | |CES88=86
CES14 =74 I CES39=94 [N CES64=79 [MMCES89 =76
CES15=71 [N CES40=89 [ CES65=76 [ CES90 =85
CES16=47  CES41=89
CES17=49 [WCES42=77
CES18=56 | |CES43=74
ces19=72 [ cEs44 =99
CES20=66 || CES45 =83
CES21=86 | |CES46=282
CES22=78 | |CES47=81
CES23=92  CES48=80
CES24=91 [ CES49 =80
[ CES25=72

CES66 =73
CES67 =70
CES68 =76
CES69 = 81
CES70=168
CES71=64
CES72 =88
CES73 =60
CES74 =97
CES75 =64

CES91 =83
CES92=73
CES93 =84
CES94 = 65
CES95=79
CES96 = 85
CES97 = 85
CES98 = 82
CES99 =81
CES50 = 89

TM-30-18

CESO1
CESO4
CESO07
CES10
CES13
CES16
CES19
CES22
CES25
CES28
CES31
CES34
CES37
CES40
CES43
CES46
CES49
CES52
CES55
CES58
CES61
CES64
CES67
CES70
CES73
CES76
CES79
CES82
CES85
CES88

CES91

Color Evaluation Sample
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TM-30-18
Color Rendition by Hue-Angle Bin
m=9 7 6 9 10 6 3 4 7 7 8 3 4 4 5 7
1 5% 11% 11% 4% 7% 9%  12% 2%
_5_10% 8% -2% -2% 8% 12% -3% -2%
1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16
Hue Angle Bin (j)
m=g 7 6 9 10 6 3 4 7 7 8 3 4 4 5 7
0.19
: 0.07 0.16 0.15 0.09 0.09 0.12 0.02
F-0.03 -0.01 -0.03
s 010 -0.08 006 512 013
1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16
Hue Angle Bin (j)
m= 9 7 6 9 10 6 3 4 7 7 8 3 4 4 5 7
88
83 8 83 83 83 86 8 83 g g
75 78 75
70 72
1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

Hue Angle Bin (j)
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TM-30-18
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