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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 

Test Method:  LM-79-2019

Report Number:  P982512

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-290-1-UNA)

Test Lab:  INNOVATION CENTER

Issue Date:  4/21/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS

Product Line:  METALUX

Catalog Number:  EZBY-1830C3-MV-BLK-HIGH-4000K-120V

Description:  Easy Bay Round High Bay at 4000K, 28000lumens, 120V

LIGHT LEVEL 2

Light Source:  4000k CCT, 80 CRI LEDS

Ballast/Driver:  -

Summary 

Lumens per Lamp: N/A

Luminaire Lumens: 28588.0 lumens

Efficiency: N/A

Efficacy: 159.7 lumens/watt

Spacing Criteria (0/90/45): 1.41 / 1.42 / 1.34

Luminous Opening: Circular (Dia: 1' x H: 0')

CIE Type: Direct

Input Watts (W):  179

Input Voltage (V):  120

Input Current (Ain):  NR

Voltage Rise (V):  NR

Power Factor:  >0.16

Total Harmonic Distortion (THDi):  <27

Frequency (hertz):  60

Stabilization Time:   HR

Operation Time:   HR

Ambient Temperature (°C):  NR

Test Distance:  24 FT

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 2 of 18 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982512

CATALOG NUMBER: EZBY-1830C3-MV-BLK-HIGH-4000K-120V
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982512

CATALOG NUMBER: EZBY-1830C3-MV-BLK-HIGH-4000K-120V

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:

RF 20 20 20 20 20 20

RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0

RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100

1 111 108 105 102 109 106 103 100 101 99 97 98 96 94 94 93 91 89

2 104 97 92 87 101 95 90 86 92 88 84 89 85 82 86 83 81 79

3 96 88 81 76 94 86 80 75 83 78 74 81 76 73 78 75 71 69

4 89 79 72 66 87 78 71 66 76 70 65 73 68 64 71 67 63 62

5 83 72 64 59 81 71 64 58 69 63 58 67 61 57 65 60 57 55

6 77 66 58 52 75 65 57 52 63 56 52 61 56 51 60 55 51 49

7 72 60 52 47 70 59 52 47 58 51 46 56 50 46 55 50 46 44

8 67 55 47 42 66 54 47 42 53 47 42 52 46 42 51 46 41 40

9 63 51 43 38 62 50 43 38 49 43 38 48 42 38 47 42 38 36

10 59 47 40 35 58 47 40 35 46 39 35 45 39 35 44 38 35 33

AVERAGE LUMINANCE (cd/sqm):

0° 90° 180° 270°

0° 176626 176626 176626 176626

5° 178718 176672 177074 178665

10° 183166 179365 180108 183031

15° 189338 184209 185505 188870

20° 195687 190287 191932 194866

25° 200986 196826 198296 200295

30° 203305 202474 202612 203243

35° 197684 202221 199277 199115

40° 177339 188399 180452 180887

45° 141840 154594 144591 144967

50° 105092 110668 102233 101299

55° 73529 71787 70975 69140

60° 51073 49955 50007 49234

65° 36311 36531 35808 35208

70° 27537 27304 27380 27068

75° 21001 20175 20487 20281

80° 16724 15958 16108 16030

85° 12989 11463 11621 11762

MAXIMUM LUMINANCE 45°-90°:

Horizontal Angle: 90°

Vertical Angle: 45°

Luminance: 154594 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982512

CATALOG NUMBER: EZBY-1830C3-MV-BLK-HIGH-4000K-120V

ZONAL LUMENS: CANDELA DISTRIBUTION:

Zone Lumens % Fixture 0° 90° 180° 270° 360° Flux

0°-10° 1237.6 4.3 0° 12888 12888 12888 12888 12888

10°-20° 3737.4 13.1 5° 12991 12842 12871 12987 12991 1246

20°-30° 6078.1 21.3 15° 13344 12983 13074 13312 13344 3781

30°-40° 7384.0 25.8 25° 13291 13016 13113 13245 13291 6117

40°-50° 5742.0 20.1 35° 11816 12087 11911 11901 11816 7283

50°-60° 2743.5 9.6 45° 7318 7976 7460 7480 7318 5634

60°-70° 1139.7 4.0 55° 3077 3004 2970 2894 3077 2845

70°-80° 428.4 1.5 65° 1120 1126 1104 1086 1120 1160

80°-90° 96.8 0.3 75° 397 381 387 383 397 441

90°-100° 0.5 0.0 85° 83 73 74 75 83 95

100°-110° 0.0 0.0 90° 6 1 2 5 6 7

110°-120° 0.0 0.0 95° 0 0 0 0 0 0

120°-130° 0.0 0.0 105° 0 0 0 0 0 0

130°-140° 0.0 0.0 115° 0 0 0 0 0 0

140°-150° 0.0 0.0 125° 0 0 0 0 0 0

150°-160° 0.0 0.0 135° 0 0 0 0 0 0

160°-170° 0.0 0.0 145° 0 0 0 0 0 0

170°-180° 0.0 0.0 155° 0 0 0 0 0 0

0°-30° 11053.1 38.7 165° 0 0 0 0 0 0

0°-40° 18437.1 64.5 175° 0 0 0 0 0 0

0°-60° 26922.6 94.2 180° 0 0 0 0 0

0°-90° 28587.5 100.0

90°-120° 0.5 0.0

90°-150° 0.5 0.0

90°-180° 1.0 0.0

0°-180° 28588.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982512

CATALOG NUMBER: EZBY-1830C3-MV-BLK-HIGH-4000K-120V

CANDELA DISTRIBUTION (FULL):

0° 22.5° 45° 67.5° 90° 112.5° 135° 157.5° 180° 202.5° 225°

0° 12887.7 12887.7 12887.7 12887.7 12887.7 12887.7 12887.7 12887.7 12887.7 12887.7 12887.7

2.5° 12921.7 12895.5 12895.5 12851.7 12845.9 12854.7 12857.6 12861.5 12855.6 12870.2 12893.5

5° 12990.7 12955.7 12924.6 12871.2 12842.0 12835.2 12846.9 12855.6 12871.2 12883.8 12939.2

7.5° 13077.2 13017.0 12968.4 12896.5 12859.5 12857.6 12867.3 12883.8 12900.3 12936.3 12998.5

10° 13161.8 13099.6 13022.8 12935.3 12888.7 12876.0 12886.7 12914.9 12942.1 12989.8 13054.9

12.5° 13249.3 13180.3 13088.9 12989.8 12918.8 12913.9 12926.6 12961.6 12995.6 13052.0 13130.7

15° 13344.5 13275.5 13173.5 13052.9 12983.0 12981.0 12995.6 13025.7 13074.3 13149.2 13214.3

17.5° 13407.7 13343.6 13250.3 13113.2 13030.6 13034.5 13046.1 13084.0 13137.5 13223.0 13282.3

20° 13417.4 13373.7 13280.4 13136.5 13047.1 13054.9 13066.6 13101.5 13159.9 13260.0 13298.9

22.5° 13382.5 13358.2 13274.6 13131.7 13041.3 13051.0 13059.7 13095.7 13154.0 13260.0 13282.3

25° 13291.1 13303.7 13234.7 13106.4 13016.0 13033.5 13037.4 13059.7 13113.2 13220.1 13231.8

27.5° 13120.0 13174.4 13140.4 13021.8 12946.0 12974.2 12966.4 12973.2 13015.0 13120.0 13110.3

30° 12846.9 12946.0 12939.2 12855.6 12794.4 12828.4 12805.1 12781.8 12803.1 12909.1 12876.0

32.5° 12420.2 12570.8 12604.9 12559.2 12519.3 12561.1 12541.7 12452.2 12444.5 12564.0 12503.8

35° 11815.6 12027.5 12114.0 12105.2 12086.8 12115.9 12072.2 11950.7 11910.8 12020.7 11967.2

37.5° 10984.5 11229.5 11394.7 11446.2 11448.2 11432.6 11369.4 11227.5 11142.0 11245.0 11171.2

40° 9912.4 10131.1 10350.8 10508.3 10530.6 10438.3 10372.2 10242.9 10086.4 10129.2 10071.8

42.5° 8649.8 8773.2 9014.3 9304.9 9339.9 9136.8 9111.5 9055.1 8830.6 8761.6 8699.4

45° 7318.2 7291.9 7501.9 7945.1 7976.2 7651.6 7700.2 7727.4 7460.1 7284.1 7180.1

47.5° 5992.4 5828.1 6074.0 6511.4 6538.6 6299.5 6262.6 6332.6 6057.5 5805.7 5654.1

50° 4929.0 4617.0 4565.5 5133.1 5190.5 4952.3 4940.7 5003.8 4794.9 4557.7 4499.4

52.5° 3928.8 3707.2 3646.0 3990.0 4030.9 3858.8 3870.5 3863.7 3789.8 3583.8 3550.7

55° 3077.3 2927.7 2786.7 3073.5 3004.4 3035.5 3025.8 2958.8 2970.4 2811.0 2781.9

57.5° 2400.8 2306.5 2249.2 2367.8 2390.1 2383.3 2369.7 2299.7 2326.0 2231.7 2178.2

60° 1863.3 1806.0 1775.8 1845.8 1822.5 1883.7 1848.7 1807.9 1824.4 1760.3 1709.7

62.5° 1447.3 1407.5 1398.7 1434.7 1459.9 1471.6 1433.7 1417.2 1429.8 1379.3 1330.7

65° 1119.7 1082.8 1090.6 1103.2 1126.5 1141.1 1110.0 1097.4 1104.2 1072.1 1037.1

67.5° 863.1 838.8 845.6 854.4 872.9 886.5 857.3 855.4 856.3 834.0 808.7

70° 687.2 655.1 669.7 661.0 681.4 682.3 666.8 686.2 683.3 661.9 639.6

72.5° 536.5 506.4 511.3 504.5 511.3 517.1 504.5 523.9 519.0 501.6 487.0

75° 396.6 375.2 380.1 369.4 381.0 383.9 377.1 387.8 386.9 372.3 362.6

77.5° 293.5 282.9 280.9 275.1 284.8 290.6 286.7 290.6 287.7 277.0 270.2

80° 211.9 206.1 203.1 203.1 202.2 205.1 206.1 207.0 204.1 199.3 194.4

82.5° 140.0 141.9 134.1 132.2 131.2 132.2 133.2 129.3 130.2 131.2 129.3

85° 82.6 83.6 81.6 77.8 72.9 76.8 75.8 71.9 73.9 75.8 77.8

87.5° 39.9 40.8 39.9 36.9 34.0 35.0 35.0 32.1 34.0 35.0 36.0

90° 5.8 4.9 4.9 2.9 1.0 0.0 1.0 1.0 1.9 1.9 2.9

92.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

95° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

97.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

100° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

102.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

105° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982512

CATALOG NUMBER: EZBY-1830C3-MV-BLK-HIGH-4000K-120V

CANDELA DISTRIBUTION (continued):

0° 22.5° 45° 67.5° 90° 112.5° 135° 157.5° 180° 202.5° 225°

112.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

115° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

117.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

120° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

122.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

125° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

127.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

130° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

132.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

135° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

137.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

140° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

142.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

145° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

147.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

150° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

152.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

155° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

157.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

160° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

162.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

165° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

167.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

170° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

172.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

175° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

177.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982512

CATALOG NUMBER: EZBY-1830C3-MV-BLK-HIGH-4000K-120V

CANDELA DISTRIBUTION (continued):

247.5° 270° 292.5° 315° 337.5° 360°

0° 12887.7 12887.7 12887.7 12887.7 12887.7 12887.7

2.5° 12911.0 12918.8 12913.9 12922.7 12933.4 12921.7

5° 12963.5 12986.8 13016.0 13015.0 13014.1 12990.7

7.5° 13036.4 13076.3 13096.7 13111.3 13108.3 13077.2

10° 13109.3 13152.1 13181.2 13200.7 13202.6 13161.8

12.5° 13179.3 13232.8 13271.6 13296.9 13293.0 13249.3

15° 13263.9 13311.5 13361.1 13389.3 13385.4 13344.5

17.5° 13316.4 13359.1 13419.4 13452.4 13445.6 13407.7

20° 13315.4 13361.1 13427.2 13456.3 13442.7 13417.4

22.5° 13285.3 13324.1 13391.2 13413.6 13404.8 13382.5

25° 13208.5 13245.4 13326.1 13333.9 13306.6 13291.1

27.5° 13062.7 13099.6 13175.4 13162.8 13131.7 13120.0

30° 12805.1 12843.0 12921.7 12895.5 12844.9 12846.9

32.5° 12416.3 12457.1 12522.2 12471.7 12407.5 12420.2

35° 11919.6 11901.1 11970.1 11872.0 11794.2 11815.6

37.5° 11136.2 11138.1 11174.1 11038.0 10965.1 10984.5

40° 10104.9 10110.7 10108.8 9959.1 9910.5 9912.4

42.5° 8848.1 8875.3 8784.9 8640.1 8673.1 8649.8

45° 7479.5 7479.5 7302.6 7223.9 7353.2 7318.2

47.5° 6060.4 6036.1 5812.5 5823.2 6006.0 5992.4

50° 4803.6 4751.1 4563.5 4653.9 4779.3 4929.0

52.5° 3798.6 3713.0 3639.2 3745.1 3761.6 3928.8

55° 2934.5 2893.6 2897.5 2973.3 2942.2 3077.3

57.5° 2286.1 2275.4 2297.8 2337.7 2359.0 2400.8

60° 1789.4 1796.2 1823.5 1842.9 1858.5 1863.3

62.5° 1397.7 1409.4 1441.5 1446.3 1459.0 1447.3

65° 1079.9 1085.7 1120.7 1112.9 1130.4 1119.7

67.5° 836.9 842.7 869.0 857.3 873.8 863.1

70° 664.8 675.5 685.3 680.4 703.7 687.2

72.5° 505.4 514.2 534.6 529.7 552.1 536.5

75° 377.1 383.0 398.5 398.5 411.2 396.6

77.5° 279.9 284.8 299.4 300.3 303.3 293.5

80° 199.3 203.1 215.8 216.8 216.8 211.9

82.5° 130.2 131.2 142.9 140.9 138.0 140.0

85° 75.8 74.8 87.5 90.4 85.5 82.6

87.5° 36.0 36.9 42.8 46.7 42.8 39.9

90° 3.9 4.9 6.8 7.8 6.8 5.8

92.5° 0.0 0.0 0.0 0.0 0.0 0.0

95° 0.0 0.0 0.0 0.0 0.0 0.0

97.5° 0.0 0.0 0.0 0.0 0.0 0.0

100° 0.0 0.0 0.0 0.0 0.0 0.0

102.5° 0.0 0.0 0.0 0.0 0.0 0.0

105° 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982512

CATALOG NUMBER: EZBY-1830C3-MV-BLK-HIGH-4000K-120V

CANDELA DISTRIBUTION (continued):

247.5° 270° 292.5° 315° 337.5° 360°

112.5° 0.0 0.0 0.0 0.0 0.0 0.0

115° 0.0 0.0 0.0 0.0 0.0 0.0

117.5° 0.0 0.0 0.0 0.0 0.0 0.0

120° 0.0 0.0 0.0 0.0 0.0 0.0

122.5° 0.0 0.0 0.0 0.0 0.0 0.0

125° 0.0 0.0 0.0 0.0 0.0 0.0

127.5° 0.0 0.0 0.0 0.0 0.0 0.0

130° 0.0 0.0 0.0 0.0 0.0 0.0

132.5° 0.0 0.0 0.0 0.0 0.0 0.0

135° 0.0 0.0 0.0 0.0 0.0 0.0

137.5° 0.0 0.0 0.0 0.0 0.0 0.0

140° 0.0 0.0 0.0 0.0 0.0 0.0

142.5° 0.0 0.0 0.0 0.0 0.0 0.0

145° 0.0 0.0 0.0 0.0 0.0 0.0

147.5° 0.0 0.0 0.0 0.0 0.0 0.0

150° 0.0 0.0 0.0 0.0 0.0 0.0

152.5° 0.0 0.0 0.0 0.0 0.0 0.0

155° 0.0 0.0 0.0 0.0 0.0 0.0

157.5° 0.0 0.0 0.0 0.0 0.0 0.0

160° 0.0 0.0 0.0 0.0 0.0 0.0

162.5° 0.0 0.0 0.0 0.0 0.0 0.0

165° 0.0 0.0 0.0 0.0 0.0 0.0

167.5° 0.0 0.0 0.0 0.0 0.0 0.0

170° 0.0 0.0 0.0 0.0 0.0 0.0

172.5° 0.0 0.0 0.0 0.0 0.0 0.0

175° 0.0 0.0 0.0 0.0 0.0 0.0

177.5° 0.0 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

0°-180° 45°-225° 90°-270° 135°-315°
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

107.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

110° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Scaled Data Report
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Cooper Lighting Solutions Photometric Lab
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