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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 

Test Method:  LM-79-2019

Report Number:  P982505

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-290-1-UNA)

Test Lab:  INNOVATION CENTER

Issue Date:  4/21/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS

Product Line:  METALUX

Catalog Number:  EZBY-1830C3-MV-BLK-LOW-3000K-120V

Description:  Easy Bay Round High Bay at 3000K, 18000lumens, 120V

LIGHT LEVEL 1

Light Source:  3000k CCT, 80 CRI LEDS

Ballast/Driver:  -

Summary 

Lumens per Lamp: N/A

Luminaire Lumens: 17691.0 lumens

Efficiency: N/A

Efficacy: 150.9 lumens/watt

Spacing Criteria (0/90/45): 1.41 / 1.42 / 1.34

Luminous Opening: Circular (Dia: 1' x H: 0')

CIE Type: Direct

Input Watts (W):  117.2

Input Voltage (V):  120

Input Current (Ain):  NR

Voltage Rise (V):  NR

Power Factor:  >0.9

Total Harmonic Distortion (THDi):  <20

Frequency (hertz):  60

Stabilization Time:   HR

Operation Time:   HR

Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982505

CATALOG NUMBER: EZBY-1830C3-MV-BLK-LOW-3000K-120V
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982505

CATALOG NUMBER: EZBY-1830C3-MV-BLK-LOW-3000K-120V

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:

RF 20 20 20 20 20 20

RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0

RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100

1 111 108 105 102 109 106 103 100 101 99 97 98 96 94 94 93 91 89

2 104 97 92 87 101 95 90 86 92 88 84 89 85 82 86 83 81 79

3 96 88 81 76 94 86 80 75 83 78 74 81 76 73 78 75 71 69

4 89 79 72 66 87 78 71 66 76 70 65 73 68 64 71 67 63 62

5 83 72 64 59 81 71 64 58 69 63 58 67 61 57 65 60 57 55

6 77 66 58 52 75 65 57 52 63 56 52 61 56 51 60 55 51 49

7 72 60 52 47 70 59 52 47 58 51 46 56 50 46 55 50 46 44

8 67 55 47 42 66 54 47 42 53 47 42 52 46 42 51 46 41 40

9 63 51 43 38 62 50 43 38 49 43 38 48 42 38 47 42 38 36

10 59 47 40 35 58 47 40 35 46 39 35 45 39 35 44 38 35 33

AVERAGE LUMINANCE (cd/sqm):

0° 90° 180° 270°

0° 109300 109300 109300 109300

5° 110596 109330 109578 110563

10° 113348 110995 111456 113265

15° 117169 113993 114795 116878

20° 121097 117755 118773 120588

25° 124376 121800 122711 123948

30° 125810 125296 125382 125773

35° 122332 125139 123317 123217

40° 109743 116586 111668 111938

45° 87775 95667 89476 89709

50° 65034 68484 63264 62687

55° 45501 44424 43922 42787

60° 31607 30913 30946 30469

65° 22470 22606 22159 21789

70° 17042 16894 16946 16750

75° 12994 12486 12677 12550

80° 10347 9873 9968 9921

85° 8035 7092 7186 7281

MAXIMUM LUMINANCE 45°-90°:

Horizontal Angle: 90°

Vertical Angle: 45°

Luminance: 95667 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982505

CATALOG NUMBER: EZBY-1830C3-MV-BLK-LOW-3000K-120V

ZONAL LUMENS: CANDELA DISTRIBUTION:

Zone Lumens % Fixture 0° 90° 180° 270° 360° Flux

0°-10° 765.9 4.3 0° 7975 7975 7975 7975 7975

10°-20° 2312.8 13.1 5° 8039 7947 7965 8037 8039 771

20°-30° 3761.3 21.3 15° 8258 8034 8091 8238 8258 2340

30°-40° 4569.4 25.8 25° 8225 8055 8115 8197 8225 3785

40°-50° 3553.3 20.1 35° 7312 7480 7371 7365 7312 4507

50°-60° 1697.8 9.6 45° 4529 4936 4616 4628 4529 3487

60°-70° 705.3 4.0 55° 1904 1859 1838 1791 1904 1761

70°-80° 265.1 1.5 65° 693 697 683 672 693 718

80°-90° 59.9 0.3 75° 245 236 239 237 245 273

90°-100° 0.3 0.0 85° 51 45 46 46 51 59

100°-110° 0.0 0.0 90° 4 1 1 3 4 4

110°-120° 0.0 0.0 95° 0 0 0 0 0 0

120°-130° 0.0 0.0 105° 0 0 0 0 0 0

130°-140° 0.0 0.0 115° 0 0 0 0 0 0

140°-150° 0.0 0.0 125° 0 0 0 0 0 0

150°-160° 0.0 0.0 135° 0 0 0 0 0 0

160°-170° 0.0 0.0 145° 0 0 0 0 0 0

170°-180° 0.0 0.0 155° 0 0 0 0 0 0

0°-30° 6839.9 38.7 165° 0 0 0 0 0 0

0°-40° 11409.3 64.5 175° 0 0 0 0 0 0

0°-60° 16660.4 94.2 180° 0 0 0 0 0

0°-90° 17690.7 100.0

90°-120° 0.3 0.0

90°-150° 0.3 0.0

90°-180° 0.0 0.0

0°-180° 17691.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982505

CATALOG NUMBER: EZBY-1830C3-MV-BLK-LOW-3000K-120V

CANDELA DISTRIBUTION (FULL):

0° 22.5° 45° 67.5° 90° 112.5° 135° 157.5° 180° 202.5° 225°

0° 7975.2 7975.2 7975.2 7975.2 7975.2 7975.2 7975.2 7975.2 7975.2 7975.2 7975.2

2.5° 7996.3 7980.1 7980.1 7953.0 7949.4 7954.8 7956.6 7959.0 7955.4 7964.4 7978.9

5° 8039.0 8017.4 7998.1 7965.0 7947.0 7942.8 7950.0 7955.4 7965.0 7972.8 8007.1

7.5° 8092.5 8055.2 8025.2 7980.7 7957.8 7956.6 7962.6 7972.8 7983.1 8005.3 8043.8

10° 8144.9 8106.4 8058.9 8004.7 7975.8 7968.0 7974.6 7992.1 8008.9 8038.4 8078.7

12.5° 8199.0 8156.3 8099.8 8038.4 7994.5 7991.5 7999.3 8021.0 8042.0 8076.9 8125.6

15° 8258.0 8215.2 8152.1 8077.5 8034.2 8033.0 8042.0 8060.7 8090.7 8137.1 8177.4

17.5° 8297.0 8257.3 8199.6 8114.8 8063.7 8066.1 8073.3 8096.7 8129.8 8182.8 8219.5

20° 8303.1 8276.0 8218.3 8129.2 8073.9 8078.7 8085.9 8107.6 8143.7 8205.6 8229.7

22.5° 8281.4 8266.4 8214.6 8126.2 8070.3 8076.3 8081.7 8104.0 8140.1 8205.6 8219.5

25° 8224.9 8232.7 8190.0 8110.6 8054.6 8065.5 8067.9 8081.7 8114.8 8181.0 8188.2

27.5° 8119.0 8152.7 8131.6 8058.3 8011.3 8028.8 8024.0 8028.2 8054.0 8119.0 8113.0

30° 7950.0 8011.3 8007.1 7955.4 7917.5 7938.6 7924.1 7909.7 7922.9 7988.5 7968.0

32.5° 7685.9 7779.2 7800.2 7771.9 7747.3 7773.1 7761.1 7705.8 7701.0 7774.9 7737.7

35° 7311.8 7442.9 7496.5 7491.0 7479.6 7497.7 7470.6 7395.4 7370.7 7438.7 7405.6

37.5° 6797.5 6949.1 7051.3 7083.2 7084.4 7074.8 7035.7 6947.9 6895.0 6958.7 6913.0

40° 6134.1 6269.4 6405.3 6502.8 6516.6 6459.5 6418.6 6338.6 6241.7 6268.2 6232.7

42.5° 5352.7 5429.1 5578.3 5758.1 5779.8 5654.1 5638.4 5603.5 5464.6 5421.9 5383.4

45° 4528.7 4512.4 4642.4 4916.6 4935.9 4735.0 4765.1 4781.9 4616.5 4507.6 4443.3

47.5° 3708.2 3606.6 3758.8 4029.4 4046.3 3898.3 3875.4 3918.8 3748.5 3592.7 3498.9

50° 3050.2 2857.1 2825.2 3176.5 3212.0 3064.6 3057.4 3096.5 2967.2 2820.4 2784.3

52.5° 2431.3 2294.1 2256.2 2469.1 2494.4 2387.9 2395.2 2391.0 2345.2 2217.7 2197.3

55° 1904.3 1811.7 1724.5 1901.9 1859.2 1878.5 1872.5 1831.0 1838.2 1739.5 1721.5

57.5° 1485.7 1427.4 1391.9 1465.2 1479.1 1474.9 1466.4 1423.1 1439.4 1381.0 1348.0

60° 1153.1 1117.6 1098.9 1142.2 1127.8 1165.7 1144.0 1118.8 1129.0 1089.3 1058.0

62.5° 895.6 871.0 865.6 887.8 903.4 910.7 887.2 877.0 884.8 853.5 823.4

65° 692.9 670.1 674.9 682.7 697.1 706.2 686.9 679.1 683.3 663.5 641.8

67.5° 534.1 519.1 523.3 528.7 540.1 548.6 530.5 529.3 529.9 516.1 500.4

70° 425.3 405.4 414.4 409.0 421.6 422.3 412.6 424.7 422.9 409.6 395.8

72.5° 332.0 313.4 316.4 312.2 316.4 320.0 312.2 324.2 321.2 310.4 301.3

75° 245.4 232.2 235.2 228.6 235.8 237.6 233.4 240.0 239.4 230.4 224.4

77.5° 181.7 175.0 173.8 170.2 176.2 179.8 177.4 179.8 178.0 171.4 167.2

80° 131.1 127.5 125.7 125.7 125.1 126.9 127.5 128.1 126.3 123.3 120.3

82.5° 86.6 87.8 83.0 81.8 81.2 81.8 82.4 80.0 80.6 81.2 80.0

85° 51.1 51.7 50.5 48.1 45.1 47.5 46.9 44.5 45.7 46.9 48.1

87.5° 24.7 25.3 24.7 22.9 21.1 21.7 21.7 19.8 21.1 21.7 22.3

90° 3.6 3.0 3.0 1.8 0.6 0.0 0.6 0.6 1.2 1.2 1.8

92.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

95° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

97.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

100° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

102.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

105° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982505

CATALOG NUMBER: EZBY-1830C3-MV-BLK-LOW-3000K-120V

CANDELA DISTRIBUTION (continued):

0° 22.5° 45° 67.5° 90° 112.5° 135° 157.5° 180° 202.5° 225°

112.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

115° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

117.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

120° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

122.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

125° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

127.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

130° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

132.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

135° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

137.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

140° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

142.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

145° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

147.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

150° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

152.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

155° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

157.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

160° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

162.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

165° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

167.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

170° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

172.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

175° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

177.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982505

CATALOG NUMBER: EZBY-1830C3-MV-BLK-LOW-3000K-120V

CANDELA DISTRIBUTION (continued):

247.5° 270° 292.5° 315° 337.5° 360°

0° 7975.2 7975.2 7975.2 7975.2 7975.2 7975.2

2.5° 7989.7 7994.5 7991.5 7996.9 8003.5 7996.3

5° 8022.2 8036.6 8054.6 8054.0 8053.4 8039.0

7.5° 8067.3 8091.9 8104.6 8113.6 8111.8 8092.5

10° 8112.4 8138.9 8156.9 8168.9 8170.1 8144.9

12.5° 8155.7 8188.8 8212.8 8228.5 8226.1 8199.0

15° 8208.0 8237.5 8268.2 8285.6 8283.2 8258.0

17.5° 8240.5 8267.0 8304.3 8324.7 8320.5 8297.0

20° 8239.9 8268.2 8309.1 8327.1 8318.7 8303.1

22.5° 8221.3 8245.3 8286.8 8300.7 8295.2 8281.4

25° 8173.7 8196.6 8246.5 8251.3 8234.5 8224.9

27.5° 8083.5 8106.4 8153.3 8145.5 8126.2 8119.0

30° 7924.1 7947.6 7996.3 7980.1 7948.8 7950.0

32.5° 7683.5 7708.8 7749.1 7717.8 7678.1 7685.9

35° 7376.2 7364.7 7407.4 7346.7 7298.6 7311.8

37.5° 6891.4 6892.6 6914.8 6830.6 6785.5 6797.5

40° 6253.2 6256.8 6255.6 6162.9 6132.9 6134.1

42.5° 5475.4 5492.3 5436.3 5346.7 5367.2 5352.7

45° 4628.5 4628.5 4519.0 4470.3 4550.3 4528.7

47.5° 3750.3 3735.3 3597.0 3603.6 3716.6 3708.2

50° 2972.6 2940.1 2824.0 2880.0 2957.6 3050.2

52.5° 2350.6 2297.7 2252.0 2317.6 2327.8 2431.3

55° 1815.9 1790.7 1793.1 1840.0 1820.7 1904.3

57.5° 1414.7 1408.1 1421.9 1446.6 1459.8 1485.7

60° 1107.4 1111.6 1128.4 1140.4 1150.1 1153.1

62.5° 865.0 872.2 892.0 895.0 902.8 895.6

65° 668.3 671.9 693.5 688.7 699.5 692.9

67.5° 517.9 521.5 537.7 530.5 540.7 534.1

70° 411.4 418.0 424.1 421.0 435.5 425.3

72.5° 312.8 318.2 330.8 327.8 341.7 332.0

75° 233.4 237.0 246.6 246.6 254.4 245.4

77.5° 173.2 176.2 185.3 185.9 187.7 181.7

80° 123.3 125.7 133.5 134.1 134.1 131.1

82.5° 80.6 81.2 88.4 87.2 85.4 86.6

85° 46.9 46.3 54.1 55.9 52.9 51.1

87.5° 22.3 22.9 26.5 28.9 26.5 24.7

90° 2.4 3.0 4.2 4.8 4.2 3.6

92.5° 0.0 0.0 0.0 0.0 0.0 0.0

95° 0.0 0.0 0.0 0.0 0.0 0.0

97.5° 0.0 0.0 0.0 0.0 0.0 0.0

100° 0.0 0.0 0.0 0.0 0.0 0.0

102.5° 0.0 0.0 0.0 0.0 0.0 0.0

105° 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982505

CATALOG NUMBER: EZBY-1830C3-MV-BLK-LOW-3000K-120V

CANDELA DISTRIBUTION (continued):

247.5° 270° 292.5° 315° 337.5° 360°

112.5° 0.0 0.0 0.0 0.0 0.0 0.0

115° 0.0 0.0 0.0 0.0 0.0 0.0

117.5° 0.0 0.0 0.0 0.0 0.0 0.0

120° 0.0 0.0 0.0 0.0 0.0 0.0

122.5° 0.0 0.0 0.0 0.0 0.0 0.0

125° 0.0 0.0 0.0 0.0 0.0 0.0

127.5° 0.0 0.0 0.0 0.0 0.0 0.0

130° 0.0 0.0 0.0 0.0 0.0 0.0

132.5° 0.0 0.0 0.0 0.0 0.0 0.0

135° 0.0 0.0 0.0 0.0 0.0 0.0

137.5° 0.0 0.0 0.0 0.0 0.0 0.0

140° 0.0 0.0 0.0 0.0 0.0 0.0

142.5° 0.0 0.0 0.0 0.0 0.0 0.0

145° 0.0 0.0 0.0 0.0 0.0 0.0

147.5° 0.0 0.0 0.0 0.0 0.0 0.0

150° 0.0 0.0 0.0 0.0 0.0 0.0

152.5° 0.0 0.0 0.0 0.0 0.0 0.0

155° 0.0 0.0 0.0 0.0 0.0 0.0

157.5° 0.0 0.0 0.0 0.0 0.0 0.0

160° 0.0 0.0 0.0 0.0 0.0 0.0

162.5° 0.0 0.0 0.0 0.0 0.0 0.0

165° 0.0 0.0 0.0 0.0 0.0 0.0

167.5° 0.0 0.0 0.0 0.0 0.0 0.0

170° 0.0 0.0 0.0 0.0 0.0 0.0

172.5° 0.0 0.0 0.0 0.0 0.0 0.0

175° 0.0 0.0 0.0 0.0 0.0 0.0

177.5° 0.0 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab
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Scaled Data Report
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

0°-180° 45°-225° 90°-270° 135°-315°
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Scaled Data Report
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

107.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

110° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

107.5° 0.0 0.0 0.0 0.0 0.0 0.0

110° 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

(END OF REPORT)
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