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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 

Test Method:  LM-79-2019

Report Number:  P982508

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-290-1-UNA)

Test Lab:  INNOVATION CENTER

Issue Date:  4/21/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS

Product Line:  METALUX

Catalog Number:  EZBY-1830C3-MV-BLK-MED-3000K-120V

Description:  Easy Bay Round High Bay at 3000K, 23000lumens, 120V

LIGHT LEVEL 1

Light Source:  3000k CCT, 80 CRI LEDS

Ballast/Driver:  -

Summary 

Lumens per Lamp: N/A

Luminaire Lumens: 21917.0 lumens

Efficiency: N/A

Efficacy: 144.0 lumens/watt

Spacing Criteria (0/90/45): 1.41 / 1.42 / 1.34

Luminous Opening: Circular (Dia: 1' x H: 0')

CIE Type: Direct

Input Watts (W):  152.2

Input Voltage (V):  120

Input Current (Ain):  NR

Voltage Rise (V):  NR

Power Factor:  >0.12

Total Harmonic Distortion (THDi):  <23

Frequency (hertz):  60

Stabilization Time:   HR

Operation Time:   HR

Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982508

CATALOG NUMBER: EZBY-1830C3-MV-BLK-MED-3000K-120V
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982508

CATALOG NUMBER: EZBY-1830C3-MV-BLK-MED-3000K-120V

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:

RF 20 20 20 20 20 20

RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0

RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100

1 111 108 105 102 109 106 103 100 101 99 97 98 96 94 94 93 91 89

2 104 97 92 87 101 95 90 86 92 88 84 89 85 82 86 83 81 79

3 96 88 81 76 94 86 80 75 83 78 74 81 76 73 78 75 71 69

4 89 79 72 66 87 78 71 66 76 70 65 73 68 64 71 67 63 62

5 83 72 64 59 81 71 64 58 69 63 58 67 61 57 65 60 57 55

6 77 66 58 52 75 65 57 52 63 56 52 61 56 51 60 55 51 49

7 72 60 52 47 70 59 52 47 58 51 46 56 50 46 55 50 46 44

8 67 55 47 42 66 54 47 42 53 47 42 52 46 42 51 46 41 40

9 63 51 43 38 62 50 43 38 49 43 38 48 42 38 47 42 38 36

10 59 47 40 35 58 47 40 35 46 39 35 45 39 35 44 38 35 33

AVERAGE LUMINANCE (cd/sqm):

0° 90° 180° 270°

0° 135411 135411 135411 135411

5° 137015 135446 135754 136974

10° 140424 137510 138081 140321

15° 145157 141224 142217 144798

20° 150025 145884 147144 149394

25° 154086 150896 152023 153556

30° 155864 155226 155332 155817

35° 151554 155032 152777 152652

40° 135958 144437 138343 138678

45° 108742 118520 110851 111139

50° 80569 84844 78377 77661

55° 56371 55037 54414 53006

60° 39155 38297 38338 37746

65° 27837 28009 27451 26994

70° 21109 20933 20993 20753

75° 16097 15467 15706 15547

80° 12817 12233 12352 12288

85° 9954 8790 8900 9026

MAXIMUM LUMINANCE 45°-90°:

Horizontal Angle: 90°

Vertical Angle: 45°

Luminance: 118520 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982508

CATALOG NUMBER: EZBY-1830C3-MV-BLK-MED-3000K-120V

ZONAL LUMENS: CANDELA DISTRIBUTION:

Zone Lumens % Fixture 0° 90° 180° 270° 360° Flux

0°-10° 948.8 4.3 0° 9880 9880 9880 9880 9880

10°-20° 2865.3 13.1 5° 9959 9845 9868 9956 9959 955

20°-30° 4659.8 21.3 15° 10231 9953 10023 10205 10231 2898

30°-40° 5660.9 25.8 25° 10190 9979 10053 10155 10190 4690

40°-50° 4402.1 20.1 35° 9058 9266 9132 9124 9058 5583

50°-60° 2103.3 9.6 45° 5610 6115 5719 5734 5610 4320

60°-70° 873.8 4.0 55° 2359 2303 2277 2218 2359 2181

70°-80° 328.4 1.5 65° 858 864 846 832 858 889

80°-90° 74.2 0.3 75° 304 292 297 294 304 338

90°-100° 0.4 0.0 85° 63 56 57 57 63 73

100°-110° 0.0 0.0 90° 4 1 2 4 4 5

110°-120° 0.0 0.0 95° 0 0 0 0 0 0

120°-130° 0.0 0.0 105° 0 0 0 0 0 0

130°-140° 0.0 0.0 115° 0 0 0 0 0 0

140°-150° 0.0 0.0 125° 0 0 0 0 0 0

150°-160° 0.0 0.0 135° 0 0 0 0 0 0

160°-170° 0.0 0.0 145° 0 0 0 0 0 0

170°-180° 0.0 0.0 155° 0 0 0 0 0 0

0°-30° 8473.9 38.7 165° 0 0 0 0 0 0

0°-40° 14134.8 64.5 175° 0 0 0 0 0 0

0°-60° 20640.2 94.2 180° 0 0 0 0 0

0°-90° 21916.6 100.0

90°-120° 0.4 0.0

90°-150° 0.4 0.0

90°-180° 0.0 0.0

0°-180° 21917.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982508

CATALOG NUMBER: EZBY-1830C3-MV-BLK-MED-3000K-120V

CANDELA DISTRIBUTION (FULL):

0° 22.5° 45° 67.5° 90° 112.5° 135° 157.5° 180° 202.5° 225°

0° 9880.4 9880.4 9880.4 9880.4 9880.4 9880.4 9880.4 9880.4 9880.4 9880.4 9880.4

2.5° 9906.4 9886.3 9886.3 9852.8 9848.3 9855.0 9857.3 9860.2 9855.8 9866.9 9884.8

5° 9959.4 9932.5 9908.7 9867.7 9845.3 9840.1 9849.1 9855.8 9867.7 9877.4 9919.9

7.5° 10025.7 9979.5 9942.2 9887.1 9858.8 9857.3 9864.7 9877.4 9890.1 9917.6 9965.3

10° 10090.5 10042.8 9983.9 9916.9 9881.1 9871.4 9879.6 9901.2 9922.1 9958.6 10008.5

12.5° 10157.6 10104.7 10034.6 9958.6 9904.2 9900.5 9910.2 9937.0 9963.1 10006.3 10066.7

15° 10230.6 10177.7 10099.4 10007.0 9953.4 9951.9 9963.1 9986.2 10023.4 10080.8 10130.7

17.5° 10279.0 10229.9 10158.3 10053.2 9989.9 9992.9 10001.8 10030.9 10071.9 10137.5 10182.9

20° 10286.5 10253.0 10181.4 10071.1 10002.6 10008.5 10017.5 10044.3 10089.0 10165.8 10195.6

22.5° 10259.7 10241.0 10176.9 10067.4 9998.1 10005.6 10012.3 10039.8 10084.5 10165.8 10182.9

25° 10189.6 10199.3 10146.4 10048.0 9978.7 9992.1 9995.1 10012.3 10053.2 10135.2 10144.2

27.5° 10058.5 10100.2 10074.1 9983.2 9925.1 9946.7 9940.7 9945.9 9978.0 10058.5 10051.0

30° 9849.1 9925.1 9919.9 9855.8 9808.8 9834.9 9817.0 9799.1 9815.5 9896.8 9871.4

32.5° 9521.9 9637.4 9663.5 9628.5 9597.9 9630.0 9615.1 9546.5 9540.6 9632.2 9586.0

35° 9058.4 9220.9 9287.2 9280.5 9266.3 9288.7 9255.2 9162.0 9131.5 9215.7 9174.7

37.5° 8421.3 8609.1 8735.8 8775.3 8776.7 8764.8 8716.4 8607.6 8542.0 8621.0 8564.4

40° 7599.4 7767.0 7935.4 8056.2 8073.3 8002.5 7951.8 7852.7 7732.7 7765.5 7721.6

42.5° 6631.4 6726.0 6910.8 7133.6 7160.5 7004.7 6985.3 6942.1 6770.0 6717.1 6669.4

45° 5610.5 5590.4 5751.3 6091.1 6115.0 5866.1 5903.3 5924.2 5719.3 5584.4 5504.7

47.5° 4594.0 4468.1 4656.6 4992.0 5012.8 4829.5 4801.2 4854.9 4644.0 4451.0 4334.7

50° 3778.8 3539.6 3500.1 3935.3 3979.3 3796.7 3787.8 3836.2 3676.0 3494.2 3449.4

52.5° 3012.0 2842.1 2795.2 3059.0 3090.3 2958.4 2967.3 2962.1 2905.5 2747.5 2722.1

55° 2359.2 2244.5 2136.4 2356.3 2303.4 2327.2 2319.8 2268.3 2277.3 2155.1 2132.7

57.5° 1840.6 1768.3 1724.4 1815.3 1832.4 1827.2 1816.8 1763.1 1783.2 1710.9 1670.0

60° 1428.5 1384.5 1361.4 1415.1 1397.2 1444.2 1417.3 1386.0 1398.7 1349.5 1310.8

62.5° 1109.6 1079.0 1072.3 1099.9 1119.3 1128.2 1099.1 1086.5 1096.2 1057.4 1020.2

65° 858.4 830.1 836.1 845.8 863.7 874.8 851.0 841.3 846.5 821.9 795.1

67.5° 661.7 643.1 648.3 655.0 669.2 679.6 657.3 655.8 656.5 639.4 620.0

70° 526.8 502.3 513.4 506.7 522.4 523.1 511.2 526.1 523.9 507.5 490.3

72.5° 411.3 388.2 392.0 386.7 392.0 396.4 386.7 401.7 397.9 384.5 373.3

75° 304.0 287.6 291.4 283.2 292.1 294.3 289.1 297.3 296.6 285.4 278.0

77.5° 225.0 216.8 215.4 210.9 218.3 222.8 219.8 222.8 220.6 212.4 207.2

80° 162.4 158.0 155.7 155.7 155.0 157.2 158.0 158.7 156.5 152.8 149.0

82.5° 107.3 108.8 102.8 101.3 100.6 101.3 102.1 99.1 99.9 100.6 99.1

85° 63.3 64.1 62.6 59.6 55.9 58.9 58.1 55.1 56.6 58.1 59.6

87.5° 30.6 31.3 30.6 28.3 26.1 26.8 26.8 24.6 26.1 26.8 27.6

90° 4.5 3.7 3.7 2.2 0.7 0.0 0.7 0.7 1.5 1.5 2.2

92.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

95° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

97.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

100° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

102.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

105° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982508

CATALOG NUMBER: EZBY-1830C3-MV-BLK-MED-3000K-120V

CANDELA DISTRIBUTION (continued):

0° 22.5° 45° 67.5° 90° 112.5° 135° 157.5° 180° 202.5° 225°

112.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

115° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

117.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

120° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

122.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

125° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

127.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

130° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

132.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

135° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

137.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

140° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

142.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

145° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

147.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

150° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

152.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

155° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

157.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

160° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

162.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

165° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

167.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

170° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

172.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

175° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

177.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982508

CATALOG NUMBER: EZBY-1830C3-MV-BLK-MED-3000K-120V

CANDELA DISTRIBUTION (continued):

247.5° 270° 292.5° 315° 337.5° 360°

0° 9880.4 9880.4 9880.4 9880.4 9880.4 9880.4

2.5° 9898.2 9904.2 9900.5 9907.2 9915.4 9906.4

5° 9938.5 9956.4 9978.7 9978.0 9977.2 9959.4

7.5° 9994.4 10024.9 10040.6 10051.8 10049.5 10025.7

10° 10050.3 10083.1 10105.4 10120.3 10121.8 10090.5

12.5° 10103.9 10144.9 10174.7 10194.1 10191.1 10157.6

15° 10168.7 10205.3 10243.3 10264.9 10261.9 10230.6

17.5° 10209.0 10241.8 10288.0 10313.3 10308.1 10279.0

20° 10208.2 10243.3 10293.9 10316.3 10305.9 10286.5

22.5° 10185.1 10214.9 10266.4 10283.5 10276.8 10259.7

25° 10126.3 10154.6 10216.4 10222.4 10201.5 10189.6

27.5° 10014.5 10042.8 10100.9 10091.2 10067.4 10058.5

30° 9817.0 9846.1 9906.4 9886.3 9847.6 9849.1

32.5° 9518.9 9550.2 9600.2 9561.4 9512.2 9521.9

35° 9138.2 9124.0 9176.9 9101.6 9042.0 9058.4

37.5° 8537.5 8539.0 8566.6 8462.3 8406.4 8421.3

40° 7746.9 7751.4 7749.9 7635.1 7597.9 7599.4

42.5° 6783.4 6804.3 6735.0 6623.9 6649.3 6631.4

45° 5734.2 5734.2 5598.5 5538.2 5637.3 5610.5

47.5° 4646.2 4627.6 4456.2 4464.4 4604.5 4594.0

50° 3682.7 3642.4 3498.6 3567.9 3664.1 3778.8

52.5° 2912.2 2846.6 2790.0 2871.2 2883.9 3012.0

55° 2249.7 2218.4 2221.4 2279.5 2255.7 2359.2

57.5° 1752.7 1744.5 1761.6 1792.2 1808.6 1840.6

60° 1371.9 1377.1 1398.0 1412.9 1424.8 1428.5

62.5° 1071.6 1080.5 1105.1 1108.8 1118.5 1109.6

65° 827.9 832.4 859.2 853.2 866.6 858.4

67.5° 641.6 646.1 666.2 657.3 669.9 661.7

70° 509.7 517.9 525.4 521.6 539.5 526.8

72.5° 387.5 394.2 409.8 406.1 423.3 411.3

75° 289.1 293.6 305.5 305.5 315.2 304.0

77.5° 214.6 218.3 229.5 230.3 232.5 225.0

80° 152.8 155.7 165.4 166.2 166.2 162.4

82.5° 99.9 100.6 109.5 108.1 105.8 107.3

85° 58.1 57.4 67.1 69.3 65.6 63.3

87.5° 27.6 28.3 32.8 35.8 32.8 30.6

90° 3.0 3.7 5.2 6.0 5.2 4.5

92.5° 0.0 0.0 0.0 0.0 0.0 0.0

95° 0.0 0.0 0.0 0.0 0.0 0.0

97.5° 0.0 0.0 0.0 0.0 0.0 0.0

100° 0.0 0.0 0.0 0.0 0.0 0.0

102.5° 0.0 0.0 0.0 0.0 0.0 0.0

105° 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982508

CATALOG NUMBER: EZBY-1830C3-MV-BLK-MED-3000K-120V

CANDELA DISTRIBUTION (continued):

247.5° 270° 292.5° 315° 337.5° 360°

112.5° 0.0 0.0 0.0 0.0 0.0 0.0

115° 0.0 0.0 0.0 0.0 0.0 0.0

117.5° 0.0 0.0 0.0 0.0 0.0 0.0

120° 0.0 0.0 0.0 0.0 0.0 0.0

122.5° 0.0 0.0 0.0 0.0 0.0 0.0

125° 0.0 0.0 0.0 0.0 0.0 0.0

127.5° 0.0 0.0 0.0 0.0 0.0 0.0

130° 0.0 0.0 0.0 0.0 0.0 0.0

132.5° 0.0 0.0 0.0 0.0 0.0 0.0

135° 0.0 0.0 0.0 0.0 0.0 0.0

137.5° 0.0 0.0 0.0 0.0 0.0 0.0

140° 0.0 0.0 0.0 0.0 0.0 0.0

142.5° 0.0 0.0 0.0 0.0 0.0 0.0

145° 0.0 0.0 0.0 0.0 0.0 0.0

147.5° 0.0 0.0 0.0 0.0 0.0 0.0

150° 0.0 0.0 0.0 0.0 0.0 0.0

152.5° 0.0 0.0 0.0 0.0 0.0 0.0

155° 0.0 0.0 0.0 0.0 0.0 0.0

157.5° 0.0 0.0 0.0 0.0 0.0 0.0

160° 0.0 0.0 0.0 0.0 0.0 0.0

162.5° 0.0 0.0 0.0 0.0 0.0 0.0

165° 0.0 0.0 0.0 0.0 0.0 0.0

167.5° 0.0 0.0 0.0 0.0 0.0 0.0

170° 0.0 0.0 0.0 0.0 0.0 0.0

172.5° 0.0 0.0 0.0 0.0 0.0 0.0

175° 0.0 0.0 0.0 0.0 0.0 0.0

177.5° 0.0 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

0°-180° 45°-225° 90°-270° 135°-315°
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Scaled Data Report
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

107.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

110° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Scaled Data Report
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

107.5° 0.0 0.0 0.0 0.0 0.0 0.0

110° 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

(END OF REPORT)
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