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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 

Test Method:  LM-79-2019

Report Number:  P982517

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-290-1-UNA)

Test Lab:  INNOVATION CENTER

Issue Date:  4/21/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS

Product Line:  METALUX

Catalog Number:  EZBY-1830C3-MV-BLK-MED-3000K-277V

Description:  Easy Bay Round High Bay at 3000K, 23000lumens, 277V

Light Source:  

Ballast/Driver:  -

Summary 

Lumens per Lamp: N/A

Luminaire Lumens: 22783.0 lumens

Efficiency: N/A

Efficacy: 145.4 lumens/watt

Spacing Criteria (0/90/45): 1.41 / 1.42 / 1.34

Luminous Opening: Circular (Dia: 1' x H: 0')

CIE Type: Direct

Input Watts (W):  156.7

Input Voltage (V):  277

Input Current (Ain):  NR

Voltage Rise (V):  NR

Power Factor:  >0.21

Total Harmonic Distortion (THDi):  <32

Frequency (hertz):  60

Stabilization Time:   HR

Operation Time:   HR

Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982517

CATALOG NUMBER: EZBY-1830C3-MV-BLK-MED-3000K-277V
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982517

CATALOG NUMBER: EZBY-1830C3-MV-BLK-MED-3000K-277V

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:

RF 20 20 20 20 20 20

RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0

RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100

1 111 108 105 102 109 106 103 100 101 99 97 98 96 94 94 93 91 89

2 104 97 92 87 101 95 90 86 92 88 84 89 85 82 86 83 81 79

3 96 88 81 76 94 86 80 75 83 78 74 81 76 73 78 75 71 69

4 89 79 72 66 87 78 71 66 76 70 65 73 68 64 71 67 63 62

5 83 72 64 59 81 71 64 58 69 63 58 67 61 57 65 60 57 55

6 77 66 58 52 75 65 57 52 63 56 52 61 56 51 60 55 51 49

7 72 60 52 47 70 59 52 47 58 51 46 56 50 46 55 50 46 44

8 67 55 47 42 66 54 47 42 53 47 42 52 46 42 51 46 41 40

9 63 51 43 38 62 50 43 38 49 43 38 48 42 38 47 42 38 36

10 59 47 40 35 58 47 40 35 46 39 35 45 39 35 44 38 35 33

AVERAGE LUMINANCE (cd/sqm):

0° 90° 180° 270°

0° 140762 140762 140762 140762

5° 142429 140799 141118 142386

10° 145973 142943 143536 145865

15° 150892 146804 147837 150519

20° 155952 151648 152959 155297

25° 160174 156859 158031 159623

30° 162022 161360 161471 161973

35° 157544 161159 158813 158683

40° 141329 150144 143811 144158

45° 113039 123203 115231 115529

50° 83752 88195 81473 80731

55° 58600 57212 56564 55102

60° 40704 39810 39854 39238

65° 28940 29115 28537 28061

70° 21947 21758 21823 21574

75° 16733 16082 16325 16161

80° 13330 12715 12841 12778

85° 10347 9136 9262 9372

MAXIMUM LUMINANCE 45°-90°:

Horizontal Angle: 90°

Vertical Angle: 45°

Luminance: 123203 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982517

CATALOG NUMBER: EZBY-1830C3-MV-BLK-MED-3000K-277V

ZONAL LUMENS: CANDELA DISTRIBUTION:

Zone Lumens % Fixture 0° 90° 180° 270° 360° Flux

0°-10° 986.3 4.3 0° 10271 10271 10271 10271 10271

10°-20° 2978.5 13.1 5° 10353 10234 10258 10350 10353 993

20°-30° 4843.9 21.3 15° 10635 10347 10420 10608 10635 3013

30°-40° 5884.6 25.8 25° 10592 10373 10450 10556 10592 4875

40°-50° 4576.0 20.1 35° 9416 9632 9492 9484 9416 5804

50°-60° 2186.4 9.6 45° 5832 6357 5945 5961 5832 4490

60°-70° 908.3 4.0 55° 2452 2394 2367 2306 2452 2268

70°-80° 341.4 1.5 65° 892 898 880 865 892 925

80°-90° 77.1 0.3 75° 316 304 308 305 316 352

90°-100° 0.4 0.0 85° 66 58 59 60 66 75

100°-110° 0.0 0.0 90° 5 1 2 4 5 6

110°-120° 0.0 0.0 95° 0 0 0 0 0 0

120°-130° 0.0 0.0 105° 0 0 0 0 0 0

130°-140° 0.0 0.0 115° 0 0 0 0 0 0

140°-150° 0.0 0.0 125° 0 0 0 0 0 0

150°-160° 0.0 0.0 135° 0 0 0 0 0 0

160°-170° 0.0 0.0 145° 0 0 0 0 0 0

170°-180° 0.0 0.0 155° 0 0 0 0 0 0

0°-30° 8808.7 38.7 165° 0 0 0 0 0 0

0°-40° 14693.3 64.5 175° 0 0 0 0 0 0

0°-60° 21455.7 94.2 180° 0 0 0 0 0

0°-90° 22782.6 100.0

90°-120° 0.4 0.0

90°-150° 0.4 0.0

90°-180° 0.0 0.0

0°-180° 22783.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982517

CATALOG NUMBER: EZBY-1830C3-MV-BLK-MED-3000K-277V

CANDELA DISTRIBUTION (FULL):

0° 22.5° 45° 67.5° 90° 112.5° 135° 157.5° 180° 202.5° 225°

0° 10270.8 10270.8 10270.8 10270.8 10270.8 10270.8 10270.8 10270.8 10270.8 10270.8 10270.8

2.5° 10297.9 10277.0 10277.0 10242.1 10237.5 10244.4 10246.7 10249.8 10245.2 10256.8 10275.4

5° 10352.9 10325.0 10300.2 10257.6 10234.4 10228.9 10238.2 10245.2 10257.6 10267.7 10311.8

7.5° 10421.8 10373.8 10335.1 10277.7 10248.3 10246.7 10254.5 10267.7 10280.8 10309.5 10359.1

10° 10489.2 10439.6 10378.4 10308.7 10271.5 10261.5 10270.0 10292.5 10314.1 10352.1 10404.0

12.5° 10558.9 10503.9 10431.1 10352.1 10295.6 10291.7 10301.7 10329.6 10356.7 10401.7 10464.4

15° 10634.8 10579.8 10498.5 10402.4 10346.7 10345.1 10356.7 10380.8 10419.5 10479.1 10531.0

17.5° 10685.2 10634.1 10559.7 10450.5 10384.6 10387.7 10397.0 10427.2 10469.8 10538.0 10585.3

20° 10692.9 10658.1 10583.7 10469.1 10397.8 10404.0 10413.3 10441.2 10487.7 10567.4 10598.4

22.5° 10665.0 10645.7 10579.1 10465.2 10393.2 10400.9 10407.9 10436.5 10483.0 10567.4 10585.3

25° 10592.2 10602.3 10547.3 10445.1 10373.0 10387.0 10390.1 10407.9 10450.5 10535.7 10545.0

27.5° 10455.9 10499.3 10472.2 10377.7 10317.2 10339.7 10333.5 10338.9 10372.2 10455.9 10448.2

30° 10238.2 10317.2 10311.8 10245.2 10196.4 10223.5 10204.9 10186.3 10203.4 10287.8 10261.5

32.5° 9898.2 10018.2 10045.3 10008.9 9977.2 10010.5 9995.0 9923.7 9917.5 10012.8 9964.8

35° 9416.4 9585.2 9654.2 9647.2 9632.5 9655.7 9620.9 9524.0 9492.3 9579.8 9537.2

37.5° 8754.0 8949.3 9080.9 9122.0 9123.5 9111.1 9060.8 8947.7 8879.5 8961.6 8902.8

40° 7899.6 8073.9 8249.0 8374.5 8392.3 8318.7 8266.0 8163.0 8038.3 8072.4 8026.7

42.5° 6893.4 6991.8 7183.9 7415.5 7443.4 7281.5 7261.3 7216.4 7037.5 6982.5 6932.9

45° 5832.2 5811.2 5978.6 6331.8 6356.6 6097.9 6136.6 6158.3 5945.3 5805.0 5722.2

47.5° 4775.6 4644.7 4840.6 5189.2 5210.9 5020.3 4990.9 5046.7 4827.5 4626.8 4506.0

50° 3928.1 3679.5 3638.4 4090.8 4136.5 3946.7 3937.4 3987.8 3821.2 3632.2 3585.7

52.5° 3131.0 2954.4 2905.6 3179.8 3212.4 3075.3 3084.6 3079.1 3020.3 2856.0 2829.7

55° 2452.5 2333.2 2220.9 2449.4 2394.4 2419.2 2411.4 2358.0 2367.3 2240.2 2217.0

57.5° 1913.3 1838.2 1792.5 1887.0 1904.8 1899.4 1888.5 1832.8 1853.7 1778.5 1735.9

60° 1485.0 1439.3 1415.2 1471.0 1452.4 1501.2 1473.3 1440.8 1454.0 1402.8 1362.6

62.5° 1153.4 1121.7 1114.7 1143.3 1163.5 1172.8 1142.6 1129.4 1139.5 1099.2 1060.5

65° 892.4 862.9 869.1 879.2 897.8 909.4 884.6 874.6 880.0 854.4 826.5

67.5° 687.9 668.5 673.9 680.9 695.6 706.5 683.2 681.7 682.4 664.6 644.5

70° 547.7 522.1 533.7 526.7 543.0 543.8 531.4 546.9 544.6 527.5 509.7

72.5° 427.6 403.6 407.5 402.0 407.5 412.1 402.0 417.5 413.7 399.7 388.1

75° 316.0 299.0 302.9 294.4 303.7 306.0 300.6 309.1 308.3 296.7 288.9

77.5° 233.9 225.4 223.9 219.2 227.0 231.6 228.5 231.6 229.3 220.8 215.3

80° 168.9 164.2 161.9 161.9 161.1 163.4 164.2 165.0 162.7 158.8 154.9

82.5° 111.5 113.1 106.9 105.3 104.6 105.3 106.1 103.0 103.8 104.6 103.0

85° 65.8 66.6 65.1 62.0 58.1 61.2 60.4 57.3 58.9 60.4 62.0

87.5° 31.8 32.5 31.8 29.4 27.1 27.9 27.9 25.6 27.1 27.9 28.7

90° 4.6 3.9 3.9 2.3 0.8 0.0 0.8 0.8 1.5 1.5 2.3

92.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

95° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

97.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

100° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

102.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

105° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982517

CATALOG NUMBER: EZBY-1830C3-MV-BLK-MED-3000K-277V

CANDELA DISTRIBUTION (continued):

0° 22.5° 45° 67.5° 90° 112.5° 135° 157.5° 180° 202.5° 225°

112.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

115° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

117.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

120° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

122.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

125° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

127.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

130° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

132.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

135° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

137.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

140° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

142.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

145° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

147.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

150° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

152.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

155° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

157.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

160° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

162.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

165° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

167.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

170° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

172.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

175° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

177.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982517

CATALOG NUMBER: EZBY-1830C3-MV-BLK-MED-3000K-277V

CANDELA DISTRIBUTION (continued):

247.5° 270° 292.5° 315° 337.5° 360°

0° 10270.8 10270.8 10270.8 10270.8 10270.8 10270.8

2.5° 10289.4 10295.6 10291.7 10298.6 10307.2 10297.9

5° 10331.2 10349.8 10373.0 10372.2 10371.5 10352.9

7.5° 10389.3 10421.0 10437.3 10448.9 10446.6 10421.8

10° 10447.4 10481.5 10504.7 10520.2 10521.7 10489.2

12.5° 10503.2 10545.8 10576.7 10596.9 10593.8 10558.9

15° 10570.5 10608.5 10648.0 10670.5 10667.4 10634.8

17.5° 10612.4 10646.5 10694.5 10720.8 10715.4 10685.2

20° 10611.6 10648.0 10700.7 10723.9 10713.1 10692.9

22.5° 10587.6 10618.6 10672.0 10689.8 10682.9 10665.0

25° 10526.4 10555.8 10620.1 10626.3 10604.6 10592.2

27.5° 10410.2 10439.6 10500.1 10490.0 10465.2 10455.9

30° 10204.9 10235.1 10297.9 10277.0 10236.7 10238.2

32.5° 9895.1 9927.6 9979.5 9939.2 9888.1 9898.2

35° 9499.2 9484.5 9539.5 9461.3 9399.3 9416.4

37.5° 8874.9 8876.4 8905.1 8796.7 8738.6 8754.0

40° 8053.0 8057.7 8056.1 7936.8 7898.1 7899.6

42.5° 7051.4 7073.1 7001.1 6885.6 6912.0 6893.4

45° 5960.7 5960.7 5819.8 5757.0 5860.0 5832.2

47.5° 4829.8 4810.4 4632.3 4640.8 4786.4 4775.6

50° 3828.2 3786.4 3636.9 3708.9 3808.8 3928.1

52.5° 3027.2 2959.1 2900.2 2984.6 2997.8 3131.0

55° 2338.6 2306.1 2309.2 2369.6 2344.8 2452.5

57.5° 1821.9 1813.4 1831.2 1863.0 1880.0 1913.3

60° 1426.1 1431.5 1453.2 1468.7 1481.1 1485.0

62.5° 1113.9 1123.2 1148.8 1152.6 1162.7 1153.4

65° 860.6 865.3 893.1 886.9 900.9 892.4

67.5° 667.0 671.6 692.5 683.2 696.4 687.9

70° 529.8 538.4 546.1 542.2 560.8 547.7

72.5° 402.8 409.8 426.0 422.2 440.0 427.6

75° 300.6 305.2 317.6 317.6 327.7 316.0

77.5° 223.1 227.0 238.6 239.4 241.7 233.9

80° 158.8 161.9 172.0 172.7 172.7 168.9

82.5° 103.8 104.6 113.9 112.3 110.0 111.5

85° 60.4 59.6 69.7 72.0 68.2 65.8

87.5° 28.7 29.4 34.1 37.2 34.1 31.8

90° 3.1 3.9 5.4 6.2 5.4 4.6

92.5° 0.0 0.0 0.0 0.0 0.0 0.0

95° 0.0 0.0 0.0 0.0 0.0 0.0

97.5° 0.0 0.0 0.0 0.0 0.0 0.0

100° 0.0 0.0 0.0 0.0 0.0 0.0

102.5° 0.0 0.0 0.0 0.0 0.0 0.0

105° 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982517

CATALOG NUMBER: EZBY-1830C3-MV-BLK-MED-3000K-277V

CANDELA DISTRIBUTION (continued):

247.5° 270° 292.5° 315° 337.5° 360°

112.5° 0.0 0.0 0.0 0.0 0.0 0.0

115° 0.0 0.0 0.0 0.0 0.0 0.0

117.5° 0.0 0.0 0.0 0.0 0.0 0.0

120° 0.0 0.0 0.0 0.0 0.0 0.0

122.5° 0.0 0.0 0.0 0.0 0.0 0.0

125° 0.0 0.0 0.0 0.0 0.0 0.0

127.5° 0.0 0.0 0.0 0.0 0.0 0.0

130° 0.0 0.0 0.0 0.0 0.0 0.0

132.5° 0.0 0.0 0.0 0.0 0.0 0.0

135° 0.0 0.0 0.0 0.0 0.0 0.0

137.5° 0.0 0.0 0.0 0.0 0.0 0.0

140° 0.0 0.0 0.0 0.0 0.0 0.0

142.5° 0.0 0.0 0.0 0.0 0.0 0.0

145° 0.0 0.0 0.0 0.0 0.0 0.0

147.5° 0.0 0.0 0.0 0.0 0.0 0.0

150° 0.0 0.0 0.0 0.0 0.0 0.0

152.5° 0.0 0.0 0.0 0.0 0.0 0.0

155° 0.0 0.0 0.0 0.0 0.0 0.0

157.5° 0.0 0.0 0.0 0.0 0.0 0.0

160° 0.0 0.0 0.0 0.0 0.0 0.0

162.5° 0.0 0.0 0.0 0.0 0.0 0.0

165° 0.0 0.0 0.0 0.0 0.0 0.0

167.5° 0.0 0.0 0.0 0.0 0.0 0.0

170° 0.0 0.0 0.0 0.0 0.0 0.0

172.5° 0.0 0.0 0.0 0.0 0.0 0.0

175° 0.0 0.0 0.0 0.0 0.0 0.0

177.5° 0.0 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0
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Scaled Data Report
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

0°-180° 45°-225° 90°-270° 135°-315°
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

107.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

110° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

107.5° 0.0 0.0 0.0 0.0 0.0 0.0

110° 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

(END OF REPORT)
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