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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 

Test Method:  LM-79-2019

Report Number:  P982523

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-290-1-UNA)

Test Lab:  INNOVATION CENTER

Issue Date:  4/21/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS

Product Line:  METALUX

Catalog Number:  EZBY-1830C3-MV-BLK-LOW-3000K-347V

Description:  Easy Bay Round High Bay at 3000K, 18000lumens, 347V

Light Source:  

Ballast/Driver:  -

Summary 

Lumens per Lamp: N/A

Luminaire Lumens: 18658.0 lumens

Efficiency: N/A

Efficacy: 152.1 lumens/watt

Spacing Criteria (0/90/45): 1.41 / 1.42 / 1.34

Luminous Opening: Circular (Dia: 1' x H: 0')

CIE Type: Direct

Input Watts (W):  122.7

Input Voltage (V):  347

Input Current (Ain):  NR

Voltage Rise (V):  NR

Power Factor:  >0.27

Total Harmonic Distortion (THDi):  <38

Frequency (hertz):  60

Stabilization Time:   HR

Operation Time:   HR

Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982523

CATALOG NUMBER: EZBY-1830C3-MV-BLK-LOW-3000K-347V
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982523

CATALOG NUMBER: EZBY-1830C3-MV-BLK-LOW-3000K-347V

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:

RF 20 20 20 20 20 20

RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0

RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100

1 111 108 105 102 109 106 103 100 101 99 97 98 96 94 94 93 91 89

2 104 97 92 87 101 95 90 86 92 88 84 89 85 82 86 83 81 79

3 96 88 81 76 94 86 80 75 83 78 74 81 76 73 78 75 71 69

4 89 79 72 66 87 78 71 66 76 70 65 73 68 64 71 67 63 62

5 83 72 64 59 81 71 64 58 69 63 58 67 61 57 65 60 57 55

6 77 66 58 52 75 65 57 52 63 56 52 61 56 51 60 55 51 49

7 72 60 52 47 70 59 52 47 58 51 46 56 50 46 55 50 46 44

8 67 55 47 42 66 54 47 42 53 47 42 52 46 42 51 46 41 40

9 63 51 43 38 62 50 43 38 49 43 38 48 42 38 47 42 38 36

10 59 47 40 35 58 47 40 35 46 39 35 45 39 35 44 38 35 33

AVERAGE LUMINANCE (cd/sqm):

0° 90° 180° 270°

0° 115276 115276 115276 115276

5° 116641 115306 115568 116606

10° 119544 117063 117548 119455

15° 123572 120223 121071 123267

20° 127716 124191 125264 127179

25° 131173 128459 129419 130722

30° 132687 132145 132236 132647

35° 129019 131981 130058 129953

40° 115742 122959 117772 118057

45° 92572 100896 94366 94613

50° 68588 72228 66723 66113

55° 47989 46854 46323 45124

60° 33333 32604 32637 32133

65° 23699 23842 23372 22979

70° 17972 17820 17872 17667

75° 13704 13169 13370 13233

80° 10915 10418 10513 10465

85° 8476 7485 7579 7674

MAXIMUM LUMINANCE 45°-90°:

Horizontal Angle: 90°

Vertical Angle: 45°

Luminance: 100896 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982523

CATALOG NUMBER: EZBY-1830C3-MV-BLK-LOW-3000K-347V

ZONAL LUMENS: CANDELA DISTRIBUTION:

Zone Lumens % Fixture 0° 90° 180° 270° 360° Flux

0°-10° 807.7 4.3 0° 8411 8411 8411 8411 8411

10°-20° 2439.2 13.1 5° 8478 8381 8400 8476 8478 813

20°-30° 3966.9 21.3 15° 8709 8473 8533 8688 8709 2467

30°-40° 4819.2 25.8 25° 8674 8495 8558 8645 8674 3992

40°-50° 3747.5 20.1 35° 7712 7888 7774 7767 7712 4753

50°-60° 1790.6 9.6 45° 4776 5206 4869 4882 4776 3677

60°-70° 743.9 4.0 55° 2008 1961 1939 1888 2008 1857

70°-80° 279.6 1.5 65° 731 735 721 709 731 757

80°-90° 63.2 0.3 75° 259 249 252 250 259 288

90°-100° 0.3 0.0 85° 54 48 48 49 54 62

100°-110° 0.0 0.0 90° 4 1 1 3 4 5

110°-120° 0.0 0.0 95° 0 0 0 0 0 0

120°-130° 0.0 0.0 105° 0 0 0 0 0 0

130°-140° 0.0 0.0 115° 0 0 0 0 0 0

140°-150° 0.0 0.0 125° 0 0 0 0 0 0

150°-160° 0.0 0.0 135° 0 0 0 0 0 0

160°-170° 0.0 0.0 145° 0 0 0 0 0 0

170°-180° 0.0 0.0 155° 0 0 0 0 0 0

0°-30° 7213.8 38.7 165° 0 0 0 0 0 0

0°-40° 12033.0 64.5 175° 0 0 0 0 0 0

0°-60° 17571.1 94.2 180° 0 0 0 0 0

0°-90° 18657.7 100.0

90°-120° 0.3 0.0

90°-150° 0.3 0.0

90°-180° 0.0 0.0

0°-180° 18658.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982523

CATALOG NUMBER: EZBY-1830C3-MV-BLK-LOW-3000K-347V

CANDELA DISTRIBUTION (FULL):

0° 22.5° 45° 67.5° 90° 112.5° 135° 157.5° 180° 202.5° 225°

0° 8411.2 8411.2 8411.2 8411.2 8411.2 8411.2 8411.2 8411.2 8411.2 8411.2 8411.2

2.5° 8433.4 8416.3 8416.3 8387.7 8383.9 8389.6 8391.5 8394.1 8390.2 8399.8 8415.0

5° 8478.4 8455.6 8435.3 8400.4 8381.4 8376.9 8384.5 8390.2 8400.4 8408.6 8444.8

7.5° 8534.9 8495.6 8463.8 8416.9 8392.8 8391.5 8397.9 8408.6 8419.4 8442.9 8483.5

10° 8590.1 8549.5 8499.4 8442.3 8411.8 8403.6 8410.5 8428.9 8446.7 8477.8 8520.3

12.5° 8647.2 8602.1 8542.5 8477.8 8431.5 8428.3 8436.6 8459.4 8481.6 8518.4 8569.8

15° 8709.3 8664.3 8597.7 8519.0 8473.3 8472.1 8481.6 8501.3 8533.0 8581.8 8624.3

17.5° 8750.6 8708.7 8647.8 8558.4 8504.4 8507.0 8514.6 8539.3 8574.2 8630.0 8668.7

20° 8756.9 8728.4 8667.5 8573.6 8515.2 8520.3 8527.9 8550.7 8588.8 8654.1 8679.5

22.5° 8734.1 8718.2 8663.7 8570.4 8511.4 8517.8 8523.5 8546.9 8585.0 8654.1 8668.7

25° 8674.4 8682.7 8637.7 8553.9 8494.9 8506.3 8508.9 8523.5 8558.4 8628.1 8635.7

27.5° 8562.8 8598.3 8576.1 8498.7 8449.2 8467.6 8462.6 8467.0 8494.3 8562.8 8556.5

30° 8384.5 8449.2 8444.8 8390.2 8350.3 8372.5 8357.3 8342.0 8356.0 8425.1 8403.6

32.5° 8106.0 8204.4 8226.6 8196.8 8170.8 8198.0 8185.3 8127.0 8121.9 8199.9 8160.6

35° 7711.5 7849.8 7906.2 7900.5 7888.5 7907.5 7878.9 7799.6 7773.6 7845.3 7810.4

37.5° 7169.1 7328.9 7436.8 7470.4 7471.7 7461.5 7420.3 7327.7 7271.8 7339.1 7290.9

40° 6469.4 6612.1 6755.5 6858.2 6872.8 6812.6 6769.4 6685.0 6582.9 6610.8 6573.4

42.5° 5645.3 5725.9 5883.2 6072.9 6095.7 5963.1 5946.6 5909.8 5763.3 5718.3 5677.7

45° 4776.2 4759.1 4896.1 5185.4 5205.7 4993.8 5025.5 5043.3 4868.8 4754.0 4686.1

47.5° 3910.9 3803.7 3964.2 4249.7 4267.4 4111.4 4087.3 4133.0 3953.4 3789.1 3690.2

50° 3216.9 3013.3 2979.7 3350.1 3387.6 3232.1 3224.5 3265.8 3129.4 2974.6 2936.5

52.5° 2564.1 2419.5 2379.5 2604.1 2630.8 2518.5 2526.1 2521.6 2473.4 2338.9 2317.4

55° 2008.4 1910.7 1818.8 2005.9 1960.9 1981.2 1974.8 1931.0 1938.7 1834.6 1815.6

57.5° 1566.9 1505.4 1467.9 1545.3 1559.9 1555.5 1546.6 1500.9 1518.1 1456.5 1421.6

60° 1216.1 1178.7 1159.0 1204.7 1189.5 1229.4 1206.6 1179.9 1190.7 1148.9 1115.9

62.5° 944.6 918.6 912.9 936.3 952.8 960.4 935.7 924.9 933.2 900.2 868.5

65° 730.8 706.7 711.8 720.0 735.2 744.8 724.5 716.2 720.7 699.7 676.9

67.5° 563.3 547.5 551.9 557.6 569.7 578.6 559.5 558.3 558.9 544.3 527.8

70° 448.5 427.6 437.1 431.4 444.7 445.3 435.2 447.9 446.0 432.0 417.4

72.5° 350.2 330.5 333.7 329.2 333.7 337.5 329.2 341.9 338.8 327.3 317.8

75° 258.8 244.9 248.0 241.1 248.7 250.6 246.1 253.1 252.5 243.0 236.6

77.5° 191.6 184.6 183.3 179.5 185.9 189.7 187.1 189.7 187.8 180.8 176.4

80° 138.3 134.5 132.6 132.6 132.0 133.9 134.5 135.1 133.2 130.0 126.9

82.5° 91.4 92.6 87.5 86.3 85.6 86.3 86.9 84.4 85.0 85.6 84.4

85° 53.9 54.6 53.3 50.8 47.6 50.1 49.5 46.9 48.2 49.5 50.8

87.5° 26.0 26.6 26.0 24.1 22.2 22.8 22.8 20.9 22.2 22.8 23.5

90° 3.8 3.2 3.2 1.9 0.6 0.0 0.6 0.6 1.3 1.3 1.9

92.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

95° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

97.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

100° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

102.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

105° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982523

CATALOG NUMBER: EZBY-1830C3-MV-BLK-LOW-3000K-347V

CANDELA DISTRIBUTION (continued):

0° 22.5° 45° 67.5° 90° 112.5° 135° 157.5° 180° 202.5° 225°

112.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

115° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

117.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

120° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

122.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

125° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

127.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

130° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

132.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

135° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

137.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

140° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

142.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

145° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

147.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

150° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

152.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

155° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

157.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

160° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

162.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

165° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

167.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

170° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

172.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

175° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

177.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982523

CATALOG NUMBER: EZBY-1830C3-MV-BLK-LOW-3000K-347V

CANDELA DISTRIBUTION (continued):

247.5° 270° 292.5° 315° 337.5° 360°

0° 8411.2 8411.2 8411.2 8411.2 8411.2 8411.2

2.5° 8426.4 8431.5 8428.3 8434.0 8441.0 8433.4

5° 8460.7 8475.9 8494.9 8494.3 8493.6 8478.4

7.5° 8508.2 8534.2 8547.6 8557.1 8555.2 8534.9

10° 8555.8 8583.7 8602.8 8615.4 8616.7 8590.1

12.5° 8601.5 8636.4 8661.8 8678.3 8675.7 8647.2

15° 8656.7 8687.8 8720.1 8738.5 8736.0 8709.3

17.5° 8690.9 8718.9 8758.2 8779.8 8775.3 8750.6

20° 8690.3 8720.1 8763.3 8782.3 8773.4 8756.9

22.5° 8670.6 8696.0 8739.8 8754.4 8748.7 8734.1

25° 8620.5 8644.6 8697.3 8702.4 8684.6 8674.4

27.5° 8525.4 8549.5 8599.0 8590.7 8570.4 8562.8

30° 8357.3 8382.0 8433.4 8416.3 8383.3 8384.5

32.5° 8103.5 8130.2 8172.7 8139.7 8097.8 8106.0

35° 7779.3 7767.3 7812.3 7748.3 7697.5 7711.5

37.5° 7268.0 7269.3 7292.8 7204.0 7156.4 7169.1

40° 6595.0 6598.8 6597.5 6499.8 6468.1 6469.4

42.5° 5774.7 5792.5 5733.5 5639.0 5660.5 5645.3

45° 4881.5 4881.5 4766.1 4714.7 4799.0 4776.2

47.5° 3955.3 3939.5 3793.6 3800.5 3919.8 3910.9

50° 3135.1 3100.8 2978.4 3037.4 3119.2 3216.9

52.5° 2479.1 2423.3 2375.1 2444.2 2455.0 2564.1

55° 1915.2 1888.5 1891.1 1940.6 1920.3 2008.4

57.5° 1492.1 1485.1 1499.7 1525.7 1539.6 1566.9

60° 1167.9 1172.3 1190.1 1202.8 1212.9 1216.1

62.5° 912.2 919.8 940.8 944.0 952.2 944.6

65° 704.8 708.6 731.4 726.4 737.8 730.8

67.5° 546.2 550.0 567.1 559.5 570.3 563.3

70° 433.9 440.9 447.2 444.1 459.3 448.5

72.5° 329.9 335.6 348.9 345.7 360.3 350.2

75° 246.1 249.9 260.1 260.1 268.3 258.8

77.5° 182.7 185.9 195.4 196.0 197.9 191.6

80° 130.0 132.6 140.8 141.5 141.5 138.3

82.5° 85.0 85.6 93.3 92.0 90.1 91.4

85° 49.5 48.8 57.1 59.0 55.8 53.9

87.5° 23.5 24.1 27.9 30.5 27.9 26.0

90° 2.5 3.2 4.4 5.1 4.4 3.8

92.5° 0.0 0.0 0.0 0.0 0.0 0.0

95° 0.0 0.0 0.0 0.0 0.0 0.0

97.5° 0.0 0.0 0.0 0.0 0.0 0.0

100° 0.0 0.0 0.0 0.0 0.0 0.0

102.5° 0.0 0.0 0.0 0.0 0.0 0.0

105° 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982523

CATALOG NUMBER: EZBY-1830C3-MV-BLK-LOW-3000K-347V

CANDELA DISTRIBUTION (continued):

247.5° 270° 292.5° 315° 337.5° 360°

112.5° 0.0 0.0 0.0 0.0 0.0 0.0

115° 0.0 0.0 0.0 0.0 0.0 0.0

117.5° 0.0 0.0 0.0 0.0 0.0 0.0

120° 0.0 0.0 0.0 0.0 0.0 0.0

122.5° 0.0 0.0 0.0 0.0 0.0 0.0

125° 0.0 0.0 0.0 0.0 0.0 0.0

127.5° 0.0 0.0 0.0 0.0 0.0 0.0

130° 0.0 0.0 0.0 0.0 0.0 0.0

132.5° 0.0 0.0 0.0 0.0 0.0 0.0

135° 0.0 0.0 0.0 0.0 0.0 0.0

137.5° 0.0 0.0 0.0 0.0 0.0 0.0

140° 0.0 0.0 0.0 0.0 0.0 0.0

142.5° 0.0 0.0 0.0 0.0 0.0 0.0

145° 0.0 0.0 0.0 0.0 0.0 0.0

147.5° 0.0 0.0 0.0 0.0 0.0 0.0

150° 0.0 0.0 0.0 0.0 0.0 0.0

152.5° 0.0 0.0 0.0 0.0 0.0 0.0

155° 0.0 0.0 0.0 0.0 0.0 0.0

157.5° 0.0 0.0 0.0 0.0 0.0 0.0

160° 0.0 0.0 0.0 0.0 0.0 0.0

162.5° 0.0 0.0 0.0 0.0 0.0 0.0

165° 0.0 0.0 0.0 0.0 0.0 0.0

167.5° 0.0 0.0 0.0 0.0 0.0 0.0

170° 0.0 0.0 0.0 0.0 0.0 0.0

172.5° 0.0 0.0 0.0 0.0 0.0 0.0

175° 0.0 0.0 0.0 0.0 0.0 0.0

177.5° 0.0 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0
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Scaled Data Report
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

0°-180° 45°-225° 90°-270° 135°-315°
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Scaled Data Report
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

107.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

110° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 16 of 18 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

107.5° 0.0 0.0 0.0 0.0 0.0 0.0

110° 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

(END OF REPORT)
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