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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 

Test Method:  LM-79-2019

Report Number:  P982525

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-290-1-UNA)

Test Lab:  INNOVATION CENTER

Issue Date:  4/21/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS

Product Line:  METALUX

Catalog Number:  EZBY-1830C3-MV-BLK-LOW-5000K-347V

Description:  Easy Bay Round High Bay at 5000K, 18000lumens, 347V

Light Source:  

Ballast/Driver:  -

Summary 

Lumens per Lamp: N/A

Luminaire Lumens: 19795.0 lumens

Efficiency: N/A

Efficacy: 161.1 lumens/watt

Spacing Criteria (0/90/45): 1.41 / 1.42 / 1.34

Luminous Opening: Circular (Dia: 1' x H: 0')

CIE Type: Direct

Input Watts (W):  122.9

Input Voltage (V):  347

Input Current (Ain):  NR

Voltage Rise (V):  NR

Power Factor:  >0.29

Total Harmonic Distortion (THDi):  <40

Frequency (hertz):  60

Stabilization Time:   HR

Operation Time:   HR

Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982525

CATALOG NUMBER: EZBY-1830C3-MV-BLK-LOW-5000K-347V
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982525

CATALOG NUMBER: EZBY-1830C3-MV-BLK-LOW-5000K-347V

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:

RF 20 20 20 20 20 20

RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0

RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100

1 111 108 105 102 109 106 103 100 101 99 97 98 96 94 94 93 91 89

2 104 97 92 87 101 95 90 86 92 88 84 89 85 82 86 83 81 79

3 96 88 81 76 94 86 80 75 83 78 74 81 76 73 78 75 71 69

4 89 79 72 66 87 78 71 66 76 70 65 73 68 64 71 67 63 62

5 83 72 64 59 81 71 64 58 69 63 58 67 61 57 65 60 57 55

6 77 66 58 52 75 65 57 52 63 56 52 61 56 51 60 55 51 49

7 72 60 52 47 70 59 52 47 58 51 46 56 50 46 55 50 46 44

8 67 55 47 42 66 54 47 42 53 47 42 52 46 42 51 46 41 40

9 63 51 43 38 62 50 43 38 49 43 38 48 42 38 47 42 38 36

10 59 47 40 35 58 47 40 35 46 39 35 45 39 35 44 38 35 33

AVERAGE LUMINANCE (cd/sqm):

0° 90° 180° 270°

0° 122300 122300 122300 122300

5° 123749 122332 122610 123712

10° 126828 124196 124711 126734

15° 131103 127550 128449 130778

20° 135500 131759 132898 134929

25° 139168 136287 137305 138688

30° 140773 140197 140294 140731

35° 136881 140023 137984 137872

40° 122794 130452 124950 125251

45° 98214 107044 100117 100379

50° 72769 76629 70789 70143

55° 50913 49707 49145 47874

60° 35364 34589 34627 34093

65° 25142 25295 24795 24380

70° 19066 18905 18958 18745

75° 14541 13969 14186 14043

80° 11578 11049 11152 11105

85° 8995 7941 8051 8145

MAXIMUM LUMINANCE 45°-90°:

Horizontal Angle: 90°

Vertical Angle: 45°

Luminance: 107044 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982525

CATALOG NUMBER: EZBY-1830C3-MV-BLK-LOW-5000K-347V

ZONAL LUMENS: CANDELA DISTRIBUTION:

Zone Lumens % Fixture 0° 90° 180° 270° 360° Flux

0°-10° 856.9 4.3 0° 8924 8924 8924 8924 8924

10°-20° 2587.9 13.1 5° 8995 8892 8912 8992 8995 862

20°-30° 4208.6 21.3 15° 9240 8990 9053 9217 9240 2618

30°-40° 5112.8 25.8 25° 9203 9013 9080 9171 9203 4235

40°-50° 3975.9 20.1 35° 8181 8369 8247 8241 8181 5043

50°-60° 1899.7 9.6 45° 5067 5523 5166 5179 5067 3901

60°-70° 789.2 4.0 55° 2131 2080 2057 2004 2131 1970

70°-80° 296.6 1.5 65° 775 780 765 752 775 803

80°-90° 67.0 0.3 75° 275 264 268 265 275 306

90°-100° 0.3 0.0 85° 57 50 51 52 57 66

100°-110° 0.0 0.0 90° 4 1 1 3 4 5

110°-120° 0.0 0.0 95° 0 0 0 0 0 0

120°-130° 0.0 0.0 105° 0 0 0 0 0 0

130°-140° 0.0 0.0 115° 0 0 0 0 0 0

140°-150° 0.0 0.0 125° 0 0 0 0 0 0

150°-160° 0.0 0.0 135° 0 0 0 0 0 0

160°-170° 0.0 0.0 145° 0 0 0 0 0 0

170°-180° 0.0 0.0 155° 0 0 0 0 0 0

0°-30° 7653.4 38.7 165° 0 0 0 0 0 0

0°-40° 12766.2 64.5 175° 0 0 0 0 0 0

0°-60° 18641.8 94.2 180° 0 0 0 0 0

0°-90° 19794.7 100.0

90°-120° 0.3 0.0

90°-150° 0.3 0.0

90°-180° 0.0 0.0

0°-180° 19795.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982525

CATALOG NUMBER: EZBY-1830C3-MV-BLK-LOW-5000K-347V

CANDELA DISTRIBUTION (FULL):

0° 22.5° 45° 67.5° 90° 112.5° 135° 157.5° 180° 202.5° 225°

0° 8923.7 8923.7 8923.7 8923.7 8923.7 8923.7 8923.7 8923.7 8923.7 8923.7 8923.7

2.5° 8947.3 8929.1 8929.1 8898.8 8894.8 8900.9 8902.9 8905.6 8901.5 8911.6 8927.8

5° 8995.1 8970.9 8949.3 8912.3 8892.1 8887.4 8895.5 8901.5 8912.3 8921.1 8959.4

7.5° 9055.0 9013.3 8979.6 8929.8 8904.2 8902.9 8909.6 8921.1 8932.5 8957.4 9000.5

10° 9113.5 9070.5 9017.3 8956.7 8924.4 8915.7 8923.1 8942.6 8961.4 8994.4 9039.5

12.5° 9174.1 9126.3 9063.1 8994.4 8945.3 8941.9 8950.7 8974.9 8998.5 9037.5 9092.0

15° 9240.1 9192.3 9121.6 9038.2 8989.7 8988.4 8998.5 9019.3 9053.0 9104.8 9149.9

17.5° 9283.8 9239.4 9174.8 9079.9 9022.7 9025.4 9033.5 9059.7 9096.7 9155.9 9197.0

20° 9290.6 9260.3 9195.7 9096.0 9034.1 9039.5 9047.6 9071.8 9112.2 9181.5 9208.4

22.5° 9266.3 9249.5 9191.6 9092.7 9030.1 9036.8 9042.9 9067.8 9108.2 9181.5 9197.0

25° 9203.1 9211.8 9164.0 9075.2 9012.6 9024.7 9027.4 9042.9 9079.9 9153.9 9162.0

27.5° 9084.6 9122.3 9098.7 9016.6 8964.1 8983.6 8978.3 8983.0 9011.9 9084.6 9077.9

30° 8895.5 8964.1 8959.4 8901.5 8859.1 8882.7 8866.5 8850.4 8865.2 8938.6 8915.7

32.5° 8600.0 8704.3 8727.9 8696.3 8668.7 8697.6 8684.1 8622.2 8616.8 8699.6 8657.9

35° 8181.4 8328.1 8388.0 8382.0 8369.2 8389.4 8359.1 8274.9 8247.3 8323.4 8286.4

37.5° 7605.9 7775.6 7890.0 7925.6 7927.0 7916.2 7872.5 7774.2 7715.0 7786.3 7735.2

40° 6863.6 7015.0 7167.1 7276.2 7291.6 7227.7 7181.9 7092.4 6984.1 7013.7 6974.0

42.5° 5989.3 6074.8 6241.7 6442.9 6467.2 6326.5 6309.0 6270.0 6114.5 6066.7 6023.6

45° 5067.3 5049.1 5194.5 5501.4 5522.9 5298.1 5331.8 5350.6 5165.5 5043.7 4971.7

47.5° 4149.3 4035.5 4205.8 4508.6 4527.5 4361.9 4336.4 4384.8 4194.3 4020.0 3915.0

50° 3413.0 3196.9 3161.2 3554.3 3594.0 3429.1 3421.0 3464.8 3320.1 3155.9 3115.5

52.5° 2720.4 2566.9 2524.5 2762.8 2791.1 2671.9 2680.0 2675.3 2624.2 2481.5 2458.6

55° 2130.8 2027.2 1929.6 2128.1 2080.3 2101.9 2095.2 2048.7 2056.8 1946.4 1926.2

57.5° 1662.4 1597.1 1557.4 1639.5 1655.0 1650.3 1640.9 1592.4 1610.6 1545.3 1508.3

60° 1290.2 1250.5 1229.6 1278.1 1261.9 1304.3 1280.1 1251.8 1263.3 1218.9 1183.9

62.5° 1002.1 974.6 968.5 993.4 1010.9 1019.0 992.7 981.3 990.0 955.0 921.4

65° 775.3 749.8 755.1 763.9 780.0 790.1 768.6 759.9 764.6 742.4 718.1

67.5° 597.7 580.8 585.5 591.6 604.4 613.8 593.6 592.3 592.9 577.5 560.0

70° 475.8 453.6 463.7 457.7 471.8 472.5 461.7 475.2 473.1 458.3 442.9

72.5° 371.5 350.7 354.0 349.3 354.0 358.1 349.3 362.8 359.4 347.3 337.2

75° 274.6 259.8 263.2 255.8 263.8 265.8 261.1 268.5 267.9 257.8 251.0

77.5° 203.3 195.9 194.5 190.5 197.2 201.2 198.5 201.2 199.2 191.8 187.1

80° 146.7 142.7 140.7 140.7 140.0 142.0 142.7 143.4 141.3 138.0 134.6

82.5° 96.9 98.3 92.9 91.5 90.9 91.5 92.2 89.5 90.2 90.9 89.5

85° 57.2 57.9 56.5 53.8 50.5 53.2 52.5 49.8 51.2 52.5 53.8

87.5° 27.6 28.3 27.6 25.6 23.6 24.2 24.2 22.2 23.6 24.2 24.9

90° 4.0 3.4 3.4 2.0 0.7 0.0 0.7 0.7 1.3 1.3 2.0

92.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

95° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

97.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

100° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

102.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

105° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982525

CATALOG NUMBER: EZBY-1830C3-MV-BLK-LOW-5000K-347V

CANDELA DISTRIBUTION (continued):

0° 22.5° 45° 67.5° 90° 112.5° 135° 157.5° 180° 202.5° 225°

112.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

115° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

117.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

120° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

122.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

125° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

127.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

130° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

132.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

135° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

137.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

140° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

142.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

145° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

147.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

150° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

152.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

155° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

157.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

160° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

162.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

165° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

167.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

170° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

172.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

175° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

177.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 7 of 18 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982525

CATALOG NUMBER: EZBY-1830C3-MV-BLK-LOW-5000K-347V

CANDELA DISTRIBUTION (continued):

247.5° 270° 292.5° 315° 337.5° 360°

0° 8923.7 8923.7 8923.7 8923.7 8923.7 8923.7

2.5° 8939.9 8945.3 8941.9 8948.0 8955.4 8947.3

5° 8976.2 8992.4 9012.6 9011.9 9011.2 8995.1

7.5° 9026.7 9054.3 9068.5 9078.5 9076.5 9055.0

10° 9077.2 9106.8 9127.0 9140.5 9141.8 9113.5

12.5° 9125.7 9162.7 9189.6 9207.1 9204.4 9174.1

15° 9184.2 9217.2 9251.5 9271.0 9268.3 9240.1

17.5° 9220.6 9250.2 9291.9 9314.8 9310.1 9283.8

20° 9219.9 9251.5 9297.3 9317.5 9308.0 9290.6

22.5° 9199.0 9225.9 9272.4 9287.9 9281.8 9266.3

25° 9145.8 9171.4 9227.3 9232.7 9213.8 9203.1

27.5° 9044.9 9070.5 9123.0 9114.2 9092.7 9084.6

30° 8866.5 8892.8 8947.3 8929.1 8894.1 8895.5

32.5° 8597.3 8625.6 8670.7 8635.7 8591.3 8600.0

35° 8253.4 8240.6 8288.4 8220.4 8166.6 8181.4

37.5° 7710.9 7712.3 7737.2 7643.0 7592.5 7605.9

40° 6996.9 7000.9 6999.5 6895.9 6862.2 6863.6

42.5° 6126.6 6145.5 6082.9 5982.6 6005.5 5989.3

45° 5179.0 5179.0 5056.5 5002.0 5091.5 5067.3

47.5° 4196.4 4179.5 4024.7 4032.1 4158.7 4149.3

50° 3326.1 3289.8 3159.9 3222.5 3309.3 3413.0

52.5° 2630.2 2571.0 2519.8 2593.2 2604.6 2720.4

55° 2031.9 2003.6 2006.3 2058.8 2037.3 2130.8

57.5° 1583.0 1575.6 1591.1 1618.6 1633.5 1662.4

60° 1239.1 1243.8 1262.6 1276.1 1286.8 1290.2

62.5° 967.8 975.9 998.1 1001.5 1010.2 1002.1

65° 747.7 751.8 776.0 770.6 782.7 775.3

67.5° 579.5 583.5 601.7 593.6 605.1 597.7

70° 460.4 467.8 474.5 471.1 487.3 475.8

72.5° 350.0 356.0 370.2 366.8 382.3 371.5

75° 261.1 265.2 275.9 275.9 284.7 274.6

77.5° 193.8 197.2 207.3 208.0 210.0 203.3

80° 138.0 140.7 149.4 150.1 150.1 146.7

82.5° 90.2 90.9 98.9 97.6 95.6 96.9

85° 52.5 51.8 60.6 62.6 59.2 57.2

87.5° 24.9 25.6 29.6 32.3 29.6 27.6

90° 2.7 3.4 4.7 5.4 4.7 4.0

92.5° 0.0 0.0 0.0 0.0 0.0 0.0

95° 0.0 0.0 0.0 0.0 0.0 0.0

97.5° 0.0 0.0 0.0 0.0 0.0 0.0

100° 0.0 0.0 0.0 0.0 0.0 0.0

102.5° 0.0 0.0 0.0 0.0 0.0 0.0

105° 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982525

CATALOG NUMBER: EZBY-1830C3-MV-BLK-LOW-5000K-347V

CANDELA DISTRIBUTION (continued):

247.5° 270° 292.5° 315° 337.5° 360°

112.5° 0.0 0.0 0.0 0.0 0.0 0.0

115° 0.0 0.0 0.0 0.0 0.0 0.0

117.5° 0.0 0.0 0.0 0.0 0.0 0.0

120° 0.0 0.0 0.0 0.0 0.0 0.0

122.5° 0.0 0.0 0.0 0.0 0.0 0.0

125° 0.0 0.0 0.0 0.0 0.0 0.0

127.5° 0.0 0.0 0.0 0.0 0.0 0.0

130° 0.0 0.0 0.0 0.0 0.0 0.0

132.5° 0.0 0.0 0.0 0.0 0.0 0.0

135° 0.0 0.0 0.0 0.0 0.0 0.0

137.5° 0.0 0.0 0.0 0.0 0.0 0.0

140° 0.0 0.0 0.0 0.0 0.0 0.0

142.5° 0.0 0.0 0.0 0.0 0.0 0.0

145° 0.0 0.0 0.0 0.0 0.0 0.0

147.5° 0.0 0.0 0.0 0.0 0.0 0.0

150° 0.0 0.0 0.0 0.0 0.0 0.0

152.5° 0.0 0.0 0.0 0.0 0.0 0.0

155° 0.0 0.0 0.0 0.0 0.0 0.0

157.5° 0.0 0.0 0.0 0.0 0.0 0.0

160° 0.0 0.0 0.0 0.0 0.0 0.0

162.5° 0.0 0.0 0.0 0.0 0.0 0.0

165° 0.0 0.0 0.0 0.0 0.0 0.0

167.5° 0.0 0.0 0.0 0.0 0.0 0.0

170° 0.0 0.0 0.0 0.0 0.0 0.0

172.5° 0.0 0.0 0.0 0.0 0.0 0.0

175° 0.0 0.0 0.0 0.0 0.0 0.0

177.5° 0.0 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

0°-180° 45°-225° 90°-270° 135°-315°
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Cooper Lighting Solutions Photometric Lab
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Scaled Data Report
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

107.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

110° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

107.5° 0.0 0.0 0.0 0.0 0.0 0.0

110° 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

(END OF REPORT)
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