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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 

Test Method:  LM-79-2019

Report Number:  P982528

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-290-1-UNA)

Test Lab:  INNOVATION CENTER

Issue Date:  4/21/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS

Product Line:  METALUX

Catalog Number:  EZBY-1830C3-MV-BLK-MED-5000K-347V

Description:  Easy Bay Round High Bay at 5000K, 23000lumens, 347V

Light Source:  

Ballast/Driver:  -

Summary 

Lumens per Lamp: N/A

Luminaire Lumens: 24140.0 lumens

Efficiency: N/A

Efficacy: 153.4 lumens/watt

Spacing Criteria (0/90/45): 1.41 / 1.42 / 1.34

Luminous Opening: Circular (Dia: 1' x H: 0')

CIE Type: Direct

Input Watts (W):  157.4

Input Voltage (V):  347

Input Current (Ain):  NR

Voltage Rise (V):  NR

Power Factor:  >0.32

Total Harmonic Distortion (THDi):  <43

Frequency (hertz):  60

Stabilization Time:   HR

Operation Time:   HR

Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982528

CATALOG NUMBER: EZBY-1830C3-MV-BLK-MED-5000K-347V
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982528

CATALOG NUMBER: EZBY-1830C3-MV-BLK-MED-5000K-347V

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:

RF 20 20 20 20 20 20

RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0

RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100

1 111 108 105 102 109 106 103 100 101 99 97 98 96 94 94 93 91 89

2 104 97 92 87 101 95 90 86 92 88 84 89 85 82 86 83 81 79

3 96 88 81 76 94 86 80 75 83 78 74 81 76 73 78 75 71 69

4 89 79 72 66 87 78 71 66 76 70 65 73 68 64 71 67 63 62

5 83 72 64 59 81 71 64 58 69 63 58 67 61 57 65 60 57 55

6 77 66 58 52 75 65 57 52 63 56 52 61 56 51 60 55 51 49

7 72 60 52 47 70 59 52 47 58 51 46 56 50 46 55 50 46 44

8 67 55 47 42 66 54 47 42 53 47 42 52 46 42 51 46 41 40

9 63 51 43 38 62 50 43 38 49 43 38 48 42 38 47 42 38 36

10 59 47 40 35 58 47 40 35 46 39 35 45 39 35 44 38 35 33

AVERAGE LUMINANCE (cd/sqm):

0° 90° 180° 270°

0° 149145 149145 149145 149145

5° 150912 149184 149524 150866

10° 154668 151457 152086 154553

15° 159880 155547 156643 159484

20° 165241 160680 162068 164546

25° 169714 166203 167443 169132

30° 171672 170971 171088 171621

35° 166926 170758 168271 168134

40° 149748 159087 152377 152743

45° 119770 130541 122094 122412

50° 88741 93449 86326 85539

55° 62089 60619 59933 58383

60° 43127 42181 42228 41576

65° 30662 30850 30237 29731

70° 23253 23057 23121 22856

75° 17734 17035 17299 17125

80° 14120 13472 13607 13535

85° 10976 9686 9812 9938

MAXIMUM LUMINANCE 45°-90°:

Horizontal Angle: 90°

Vertical Angle: 45°

Luminance: 130541 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982528

CATALOG NUMBER: EZBY-1830C3-MV-BLK-MED-5000K-347V

ZONAL LUMENS: CANDELA DISTRIBUTION:

Zone Lumens % Fixture 0° 90° 180° 270° 360° Flux

0°-10° 1045.0 4.3 0° 10882 10882 10882 10882 10882

10°-20° 3155.9 13.1 5° 10970 10844 10869 10966 10970 1052

20°-30° 5132.4 21.3 15° 11268 10963 11040 11240 11268 3192

30°-40° 6235.1 25.8 25° 11223 10991 11073 11185 11223 5165

40°-50° 4848.6 20.1 35° 9977 10206 10058 10049 9977 6150

50°-60° 2316.7 9.6 45° 6180 6735 6299 6316 6180 4758

60°-70° 962.4 4.0 55° 2598 2537 2508 2443 2598 2403

70°-80° 361.8 1.5 65° 946 951 932 917 946 980

80°-90° 81.7 0.3 75° 335 322 327 323 335 373

90°-100° 0.4 0.0 85° 70 62 62 63 70 80

100°-110° 0.0 0.0 90° 5 1 2 4 5 6

110°-120° 0.0 0.0 95° 0 0 0 0 0 0

120°-130° 0.0 0.0 105° 0 0 0 0 0 0

130°-140° 0.0 0.0 115° 0 0 0 0 0 0

140°-150° 0.0 0.0 125° 0 0 0 0 0 0

150°-160° 0.0 0.0 135° 0 0 0 0 0 0

160°-170° 0.0 0.0 145° 0 0 0 0 0 0

170°-180° 0.0 0.0 155° 0 0 0 0 0 0

0°-30° 9333.3 38.7 165° 0 0 0 0 0 0

0°-40° 15568.4 64.5 175° 0 0 0 0 0 0

0°-60° 22733.7 94.2 180° 0 0 0 0 0

0°-90° 24139.6 100.0

90°-120° 0.4 0.0

90°-150° 0.4 0.0

90°-180° 0.0 0.0

0°-180° 24140.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982528

CATALOG NUMBER: EZBY-1830C3-MV-BLK-MED-5000K-347V

CANDELA DISTRIBUTION (FULL):

0° 22.5° 45° 67.5° 90° 112.5° 135° 157.5° 180° 202.5° 225°

0° 10882.5 10882.5 10882.5 10882.5 10882.5 10882.5 10882.5 10882.5 10882.5 10882.5 10882.5

2.5° 10911.2 10889.1 10889.1 10852.1 10847.2 10854.6 10857.1 10860.3 10855.4 10867.7 10887.4

5° 10969.5 10940.0 10913.7 10868.6 10843.9 10838.2 10848.0 10855.4 10868.6 10879.2 10926.0

7.5° 11042.6 10991.7 10950.6 10889.9 10858.7 10857.1 10865.3 10879.2 10893.2 10923.5 10976.1

10° 11114.0 11061.4 10996.6 10922.7 10883.3 10872.7 10881.7 10905.5 10928.5 10968.7 11023.7

12.5° 11187.8 11129.6 11052.4 10968.7 10908.8 10904.7 10915.3 10944.9 10973.6 11021.2 11087.7

15° 11268.3 11210.0 11123.8 11022.0 10962.9 10961.3 10973.6 10999.1 11040.1 11103.3 11158.3

17.5° 11321.6 11267.4 11188.7 11072.9 11003.2 11006.4 11016.3 11048.3 11093.4 11165.7 11215.7

20° 11329.8 11292.9 11214.1 11092.6 11017.1 11023.7 11033.5 11063.1 11112.3 11196.9 11229.7

22.5° 11300.3 11279.8 11209.2 11088.5 11012.2 11020.4 11027.8 11058.2 11107.4 11196.9 11215.7

25° 11223.1 11233.8 11175.5 11067.2 10990.9 11005.6 11008.9 11027.8 11072.9 11163.2 11173.1

27.5° 11078.7 11124.6 11095.9 10995.8 10931.8 10955.6 10949.0 10954.7 10990.0 11078.7 11070.5

30° 10848.0 10931.8 10926.0 10855.4 10803.7 10832.4 10812.7 10793.0 10811.1 10900.6 10872.7

32.5° 10487.7 10614.9 10643.7 10605.1 10571.4 10606.7 10590.3 10514.8 10508.2 10609.2 10558.3

35° 9977.2 10156.1 10229.2 10221.8 10206.2 10230.8 10193.9 10091.3 10057.6 10150.4 10105.2

37.5° 9275.5 9482.3 9621.8 9665.3 9667.0 9653.8 9600.5 9480.6 9408.4 9495.4 9433.0

40° 8370.2 8554.8 8740.3 8873.3 8892.2 8814.2 8758.4 8649.2 8517.1 8553.2 8504.8

42.5° 7304.0 7408.2 7611.8 7857.2 7886.7 7715.2 7693.8 7646.2 7456.6 7398.4 7345.8

45° 6179.5 6157.4 6334.7 6708.9 6735.2 6461.1 6502.1 6525.1 6299.4 6150.8 6063.0

47.5° 5060.0 4921.3 5129.0 5498.3 5521.3 5319.4 5288.2 5347.3 5115.0 4902.4 4774.4

50° 4162.1 3898.6 3855.1 4334.5 4382.9 4181.8 4171.9 4225.3 4048.8 3848.6 3799.3

52.5° 3317.5 3130.4 3078.7 3369.2 3403.7 3258.4 3268.3 3262.5 3200.2 3026.2 2998.3

55° 2598.5 2472.1 2353.1 2595.3 2537.0 2563.2 2555.0 2498.4 2508.3 2373.6 2349.0

57.5° 2027.3 1947.7 1899.2 1999.4 2018.3 2012.5 2001.0 1941.9 1964.1 1884.5 1839.3

60° 1573.4 1525.0 1499.5 1558.6 1538.9 1590.6 1561.1 1526.6 1540.6 1486.4 1443.7

62.5° 1222.1 1188.5 1181.1 1211.4 1232.8 1242.6 1210.6 1196.7 1207.3 1164.7 1123.6

65° 945.5 914.3 920.9 931.6 951.3 963.6 937.3 926.6 932.4 905.3 875.8

67.5° 728.8 708.3 714.1 721.5 737.0 748.5 723.9 722.3 723.1 704.2 682.9

70° 580.3 553.2 565.5 558.1 575.4 576.2 563.0 579.5 577.0 558.9 540.1

72.5° 453.1 427.6 431.7 426.0 431.7 436.6 426.0 442.4 438.3 423.5 411.2

75° 334.9 316.8 320.9 311.9 321.7 324.2 318.5 327.5 326.7 314.4 306.1

77.5° 247.9 238.8 237.2 232.3 240.5 245.4 242.1 245.4 242.9 233.9 228.2

80° 178.9 174.0 171.5 171.5 170.7 173.2 174.0 174.8 172.4 168.3 164.2

82.5° 118.2 119.8 113.3 111.6 110.8 111.6 112.4 109.2 110.0 110.8 109.2

85° 69.8 70.6 68.9 65.7 61.6 64.8 64.0 60.7 62.4 64.0 65.7

87.5° 33.7 34.5 33.7 31.2 28.7 29.5 29.5 27.1 28.7 29.5 30.4

90° 4.9 4.1 4.1 2.5 0.8 0.0 0.8 0.8 1.6 1.6 2.5

92.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

95° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

97.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

100° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

102.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

105° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982528

CATALOG NUMBER: EZBY-1830C3-MV-BLK-MED-5000K-347V

CANDELA DISTRIBUTION (continued):

0° 22.5° 45° 67.5° 90° 112.5° 135° 157.5° 180° 202.5° 225°

112.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

115° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

117.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

120° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

122.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

125° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

127.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

130° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

132.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

135° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

137.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

140° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

142.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

145° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

147.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

150° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

152.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

155° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

157.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

160° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

162.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

165° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

167.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

170° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

172.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

175° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

177.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982528

CATALOG NUMBER: EZBY-1830C3-MV-BLK-MED-5000K-347V

CANDELA DISTRIBUTION (continued):

247.5° 270° 292.5° 315° 337.5° 360°

0° 10882.5 10882.5 10882.5 10882.5 10882.5 10882.5

2.5° 10902.2 10908.8 10904.7 10912.1 10921.1 10911.2

5° 10946.5 10966.2 10990.9 10990.0 10989.2 10969.5

7.5° 11008.1 11041.7 11059.0 11071.3 11068.8 11042.6

10° 11069.6 11105.8 11130.4 11146.8 11148.4 11114.0

12.5° 11128.7 11173.9 11206.7 11228.1 11224.8 11187.8

15° 11200.1 11240.4 11282.2 11306.0 11302.7 11268.3

17.5° 11244.5 11280.6 11331.5 11359.4 11353.6 11321.6

20° 11243.6 11282.2 11338.0 11362.7 11351.2 11329.8

22.5° 11218.2 11251.0 11307.7 11326.5 11319.2 11300.3

25° 11153.4 11184.6 11252.7 11259.2 11236.3 11223.1

27.5° 11030.2 11061.4 11125.5 11114.8 11088.5 11078.7

30° 10812.7 10844.8 10911.2 10889.1 10846.4 10848.0

32.5° 10484.4 10518.9 10573.9 10531.2 10477.1 10487.7

35° 10065.0 10049.4 10107.7 10024.8 9959.2 9977.2

37.5° 9403.5 9405.1 9435.5 9320.6 9259.0 9275.5

40° 8532.7 8537.6 8535.9 8409.5 8368.5 8370.2

42.5° 7471.4 7494.4 7418.1 7295.8 7323.7 7304.0

45° 6315.8 6315.8 6166.4 6099.9 6209.1 6179.5

47.5° 5117.5 5096.9 4908.2 4917.2 5071.5 5060.0

50° 4056.2 4011.9 3853.5 3929.8 4035.7 4162.1

52.5° 3207.5 3135.3 3072.9 3162.4 3176.4 3317.5

55° 2477.9 2443.4 2446.7 2510.7 2484.5 2598.5

57.5° 1930.4 1921.4 1940.3 1973.9 1992.0 2027.3

60° 1511.0 1516.8 1539.8 1556.2 1569.3 1573.4

62.5° 1180.3 1190.1 1217.2 1221.3 1232.0 1222.1

65° 911.9 916.8 946.3 939.8 954.5 945.5

67.5° 706.7 711.6 733.8 723.9 737.9 728.8

70° 561.4 570.4 578.6 574.5 594.2 580.3

72.5° 426.8 434.2 451.4 447.3 466.2 453.1

75° 318.5 323.4 336.5 336.5 347.2 334.9

77.5° 236.4 240.5 252.8 253.6 256.1 247.9

80° 168.3 171.5 182.2 183.0 183.0 178.9

82.5° 110.0 110.8 120.7 119.0 116.5 118.2

85° 64.0 63.2 73.9 76.3 72.2 69.8

87.5° 30.4 31.2 36.1 39.4 36.1 33.7

90° 3.3 4.1 5.7 6.6 5.7 4.9

92.5° 0.0 0.0 0.0 0.0 0.0 0.0

95° 0.0 0.0 0.0 0.0 0.0 0.0

97.5° 0.0 0.0 0.0 0.0 0.0 0.0

100° 0.0 0.0 0.0 0.0 0.0 0.0

102.5° 0.0 0.0 0.0 0.0 0.0 0.0

105° 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982528

CATALOG NUMBER: EZBY-1830C3-MV-BLK-MED-5000K-347V

CANDELA DISTRIBUTION (continued):

247.5° 270° 292.5° 315° 337.5° 360°

112.5° 0.0 0.0 0.0 0.0 0.0 0.0

115° 0.0 0.0 0.0 0.0 0.0 0.0

117.5° 0.0 0.0 0.0 0.0 0.0 0.0

120° 0.0 0.0 0.0 0.0 0.0 0.0

122.5° 0.0 0.0 0.0 0.0 0.0 0.0

125° 0.0 0.0 0.0 0.0 0.0 0.0

127.5° 0.0 0.0 0.0 0.0 0.0 0.0

130° 0.0 0.0 0.0 0.0 0.0 0.0

132.5° 0.0 0.0 0.0 0.0 0.0 0.0

135° 0.0 0.0 0.0 0.0 0.0 0.0

137.5° 0.0 0.0 0.0 0.0 0.0 0.0

140° 0.0 0.0 0.0 0.0 0.0 0.0

142.5° 0.0 0.0 0.0 0.0 0.0 0.0

145° 0.0 0.0 0.0 0.0 0.0 0.0

147.5° 0.0 0.0 0.0 0.0 0.0 0.0

150° 0.0 0.0 0.0 0.0 0.0 0.0

152.5° 0.0 0.0 0.0 0.0 0.0 0.0

155° 0.0 0.0 0.0 0.0 0.0 0.0

157.5° 0.0 0.0 0.0 0.0 0.0 0.0

160° 0.0 0.0 0.0 0.0 0.0 0.0

162.5° 0.0 0.0 0.0 0.0 0.0 0.0

165° 0.0 0.0 0.0 0.0 0.0 0.0

167.5° 0.0 0.0 0.0 0.0 0.0 0.0

170° 0.0 0.0 0.0 0.0 0.0 0.0

172.5° 0.0 0.0 0.0 0.0 0.0 0.0

175° 0.0 0.0 0.0 0.0 0.0 0.0

177.5° 0.0 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0
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Scaled Data Report
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

0°-180° 45°-225° 90°-270° 135°-315°
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Scaled Data Report
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

107.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

110° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

107.5° 0.0 0.0 0.0 0.0 0.0 0.0

110° 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
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Scaled Data Report

(END OF REPORT)
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