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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P345117
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-1905-313-3)

Test Lab:  INNOVATION CENTER(G2)

Issue Date:  3/3/2020
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  METALUX
Catalog Number:  22CZ-24-L850-HRP-UNV-CD1-U

Description:  CRUZE 2X2 WITH HRP LENS INSERT
Light Source:  -

Ballast/Driver:  -

Summary 

Lumens per Lamp: N/A
Luminaire Lumens: 2406.9 lumens

Efficiency: N/A
Efficacy: 122.8 lumens/watt

Spacing Criteria (0/90/45): 1.24 / 1.3 / 1.4
Luminous Opening: Rectangular (W 2' x L: 2' x H: 0')

CIE Type: Direct

Input Watts (W):  19.6
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 2 of 6 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P345117

CATALOG NUMBER: 22CZ-24-L850-HRP-UNV-CD1-U
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P345117

CATALOG NUMBER: 22CZ-24-L850-HRP-UNV-CD1-U

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 108 103 99 95 105 101 97 93 97 93 90 93 90 87 89 87 85 83

2 98 89 82 76 95 87 81 75 84 78 73 80 76 72 77 74 70 68
3 89 78 69 63 86 76 68 62 73 67 61 71 65 60 68 63 59 57

4 81 69 60 53 79 67 59 52 65 57 52 63 56 51 60 55 50 48
5 75 61 52 45 72 60 51 45 58 50 44 56 49 44 54 48 43 41

6 69 55 46 39 67 54 45 39 52 44 39 50 44 38 49 43 38 36
7 64 50 41 34 62 49 40 34 47 40 34 46 39 34 45 38 34 32

8 59 45 37 31 58 45 36 31 43 36 30 42 35 30 41 35 30 28
9 55 42 33 28 54 41 33 27 40 32 27 39 32 27 38 32 27 25

10 52 38 30 25 50 38 30 25 37 30 25 36 29 25 35 29 24 23

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2109 2109 2109
5° 2113 2113 2105

10° 2110 2110 2110
15° 2099 2107 2119
20° 2084 2104 2121
25° 2062 2092 2126
30° 2037 2077 2135
35° 2007 2068 2149
40° 1979 2065 2186
45° 1941 2062 2242
50° 1888 2063 2304
55° 1825 2082 2393
60° 1729 2101 2497
65° 1615 2119 2623
70° 1463 2153 2755
75° 1258 2187 2412
80° 1027 1830 1987
85° 846 1334 1467
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P345117

CATALOG NUMBER: 22CZ-24-L850-HRP-UNV-CD1-U

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 74.3 3.1 0° 784 784 784 784 784

10°-20° 213.7 8.9 5° 782 782 782 781 779 74
20°-30° 324.8 13.5 15° 754 755 756 759 761 213

30°-40° 395.3 16.4 25° 694 697 704 712 716 320
40°-50° 421.1 17.5 35° 611 617 630 645 654 382

50°-60° 398.3 16.5 45° 510 519 542 572 589 393
60°-70° 328.3 13.6 55° 389 403 444 487 510 346

70°-80° 201.9 8.4 65° 254 278 333 386 412 252
80°-90° 49.3 2.0 75° 121 154 210 229 232 130

90°-100° 0.0 0.0 85° 27 36 43 46 48 32
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 612.8 25.5
0°-40° 1008.1 41.9
0°-60° 1827.4 75.9
0°-90° 2406.9 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2406.9 100.0
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Cooper Lighting Solutions Photometric Lab
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TEST NUMBER: P345117

CATALOG NUMBER: 22CZ-24-L850-HRP-UNV-CD1-U

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 783.7 783.7 783.7 783.7 783.7

2.5° 786.6 785.2 783.7 780.9 779.4
5° 782.3 782.3 782.3 780.9 779.4

7.5° 778.0 778.0 778.0 778.0 778.0
10° 772.2 772.2 772.2 772.2 772.2

12.5° 763.6 765.0 766.5 766.5 767.9
15° 753.5 754.9 756.4 759.2 760.7

17.5° 742.0 743.4 747.7 750.6 753.5
20° 727.6 729.0 734.8 737.6 740.5

22.5° 711.7 714.6 720.3 726.1 729.0
25° 694.4 697.3 704.5 711.7 716.0

27.5° 675.7 678.6 687.2 697.3 701.6
30° 655.5 658.4 668.5 680.0 687.2

32.5° 633.9 638.2 649.8 664.2 671.4
35° 610.9 616.6 629.6 645.4 654.1

37.5° 587.8 593.6 609.4 628.1 638.2
40° 563.3 570.5 587.8 609.4 622.4

42.5° 537.4 546.0 564.8 590.7 606.5
45° 510.0 518.7 541.7 572.0 589.2

47.5° 482.6 492.7 518.7 551.8 570.5
50° 450.9 462.5 492.7 531.6 550.3

52.5° 420.7 435.1 468.2 510.0 530.2
55° 389.0 403.4 443.7 487.0 510.0

57.5° 353.0 370.3 417.8 463.9 488.4
60° 321.3 338.6 390.4 439.4 463.9

62.5° 292.5 308.3 360.2 413.5 439.4
65° 253.6 278.1 332.8 386.1 412.0

67.5° 219.0 246.4 304.0 354.4 383.2
70° 185.9 214.7 273.7 322.7 350.1

72.5° 152.7 184.4 243.5 286.7 301.1
75° 121.0 154.2 210.3 229.1 232.0

77.5° 92.2 125.3 170.0 168.6 171.4
80° 66.3 95.1 118.1 122.5 128.2

82.5° 44.7 66.3 76.4 83.6 89.3
85° 27.4 36.0 43.2 46.1 47.5

87.5° 13.0 14.4 14.4 11.5 11.5
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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