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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P291378
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P33288)

Test Lab:  INNOVATION CENTER-P3

Issue Date:  3/3/2020
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  METALUX
Catalog Number:   14GR-LD5-20-A19/156-UNV-L82765-W2A1-U-3500K

Description:  GRLED 1x4 TUNABLE WHITE TROFFER
WITH A19/156 LENS

Light Source:  (168) 80 CRI LEDS TUNED TO 3500K CCT
Ballast/Driver:   ELECTRONIC DRIVER

Summary 

Lumens per Lamp: N/A
Luminaire Lumens: 1957.0 lumens

Efficiency: N/A
Efficacy: 125.3 lumens/watt

Spacing Criteria (0/90/45): 1.22 / 1.23 / 1.18
Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')

CIE Type: Direct

Input Watts (W):  15.624
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
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Scaled Data Report

TEST NUMBER: P291378

CATALOG NUMBER:  14GR-LD5-20-A19/156-UNV-L82765-W2A1-U-3500K
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291378

CATALOG NUMBER:  14GR-LD5-20-A19/156-UNV-L82765-W2A1-U-3500K

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 111 107 104 100 108 105 102 99 101 98 96 97 95 93 93 92 90 88

2 103 96 90 86 100 94 89 85 91 87 83 88 84 81 85 82 79 77
3 95 87 80 74 93 85 79 74 82 77 73 80 75 71 77 73 70 68

4 89 79 71 65 87 77 70 65 75 69 64 73 68 63 71 66 63 61
5 83 71 64 58 81 70 63 58 68 62 57 67 61 57 65 60 56 54

6 77 65 58 52 75 64 57 52 63 56 51 61 55 51 60 55 51 49
7 72 60 52 47 70 59 52 47 58 51 46 56 51 46 55 50 46 44

8 67 55 48 43 66 55 47 42 53 47 42 52 46 42 51 46 42 40
9 63 51 44 39 62 51 44 39 50 43 39 49 43 38 48 42 38 37

10 60 48 40 36 58 47 40 36 46 40 35 45 39 35 44 39 35 34

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2801 2801 2801
5° 2810 2783 2816

10° 2814 2797 2802
15° 2786 2776 2782
20° 2727 2757 2772
25° 2711 2709 2761
30° 2645 2677 2742
35° 2550 2540 2334
40° 2264 1998 1750
45° 1719 1495 1415
50° 1219 1196 960
55° 834 1021 660
60° 516 815 441
65° 425 628 320
70° 423 546 328
75° 507 391 438
80° 583 361 549
85° 553 636 624
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Cooper Lighting Solutions Photometric Lab
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TEST NUMBER: P291378

CATALOG NUMBER:  14GR-LD5-20-A19/156-UNV-L82765-W2A1-U-3500K

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 98.7 5.0 0° 1041 1041 1041 1041 1041

10°-20° 281.8 14.4 5° 1040 1038 1030 1042 1042 99
20°-30° 423.8 21.7 15° 1000 997 996 1011 998 281

30°-40° 462.0 23.6 25° 913 915 912 934 930 419
40°-50° 323.5 16.5 35° 776 773 773 734 710 478

50°-60° 183.1 9.4 45° 452 471 393 388 372 351
60°-70° 100.2 5.1 55° 178 213 218 216 141 163

70°-80° 60.7 3.1 65° 67 110 99 124 50 69
80°-90° 23.0 1.2 75° 49 70 38 74 42 51

90°-100° 0.0 0.0 85° 18 29 21 25 20 20
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 804.4 41.1
0°-40° 1266.4 64.7
0°-60° 1773.1 90.6
0°-90° 1957.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 1957.0 100.0
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CATALOG NUMBER:  14GR-LD5-20-A19/156-UNV-L82765-W2A1-U-3500K

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1040.7 1040.7 1040.7 1040.7 1040.7

2.5° 1043.3 1042.0 1038.9 1045.1 1044.7
5° 1040.2 1038.4 1030.4 1042.4 1042.4

7.5° 1035.7 1031.2 1031.7 1038.4 1035.3
10° 1029.9 1022.3 1023.6 1025.4 1025.4

12.5° 1016.5 1009.3 1005.7 1011.5 1013.3
15° 999.9 997.2 996.3 1010.6 998.5

17.5° 976.6 982.4 977.0 988.7 990.5
20° 952.4 963.6 962.7 970.8 968.1

22.5° 932.7 939.9 939.9 949.7 957.8
25° 913.0 914.8 912.5 933.6 930.0

27.5° 887.4 886.1 893.3 904.0 911.2
30° 851.2 851.6 861.5 875.8 882.5

32.5° 818.0 814.0 826.1 832.3 825.2
35° 776.3 772.8 773.2 733.8 710.5

37.5° 719.5 722.6 681.4 609.3 578.8
40° 644.6 650.9 568.9 515.2 498.2

42.5° 554.2 555.9 466.3 448.9 437.7
45° 451.6 471.3 392.9 388.0 371.8

47.5° 357.9 394.7 329.3 332.4 293.9
50° 291.2 327.9 285.8 287.2 229.4

52.5° 230.3 266.1 252.2 248.2 180.1
55° 177.8 212.8 217.7 215.9 140.7

57.5° 130.8 168.4 182.8 189.5 108.4
60° 95.9 137.5 151.4 164.9 82.0

62.5° 76.2 119.2 124.1 143.8 63.6
65° 66.7 109.8 98.6 124.5 50.2

67.5° 59.6 104.4 80.2 110.2 43.9
70° 53.8 94.1 69.4 98.6 41.7

72.5° 53.8 82.4 54.7 87.4 42.1
75° 48.8 70.3 37.6 73.9 42.1

77.5° 43.5 60.0 28.2 60.0 39.4
80° 37.6 47.0 23.3 46.1 35.4

82.5° 27.8 35.4 20.2 34.5 28.7
85° 17.9 29.1 20.6 25.1 20.2

87.5° 8.5 14.8 13.0 12.5 10.3
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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