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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P291386
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P33288)

Test Lab:  INNOVATION CENTER-P3

Issue Date:  3/3/2020
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  METALUX
Catalog Number:   14GR-LD5-24-A19/156-UNV-L82765-W2A1-U-3000K

Description:  GRLED 1x4 TUNABLE WHITE TROFFER
WITH A19/156 LENS

Light Source:  (168) 80 CRI LEDS TUNED TO 3000K CCT
Ballast/Driver:   ELECTRONIC DRIVER

Summary 

Lumens per Lamp: N/A
Luminaire Lumens: 2215.0 lumens

Efficiency: N/A
Efficacy: 122.1 lumens/watt

Spacing Criteria (0/90/45): 1.22 / 1.23 / 1.18
Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')

CIE Type: Direct

Input Watts (W):  18.135
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
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Scaled Data Report

TEST NUMBER: P291386

CATALOG NUMBER:  14GR-LD5-24-A19/156-UNV-L82765-W2A1-U-3000K
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291386

CATALOG NUMBER:  14GR-LD5-24-A19/156-UNV-L82765-W2A1-U-3000K

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 111 107 104 100 108 105 102 99 101 98 96 97 95 93 93 92 90 88

2 103 96 90 86 100 94 89 85 91 87 83 88 84 81 85 82 79 77
3 95 87 80 74 93 85 79 74 82 77 73 80 75 71 77 73 70 68

4 89 79 71 65 87 77 70 65 75 69 64 73 68 63 71 66 63 61
5 83 71 64 58 81 70 63 58 68 62 57 67 61 57 65 60 56 54

6 77 65 58 52 75 64 57 52 63 56 51 61 55 51 60 55 51 49
7 72 60 52 47 70 59 52 47 58 51 46 56 51 46 55 50 46 44

8 67 55 48 43 66 55 47 42 53 47 42 52 46 42 51 46 42 40
9 63 51 44 39 62 51 44 39 50 43 39 49 43 38 48 42 38 37

10 60 48 40 36 58 47 40 36 46 40 35 45 39 35 44 39 35 34

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 3170 3170 3170
5° 3180 3150 3187

10° 3185 3166 3171
15° 3153 3142 3149
20° 3087 3120 3138
25° 3068 3067 3125
30° 2994 3030 3104
35° 2887 2875 2642
40° 2563 2262 1981
45° 1945 1692 1601
50° 1380 1354 1087
55° 944 1156 747
60° 584 922 499
65° 481 710 362
70° 478 618 371
75° 575 443 496
80° 660 409 621
85° 627 719 704
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Cooper Lighting Solutions Photometric Lab
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Peachtree City, GA 30269
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TEST NUMBER: P291386

CATALOG NUMBER:  14GR-LD5-24-A19/156-UNV-L82765-W2A1-U-3000K

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 111.8 5.0 0° 1178 1178 1178 1178 1178

10°-20° 319.0 14.4 5° 1177 1175 1166 1180 1180 112
20°-30° 479.7 21.7 15° 1132 1129 1128 1144 1130 318

30°-40° 522.9 23.6 25° 1033 1035 1033 1057 1053 475
40°-50° 366.2 16.5 35° 879 875 875 830 804 541

50°-60° 207.3 9.4 45° 511 533 445 439 421 397
60°-70° 113.4 5.1 55° 201 241 246 244 159 184

70°-80° 68.7 3.1 65° 76 124 112 141 57 78
80°-90° 26.1 1.2 75° 55 80 43 84 48 57

90°-100° 0.0 0.0 85° 20 33 23 28 23 22
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 910.4 41.1
0°-40° 1433.4 64.7
0°-60° 2006.8 90.6
0°-90° 2215.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2215.0 100.0
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TEST NUMBER: P291386

CATALOG NUMBER:  14GR-LD5-24-A19/156-UNV-L82765-W2A1-U-3000K

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1177.9 1177.9 1177.9 1177.9 1177.9

2.5° 1180.9 1179.4 1175.8 1182.9 1182.4
5° 1177.3 1175.3 1166.2 1179.9 1179.9

7.5° 1172.3 1167.2 1167.7 1175.3 1171.8
10° 1165.7 1157.1 1158.6 1160.6 1160.6

12.5° 1150.5 1142.4 1138.3 1144.9 1146.9
15° 1131.7 1128.7 1127.7 1143.9 1130.2

17.5° 1105.3 1111.9 1105.9 1119.0 1121.1
20° 1078.0 1090.6 1089.6 1098.8 1095.7

22.5° 1055.7 1063.8 1063.8 1074.9 1084.0
25° 1033.3 1035.4 1032.8 1056.7 1052.6

27.5° 1004.4 1002.9 1011.0 1023.2 1031.3
30° 963.4 963.9 975.0 991.3 998.9

32.5° 925.9 921.3 935.0 942.1 934.0
35° 878.7 874.6 875.1 830.5 804.2

37.5° 814.3 817.9 771.2 689.6 655.1
40° 729.6 736.7 643.9 583.1 563.8

42.5° 627.2 629.2 527.8 508.1 495.4
45° 511.1 533.4 444.7 439.1 420.8

47.5° 405.1 446.7 372.7 376.2 332.6
50° 329.6 371.2 323.5 325.0 259.6

52.5° 260.6 301.2 285.5 280.9 203.8
55° 201.3 240.8 246.4 244.4 159.2

57.5° 148.1 190.6 206.9 214.5 122.7
60° 108.5 155.7 171.4 186.6 92.8

62.5° 86.2 134.9 140.4 162.8 72.0
65° 75.5 124.2 111.5 141.0 56.8

67.5° 67.4 118.1 90.8 124.7 49.7
70° 60.8 106.5 78.6 111.5 47.2

72.5° 60.8 93.3 61.9 98.9 47.7
75° 55.3 79.6 42.6 83.7 47.7

77.5° 49.2 67.9 31.9 67.9 44.6
80° 42.6 53.2 26.4 52.2 40.1

82.5° 31.4 40.1 22.8 39.0 32.5
85° 20.3 33.0 23.3 28.4 22.8

87.5° 9.6 16.7 14.7 14.2 11.7
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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