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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P291437
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P33288)

Test Lab:  INNOVATION CENTER-P3

Issue Date:  3/3/2020
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  METALUX
Catalog Number:   14GR-LD5-43-A19/156-UNV-L82765-W2A1-U-5700K

Description:  GRLED 1x4 TUNABLE WHITE TROFFER
WITH A19/156 LENS

Light Source:  (168) 80 CRI LEDS TUNED TO 5700K CCT
Ballast/Driver:   ELECTRONIC DRIVER

Summary 

Lumens per Lamp: N/A
Luminaire Lumens: 4423.0 lumens

Efficiency: N/A
Efficacy: 117.7 lumens/watt

Spacing Criteria (0/90/45): 1.22 / 1.23 / 1.18
Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')

CIE Type: Direct

Input Watts (W):  37.572
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291437

CATALOG NUMBER:  14GR-LD5-43-A19/156-UNV-L82765-W2A1-U-5700K
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291437

CATALOG NUMBER:  14GR-LD5-43-A19/156-UNV-L82765-W2A1-U-5700K

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 111 107 104 100 108 105 102 99 101 98 96 97 95 93 93 92 90 88

2 103 96 90 86 100 94 89 85 91 87 83 88 84 81 85 82 79 77
3 95 87 80 74 93 85 79 74 82 77 73 80 75 71 77 73 70 68

4 89 79 71 65 87 77 70 65 75 69 64 73 68 63 71 66 63 61
5 83 71 64 58 81 70 63 58 68 62 57 67 61 57 65 60 56 54

6 77 65 58 52 75 64 57 52 63 56 51 61 55 51 60 55 51 49
7 72 60 52 47 70 59 52 47 58 51 46 56 51 46 55 50 46 44

8 67 55 48 43 66 55 47 42 53 47 42 52 46 42 51 46 42 40
9 63 51 44 39 62 51 44 39 50 43 39 49 43 38 48 42 38 37

10 60 48 40 36 58 47 40 36 46 40 35 45 39 35 44 39 35 34

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 6329 6329 6329
5° 6351 6290 6364

10° 6360 6322 6333
15° 6296 6273 6287
20° 6164 6231 6266
25° 6127 6124 6241
30° 5977 6050 6198
35° 5764 5741 5275
40° 5118 4517 3955
45° 3884 3379 3198
50° 2755 2704 2170
55° 1886 2309 1491
60° 1166 1842 997
65° 961 1418 722
70° 956 1234 741
75° 1148 884 990
80° 1317 815 1240
85° 1250 1439 1408
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291437

CATALOG NUMBER:  14GR-LD5-43-A19/156-UNV-L82765-W2A1-U-5700K

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 223.2 5.0 0° 2352 2352 2352 2352 2352

10°-20° 636.9 14.4 5° 2351 2347 2329 2356 2356 224
20°-30° 957.9 21.7 15° 2260 2254 2252 2284 2257 636

30°-40° 1044.2 23.6 25° 2063 2068 2062 2110 2102 948
40°-50° 731.2 16.5 35° 1755 1746 1748 1658 1606 1081

50°-60° 413.9 9.4 45° 1021 1065 888 877 840 793
60°-70° 226.5 5.1 55° 402 481 492 488 318 367

70°-80° 137.3 3.1 65° 151 248 223 282 113 155
80°-90° 52.0 1.2 75° 110 159 85 167 95 114

90°-100° 0.0 0.0 85° 40 66 47 57 46 45
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1818.0 41.1
0°-40° 2862.2 64.7
0°-60° 4007.2 90.6
0°-90° 4423.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 4423.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291437

CATALOG NUMBER:  14GR-LD5-43-A19/156-UNV-L82765-W2A1-U-5700K

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 2352.0 2352.0 2352.0 2352.0 2352.0

2.5° 2358.1 2355.0 2347.9 2362.1 2361.1
5° 2351.0 2346.9 2328.7 2356.0 2356.0

7.5° 2340.8 2330.7 2331.7 2346.9 2339.8
10° 2327.7 2310.5 2313.5 2317.6 2317.6

12.5° 2297.3 2281.1 2273.0 2286.2 2290.2
15° 2259.8 2253.8 2251.7 2284.1 2256.8

17.5° 2207.2 2220.4 2208.2 2234.5 2238.6
20° 2152.5 2177.8 2175.8 2194.0 2188.0

22.5° 2108.0 2124.2 2124.2 2146.4 2164.7
25° 2063.4 2067.5 2062.4 2110.0 2101.9

27.5° 2005.7 2002.7 2018.9 2043.2 2059.4
30° 1923.7 1924.7 1947.0 1979.4 1994.6

32.5° 1848.8 1839.7 1867.0 1881.2 1865.0
35° 1754.6 1746.5 1747.5 1658.4 1605.8

37.5° 1626.0 1633.1 1540.0 1377.0 1308.1
40° 1457.0 1471.1 1285.8 1164.3 1125.9

42.5° 1252.4 1256.5 1054.0 1014.5 989.2
45° 1020.6 1065.1 887.9 876.8 840.4

47.5° 809.0 892.0 744.2 751.3 664.2
50° 658.1 741.1 646.0 649.0 518.4

52.5° 520.4 601.4 570.0 560.9 407.0
55° 402.0 480.9 492.1 488.0 317.9

57.5° 295.6 380.7 413.1 428.3 245.0
60° 216.7 310.8 342.2 372.6 185.3

62.5° 172.1 269.3 280.5 325.0 143.8
65° 150.9 248.1 222.7 281.5 113.4

67.5° 134.7 235.9 181.2 249.1 99.2
70° 121.5 212.6 156.9 222.7 94.2

72.5° 121.5 186.3 123.5 197.4 95.2
75° 110.4 159.0 85.0 167.1 95.2

77.5° 98.2 135.7 63.8 135.7 89.1
80° 85.0 106.3 52.6 104.3 80.0

82.5° 62.8 80.0 45.6 78.0 64.8
85° 40.5 65.8 46.6 56.7 45.6

87.5° 19.2 33.4 29.4 28.3 23.3
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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