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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P291611
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-1901-084-24)

Test Lab:  INNOVATION CENTER(G3)

Issue Date:  3/3/2020
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  METALUX
Catalog Number:   14GR-LD5-36-FGW080-UNV-L82765-W2A1-U-4000K

Description:  GRLED 1x4 TUNABLE WHITE TROFFER
WITH FGW080 LENS

Light Source:  (168) 80 CRI LEDS TUNED TO 4000K CCT
Ballast/Driver:   ELECTRONIC DRIVER

Summary 

Lumens per Lamp: N/A
Luminaire Lumens: 2790.0 lumens

Efficiency: N/A
Efficacy: 94.0 lumens/watt

Spacing Criteria (0/90/45): 1.24 / 1.24 / 1.36
Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')

CIE Type: Direct

Input Watts (W):  29.667
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291611

CATALOG NUMBER:  14GR-LD5-36-FGW080-UNV-L82765-W2A1-U-4000K
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291611

CATALOG NUMBER:  14GR-LD5-36-FGW080-UNV-L82765-W2A1-U-4000K

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 108 103 99 95 106 101 97 93 97 94 91 93 90 88 89 87 85 83

2 98 90 83 77 96 88 82 76 84 79 74 81 77 73 78 74 71 69
3 90 79 71 64 87 77 70 63 74 68 62 71 66 61 69 64 60 58

4 82 70 61 54 80 68 60 54 66 59 53 64 57 52 61 56 51 49
5 75 62 53 46 73 61 53 46 59 51 46 57 50 45 55 49 45 42

6 70 56 47 40 68 55 47 40 53 46 40 52 45 40 50 44 39 37
7 64 51 42 36 63 50 42 36 48 41 35 47 40 35 46 39 35 33

8 60 46 38 32 58 46 37 32 44 37 32 43 36 31 42 36 31 29
9 56 43 34 29 55 42 34 29 41 34 28 40 33 28 39 33 28 26

10 53 39 31 26 51 39 31 26 38 31 26 37 30 26 36 30 26 24

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2626 2626 2626
5° 2628 2614 2628

10° 2620 2605 2620
15° 2601 2591 2604
20° 2582 2572 2587
25° 2556 2550 2563
30° 2522 2522 2533
35° 2490 2493 2505
40° 2456 2459 2472
45° 2420 2427 2430
50° 2378 2386 2382
55° 2331 2343 2339
60° 2285 2285 2285
65° 2232 2232 2243
70° 2161 2161 2140
75° 2087 2077 2068
80° 1990 1976 1962
85° 1871 1846 1791
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291611

CATALOG NUMBER:  14GR-LD5-36-FGW080-UNV-L82765-W2A1-U-4000K

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 92.3 3.3 0° 976 976 976 976 976

10°-20° 263.3 9.4 5° 973 972 968 972 973 92
20°-30° 396.8 14.2 15° 934 934 930 935 935 263

30°-40° 475.5 17.0 25° 861 861 859 864 863 397
40°-50° 491.7 17.6 35° 758 759 759 763 763 474

50°-60° 445.9 16.0 45° 636 637 638 639 639 491
60°-70° 346.5 12.4 55° 497 499 500 500 499 444

70°-80° 211.6 7.6 65° 350 350 350 349 352 346
80°-90° 66.2 2.4 75° 201 201 200 199 199 212

90°-100° 0.0 0.0 85° 61 59 60 58 58 67
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 752.4 27.0
0°-40° 1228.0 44.0
0°-60° 2165.6 77.6
0°-90° 2790.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2790.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291611

CATALOG NUMBER:  14GR-LD5-36-FGW080-UNV-L82765-W2A1-U-4000K

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 975.7 975.7 975.7 975.7 975.7

2.5° 976.6 975.7 971.3 975.7 976.6
5° 973.0 972.2 967.7 972.2 973.0

7.5° 966.8 966.8 962.3 966.8 966.8
10° 958.8 957.9 953.4 957.9 958.8

12.5° 947.2 947.2 942.7 947.2 948.1
15° 933.8 933.8 930.2 934.7 934.7

17.5° 918.6 919.5 915.1 920.4 920.4
20° 901.7 900.8 898.1 902.6 903.5

22.5° 881.2 882.1 879.4 884.7 885.6
25° 860.7 860.7 858.9 864.2 863.3

27.5° 838.4 838.4 835.7 840.2 841.0
30° 811.6 812.5 811.6 816.1 815.2

32.5° 786.6 787.5 787.5 789.3 790.2
35° 758.1 759.0 759.0 762.6 762.6

37.5° 729.6 729.6 730.5 733.1 733.1
40° 699.2 700.1 700.1 702.8 703.7

42.5° 669.8 668.0 668.9 671.6 671.6
45° 635.9 636.8 637.7 638.6 638.6

47.5° 602.0 603.8 604.7 605.6 604.7
50° 568.1 569.9 569.9 569.0 569.0

52.5° 531.6 536.0 535.1 535.1 536.9
55° 496.8 498.6 499.5 499.5 498.6

57.5° 462.0 463.8 462.0 462.9 461.1
60° 424.5 425.4 424.5 424.5 424.5

62.5° 388.0 388.9 387.1 387.1 387.1
65° 350.5 350.5 350.5 348.7 352.3

67.5° 311.3 313.1 313.1 313.9 310.4
70° 274.7 275.6 274.7 273.8 272.0

72.5° 238.1 239.0 239.9 236.3 235.5
75° 200.7 200.7 199.8 198.9 198.9

77.5° 164.1 164.1 164.1 162.3 162.3
80° 128.4 129.3 127.5 127.5 126.6

82.5° 93.6 93.6 93.6 92.8 91.0
85° 60.6 58.9 59.8 58.0 58.0

87.5° 27.6 27.6 27.6 25.9 29.4
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 6 of 6 


