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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P291618
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-1901-084-24)

Test Lab:  INNOVATION CENTER(G3)

Issue Date:  3/3/2020
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  METALUX
Catalog Number:   14GR-LD5-40-FGW080-UNV-L82765-W2A1-U-3000K

Description:  GRLED 1x4 TUNABLE WHITE TROFFER
WITH FGW080 LENS

Light Source:  (168) 80 CRI LEDS TUNED TO 3000K CCT
Ballast/Driver:   ELECTRONIC DRIVER

Summary 

Lumens per Lamp: N/A
Luminaire Lumens: 2953.0 lumens

Efficiency: N/A
Efficacy: 88.4 lumens/watt

Spacing Criteria (0/90/45): 1.24 / 1.24 / 1.36
Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')

CIE Type: Direct

Input Watts (W):  33.387
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291618

CATALOG NUMBER:  14GR-LD5-40-FGW080-UNV-L82765-W2A1-U-3000K
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291618

CATALOG NUMBER:  14GR-LD5-40-FGW080-UNV-L82765-W2A1-U-3000K

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 108 103 99 95 106 101 97 93 97 94 91 93 90 88 89 87 85 83

2 98 90 83 77 96 88 82 76 84 79 74 81 77 73 78 74 71 69
3 90 79 71 64 87 77 70 63 74 68 62 71 66 61 69 64 60 58

4 82 70 61 54 80 68 60 54 66 59 53 64 57 52 61 56 51 49
5 75 62 53 46 73 61 53 46 59 51 46 57 50 45 55 49 45 42

6 70 56 47 40 68 55 47 40 53 46 40 52 45 40 50 44 39 37
7 64 51 42 36 63 50 42 36 48 41 35 47 40 35 46 39 35 33

8 60 46 38 32 58 46 37 32 44 37 32 43 36 31 42 36 31 29
9 56 43 34 29 55 42 34 29 41 34 28 40 33 28 39 33 28 26

10 53 39 31 26 51 39 31 26 38 31 26 37 30 26 36 30 26 24

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2779 2779 2779
5° 2782 2767 2782

10° 2773 2757 2773
15° 2754 2743 2756
20° 2733 2722 2739
25° 2705 2699 2713
30° 2669 2669 2681
35° 2636 2639 2651
40° 2600 2603 2616
45° 2562 2569 2572
50° 2517 2525 2521
55° 2467 2480 2476
60° 2418 2418 2418
65° 2362 2362 2374
70° 2287 2287 2265
75° 2208 2199 2189
80° 2106 2092 2077
85° 1982 1951 1896
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291618

CATALOG NUMBER:  14GR-LD5-40-FGW080-UNV-L82765-W2A1-U-3000K

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 97.7 3.3 0° 1033 1033 1033 1033 1033

10°-20° 278.7 9.4 5° 1030 1029 1024 1029 1030 98
20°-30° 420.0 14.2 15° 988 988 985 989 989 279

30°-40° 503.3 17.0 25° 911 911 909 915 914 420
40°-50° 520.5 17.6 35° 802 803 803 807 807 502

50°-60° 471.9 16.0 45° 673 674 675 676 676 519
60°-70° 366.8 12.4 55° 526 528 529 529 528 470

70°-80° 224.0 7.6 65° 371 371 371 369 373 367
80°-90° 70.1 2.4 75° 212 212 212 210 210 225

90°-100° 0.0 0.0 85° 64 62 63 61 61 71
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 796.4 27.0
0°-40° 1299.7 44.0
0°-60° 2292.1 77.6
0°-90° 2953.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2953.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291618

CATALOG NUMBER:  14GR-LD5-40-FGW080-UNV-L82765-W2A1-U-3000K

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1032.7 1032.7 1032.7 1032.7 1032.7

2.5° 1033.7 1032.7 1028.0 1032.7 1033.7
5° 1029.9 1028.9 1024.2 1028.9 1029.9

7.5° 1023.3 1023.3 1018.6 1023.3 1023.3
10° 1014.8 1013.8 1009.1 1013.8 1014.8

12.5° 1002.5 1002.5 997.8 1002.5 1003.5
15° 988.4 988.4 984.6 989.3 989.3

17.5° 972.3 973.3 968.5 974.2 974.2
20° 954.4 953.4 950.6 955.3 956.3

22.5° 932.7 933.6 930.8 936.4 937.4
25° 910.9 910.9 909.1 914.7 913.8

27.5° 887.3 887.3 884.5 889.2 890.2
30° 859.0 860.0 859.0 863.7 862.8

32.5° 832.6 833.5 833.5 835.4 836.4
35° 802.4 803.3 803.3 807.1 807.1

37.5° 772.2 772.2 773.1 776.0 776.0
40° 740.1 741.0 741.0 743.9 744.8

42.5° 708.9 707.0 708.0 710.8 710.8
45° 673.1 674.0 675.0 675.9 675.9

47.5° 637.2 639.1 640.0 641.0 640.0
50° 601.3 603.2 603.2 602.3 602.3

52.5° 562.6 567.3 566.4 566.4 568.3
55° 525.8 527.7 528.6 528.6 527.7

57.5° 489.0 490.9 489.0 489.9 488.0
60° 449.3 450.3 449.3 449.3 449.3

62.5° 410.6 411.6 409.7 409.7 409.7
65° 371.0 371.0 371.0 369.1 372.9

67.5° 329.5 331.3 331.3 332.3 328.5
70° 290.7 291.7 290.7 289.8 287.9

72.5° 252.0 253.0 253.9 250.2 249.2
75° 212.4 212.4 211.5 210.5 210.5

77.5° 173.7 173.7 173.7 171.8 171.8
80° 135.9 136.9 135.0 135.0 134.0

82.5° 99.1 99.1 99.1 98.2 96.3
85° 64.2 62.3 63.2 61.4 61.4

87.5° 29.3 29.3 29.3 27.4 31.2
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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