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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P291651
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-1901-084-24)

Test Lab:  INNOVATION CENTER(G3)

Issue Date:  3/3/2020
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  METALUX
Catalog Number:   14GR-LD5-32-FGW080-UNV-L93050-W2A1-U-3500K

Description:  GRLED 1x4 TUNABLE WHITE TROFFER
WITH FGW080 LENS

Light Source:  (168) 90 CRI LEDS TUNED TO 3500K CCT
Ballast/Driver:   ELECTRONIC DRIVER

Summary 

Lumens per Lamp: N/A
Luminaire Lumens: 2126.0 lumens

Efficiency: N/A
Efficacy: 81.4 lumens/watt

Spacing Criteria (0/90/45): 1.24 / 1.24 / 1.36
Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')

CIE Type: Direct

Input Watts (W):  26.133
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291651

CATALOG NUMBER:  14GR-LD5-32-FGW080-UNV-L93050-W2A1-U-3500K
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291651

CATALOG NUMBER:  14GR-LD5-32-FGW080-UNV-L93050-W2A1-U-3500K

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 108 103 99 95 106 101 97 93 97 94 91 93 90 88 89 87 85 83

2 98 90 83 77 96 88 82 76 84 79 74 81 77 73 78 74 71 69
3 90 79 71 64 87 77 70 63 74 68 62 71 66 61 69 64 60 58

4 82 70 61 54 80 68 60 54 66 59 53 64 57 52 61 56 51 49
5 75 62 53 46 73 61 53 46 59 51 46 57 50 45 55 49 45 42

6 70 56 47 40 68 55 47 40 53 46 40 52 45 40 50 44 39 37
7 64 51 42 36 63 50 42 36 48 41 35 47 40 35 46 39 35 33

8 60 46 38 32 58 46 37 32 44 37 32 43 36 31 42 36 31 29
9 56 43 34 29 55 42 34 29 41 34 28 40 33 28 39 33 28 26

10 53 39 31 26 51 39 31 26 38 31 26 37 30 26 36 30 26 24

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2001 2001 2001
5° 2003 1992 2003

10° 1996 1985 1996
15° 1982 1975 1984
20° 1968 1960 1972
25° 1947 1943 1953
30° 1922 1922 1930
35° 1898 1900 1909
40° 1872 1874 1884
45° 1844 1849 1852
50° 1812 1818 1815
55° 1776 1786 1782
60° 1741 1741 1741
65° 1701 1701 1710
70° 1647 1647 1631
75° 1590 1582 1576
80° 1517 1506 1495
85° 1426 1405 1365
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291651

CATALOG NUMBER:  14GR-LD5-32-FGW080-UNV-L93050-W2A1-U-3500K

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 70.3 3.3 0° 744 744 744 744 744

10°-20° 200.7 9.4 5° 742 741 737 741 742 70
20°-30° 302.4 14.2 15° 712 712 709 712 712 201

30°-40° 362.4 17.0 25° 656 656 654 659 658 302
40°-50° 374.7 17.6 35° 578 578 578 581 581 362

50°-60° 339.8 16.0 45° 485 485 486 487 487 374
60°-70° 264.0 12.4 55° 378 380 381 381 380 339

70°-80° 161.3 7.6 65° 267 267 267 266 268 264
80°-90° 50.5 2.4 75° 153 153 152 152 152 162

90°-100° 0.0 0.0 85° 46 45 46 44 44 51
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 573.4 27.0
0°-40° 935.7 44.0
0°-60° 1650.2 77.6
0°-90° 2126.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2126.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291651

CATALOG NUMBER:  14GR-LD5-32-FGW080-UNV-L93050-W2A1-U-3500K

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 743.5 743.5 743.5 743.5 743.5

2.5° 744.2 743.5 740.1 743.5 744.2
5° 741.5 740.8 737.4 740.8 741.5

7.5° 736.7 736.7 733.3 736.7 736.7
10° 730.6 729.9 726.5 729.9 730.6

12.5° 721.8 721.8 718.4 721.8 722.4
15° 711.6 711.6 708.8 712.2 712.2

17.5° 700.0 700.7 697.3 701.4 701.4
20° 687.1 686.4 684.4 687.8 688.5

22.5° 671.5 672.1 670.1 674.2 674.9
25° 655.8 655.8 654.5 658.6 657.9

27.5° 638.8 638.8 636.8 640.2 640.9
30° 618.5 619.1 618.5 621.9 621.2

32.5° 599.4 600.1 600.1 601.5 602.1
35° 577.7 578.4 578.4 581.1 581.1

37.5° 555.9 555.9 556.6 558.6 558.6
40° 532.8 533.5 533.5 535.5 536.2

42.5° 510.4 509.0 509.7 511.8 511.8
45° 484.6 485.2 485.9 486.6 486.6

47.5° 458.7 460.1 460.8 461.5 460.8
50° 432.9 434.3 434.3 433.6 433.6

52.5° 405.1 408.5 407.8 407.8 409.1
55° 378.5 379.9 380.6 380.6 379.9

57.5° 352.0 353.4 352.0 352.7 351.4
60° 323.5 324.2 323.5 323.5 323.5

62.5° 295.6 296.3 295.0 295.0 295.0
65° 267.1 267.1 267.1 265.7 268.5

67.5° 237.2 238.5 238.5 239.2 236.5
70° 209.3 210.0 209.3 208.6 207.3

72.5° 181.5 182.1 182.8 180.1 179.4
75° 152.9 152.9 152.2 151.6 151.6

77.5° 125.1 125.1 125.1 123.7 123.7
80° 97.9 98.5 97.2 97.2 96.5

82.5° 71.4 71.4 71.4 70.7 69.3
85° 46.2 44.9 45.5 44.2 44.2

87.5° 21.1 21.1 21.1 19.7 22.4
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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