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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P291720
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-1901-084-24)

Test Lab:  INNOVATION CENTER(G3)

Issue Date:  3/3/2020
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  METALUX
Catalog Number:   14GR-LD5-40-FGW080-UNV-L92765-W2A1-U-5000K

Description:  GRLED 1x4 TUNABLE WHITE TROFFER
WITH FGW080 LENS

Light Source:  (168) 90 CRI LEDS TUNED TO 5000K CCT
Ballast/Driver:   ELECTRONIC DRIVER

Summary 

Lumens per Lamp: N/A
Luminaire Lumens: 2892.0 lumens

Efficiency: N/A
Efficacy: 84.0 lumens/watt

Spacing Criteria (0/90/45): 1.24 / 1.24 / 1.36
Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')

CIE Type: Direct

Input Watts (W):  34.41
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291720

CATALOG NUMBER:  14GR-LD5-40-FGW080-UNV-L92765-W2A1-U-5000K
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291720

CATALOG NUMBER:  14GR-LD5-40-FGW080-UNV-L92765-W2A1-U-5000K

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 108 103 99 95 106 101 97 93 97 94 91 93 90 88 89 87 85 83

2 98 90 83 77 96 88 82 76 84 79 74 81 77 73 78 74 71 69
3 90 79 71 64 87 77 70 63 74 68 62 71 66 61 69 64 60 58

4 82 70 61 54 80 68 60 54 66 59 53 64 57 52 61 56 51 49
5 75 62 53 46 73 61 53 46 59 51 46 57 50 45 55 49 45 42

6 70 56 47 40 68 55 47 40 53 46 40 52 45 40 50 44 39 37
7 64 51 42 36 63 50 42 36 48 41 35 47 40 35 46 39 35 33

8 60 46 38 32 58 46 37 32 44 37 32 43 36 31 42 36 31 29
9 56 43 34 29 55 42 34 29 41 34 28 40 33 28 39 33 28 26

10 53 39 31 26 51 39 31 26 38 31 26 37 30 26 36 30 26 24

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2722 2722 2722
5° 2724 2710 2724

10° 2716 2701 2716
15° 2696 2686 2699
20° 2677 2666 2682
25° 2649 2643 2657
30° 2614 2614 2626
35° 2581 2584 2597
40° 2546 2549 2562
45° 2509 2516 2519
50° 2465 2473 2469
55° 2416 2429 2425
60° 2369 2369 2369
65° 2313 2313 2325
70° 2240 2240 2219
75° 2163 2153 2144
80° 2063 2049 2035
85° 1942 1911 1856
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291720

CATALOG NUMBER:  14GR-LD5-40-FGW080-UNV-L92765-W2A1-U-5000K

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 95.6 3.3 0° 1011 1011 1011 1011 1011

10°-20° 272.9 9.4 5° 1009 1008 1003 1008 1009 96
20°-30° 411.3 14.2 15° 968 968 964 969 969 273

30°-40° 492.9 17.0 25° 892 892 890 896 895 411
40°-50° 509.7 17.6 35° 786 787 787 790 790 492

50°-60° 462.2 16.0 45° 659 660 661 662 662 509
60°-70° 359.2 12.4 55° 515 517 518 518 517 461

70°-80° 219.4 7.6 65° 363 363 363 362 365 359
80°-90° 68.7 2.4 75° 208 208 207 206 206 220

90°-100° 0.0 0.0 85° 63 61 62 60 60 69
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 779.9 27.0
0°-40° 1272.8 44.0
0°-60° 2244.7 77.6
0°-90° 2892.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2892.0 100.0

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 5 of 6 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291720

CATALOG NUMBER:  14GR-LD5-40-FGW080-UNV-L92765-W2A1-U-5000K

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1011.4 1011.4 1011.4 1011.4 1011.4

2.5° 1012.3 1011.4 1006.8 1011.4 1012.3
5° 1008.6 1007.7 1003.1 1007.7 1008.6

7.5° 1002.1 1002.1 997.5 1002.1 1002.1
10° 993.8 992.9 988.3 992.9 993.8

12.5° 981.8 981.8 977.2 981.8 982.7
15° 967.9 967.9 964.2 968.9 968.9

17.5° 952.2 953.1 948.5 954.1 954.1
20° 934.7 933.7 931.0 935.6 936.5

22.5° 913.4 914.3 911.5 917.1 918.0
25° 892.1 892.1 890.3 895.8 894.9

27.5° 869.0 869.0 866.2 870.9 871.8
30° 841.3 842.2 841.3 845.9 845.0

32.5° 815.4 816.3 816.3 818.2 819.1
35° 785.8 786.7 786.7 790.4 790.4

37.5° 756.2 756.2 757.2 759.9 759.9
40° 724.8 725.7 725.7 728.5 729.4

42.5° 694.3 692.4 693.4 696.1 696.1
45° 659.2 660.1 661.0 661.9 661.9

47.5° 624.0 625.9 626.8 627.7 626.8
50° 588.9 590.7 590.7 589.8 589.8

52.5° 551.0 555.6 554.7 554.7 556.5
55° 514.9 516.8 517.7 517.7 516.8

57.5° 478.9 480.7 478.9 479.8 478.0
60° 440.1 441.0 440.1 440.1 440.1

62.5° 402.2 403.1 401.2 401.2 401.2
65° 363.3 363.3 363.3 361.5 365.2

67.5° 322.6 324.5 324.5 325.4 321.7
70° 284.7 285.7 284.7 283.8 282.0

72.5° 246.8 247.8 248.7 245.0 244.1
75° 208.0 208.0 207.1 206.2 206.2

77.5° 170.1 170.1 170.1 168.3 168.3
80° 133.1 134.1 132.2 132.2 131.3

82.5° 97.1 97.1 97.1 96.1 94.3
85° 62.9 61.0 61.9 60.1 60.1

87.5° 28.7 28.7 28.7 26.8 30.5
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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