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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P291722
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-1901-084-24)

Test Lab:  INNOVATION CENTER(G3)

Issue Date:  3/3/2020
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  METALUX
Catalog Number:   14GR-LD5-40-FGW080-UNV-L92765-W2A1-U-5700K

Description:  GRLED 1x4 TUNABLE WHITE TROFFER
WITH FGW080 LENS

Light Source:  (168) 90 CRI LEDS TUNED TO 5700K CCT
Ballast/Driver:   ELECTRONIC DRIVER

Summary 

Lumens per Lamp: N/A
Luminaire Lumens: 2949.0 lumens

Efficiency: N/A
Efficacy: 85.0 lumens/watt

Spacing Criteria (0/90/45): 1.24 / 1.24 / 1.36
Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')

CIE Type: Direct

Input Watts (W):  34.689
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291722

CATALOG NUMBER:  14GR-LD5-40-FGW080-UNV-L92765-W2A1-U-5700K
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291722

CATALOG NUMBER:  14GR-LD5-40-FGW080-UNV-L92765-W2A1-U-5700K

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 108 103 99 95 106 101 97 93 97 94 91 93 90 88 89 87 85 83

2 98 90 83 77 96 88 82 76 84 79 74 81 77 73 78 74 71 69
3 90 79 71 64 87 77 70 63 74 68 62 71 66 61 69 64 60 58

4 82 70 61 54 80 68 60 54 66 59 53 64 57 52 61 56 51 49
5 75 62 53 46 73 61 53 46 59 51 46 57 50 45 55 49 45 42

6 70 56 47 40 68 55 47 40 53 46 40 52 45 40 50 44 39 37
7 64 51 42 36 63 50 42 36 48 41 35 47 40 35 46 39 35 33

8 60 46 38 32 58 46 37 32 44 37 32 43 36 31 42 36 31 29
9 56 43 34 29 55 42 34 29 41 34 28 40 33 28 39 33 28 26

10 53 39 31 26 51 39 31 26 38 31 26 37 30 26 36 30 26 24

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2775 2775 2775
5° 2778 2763 2778

10° 2769 2754 2769
15° 2750 2739 2752
20° 2729 2718 2735
25° 2701 2695 2709
30° 2666 2666 2677
35° 2632 2635 2648
40° 2596 2599 2613
45° 2558 2565 2569
50° 2514 2522 2518
55° 2464 2477 2472
60° 2415 2415 2415
65° 2359 2359 2371
70° 2285 2285 2262
75° 2205 2196 2185
80° 2104 2089 2075
85° 1979 1951 1893
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291722

CATALOG NUMBER:  14GR-LD5-40-FGW080-UNV-L92765-W2A1-U-5700K

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 97.5 3.3 0° 1031 1031 1031 1031 1031

10°-20° 278.3 9.4 5° 1028 1028 1023 1028 1028 98
20°-30° 419.4 14.2 15° 987 987 983 988 988 279

30°-40° 502.6 17.0 25° 910 910 908 914 912 419
40°-50° 519.8 17.6 35° 801 802 802 806 806 501

50°-60° 471.3 16.0 45° 672 673 674 675 675 519
60°-70° 366.3 12.4 55° 525 527 528 528 527 470

70°-80° 223.7 7.6 65° 370 370 370 369 372 366
80°-90° 70.0 2.4 75° 212 212 211 210 210 224

90°-100° 0.0 0.0 85° 64 62 63 61 61 71
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 795.3 27.0
0°-40° 1297.9 44.0
0°-60° 2289.0 77.6
0°-90° 2949.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2949.0 100.0

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 5 of 6 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291722

CATALOG NUMBER:  14GR-LD5-40-FGW080-UNV-L92765-W2A1-U-5700K

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1031.3 1031.3 1031.3 1031.3 1031.3

2.5° 1032.3 1031.3 1026.6 1031.3 1032.3
5° 1028.5 1027.6 1022.8 1027.6 1028.5

7.5° 1021.9 1021.9 1017.2 1021.9 1021.9
10° 1013.4 1012.5 1007.8 1012.5 1013.4

12.5° 1001.2 1001.2 996.4 1001.2 1002.1
15° 987.0 987.0 983.2 988.0 988.0

17.5° 971.0 971.9 967.2 972.9 972.9
20° 953.1 952.1 949.3 954.0 955.0

22.5° 931.4 932.3 929.5 935.2 936.1
25° 909.7 909.7 907.8 913.5 912.5

27.5° 886.1 886.1 883.3 888.0 889.0
30° 857.9 858.8 857.9 862.6 861.6

32.5° 831.5 832.4 832.4 834.3 835.2
35° 801.3 802.2 802.2 806.0 806.0

37.5° 771.1 771.1 772.1 774.9 774.9
40° 739.1 740.0 740.0 742.9 743.8

42.5° 708.0 706.1 707.0 709.9 709.9
45° 672.2 673.1 674.0 675.0 675.0

47.5° 636.3 638.2 639.2 640.1 639.2
50° 600.5 602.4 602.4 601.4 601.4

52.5° 561.9 566.6 565.6 565.6 567.5
55° 525.1 527.0 527.9 527.9 527.0

57.5° 488.3 490.2 488.3 489.3 487.4
60° 448.7 449.7 448.7 448.7 448.7

62.5° 410.1 411.0 409.1 409.1 409.1
65° 370.5 370.5 370.5 368.6 372.4

67.5° 329.0 330.9 330.9 331.8 328.1
70° 290.4 291.3 290.4 289.4 287.5

72.5° 251.7 252.6 253.6 249.8 248.9
75° 212.1 212.1 211.2 210.2 210.2

77.5° 173.5 173.5 173.5 171.6 171.6
80° 135.8 136.7 134.8 134.8 133.9

82.5° 99.0 99.0 99.0 98.0 96.2
85° 64.1 62.2 63.2 61.3 61.3

87.5° 29.2 29.2 29.2 27.3 31.1
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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