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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P296611
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P36060-R2)

Test Lab:  INNOVATION CENTER-P3

Issue Date:  3/3/2020
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  METALUX
Catalog Number:  22RLN-LD5-40-RDP-UNV-L82765-W2A1-U-4500K

Description:  RLN LED 2x2 TUNABLE WHITE TROFFER
WITH RDP LENS

Light Source:  (252) 80 CRI LEDS TUNED TO 4500K CCT
Ballast/Driver:   ELECTRONIC DRIVER

Summary 

Lumens per Lamp: N/A
Luminaire Lumens: 3299.0 lumens

Efficiency: N/A
Efficacy: 101.1 lumens/watt

Spacing Criteria (0/90/45): 1.25 / 1.38 / 1.41
Luminous Opening: Rectangular (W 2' x L: 2' x H: 0')

CIE Type: Direct

Input Watts (W):  32.643
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P296611

CATALOG NUMBER: 22RLN-LD5-40-RDP-UNV-L82765-W2A1-U-4500K
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P296611

CATALOG NUMBER: 22RLN-LD5-40-RDP-UNV-L82765-W2A1-U-4500K

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 103 99 96 98 95 93 94 92 90 91 89 87 85

2 100 92 85 80 97 90 84 79 86 81 77 83 79 75 80 77 74 72
3 91 81 73 67 89 79 72 66 76 70 65 74 68 64 71 67 63 61

4 84 72 63 57 81 71 63 56 68 61 56 66 60 55 64 58 54 52
5 77 64 56 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 54 47 42 52 46 42 40
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 33 45 38 33 44 38 33 31
9 57 44 36 30 56 43 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 52 40 33 27 39 32 27 38 32 27 37 31 27 25

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 3171 3171 3171
5° 3167 3178 3200

10° 3159 3198 3248
15° 3148 3227 3305
20° 3138 3247 3363
25° 3110 3265 3421
30° 3085 3267 3455
35° 3036 3241 3460
40° 2970 3190 3417
45° 2887 3110 3333
50° 2771 2982 3202
55° 2594 2793 2982
60° 2411 2541 2747
65° 2210 2287 2441
70° 2000 2032 2127
75° 1762 1721 1783
80° 1533 1407 1345
85° 1247 936 809
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P296611

CATALOG NUMBER: 22RLN-LD5-40-RDP-UNV-L82765-W2A1-U-4500K

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 112.2 3.4 0° 1178 1178 1178 1178 1178

10°-20° 327.2 9.9 5° 1172 1174 1176 1182 1184 111
20°-30° 506.9 15.4 15° 1130 1138 1158 1178 1186 319

30°-40° 617.0 18.7 25° 1047 1063 1100 1136 1152 483
40°-50° 628.4 19.0 35° 924 944 987 1033 1053 578

50°-60° 529.9 16.1 45° 759 773 817 860 876 584
60°-70° 358.5 10.9 55° 553 561 595 624 636 495

70°-80° 179.1 5.4 65° 347 341 359 375 383 343
80°-90° 39.9 1.2 75° 170 163 166 168 172 182

90°-100° 0.0 0.0 85° 40 34 30 26 26 47
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 946.3 28.7
0°-40° 1563.3 47.4
0°-60° 2721.6 82.5
0°-90° 3299.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 3299.0 100.0
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TEST NUMBER: P296611

CATALOG NUMBER: 22RLN-LD5-40-RDP-UNV-L82765-W2A1-U-4500K

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1178.4 1178.4 1178.4 1178.4 1178.4

2.5° 1176.4 1176.4 1178.4 1180.4 1182.4
5° 1172.4 1174.4 1176.4 1182.4 1184.5

7.5° 1166.3 1168.3 1174.4 1182.4 1186.5
10° 1156.2 1160.3 1170.3 1182.4 1188.5

12.5° 1144.1 1150.2 1166.3 1180.4 1188.5
15° 1130.0 1138.1 1158.2 1178.4 1186.5

17.5° 1113.8 1123.9 1148.1 1170.3 1180.4
20° 1095.7 1107.8 1134.0 1162.3 1174.4

22.5° 1071.5 1087.6 1119.9 1152.2 1166.3
25° 1047.3 1063.4 1099.7 1136.0 1152.2

27.5° 1021.0 1039.2 1077.5 1117.9 1134.0
30° 992.8 1008.9 1051.3 1093.7 1111.8

32.5° 960.5 976.6 1021.0 1065.4 1085.6
35° 924.2 944.3 986.7 1033.1 1053.3

37.5° 885.8 904.0 950.4 994.8 1013.0
40° 845.5 863.6 908.0 954.4 972.6

42.5° 803.1 821.3 863.6 908.0 928.2
45° 758.7 772.8 817.2 859.6 875.7

47.5° 712.3 722.4 764.8 805.1 821.3
50° 661.8 671.9 712.3 748.6 764.8

52.5° 607.4 615.4 653.8 686.1 704.2
55° 552.9 561.0 595.3 623.5 635.6

57.5° 498.4 502.4 532.7 561.0 573.1
60° 448.0 448.0 472.2 494.4 510.5

62.5° 389.4 395.5 413.7 435.9 441.9
65° 347.1 341.0 359.2 375.3 383.4

67.5° 298.6 294.6 306.7 320.8 324.9
70° 254.2 248.2 258.3 266.4 270.4

72.5° 207.8 205.8 209.9 215.9 217.9
75° 169.5 163.4 165.5 167.5 171.5

77.5° 135.2 125.1 127.1 125.1 127.1
80° 98.9 90.8 90.8 88.8 86.8

82.5° 66.6 62.6 58.5 54.5 52.5
85° 40.4 34.3 30.3 26.2 26.2

87.5° 16.1 12.1 10.1 10.1 10.1
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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