
Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled data based on original data using

Test Report Prepared for

Cooper Lighting Solutions

(formerly Eaton)

Brand: METALUX

Report Number: P296613

Luminaire Tested: 22RLN-LD5-40-RDP-UNV-L82765-W2A1-U-5500K

Issue Date: 3/3/2020

Report Generated By E9911574 / USPTCWHP6081592

LM-79-08 Approved Method: Electrical and Photometric Measurements of Solid-State 

Lighting Products

Page 1 of 6



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P296613
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P36060-R2)

Test Lab:  INNOVATION CENTER-P3

Issue Date:  3/3/2020
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  METALUX
Catalog Number:  22RLN-LD5-40-RDP-UNV-L82765-W2A1-U-5500K

Description:  RLN LED 2x2 TUNABLE WHITE TROFFER
WITH RDP LENS

Light Source:  (252) 80 CRI LEDS TUNED TO 5500K CCT
Ballast/Driver:   ELECTRONIC DRIVER

Summary 

Lumens per Lamp: N/A
Luminaire Lumens: 3377.0 lumens

Efficiency: N/A
Efficacy: 102.3 lumens/watt

Spacing Criteria (0/90/45): 1.25 / 1.38 / 1.41
Luminous Opening: Rectangular (W 2' x L: 2' x H: 0')

CIE Type: Direct

Input Watts (W):  33.015
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P296613

CATALOG NUMBER: 22RLN-LD5-40-RDP-UNV-L82765-W2A1-U-5500K

0% Up

100% Dn

0 cd

304 cd

609 cd

913 cd

1,217 cd

180°
170°

160°

150°

140°

130°

120°

110°

100°

90°

80°

70°

60°

50°

40°

30°

20°
10°

0°

Luminous Intensity Polar Plot

0°-180° 45°-225° 90°-270°

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 3 of 6 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P296613

CATALOG NUMBER: 22RLN-LD5-40-RDP-UNV-L82765-W2A1-U-5500K

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 103 99 96 98 95 93 94 92 90 91 89 87 85

2 100 92 85 80 97 90 84 79 86 81 77 83 79 75 80 77 74 72
3 91 81 73 67 89 79 72 66 76 70 65 74 68 64 71 67 63 61

4 84 72 63 57 81 71 63 56 68 61 56 66 60 55 64 58 54 52
5 77 64 56 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 54 47 42 52 46 42 40
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 33 45 38 33 44 38 33 31
9 57 44 36 30 56 43 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 52 40 33 27 39 32 27 38 32 27 37 31 27 25

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 3246 3246 3246
5° 3242 3253 3275

10° 3234 3274 3324
15° 3222 3303 3383
20° 3212 3324 3442
25° 3183 3342 3502
30° 3158 3344 3536
35° 3108 3318 3542
40° 3040 3265 3497
45° 2955 3183 3411
50° 2836 3052 3277
55° 2655 2859 3052
60° 2468 2601 2813
65° 2262 2341 2499
70° 2048 2080 2178
75° 1804 1761 1826
80° 1568 1440 1376
85° 1275 957 831
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Cooper Lighting Solutions Photometric Lab
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Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P296613

CATALOG NUMBER: 22RLN-LD5-40-RDP-UNV-L82765-W2A1-U-5500K

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 114.9 3.4 0° 1206 1206 1206 1206 1206

10°-20° 334.9 9.9 5° 1200 1202 1204 1210 1212 114
20°-30° 518.9 15.4 15° 1157 1165 1186 1206 1214 327

30°-40° 631.5 18.7 25° 1072 1088 1126 1163 1179 494
40°-50° 643.2 19.0 35° 946 967 1010 1058 1078 591

50°-60° 542.4 16.1 45° 777 791 836 880 896 598
60°-70° 366.9 10.9 55° 566 574 609 638 651 506

70°-80° 183.4 5.4 65° 355 349 368 384 392 351
80°-90° 40.8 1.2 75° 174 167 169 171 176 186

90°-100° 0.0 0.0 85° 41 35 31 27 27 48
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 968.7 28.7
0°-40° 1600.3 47.4
0°-60° 2785.9 82.5
0°-90° 3377.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 3377.0 100.0
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TEST NUMBER: P296613

CATALOG NUMBER: 22RLN-LD5-40-RDP-UNV-L82765-W2A1-U-5500K

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1206.3 1206.3 1206.3 1206.3 1206.3

2.5° 1204.2 1204.2 1206.3 1208.3 1210.4
5° 1200.1 1202.1 1204.2 1210.4 1212.5

7.5° 1193.9 1195.9 1202.1 1210.4 1214.5
10° 1183.6 1187.7 1198.0 1210.4 1216.6

12.5° 1171.2 1177.4 1193.9 1208.3 1216.6
15° 1156.7 1165.0 1185.6 1206.3 1214.5

17.5° 1140.2 1150.5 1175.3 1198.0 1208.3
20° 1121.6 1134.0 1160.8 1189.8 1202.1

22.5° 1096.8 1113.3 1146.4 1179.4 1193.9
25° 1072.0 1088.5 1125.7 1162.9 1179.4

27.5° 1045.2 1063.8 1103.0 1144.3 1160.8
30° 1016.2 1032.8 1076.1 1119.5 1138.1

32.5° 983.2 999.7 1045.2 1090.6 1111.3
35° 946.0 966.7 1010.0 1057.6 1078.2

37.5° 906.8 925.4 972.9 1018.3 1036.9
40° 865.5 884.1 929.5 977.0 995.6

42.5° 822.1 840.7 884.1 929.5 950.1
45° 776.6 791.1 836.5 879.9 896.4

47.5° 729.1 739.5 782.8 824.2 840.7
50° 677.5 687.8 729.1 766.3 782.8

52.5° 621.7 630.0 669.2 702.3 720.9
55° 566.0 574.2 609.3 638.3 650.6

57.5° 510.2 514.3 545.3 574.2 586.6
60° 458.6 458.6 483.3 506.1 522.6

62.5° 398.6 404.8 423.4 446.2 452.4
65° 355.3 349.1 367.7 384.2 392.5

67.5° 305.7 301.6 314.0 328.4 332.6
70° 260.3 254.1 264.4 272.7 276.8

72.5° 212.8 210.7 214.8 221.0 223.1
75° 173.5 167.3 169.4 171.4 175.6

77.5° 138.4 128.1 130.1 128.1 130.1
80° 101.2 92.9 92.9 90.9 88.8

82.5° 68.2 64.0 59.9 55.8 53.7
85° 41.3 35.1 31.0 26.9 26.9

87.5° 16.5 12.4 10.3 10.3 10.3
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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