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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P291366
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P33288)

Test Lab:  INNOVATION CENTER-P3

Issue Date:  3/3/2020
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  METALUX
Catalog Number:   14GR-LD5-40-A19/156-UNV-L83050-W2A1-U-3000K

Description:  GRLED 1x4 TUNABLE WHITE TROFFER
WITH A19/156 LENS

Light Source:  (168) 80 CRI LEDS TUNED TO 3000K CCT
Ballast/Driver:   ELECTRONIC DRIVER

Summary 

Lumens per Lamp: N/A
Luminaire Lumens: 3758.0 lumens

Efficiency: N/A
Efficacy: 111.9 lumens/watt

Spacing Criteria (0/90/45): 1.22 / 1.23 / 1.18
Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')

CIE Type: Direct

Input Watts (W):  33.573
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291366

CATALOG NUMBER:  14GR-LD5-40-A19/156-UNV-L83050-W2A1-U-3000K
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291366

CATALOG NUMBER:  14GR-LD5-40-A19/156-UNV-L83050-W2A1-U-3000K

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 111 107 104 100 108 105 102 99 101 98 96 97 95 93 93 92 90 88

2 103 96 90 86 100 94 89 85 91 87 83 88 84 81 85 82 79 77
3 95 87 80 74 93 85 79 74 82 77 73 80 75 71 77 73 70 68

4 89 79 71 65 87 77 70 65 75 69 64 73 68 63 71 66 63 61
5 83 71 64 58 81 70 63 58 68 62 57 67 61 57 65 60 56 54

6 77 65 58 52 75 64 57 52 63 56 51 61 55 51 60 55 51 49
7 72 60 52 47 70 59 52 47 58 51 46 56 51 46 55 50 46 44

8 67 55 48 43 66 55 47 42 53 47 42 52 46 42 51 46 42 40
9 63 51 44 39 62 51 44 39 50 43 39 49 43 38 48 42 38 37

10 60 48 40 36 58 47 40 36 46 40 35 45 39 35 44 39 35 34

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 5378 5378 5378
5° 5396 5345 5407

10° 5404 5371 5381
15° 5349 5330 5342
20° 5237 5294 5324
25° 5206 5203 5303
30° 5079 5140 5266
35° 4897 4878 4482
40° 4349 3838 3360
45° 3300 2871 2717
50° 2341 2298 1844
55° 1602 1962 1267
60° 991 1565 847
65° 816 1205 613
70° 812 1049 629
75° 975 752 841
80° 1120 693 1054
85° 1062 1223 1195
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291366

CATALOG NUMBER:  14GR-LD5-40-A19/156-UNV-L83050-W2A1-U-3000K

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 189.6 5.0 0° 1998 1998 1998 1998 1998

10°-20° 541.2 14.4 5° 1998 1994 1979 2002 2002 190
20°-30° 813.8 21.7 15° 1920 1915 1913 1941 1918 540

30°-40° 887.2 23.6 25° 1753 1757 1752 1793 1786 805
40°-50° 621.2 16.5 35° 1491 1484 1485 1409 1364 919

50°-60° 351.7 9.4 45° 867 905 754 745 714 673
60°-70° 192.4 5.1 55° 342 409 418 415 270 312

70°-80° 116.6 3.1 65° 128 211 189 239 96 132
80°-90° 44.2 1.2 75° 94 135 72 142 81 97

90°-100° 0.0 0.0 85° 34 56 40 48 39 38
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1544.6 41.1
0°-40° 2431.9 64.7
0°-60° 3404.8 90.6
0°-90° 3758.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 3758.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P291366

CATALOG NUMBER:  14GR-LD5-40-A19/156-UNV-L83050-W2A1-U-3000K

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1998.4 1998.4 1998.4 1998.4 1998.4

2.5° 2003.5 2000.9 1994.9 2007.0 2006.1
5° 1997.5 1994.1 1978.6 2001.8 2001.8

7.5° 1988.9 1980.3 1981.2 1994.1 1988.0
10° 1977.7 1963.1 1965.7 1969.1 1969.1

12.5° 1951.9 1938.1 1931.3 1942.4 1945.9
15° 1920.1 1914.9 1913.2 1940.7 1917.5

17.5° 1875.3 1886.5 1876.2 1898.6 1902.0
20° 1828.9 1850.4 1848.7 1864.2 1859.0

22.5° 1791.0 1804.8 1804.8 1823.7 1839.2
25° 1753.2 1756.6 1752.3 1792.8 1785.9

27.5° 1704.2 1701.6 1715.3 1736.0 1749.7
30° 1634.5 1635.3 1654.3 1681.8 1694.7

32.5° 1570.8 1563.1 1586.3 1598.3 1584.6
35° 1490.8 1483.9 1484.8 1409.1 1364.4

37.5° 1381.6 1387.6 1308.4 1169.9 1111.4
40° 1237.9 1249.9 1092.5 989.3 956.6

42.5° 1064.1 1067.6 895.5 862.0 840.5
45° 867.1 905.0 754.4 745.0 714.0

47.5° 687.3 757.9 632.3 638.3 564.3
50° 559.2 629.7 548.8 551.4 440.4

52.5° 442.2 511.0 484.3 476.6 345.8
55° 341.5 408.6 418.1 414.6 270.1

57.5° 251.2 323.5 351.0 363.9 208.2
60° 184.1 264.1 290.8 316.6 157.4

62.5° 146.2 228.8 238.3 276.1 122.2
65° 128.2 210.8 189.3 239.1 96.3

67.5° 114.4 200.4 154.0 211.6 84.3
70° 103.2 180.7 133.3 189.3 80.0

72.5° 103.2 158.3 105.0 167.7 80.9
75° 93.8 135.1 72.3 141.9 80.9

77.5° 83.4 115.3 54.2 115.3 75.7
80° 72.3 90.3 44.7 88.6 68.0

82.5° 53.3 68.0 38.7 66.2 55.1
85° 34.4 55.9 39.6 48.2 38.7

87.5° 16.3 28.4 24.9 24.1 19.8
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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