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Test Information 
Test Method:  LM-79-2019

Report Number:  P995677
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (KYZ-A250506112-02-001)

Test Lab:  
Issue Date:  6/11/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  METALUX

Catalog Number:  4SLSTPSLC-MED-3500K
Description:  4' Selectable CCT and Lumen LED Striplight

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 3858.0 lumens
Efficiency: N/A

Efficacy: 128.6 lumens/watt
Spacing Criteria (0/90/45): 1.25 / 1.28 / 1.41

Luminous Opening: Rectangular w/ Sides (W: 0.21' x L: 3.88' x H: 0.21')
CIE Type: Semi-Direct

Input Watts (W):  30
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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TEST NUMBER: P995677
CATALOG NUMBER: 4SLSTPSLC-MED-3500K
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TEST NUMBER: P995677
CATALOG NUMBER: 4SLSTPSLC-MED-3500K

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 116 116 116 116 112 112 112 112 105 105 105 98 98 98 92 92 92 89
1 104 98 93 88 100 95 90 86 88 85 81 83 80 77 77 75 73 70
2 94 84 77 70 90 82 75 69 76 70 65 71 66 62 66 63 59 56
3 85 73 65 58 81 71 63 56 66 60 54 62 56 52 58 53 49 47
4 77 65 55 48 74 63 54 47 59 51 45 55 49 44 52 46 42 39
5 71 58 48 41 68 56 47 40 52 45 39 49 43 38 46 41 36 34
6 65 52 42 36 63 50 41 35 47 40 34 44 38 33 42 36 32 29
7 61 47 38 31 58 45 37 31 43 35 30 40 34 29 38 32 28 26
8 56 42 34 28 54 41 33 27 39 32 27 37 30 26 35 29 25 23
9 53 39 31 25 51 38 30 24 36 29 24 34 28 23 32 27 22 20

10 49 36 28 22 47 35 27 22 33 26 22 31 25 21 30 24 20 18

AVERAGE LUMINANCE (cd/sqm):
0° 90° 180° 270°

0° 13290 13290 13290 13290
5° 13265 12082 13240 12011

10° 13266 11174 13139 11100
15° 13063 10433 12942 10264
20° 12952 9741 12877 9477
25° 12814 9143 12584 8795
30° 12631 8549 12461 8214
35° 12506 8060 12266 7588
40° 12179 7497 11962 7112
45° 11846 7051 11537 6714
50° 11426 6590 11352 6216
55° 11057 6204 10716 5864
60° 10687 5802 10136 5500
65° 9816 5384 9299 5204
70° 9011 5075 8331 4815
75° 7591 4873 6799 4561
80° 5884 4504 5085 4276
85° 3077 4299 2692 4027

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 11846 cd/sqm

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 4 of 9



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P995677
CATALOG NUMBER: 4SLSTPSLC-MED-3500K

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 90° 180° 270° 360° Flux
0°-10° 96.7 2.5 0° 1022 1022 1022 1022 1022
10°-20° 277.4 7.2 5° 1021 1006 1019 1000 1021 97
20°-30° 422.7 11.0 15° 984 982 975 966 984 278
30°-40° 517.1 13.4 25° 916 934 899 898 916 422
40°-50° 550.8 14.3 35° 818 863 802 812 818 510
50°-60° 525.7 13.6 45° 679 767 662 730 679 524
60°-70° 452.4 11.7 55° 526 664 510 628 526 471
70°-80° 348.4 9.0 65° 357 550 338 532 357 355
80°-90° 243.2 6.3 75° 182 459 163 429 182 195
90°-100° 165.6 4.3 85° 34 358 29 335 34 45
100°-110° 110.2 2.9 90° 8 311 3 290 8 9
110°-120° 69.1 1.8 95° 15 272 0 261 15 5
120°-130° 41.0 1.1 105° 2 207 4 194 2 2
130°-140° 21.3 0.6 115° 4 149 7 134 4 4
140°-150° 8.4 0.2 125° 5 88 4 83 5 4
150°-160° 4.6 0.1 135° 6 56 4 55 6 4
160°-170° 2.7 0.1 145° 6 36 5 4 6 3
170°-180° 0.7 0.0 155° 4 3 2 8 4 1
0°-30° 796.8 20.7 165° 4 10 6 13 4 1
0°-40° 1313.9 34.1 175° 6 3 3 8 6 1
0°-60° 2390.4 62.0 180° 6 6 6 6 6
0°-90° 3434.4 89.0
90°-120° 344.9 8.9
90°-150° 415.6 10.8
90°-180° 424.0 11.0
0°-180° 3858.0 100.0
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TEST NUMBER: P995677
CATALOG NUMBER: 4SLSTPSLC-MED-3500K

CANDELA DISTRIBUTION (FULL):
0° 15° 30° 45° 60° 75° 90° 105° 120° 135° 150°

0° 1021.7 1021.7 1021.7 1021.7 1021.7 1021.7 1021.7 1021.7 1021.7 1021.7 1021.7
5° 1020.8 1029.7 1004.0 1037.2 1033.9 1022.3 1006.2 1010.6 1013.5 997.1 1017.9

10° 1014.1 1012.7 991.2 1028.8 1020.6 1010.6 995.1 1003.6 999.6 986.3 1008.4
15° 984.3 996.9 979.2 1000.7 1001.6 998.7 982.3 981.2 977.6 959.3 985.6
20° 954.4 961.8 949.8 972.8 978.5 979.0 959.8 956.6 949.4 929.0 945.2
25° 915.7 922.6 912.3 937.4 939.0 941.6 934.1 914.6 914.8 892.4 902.8
30° 867.7 875.0 865.7 899.1 902.4 901.8 897.8 885.4 878.7 851.8 862.9
35° 817.9 819.0 825.9 840.2 855.1 863.9 863.0 845.6 834.9 800.7 798.3
40° 750.4 754.4 767.7 790.9 801.6 810.4 812.0 801.6 781.7 751.3 741.9
45° 679.4 684.1 710.4 733.4 750.8 768.8 766.6 752.2 734.5 697.6 679.0
50° 601.7 611.3 643.1 673.2 698.2 708.9 713.7 701.8 677.9 640.9 603.8
55° 525.9 534.5 578.5 611.7 637.4 660.6 664.2 646.4 619.0 582.7 533.4
60° 450.0 457.7 498.2 546.7 578.3 607.1 609.3 598.4 554.9 519.2 468.8
65° 356.6 387.2 429.2 481.0 517.5 559.5 550.0 540.5 505.7 456.2 395.1
70° 272.8 302.4 356.2 410.8 468.2 499.8 500.0 492.0 454.6 396.7 335.0
75° 182.1 229.9 293.8 359.5 414.4 447.3 458.8 440.7 393.4 343.2 267.5
80° 103.1 144.7 230.1 304.8 358.4 390.0 401.1 392.1 340.9 281.6 216.4
85° 33.6 99.8 177.5 255.3 313.0 351.8 358.0 337.0 302.8 243.4 160.2
90° 8.2 57.3 134.1 210.8 265.3 300.5 310.9 299.5 260.8 203.6 123.0
95° 14.8 40.7 105.5 168.4 228.7 257.3 271.5 264.3 223.5 168.1 101.4

100° 1.1 16.8 77.7 137.0 191.8 222.3 231.0 229.2 192.2 135.4 73.4
105° 1.7 23.9 54.0 115.1 157.3 196.2 207.1 191.8 157.0 109.0 48.5
110° 3.6 12.4 36.1 84.5 134.5 162.6 168.8 161.9 132.5 87.4 41.1
115° 3.8 10.2 36.3 73.0 103.4 132.8 149.4 125.6 99.5 70.8 37.4
120° 6.4 10.8 28.1 56.4 90.0 95.6 115.2 106.7 81.4 54.9 30.7
125° 4.9 9.3 26.5 44.0 63.5 83.9 87.6 84.8 69.7 46.7 22.3
130° 3.3 11.1 17.7 33.0 58.7 74.6 75.0 69.9 55.5 46.0 12.0
135° 6.4 9.8 13.5 26.4 48.5 55.5 56.0 56.7 46.4 33.9 9.5
140° 7.3 9.1 9.5 13.1 31.4 43.4 46.3 39.6 40.5 19.9 10.7
145° 5.5 10.7 15.7 8.6 16.4 33.9 36.3 38.1 25.2 6.6 14.1
150° 0.0 9.5 17.7 10.8 10.0 7.5 11.1 10.0 5.8 12.4 19.0
155° 3.8 3.3 15.0 10.8 12.0 5.3 2.6 8.8 8.2 13.1 14.8
160° 4.0 4.2 5.8 6.9 12.4 12.6 14.0 19.9 12.8 15.0 5.8
165° 4.5 7.8 4.9 6.4 13.7 7.3 10.2 15.9 10.4 5.8 10.7
170° 4.5 8.4 1.7 2.4 6.9 5.1 12.6 8.2 11.3 7.3 5.1
175° 6.2 8.6 6.2 5.5 11.5 9.3 3.1 0.7 6.6 14.4 0.0
180° 6.3 6.3 6.3 6.3 6.3 6.3 6.3 6.3 6.3 6.3 6.3
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TEST NUMBER: P995677
CATALOG NUMBER: 4SLSTPSLC-MED-3500K

CANDELA DISTRIBUTION (continued):
165° 180° 195° 210° 225° 240° 255° 270° 285° 300° 315°

0° 1021.7 1021.7 1021.7 1021.7 1021.7 1021.7 1021.7 1021.7 1021.7 1021.7 1021.7
5° 1008.2 1018.8 1027.7 1011.5 1026.8 1028.5 1027.2 1000.3 1012.8 1010.8 994.9

10° 1002.9 1004.4 1009.2 991.8 1011.7 1014.0 1016.8 988.5 998.7 1002.0 990.3
15° 971.4 975.2 989.6 967.5 985.6 990.7 990.7 966.4 979.2 972.6 967.0
20° 951.1 948.9 955.1 939.0 952.7 954.7 966.6 933.8 955.1 953.1 935.1
25° 905.1 899.3 905.1 905.1 916.6 923.9 933.2 898.5 922.4 915.9 894.9
30° 863.0 856.0 858.0 861.1 875.2 879.2 897.2 862.6 883.6 876.1 858.8
35° 806.9 802.2 800.7 813.7 828.3 831.0 849.8 812.4 838.9 824.8 812.4
40° 737.0 737.0 740.0 759.3 770.8 786.3 806.5 770.3 793.1 778.5 759.8
45° 675.2 661.7 660.1 691.8 709.7 729.0 749.1 729.9 744.0 723.0 711.5
50° 597.1 597.8 585.9 615.9 643.6 672.1 692.0 673.2 689.4 674.8 650.5
55° 519.0 509.7 506.7 549.8 583.6 621.5 634.7 627.8 635.6 626.8 588.7
60° 437.2 426.8 434.7 481.4 518.8 563.9 583.0 577.6 570.8 558.2 534.7
65° 358.4 337.8 356.6 410.0 458.8 503.4 524.3 531.6 523.0 504.8 468.8
70° 270.4 252.2 277.9 334.7 396.7 442.3 467.0 474.4 469.2 445.1 402.2
75° 192.7 163.1 202.6 273.4 342.5 386.5 417.7 429.4 417.0 398.3 348.2
80° 131.4 89.1 135.7 213.3 279.9 338.3 367.0 380.8 369.7 338.0 293.6
85° 84.3 29.4 84.1 158.4 234.0 292.9 321.3 335.4 325.0 297.6 242.5
90° 45.6 3.3 54.0 123.7 192.5 244.4 284.1 290.3 281.9 247.8 200.0
95° 31.4 0.3 31.2 86.7 158.6 211.7 243.1 261.3 249.3 214.1 164.8

100° 19.5 7.9 19.5 68.8 131.2 179.2 207.3 223.9 210.6 177.9 132.8
105° 17.3 4.2 18.2 56.0 106.7 145.2 176.3 194.2 180.3 153.3 111.7
110° 12.8 2.0 9.3 41.6 83.4 128.8 145.8 152.4 151.3 125.0 89.8
115° 10.4 7.3 0.0 36.8 68.4 102.4 117.5 134.1 127.0 100.0 64.2
120° 7.9 9.3 8.6 20.6 50.0 83.4 96.2 109.3 96.2 85.6 54.9
125° 12.1 4.0 14.4 6.4 45.8 71.9 83.4 83.2 83.9 69.2 51.3
130° 7.3 1.1 15.3 3.6 20.3 52.5 66.2 73.4 69.1 56.2 30.3
135° 9.3 3.8 9.1 10.8 8.8 33.0 58.4 55.1 58.7 41.6 5.8
140° 3.8 3.1 10.0 9.1 6.6 5.1 16.2 35.4 21.5 0.7 4.2
145° 13.5 5.3 12.4 16.6 8.6 11.5 9.3 4.5 10.8 0.3 1.3
150° 10.4 0.0 8.4 17.5 10.0 4.9 2.0 1.7 0.0 4.0 8.4
155° 9.5 1.7 15.7 16.4 10.4 19.2 12.0 7.5 12.1 14.0 10.8
160° 10.4 5.1 8.2 14.4 15.3 13.5 16.6 14.6 11.5 13.5 11.1
165° 13.3 5.9 4.2 13.1 12.4 12.4 10.7 13.1 9.5 12.4 4.5
170° 7.3 7.3 12.6 7.3 14.6 11.5 14.4 8.2 7.9 6.9 8.2
175° 5.3 3.3 7.9 5.9 8.6 7.1 10.2 8.4 9.1 6.4 13.1
180° 6.3 6.3 6.3 6.3 6.3 6.3 6.3 6.3 6.3 6.3 6.3
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TEST NUMBER: P995677
CATALOG NUMBER: 4SLSTPSLC-MED-3500K

CANDELA DISTRIBUTION (continued):
330° 345° 360°

0° 1021.7 1021.7 1021.7
5° 1021.9 1012.7 1020.8

10° 1003.6 1003.6 1014.1
15° 979.7 988.0 984.3
20° 952.7 955.6 954.4
25° 917.2 917.2 915.7
30° 870.5 872.8 867.7
35° 822.8 820.6 817.9
40° 756.9 758.4 750.4
45° 696.7 697.8 679.4
50° 628.5 622.6 601.7
55° 556.9 546.2 525.9
60° 488.5 459.1 450.0
65° 420.8 381.4 356.6
70° 348.7 306.4 272.8
75° 279.6 217.9 182.1
80° 221.2 152.9 103.1
85° 173.5 90.3 33.6
90° 133.8 58.0 8.2
95° 99.3 29.2 14.8

100° 73.7 18.8 1.1
105° 53.8 17.3 1.7
110° 39.6 10.7 3.6
115° 38.5 12.1 3.8
120° 24.5 10.2 6.4
125° 7.8 14.8 4.9
130° 2.2 3.8 3.3
135° 12.1 8.6 6.4
140° 12.4 7.9 7.3
145° 11.3 13.3 5.5
150° 7.8 11.5 0.0
155° 12.4 8.2 3.8
160° 6.4 5.8 4.0
165° 10.4 8.4 4.5
170° 10.7 4.9 4.5
175° 3.1 4.2 6.2
180° 6.3 6.3 6.3
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TEST NUMBER: P995677
CATALOG NUMBER: 4SLSTPSLC-MED-3500K

CIE UGR TABLE:
Reflectances:

Ceiling 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3
Wall 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3

Reference plane 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Room dimensions Viewed crosswise Viewed endwise
X=2H Y=2H 16.39 17.87 16.92 18.40 18.97 19.46 20.94 19.98 21.46 22.04

3H 17.78 19.13 18.31 19.66 20.28 22.16 23.51 22.69 24.04 24.66
4H 18.19 19.48 18.75 20.03 20.65 23.51 24.79 24.06 25.34 25.97
6H 18.42 19.61 18.99 20.18 20.82 24.91 26.11 25.48 26.67 27.31
8H 18.45 19.60 19.04 20.19 20.83 25.64 26.78 26.22 27.37 28.01

12H 18.46 19.56 19.05 20.14 20.82 26.43 27.53 27.02 28.11 28.79

4H 2H 17.38 18.66 17.93 19.21 19.84 19.77 21.05 20.33 21.60 22.23
3H 19.00 20.10 19.57 20.69 21.33 22.67 23.77 23.24 24.36 25.00
4H 19.55 20.56 20.14 21.16 21.84 24.16 25.17 24.75 25.77 26.45
6H 19.89 20.78 20.49 21.41 22.09 25.74 26.64 26.35 27.26 27.95
8H 19.96 20.80 20.58 21.43 22.13 26.57 27.41 27.18 28.04 28.74

12H 19.99 20.76 20.63 21.41 22.12 27.49 28.25 28.12 28.90 29.61

8H 4H 20.35 21.19 20.96 21.81 22.51 24.30 25.15 24.92 25.77 26.47
6H 20.88 21.60 21.53 22.26 22.97 26.02 26.74 26.67 27.40 28.11
8H 21.05 21.70 21.71 22.37 23.09 26.97 27.62 27.63 28.29 29.01

12H 21.16 21.74 21.81 22.40 23.18 28.05 28.63 28.71 29.29 30.07

12H 4H 20.58 21.34 21.21 21.99 22.70 24.30 25.07 24.94 25.72 26.42
6H 21.23 21.88 21.89 22.55 23.27 26.04 26.69 26.70 27.36 28.08
8H 21.51 22.09 22.16 22.75 23.53 27.04 27.62 27.70 28.29 29.07

END OF REPORT
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