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Test Information 
Test Method:  LM-79-2019

Report Number:  P995683
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (KYZ-A250506112-02-001)

Test Lab:  
Issue Date:  6/11/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  METALUX

Catalog Number:  8SLSTPSLC-LOW-3500K
Description:  8' Selectable CCT and Lumen LED Striplight

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 4419.1 lumens
Efficiency: N/A

Efficacy: 133.9 lumens/watt
Spacing Criteria (0/90/45): 1.25 / 1.28 / 1.41

Luminous Opening: Rectangular w/ Sides (W: 0.21' x L: 7.98' x H: 0.21')
CIE Type: Semi-Direct

Input Watts (W):  33
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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TEST NUMBER: P995683
CATALOG NUMBER: 8SLSTPSLC-LOW-3500K
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TEST NUMBER: P995683
CATALOG NUMBER: 8SLSTPSLC-LOW-3500K

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 116 116 116 116 112 112 112 112 105 105 105 98 98 98 92 92 92 89
1 104 98 93 88 100 95 90 86 88 85 81 83 80 77 77 75 73 70
2 94 84 77 70 90 82 75 69 76 70 65 71 66 62 66 63 59 56
3 85 73 65 58 81 71 63 56 66 60 54 62 56 52 58 53 49 47
4 77 65 55 48 74 63 54 47 59 51 45 55 49 44 52 46 42 39
5 71 58 48 41 68 56 47 40 52 45 39 49 43 38 46 41 36 34
6 65 52 42 36 63 50 41 35 47 40 34 44 38 33 42 36 32 29
7 61 47 38 31 58 45 37 31 43 35 30 40 34 29 38 32 28 26
8 56 42 34 28 54 41 33 27 39 32 27 37 30 26 35 29 25 23
9 53 39 31 25 51 38 30 24 36 29 24 34 28 23 32 27 22 20

10 49 36 28 22 47 35 27 22 33 26 22 31 25 21 30 24 20 18

AVERAGE LUMINANCE (cd/sqm):
0° 90° 180° 270°

0° 7393 7393 7393 7393
5° 7397 6721 7383 6681

10° 7417 6216 7346 6174
15° 7321 5803 7253 5710
20° 7279 5418 7237 5272
25° 7221 5086 7092 4892
30° 7140 4756 7043 4569
35° 7092 4484 6956 4221
40° 6932 4170 6808 3956
45° 6771 3922 6595 3734
50° 6564 3666 6521 3458
55° 6391 3451 6194 3262
60° 6225 3227 5904 3060
65° 5775 2994 5471 2895
70° 5377 2823 4971 2678
75° 4629 2711 4145 2537
80° 3730 2506 3225 2379
85° 2137 2391 1871 2240

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 6771 cd/sqm
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TEST NUMBER: P995683
CATALOG NUMBER: 8SLSTPSLC-LOW-3500K

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 90° 180° 270° 360° Flux
0°-10° 110.7 2.5 0° 1170 1170 1170 1170 1170
10°-20° 317.7 7.2 5° 1169 1152 1167 1146 1169 111
20°-30° 484.2 11.0 15° 1127 1125 1117 1107 1127 319
30°-40° 592.3 13.4 25° 1049 1070 1030 1029 1049 483
40°-50° 630.9 14.3 35° 937 988 919 930 937 584
50°-60° 602.1 13.6 45° 778 878 758 836 778 600
60°-70° 518.2 11.7 55° 602 761 584 719 602 539
70°-80° 399.1 9.0 65° 408 630 387 609 408 407
80°-90° 278.6 6.3 75° 209 526 187 492 209 224
90°-100° 189.7 4.3 85° 38 410 34 384 38 51
100°-110° 126.2 2.9 90° 9 356 4 332 9 10
110°-120° 79.2 1.8 95° 17 311 0 299 17 6
120°-130° 47.0 1.1 105° 2 237 5 222 2 2
130°-140° 24.4 0.6 115° 4 171 8 154 4 5
140°-150° 9.6 0.2 125° 6 100 5 95 6 5
150°-160° 5.2 0.1 135° 7 64 4 63 7 5
160°-170° 3.1 0.1 145° 6 42 6 5 6 3
170°-180° 0.8 0.0 155° 4 3 2 9 4 1
0°-30° 912.7 20.7 165° 5 12 7 15 5 1
0°-40° 1504.9 34.1 175° 7 4 4 10 7 1
0°-60° 2737.9 62.0 180° 7 7 7 7 7
0°-90° 3933.8 89.0
90°-120° 395.1 8.9
90°-150° 476.1 10.8
90°-180° 485.0 11.0
0°-180° 4419.1 100.0
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TEST NUMBER: P995683
CATALOG NUMBER: 8SLSTPSLC-LOW-3500K

CANDELA DISTRIBUTION (FULL):
0° 15° 30° 45° 60° 75° 90° 105° 120° 135° 150°

0° 1170.3 1170.3 1170.3 1170.3 1170.3 1170.3 1170.3 1170.3 1170.3 1170.3 1170.3
5° 1169.2 1179.4 1150.0 1188.0 1184.2 1171.0 1152.5 1157.6 1160.9 1142.1 1165.9

10° 1161.6 1159.9 1135.3 1178.4 1169.0 1157.6 1139.8 1149.5 1144.9 1129.7 1155.0
15° 1127.4 1141.9 1121.6 1146.2 1147.2 1143.9 1125.1 1123.9 1119.8 1098.8 1128.9
20° 1093.2 1101.6 1087.9 1114.2 1120.8 1121.3 1099.3 1095.7 1087.4 1064.1 1082.6
25° 1048.8 1056.7 1045.0 1073.7 1075.5 1078.5 1069.9 1047.6 1047.8 1022.2 1034.1
30° 993.9 1002.2 991.6 1029.8 1033.6 1032.9 1028.3 1014.1 1006.5 975.6 988.3
35° 936.8 938.1 946.0 962.4 979.4 989.5 988.5 968.5 956.3 917.1 914.3
40° 859.5 864.1 879.3 905.9 918.1 928.2 930.0 918.1 895.3 860.5 849.7
45° 778.2 783.5 813.7 840.0 860.0 880.6 878.0 861.6 841.3 799.0 777.7
50° 689.2 700.1 736.6 771.1 799.7 811.9 817.5 803.8 776.4 734.1 691.5
55° 602.4 612.3 662.6 700.6 730.0 756.6 760.7 740.4 709.0 667.4 611.0
60° 515.5 524.3 570.7 626.1 662.4 695.3 697.8 685.4 635.5 594.8 537.0
65° 408.5 443.5 491.7 551.0 592.8 640.8 629.9 619.0 579.3 522.6 452.6
70° 312.5 346.4 408.0 470.6 536.3 572.5 572.8 563.6 520.8 454.4 383.7
75° 208.6 263.3 336.6 411.8 474.7 512.4 525.6 504.8 450.6 393.1 306.4
80° 118.1 165.7 263.6 349.2 410.6 446.8 459.5 449.1 390.5 322.6 247.9
85° 38.5 114.3 203.3 292.5 358.6 403.0 410.1 386.0 346.9 278.8 183.5
90° 9.4 65.6 153.6 241.5 303.9 344.2 356.1 343.1 298.8 233.2 140.9
95° 17.0 46.6 120.9 192.9 262.0 294.7 311.0 302.8 256.0 192.6 116.1

100° 1.3 19.3 89.0 156.9 219.7 254.7 264.6 262.6 220.2 155.1 84.1
105° 2.0 27.4 61.8 131.8 180.2 224.8 237.2 219.7 179.9 124.9 55.5
110° 4.1 14.2 41.3 96.8 154.1 186.3 193.4 185.5 151.8 100.1 47.1
115° 4.3 11.7 41.6 83.6 118.4 152.1 171.1 143.9 114.0 81.1 42.8
120° 7.3 12.4 32.2 64.6 103.1 109.5 132.0 122.2 93.3 62.9 35.2
125° 5.6 10.6 30.4 50.4 72.7 96.1 100.4 97.1 79.8 53.5 25.6
130° 3.8 12.7 20.3 37.8 67.2 85.4 85.9 80.1 63.6 52.7 13.7
135° 7.3 11.2 15.5 30.2 55.5 63.6 64.1 64.9 53.2 38.8 10.9
140° 8.4 10.4 10.9 15.0 36.0 49.7 53.0 45.4 46.4 22.8 12.2
145° 6.3 12.2 18.0 9.9 18.8 38.8 41.6 43.6 28.9 7.6 16.2
150° 0.0 10.9 20.3 12.4 11.4 8.6 12.7 11.4 6.6 14.2 21.8
155° 4.3 3.8 17.2 12.4 13.7 6.1 3.0 10.1 9.4 15.0 17.0
160° 4.6 4.8 6.6 7.9 14.2 14.4 16.0 22.8 14.7 17.2 6.6
165° 5.1 8.9 5.6 7.3 15.7 8.4 11.7 18.2 11.9 6.6 12.2
170° 5.1 9.6 2.0 2.8 7.9 5.8 14.4 9.4 12.9 8.4 5.8
175° 7.1 9.9 7.1 6.3 13.2 10.6 3.5 0.8 7.6 16.5 0.0
180° 7.2 7.2 7.2 7.2 7.2 7.2 7.2 7.2 7.2 7.2 7.2
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TEST NUMBER: P995683
CATALOG NUMBER: 8SLSTPSLC-LOW-3500K

CANDELA DISTRIBUTION (continued):
165° 180° 195° 210° 225° 240° 255° 270° 285° 300° 315°

0° 1170.3 1170.3 1170.3 1170.3 1170.3 1170.3 1170.3 1170.3 1170.3 1170.3 1170.3
5° 1154.8 1166.9 1177.1 1158.6 1176.1 1178.1 1176.6 1145.7 1160.1 1157.8 1139.6

10° 1148.7 1150.5 1156.0 1136.0 1158.8 1161.4 1164.7 1132.2 1143.9 1147.7 1134.3
15° 1112.7 1117.0 1133.5 1108.2 1128.9 1134.8 1134.8 1106.9 1121.6 1114.0 1107.6
20° 1089.4 1086.9 1094.0 1075.5 1091.2 1093.5 1107.1 1069.6 1094.0 1091.7 1071.1
25° 1036.7 1030.1 1036.7 1036.7 1049.9 1058.2 1068.9 1029.1 1056.5 1049.1 1025.0
30° 988.5 980.4 982.7 986.3 1002.5 1007.0 1027.6 988.0 1012.1 1003.5 983.7
35° 924.2 918.8 917.1 932.0 948.7 951.8 973.3 930.5 960.9 944.7 930.5
40° 844.1 844.1 847.6 869.7 882.9 900.6 923.7 882.3 908.4 891.7 870.2
45° 773.4 757.9 756.1 792.4 812.9 835.0 858.0 836.0 852.2 828.1 814.9
50° 683.9 684.7 671.0 705.4 737.1 769.8 792.6 771.1 789.6 772.9 745.0
55° 594.5 583.9 580.4 629.7 668.4 711.8 727.0 719.1 728.0 717.9 674.3
60° 500.8 488.9 498.0 551.5 594.3 645.9 667.7 661.6 653.7 639.3 612.5
65° 410.6 387.0 408.5 469.6 525.6 576.6 600.6 609.0 599.1 578.3 537.0
70° 309.7 288.9 318.3 383.4 454.4 506.6 535.0 543.4 537.5 509.9 460.7
75° 220.7 186.8 232.1 313.2 392.3 442.7 478.5 491.9 477.7 456.2 398.9
80° 150.5 102.1 155.4 244.3 320.6 387.5 420.4 436.2 423.5 387.2 336.3
85° 96.6 33.7 96.3 181.5 268.1 335.5 368.0 384.2 372.3 340.9 277.8
90° 52.2 3.8 61.8 141.7 220.5 280.0 325.4 332.5 322.9 283.8 229.1
95° 36.0 0.3 35.7 99.3 181.7 242.5 278.5 299.3 285.6 245.3 188.8

100° 22.3 9.1 22.3 78.8 150.3 205.3 237.5 256.5 241.3 203.8 152.1
105° 19.8 4.8 20.8 64.1 122.2 166.3 202.0 222.5 206.5 175.6 128.0
110° 14.7 2.3 10.6 47.6 95.5 147.5 167.0 174.6 173.3 143.2 102.9
115° 11.9 8.4 0.0 42.1 78.3 117.3 134.6 153.6 145.5 114.6 73.5
120° 9.1 10.6 9.9 23.6 57.3 95.5 110.2 125.2 110.2 98.1 62.9
125° 13.9 4.6 16.5 7.3 52.5 82.4 95.5 95.3 96.1 79.3 58.8
130° 8.4 1.3 17.5 4.1 23.3 60.1 75.8 84.1 79.1 64.4 34.7
135° 10.6 4.3 10.4 12.4 10.1 37.8 66.9 63.1 67.2 47.6 6.6
140° 4.3 3.5 11.4 10.4 7.6 5.8 18.5 40.5 24.6 0.8 4.8
145° 15.5 6.1 14.2 19.0 9.9 13.2 10.6 5.1 12.4 0.3 1.5
150° 11.9 0.0 9.6 20.0 11.4 5.6 2.3 2.0 0.0 4.6 9.6
155° 10.9 2.0 18.0 18.8 11.9 22.0 13.7 8.6 13.9 16.0 12.4
160° 11.9 5.8 9.4 16.5 17.5 15.5 19.0 16.7 13.2 15.5 12.7
165° 15.2 6.8 4.8 15.0 14.2 14.2 12.2 15.0 10.9 14.2 5.1
170° 8.4 8.4 14.4 8.4 16.7 13.2 16.5 9.4 9.1 7.9 9.4
175° 6.1 3.8 9.1 6.8 9.9 8.1 11.7 9.6 10.4 7.3 15.0
180° 7.2 7.2 7.2 7.2 7.2 7.2 7.2 7.2 7.2 7.2 7.2
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Cooper Lighting Solutions Photometric Lab
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TEST NUMBER: P995683
CATALOG NUMBER: 8SLSTPSLC-LOW-3500K

CANDELA DISTRIBUTION (continued):
330° 345° 360°

0° 1170.3 1170.3 1170.3
5° 1170.5 1159.9 1169.2

10° 1149.5 1149.5 1161.6
15° 1122.1 1131.7 1127.4
20° 1091.2 1094.5 1093.2
25° 1050.6 1050.6 1048.8
30° 997.1 999.7 993.9
35° 942.4 939.9 936.8
40° 866.9 868.7 859.5
45° 798.0 799.2 778.2
50° 719.9 713.1 689.2
55° 637.8 625.6 602.4
60° 559.6 525.9 515.5
65° 482.0 436.9 408.5
70° 399.4 351.0 312.5
75° 320.3 249.6 208.6
80° 253.4 175.1 118.1
85° 198.7 103.4 38.5
90° 153.3 66.4 9.4
95° 113.8 33.5 17.0

100° 84.4 21.5 1.3
105° 61.6 19.8 2.0
110° 45.4 12.2 4.1
115° 44.1 13.9 4.3
120° 28.1 11.7 7.3
125° 8.9 17.0 5.6
130° 2.5 4.3 3.8
135° 13.9 9.9 7.3
140° 14.2 9.1 8.4
145° 12.9 15.2 6.3
150° 8.9 13.2 0.0
155° 14.2 9.4 4.3
160° 7.3 6.6 4.6
165° 11.9 9.6 5.1
170° 12.2 5.6 5.1
175° 3.5 4.8 7.1
180° 7.2 7.2 7.2

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 8 of 9



TEST NUMBER: P995683
CATALOG NUMBER: 8SLSTPSLC-LOW-3500K

CIE UGR TABLE:
Reflectances:

Ceiling 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3
Wall 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3

Reference plane 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Room dimensions Viewed crosswise Viewed endwise
X=2H Y=2H 14.38 15.85 14.90 16.38 16.95 17.51 18.99 18.04 19.52 20.09

3H 15.76 17.11 16.29 17.64 18.26 20.25 21.60 20.78 22.13 22.75
4H 16.17 17.46 16.73 18.01 18.63 21.63 22.91 22.18 23.46 24.08
6H 16.40 17.59 16.97 18.15 18.80 23.07 24.27 23.64 24.83 25.48
8H 16.43 17.58 17.01 18.17 18.81 23.84 24.98 24.42 25.57 26.22

12H 16.44 17.54 17.02 18.12 18.79 24.69 25.79 25.28 26.37 27.05

4H 2H 15.37 16.65 15.93 17.20 17.83 17.82 19.10 18.38 19.65 20.28
3H 16.99 18.09 17.56 18.68 19.33 20.75 21.85 21.32 22.44 23.09
4H 17.54 18.55 18.13 19.15 19.83 22.27 23.28 22.86 23.87 24.55
6H 17.88 18.77 18.48 19.39 20.08 23.89 24.78 24.50 25.41 26.10
8H 17.95 18.79 18.56 19.42 20.12 24.75 25.59 25.37 26.22 26.92

12H 17.98 18.75 18.62 19.40 20.11 25.72 26.49 26.36 27.14 27.85

8H 4H 18.35 19.19 18.96 19.81 20.52 22.41 23.25 23.02 23.87 24.57
6H 18.88 19.60 19.53 20.27 20.97 24.16 24.88 24.81 25.54 26.25
8H 19.05 19.70 19.71 20.37 21.09 25.14 25.79 25.80 26.46 27.18

12H 19.16 19.74 19.81 20.40 21.18 26.27 26.85 26.93 27.51 28.29

12H 4H 18.59 19.35 19.22 20.00 20.71 22.40 23.17 23.04 23.82 24.53
6H 19.24 19.89 19.89 20.56 21.28 24.18 24.83 24.83 25.50 26.22
8H 19.51 20.09 20.17 20.75 21.54 25.21 25.79 25.87 26.45 27.24

END OF REPORT
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