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Test Information 
Test Method:  LM-79-2019

Report Number:  P995686
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (KYZ-A250506112-02-001)

Test Lab:  
Issue Date:  6/11/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  METALUX

Catalog Number:  8SLSTPSLC-MED-3500K
Description:  8' Selectable CCT and Lumen LED Striplight

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 7937.0 lumens
Efficiency: N/A

Efficacy: 124.0 lumens/watt
Spacing Criteria (0/90/45): 1.25 / 1.28 / 1.41

Luminous Opening: Rectangular w/ Sides (W: 0.21' x L: 7.98' x H: 0.21')
CIE Type: Semi-Direct

Input Watts (W):  64
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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TEST NUMBER: P995686
CATALOG NUMBER: 8SLSTPSLC-MED-3500K
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TEST NUMBER: P995686
CATALOG NUMBER: 8SLSTPSLC-MED-3500K

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 116 116 116 116 112 112 112 112 105 105 105 98 98 98 92 92 92 89
1 104 98 93 88 100 95 90 86 88 85 81 83 80 77 77 75 73 70
2 94 84 77 70 90 82 75 69 76 70 65 71 66 62 66 63 59 56
3 85 73 65 58 81 71 63 56 66 60 54 62 56 52 58 53 49 47
4 77 65 55 48 74 63 54 47 59 51 45 55 49 44 52 46 42 39
5 71 58 48 41 68 56 47 40 52 45 39 49 43 38 46 41 36 34
6 65 52 42 36 63 50 41 35 47 40 34 44 38 33 42 36 32 29
7 61 47 38 31 58 45 37 31 43 35 30 40 34 29 38 32 28 26
8 56 42 34 28 54 41 33 27 39 32 27 37 30 26 35 29 25 23
9 53 39 31 25 51 38 30 24 36 29 24 34 28 23 32 27 22 20

10 49 36 28 22 47 35 27 22 33 26 22 31 25 21 30 24 20 18

AVERAGE LUMINANCE (cd/sqm):
0° 90° 180° 270°

0° 13279 13279 13279 13279
5° 13286 12071 13260 12000

10° 13321 11164 13193 11090
15° 13149 10424 13028 10255
20° 13073 9732 12998 9469
25° 12969 9135 12738 8787
30° 12824 8542 12650 8207
35° 12738 8054 12493 7581
40° 12452 7490 12229 7106
45° 12163 7045 11845 6708
50° 11791 6585 11714 6211
55° 11477 6198 11125 5859
60° 11179 5797 10602 5496
65° 10372 5379 9825 5199
70° 9656 5070 8928 4810
75° 8313 4869 7445 4557
80° 6699 4500 5793 4272
85° 3835 4295 3358 4024

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 12163 cd/sqm

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 4 of 9



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P995686
CATALOG NUMBER: 8SLSTPSLC-MED-3500K

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 90° 180° 270° 360° Flux
0°-10° 198.9 2.5 0° 2102 2102 2102 2102 2102
10°-20° 570.7 7.2 5° 2100 2070 2096 2058 2100 200
20°-30° 869.7 11.0 15° 2025 2021 2006 1988 2025 573
30°-40° 1063.8 13.4 25° 1884 1922 1850 1848 1884 868
40°-50° 1133.2 14.3 35° 1683 1776 1650 1671 1683 1049
50°-60° 1081.5 13.6 45° 1398 1577 1361 1502 1398 1077
60°-70° 930.7 11.7 55° 1082 1366 1049 1292 1082 968
70°-80° 716.7 9.0 65° 734 1132 695 1094 734 731
80°-90° 500.4 6.3 75° 375 944 336 883 375 402
90°-100° 340.6 4.3 85° 69 736 60 690 69 92
100°-110° 226.7 2.9 90° 17 640 7 597 17 18
110°-120° 142.2 1.8 95° 30 558 0 538 30 11
120°-130° 84.4 1.1 105° 4 426 9 400 4 4
130°-140° 43.8 0.6 115° 8 307 15 276 8 9
140°-150° 17.2 0.2 125° 10 180 8 171 10 9
150°-160° 9.4 0.1 135° 13 115 8 113 13 9
160°-170° 5.6 0.1 145° 11 75 11 9 11 6
170°-180° 1.4 0.0 155° 8 5 4 15 8 3
0°-30° 1639.2 20.7 165° 9 21 12 27 9 3
0°-40° 2703.1 34.1 175° 13 6 7 17 13 1
0°-60° 4917.8 62.0 180° 13 13 13 13 13
0°-90° 7065.6 89.0
90°-120° 709.6 8.9
90°-150° 855.0 10.8
90°-180° 871.0 11.0
0°-180° 7937.0 100.0
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TEST NUMBER: P995686
CATALOG NUMBER: 8SLSTPSLC-MED-3500K

CANDELA DISTRIBUTION (FULL):
0° 15° 30° 45° 60° 75° 90° 105° 120° 135° 150°

0° 2102.0 2102.0 2102.0 2102.0 2102.0 2102.0 2102.0 2102.0 2102.0 2102.0 2102.0
5° 2100.0 2118.3 2065.5 2133.8 2127.0 2103.3 2070.0 2079.2 2085.1 2051.3 2094.1

10° 2086.4 2083.3 2039.1 2116.5 2099.7 2079.2 2047.2 2064.6 2056.4 2029.1 2074.5
15° 2024.9 2051.0 2014.5 2058.7 2060.5 2054.6 2020.8 2018.7 2011.3 1973.6 2027.6
20° 1963.5 1978.6 1954.0 2001.2 2013.1 2014.0 1974.5 1968.0 1953.1 1911.3 1944.5
25° 1883.8 1898.0 1877.0 1928.5 1931.7 1937.1 1921.7 1881.6 1882.0 1836.0 1857.4
30° 1785.2 1800.1 1781.1 1849.7 1856.5 1855.2 1847.0 1821.5 1807.8 1752.3 1775.1
35° 1682.6 1685.0 1699.2 1728.6 1759.1 1777.3 1775.5 1739.6 1717.7 1647.3 1642.2
40° 1543.8 1552.1 1579.4 1627.1 1649.1 1667.2 1670.4 1649.1 1608.1 1545.6 1526.2
45° 1397.8 1407.3 1461.6 1508.8 1544.7 1581.7 1577.0 1547.6 1511.1 1435.2 1396.9
50° 1238.0 1257.5 1323.1 1385.0 1436.4 1458.3 1468.4 1443.8 1394.6 1318.6 1242.1
55° 1081.9 1099.7 1190.2 1258.4 1311.2 1359.0 1366.4 1329.9 1273.5 1198.8 1097.3
60° 925.8 941.6 1025.0 1124.6 1189.8 1248.9 1253.4 1231.1 1141.5 1068.2 964.4
65° 733.7 796.5 883.1 989.6 1064.6 1151.0 1131.5 1111.9 1040.4 938.6 812.9
70° 561.2 622.1 732.8 845.2 963.2 1028.2 1028.7 1012.2 935.3 816.1 689.1
75° 374.6 472.9 604.5 739.6 852.5 920.3 944.0 906.6 809.3 706.0 550.3
80° 212.1 297.6 473.4 627.1 737.4 802.4 825.2 806.6 701.3 579.4 445.2
85° 69.1 205.3 365.1 525.3 644.0 723.8 736.5 693.2 623.0 500.7 329.6
90° 16.9 117.8 275.9 433.7 545.8 618.2 639.5 616.2 536.6 418.8 253.1
95° 30.5 83.7 217.1 346.4 470.5 529.3 558.5 543.8 459.8 345.9 208.5

100° 2.3 34.7 159.8 281.8 394.6 457.4 475.2 471.6 395.5 278.6 151.0
105° 3.6 49.2 111.0 236.7 323.6 403.7 426.0 394.6 323.1 224.3 99.7
110° 7.4 25.5 74.2 173.8 276.8 334.6 347.3 333.2 272.6 179.8 84.6
115° 7.7 21.0 74.7 150.1 212.6 273.2 307.3 258.4 204.7 145.7 76.9
120° 13.1 22.3 57.8 116.0 185.2 196.7 237.1 219.5 167.6 113.0 63.2
125° 10.1 19.0 54.6 90.5 130.6 172.6 180.3 174.4 143.3 96.1 46.0
130° 6.8 22.8 36.5 67.9 120.7 153.4 154.3 143.9 114.2 94.6 24.6
135° 13.1 20.1 27.8 54.2 99.7 114.2 115.1 116.6 95.5 69.7 19.6
140° 15.1 18.7 19.6 26.9 64.7 89.3 95.2 81.5 83.3 40.9 21.9
145° 11.3 21.9 32.3 17.8 33.8 69.7 74.7 78.3 51.9 13.6 29.1
150° 0.0 19.6 36.5 22.3 20.5 15.4 22.8 20.5 11.9 25.5 39.2
155° 7.7 6.8 30.9 22.3 24.6 11.0 5.4 18.1 16.9 26.9 30.5
160° 8.3 8.6 11.9 14.2 25.5 25.9 28.7 40.9 26.4 30.9 11.9
165° 9.2 16.0 10.1 13.1 28.2 15.1 21.0 32.7 21.4 11.9 21.9
170° 9.2 17.2 3.6 5.0 14.2 10.4 25.9 16.9 23.2 15.1 10.4
175° 12.8 17.8 12.8 11.3 23.7 19.0 6.3 1.4 13.6 29.6 0.0
180° 12.9 12.9 12.9 12.9 12.9 12.9 12.9 12.9 12.9 12.9 12.9

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 6 of 9



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269
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TEST NUMBER: P995686
CATALOG NUMBER: 8SLSTPSLC-MED-3500K

CANDELA DISTRIBUTION (continued):
165° 180° 195° 210° 225° 240° 255° 270° 285° 300° 315°

0° 2102.0 2102.0 2102.0 2102.0 2102.0 2102.0 2102.0 2102.0 2102.0 2102.0 2102.0
5° 2074.2 2095.9 2114.2 2081.0 2112.4 2116.0 2113.3 2057.8 2083.7 2079.5 2046.9

10° 2063.2 2066.4 2076.3 2040.4 2081.3 2086.0 2091.9 2033.6 2054.6 2061.4 2037.3
15° 1998.5 2006.3 2035.9 1990.5 2027.6 2038.2 2038.2 1988.1 2014.5 2000.9 1989.4
20° 1956.7 1952.2 1965.0 1931.7 1959.9 1964.1 1988.5 1921.1 1965.0 1960.8 1923.8
25° 1862.1 1850.2 1862.1 1862.1 1885.8 1900.7 1919.9 1848.4 1897.6 1884.3 1841.0
30° 1775.5 1760.9 1765.1 1771.5 1800.6 1808.7 1845.7 1774.6 1817.9 1802.4 1766.9
35° 1660.0 1650.3 1647.3 1674.0 1704.0 1709.6 1748.2 1671.3 1725.9 1696.8 1671.3
40° 1516.2 1516.2 1522.4 1562.1 1585.8 1617.6 1659.1 1584.8 1631.6 1601.6 1563.0
45° 1389.2 1361.3 1358.1 1423.3 1460.1 1499.8 1541.1 1501.6 1530.7 1487.4 1463.7
50° 1228.4 1229.9 1205.3 1267.1 1324.0 1382.7 1423.7 1385.0 1418.3 1388.3 1338.2
55° 1067.7 1048.7 1042.4 1131.1 1200.6 1278.5 1305.8 1291.7 1307.6 1289.5 1211.2
60° 899.4 878.0 894.4 990.5 1067.3 1160.2 1199.3 1188.4 1174.2 1148.3 1100.0
65° 737.4 695.0 733.7 843.4 944.0 1035.6 1078.7 1093.7 1076.0 1038.6 964.4
70° 556.2 518.9 571.7 688.6 816.1 909.8 960.8 975.9 965.3 915.8 827.4
75° 396.4 335.5 416.8 562.5 704.6 795.1 859.4 883.4 857.9 819.3 716.4
80° 270.3 183.4 279.1 438.8 575.8 695.9 755.0 783.4 760.6 695.4 604.0
85° 173.5 60.5 173.0 326.0 481.5 602.5 660.9 690.0 668.6 612.2 498.9
90° 93.7 6.8 111.0 254.5 396.0 502.9 584.4 597.2 579.9 509.7 411.5
95° 64.7 0.5 64.1 178.3 326.3 435.5 500.2 537.5 512.9 440.5 339.1

100° 40.0 16.3 40.0 141.5 269.9 368.7 426.5 460.7 433.4 366.0 273.2
105° 35.6 8.6 37.4 115.1 219.5 298.7 362.8 399.6 370.9 315.4 229.9
110° 26.4 4.1 19.0 85.5 171.5 264.9 299.9 313.6 311.2 257.2 184.8
115° 21.4 15.1 0.0 75.6 140.6 210.7 241.7 275.9 261.3 205.8 132.0
120° 16.3 19.0 17.8 42.4 102.9 171.5 197.9 224.9 197.9 176.2 113.0
125° 25.0 8.3 29.6 13.1 94.3 148.0 171.5 171.2 172.6 142.4 105.6
130° 15.1 2.3 31.4 7.4 41.8 107.9 136.1 151.0 142.1 115.7 62.3
135° 19.0 7.7 18.7 22.3 18.1 67.9 120.1 113.3 120.7 85.5 11.9
140° 7.7 6.3 20.5 18.7 13.6 10.4 33.2 72.7 44.2 1.4 8.6
145° 27.8 11.0 25.5 34.1 17.8 23.7 19.0 9.2 22.3 0.5 2.7
150° 21.4 0.0 17.2 35.9 20.5 10.1 4.1 3.6 0.0 8.3 17.2
155° 19.6 3.6 32.3 33.8 21.4 39.5 24.6 15.4 25.0 28.7 22.3
160° 21.4 10.4 16.9 29.6 31.4 27.8 34.1 30.0 23.7 27.8 22.8
165° 27.3 12.2 8.6 26.9 25.5 25.5 21.9 26.9 19.6 25.5 9.2
170° 15.1 15.1 25.9 15.1 30.0 23.7 29.6 16.9 16.3 14.2 16.9
175° 11.0 6.8 16.3 12.2 17.8 14.5 21.0 17.2 18.7 13.1 26.9
180° 12.9 12.9 12.9 12.9 12.9 12.9 12.9 12.9 12.9 12.9 12.9
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TEST NUMBER: P995686
CATALOG NUMBER: 8SLSTPSLC-MED-3500K

CANDELA DISTRIBUTION (continued):
330° 345° 360°

0° 2102.0 2102.0 2102.0
5° 2102.4 2083.3 2100.0

10° 2064.6 2064.6 2086.4
15° 2015.4 2032.7 2024.9
20° 1959.9 1965.9 1963.5
25° 1887.0 1887.0 1883.8
30° 1790.9 1795.6 1785.2
35° 1692.7 1688.2 1682.6
40° 1557.1 1560.3 1543.8
45° 1433.4 1435.5 1397.8
50° 1293.1 1280.9 1238.0
55° 1145.6 1123.7 1081.9
60° 1005.0 944.5 925.8
65° 865.7 784.7 733.7
70° 717.3 630.4 561.2
75° 575.2 448.3 374.6
80° 455.1 314.5 212.1
85° 356.9 185.7 69.1
90° 275.3 119.3 16.9
95° 204.4 60.2 30.5

100° 151.6 38.6 2.3
105° 110.6 35.6 3.6
110° 81.5 21.9 7.4
115° 79.2 25.0 7.7
120° 50.5 21.0 13.1
125° 16.0 30.5 10.1
130° 4.5 7.7 6.8
135° 25.0 17.8 13.1
140° 25.5 16.3 15.1
145° 23.2 27.3 11.3
150° 16.0 23.7 0.0
155° 25.5 16.9 7.7
160° 13.1 11.9 8.3
165° 21.4 17.2 9.2
170° 21.9 10.1 9.2
175° 6.3 8.6 12.8
180° 12.9 12.9 12.9
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TEST NUMBER: P995686
CATALOG NUMBER: 8SLSTPSLC-MED-3500K

CIE UGR TABLE:
Reflectances:

Ceiling 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3
Wall 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3

Reference plane 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Room dimensions Viewed crosswise Viewed endwise
X=2H Y=2H 16.41 17.89 16.93 18.42 18.99 19.55 21.03 20.07 21.55 22.13

3H 17.79 19.14 18.33 19.68 20.29 22.28 23.63 22.82 24.17 24.78
4H 18.21 19.49 18.76 20.04 20.67 23.66 24.94 24.22 25.49 26.12
6H 18.43 19.63 19.00 20.19 20.83 25.11 26.31 25.68 26.87 27.51
8H 18.47 19.61 19.05 20.20 20.85 25.87 27.02 26.45 27.60 28.25

12H 18.47 19.57 19.06 20.15 20.83 26.73 27.83 27.31 28.41 29.08

4H 2H 17.40 18.69 17.96 19.24 19.86 19.86 21.14 20.41 21.69 22.31
3H 19.02 20.12 19.59 20.71 21.36 22.78 23.88 23.35 24.47 25.12
4H 19.58 20.59 20.16 21.18 21.86 24.30 25.31 24.89 25.91 26.59
6H 19.91 20.80 20.52 21.43 22.12 25.92 26.82 26.53 27.44 28.13
8H 19.99 20.83 20.60 21.45 22.15 26.79 27.63 27.40 28.25 28.96

12H 20.02 20.78 20.65 21.43 22.14 27.76 28.52 28.39 29.17 29.88

8H 4H 20.38 21.22 21.00 21.85 22.55 24.44 25.28 25.05 25.91 26.61
6H 20.92 21.64 21.56 22.30 23.01 26.20 26.91 26.84 27.58 28.29
8H 21.09 21.74 21.74 22.41 23.13 27.17 27.82 27.83 28.49 29.21

12H 21.19 21.77 21.85 22.43 23.21 28.30 28.88 28.96 29.54 30.33

12H 4H 20.62 21.39 21.25 22.04 22.74 24.44 25.20 25.07 25.85 26.56
6H 21.27 21.92 21.93 22.59 23.31 26.21 26.86 26.87 27.53 28.25
8H 21.55 22.13 22.21 22.79 23.57 27.25 27.83 27.90 28.49 29.27

END OF REPORT
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