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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P530741

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2011-057-11)
Test Lab:  INNOVATION CENTER

Issue Date:  5/27/2021

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  McGRAW-EDISON

Catalog Number:  GALN-SA6A-727-U-T3R-GRSBK
Description:  GALLEON AREA AND ROADWAY LUMINAIRE

(6) 70 CRI, 2700K, 615mA LIGHTSQUARES WITH 16 LEDS EACH AND TYPE III
ROADWAY OPTICS WITH BLACK GLARE REDUCTION SHIELD

Light Source:  -
Ballast/Driver:  ELECTRONIC DRIVER

Summary  

Lumens per Lamp:  N/A
Luminaire Lumens:  13793 lumens

Efficiency:  N/A
Efficacy:  75.8 lumens/watt

Luminous Opening:  Rectangular (W 1.5' x L: 1' x H: 0')
IES Classification:  Type II - Short

BUG Rating:  B2 - U0 - G1

Input Watts (W):  182
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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REPORT NUMBER: P530741

CATALOG NUMBER: GALN-SA6A-727-U-T3R-GRSBK

Based on 25 foot mounting height.  Maximum calculated value = 6.1 fc
Type II - Short - N/A
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CATALOG NUMBER: GALN-SA6A-727-U-T3R-GRSBK

0 cd

2,586 cd

5,173 cd

7,759 cd

10,345 cd

180°
170°

160°

150°

140°

130°

120°

110°

100°

90°

80°

70°

60°

50°

40°

30°

20°
10°

0°

Luminous Intensity Polar Plot

Vertical Plane Through 78-Deg Lateral Horizontal Cone Through 55-Deg Vertical

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 4 of 8



Signify Classified - Internal#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P530741

CATALOG NUMBER: GALN-SA6A-727-U-T3R-GRSBK

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 2561.9 0.0 2561.9

% Fixture 18.6 0.0 18.6
Street Side Lumens 11231.1 0.0 11231.1

% Fixture 81.4 0.0 81.4
Total Lumens 13793.0 0.0 13793.0

% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 316.2 2.3
10°-20° 836.8 6.1
20°-30° 1466.8 10.6
30°-40° 2418.6 17.5
40°-50° 3519.4 25.5
50°-60° 3987.9 28.9
60°-70° 1140.2 8.3
70°-80° 88.5 0.6
80°-90° 18.4 0.1
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 13793.0 100.0
0°-180° 13793.0 100.0 18.5%

81.5%
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CATALOG NUMBER: GALN-SA6A-727-U-T3R-GRSBK

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 1695.6 12.3
FM (30°-60°) 8484.8 61.5

FH (60°-80°) 1041.7 7.6 G1/1800
FVH (80°-90°) 9.0 0.1 G0/10

BL (0°-30°) 924.3 6.7 B2/1000
BM (30°-60°) 1441.1 10.4 B2/2500

BH (60°-80°) 187.0 1.4 B1/500 G1/500
BVH (80°-90°) 9.4 0.1 G0/10

UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B2-U0-G1

Type II Short
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CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 55° 65° 75° 78° 85°

0° 3546.2 3546.2 3546.2 3546.2 3546.2 3546.2 3546.2 3546.2 3546.2 3546.2 3546.2

2.5° 3334.1 3366.2 3371.1 3410.6 3408.1 3474.7 3494.4 3496.9 3541.3 3519.1 3575.8
5° 3240.4 3223.1 3215.7 3284.8 3304.5 3363.7 3413.0 3442.6 3533.9 3565.9 3625.1

7.5° 3156.6 3156.6 3161.5 3223.1 3215.7 3292.2 3344.0 3435.2 3568.4 3595.5 3667.0
10° 3075.2 3045.6 3082.6 3146.7 3200.9 3235.5 3344.0 3430.3 3585.6 3664.6 3763.2

12.5° 3033.2 3048.0 3053.0 3099.8 3159.0 3262.6 3321.8 3464.8 3708.9 3755.8 3861.8
15° 3297.1 3267.5 3196.0 3154.1 3203.4 3252.7 3400.7 3546.2 3773.1 3839.6 3958.0

17.5° 3602.9 3578.2 3519.1 3405.6 3294.7 3385.9 3501.8 3635.0 3842.1 3940.8 4115.8
20° 4002.4 3963.0 3903.8 3681.8 3585.6 3487.0 3610.3 3768.1 3955.6 4044.3 4224.4

22.5° 4478.4 4478.4 4345.2 4076.4 3876.6 3782.9 3834.7 3926.0 4081.3 4202.2 4379.7
25° 4974.0 4959.2 4838.4 4559.7 4221.9 4110.9 4170.1 4234.2 4276.1 4342.7 4461.1

27.5° 5541.2 5454.9 5302.0 4993.8 4695.4 4480.8 4544.9 4488.2 4436.4 4471.0 4641.1
30° 5925.9 5980.2 5785.4 5489.4 5208.3 4969.1 4981.4 4932.1 4695.4 4744.7 4845.8

32.5° 6325.4 6360.0 6251.5 6088.7 5807.6 5528.9 5427.8 5385.9 5208.3 5230.5 5131.9
35° 6658.4 6724.9 6628.8 6557.2 6475.9 6251.5 5972.8 6108.4 5822.4 5768.1 5511.6

37.5° 6964.1 6944.4 7057.9 6983.9 6966.6 6808.8 6503.0 6530.1 6337.8 6325.4 6029.5
40° 7237.9 7242.8 7398.2 7432.7 7363.6 7082.5 6638.6 6853.2 7008.5 7023.3 6643.6

42.5° 7464.8 7531.3 7664.5 7943.2 7839.6 7371.0 6779.2 7013.5 7590.5 7681.8 7225.5
45° 7662.0 7797.7 7962.9 8212.0 8152.8 7780.4 7129.4 7343.9 8212.0 8451.2 7773.0

47.5° 7674.4 7851.9 8031.9 8401.9 8475.8 7999.9 7491.9 7866.7 8705.2 8964.1 8172.5
50° 7625.0 7718.8 8078.8 8480.8 8648.5 8357.5 7999.9 8305.7 9183.6 9346.4 8374.7

52.5° 7040.6 7112.1 7834.7 8554.7 8959.2 8761.9 8673.1 8917.3 9671.9 9792.7 8564.6
55° 5869.2 5856.9 6850.7 8182.4 9102.2 9361.1 9306.9 9393.2 10236.6 10345.1 8611.5

57.5° 4014.7 4239.2 5097.3 6813.7 8226.8 9220.6 9277.3 9134.3 9578.2 9620.1 7506.7
60° 2165.2 2258.9 2949.4 4547.4 6263.8 7514.1 7662.0 7403.1 7368.6 7250.2 5358.7

62.5° 860.7 907.5 1299.6 2251.5 3413.0 4567.1 4885.3 4779.2 4552.3 4241.6 2774.3
65° 409.4 439.0 646.1 1053.0 1514.2 1903.8 2221.9 2320.6 1711.4 1541.3 914.9

67.5° 278.7 300.9 471.0 601.7 540.1 564.7 734.9 683.1 402.0 342.8 254.0
70° 212.1 226.9 377.3 409.4 241.7 170.2 189.9 177.6 165.2 167.7 165.2

72.5° 150.4 162.8 276.2 241.7 106.0 78.9 101.1 120.8 120.8 120.8 118.4
75° 91.2 103.6 160.3 93.7 41.9 41.9 64.1 81.4 86.3 88.8 83.8

77.5° 46.9 59.2 54.3 27.1 27.1 32.1 46.9 56.7 61.7 61.7 59.2
80° 9.9 9.9 9.9 14.8 27.1 34.5 46.9 51.8 59.2 59.2 54.3

82.5° 0.0 2.5 7.4 14.8 24.7 32.1 44.4 51.8 59.2 61.7 56.7
85° 0.0 2.5 4.9 9.9 17.3 19.7 17.3 14.8 14.8 14.8 14.8

87.5° 0.0 0.0 2.5 2.5 2.5 4.9 4.9 4.9 4.9 4.9 4.9
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°

0° 3546.2 3546.2 3546.2 3546.2 3546.2 3546.2 3546.2 3546.2 3546.2 3546.2 3546.2

2.5° 3580.7 3588.1 3575.8 3573.3 3563.5 3593.0 3521.5 3504.3 3548.7 3506.7 3516.6
5° 3627.6 3644.8 3622.6 3585.6 3531.4 3447.5 3376.0 3282.3 3237.9 3205.9 3200.9

7.5° 3662.1 3674.4 3652.2 3533.9 3371.1 3159.0 3001.2 2885.3 2794.0 2766.9 2722.5
10° 3802.7 3805.1 3694.2 3432.7 3114.6 2836.0 2594.3 2416.7 2325.5 2268.8 2244.1

12.5° 3896.4 3891.4 3667.0 3233.0 2808.8 2438.9 2162.7 1948.2 1864.3 1837.2 1819.9
15° 4014.7 3987.6 3602.9 3028.3 2414.3 2014.8 1765.7 1617.7 1610.3 1593.1 1610.3

17.5° 4108.4 4032.0 3509.2 2655.9 2037.0 1659.7 1496.9 1506.8 1526.5 1543.8 1546.2
20° 4261.3 4103.5 3294.7 2330.4 1686.8 1422.9 1420.4 1464.8 1514.2 1533.9 1553.6

22.5° 4377.2 4133.1 3065.3 1982.7 1400.7 1326.7 1368.7 1435.2 1472.2 1492.0 1521.6
25° 4419.2 4051.7 2759.5 1635.0 1262.6 1282.3 1346.5 1390.9 1437.7 1459.9 1447.6

27.5° 4461.1 4009.8 2394.5 1346.5 1188.6 1252.8 1307.0 1351.4 1366.2 1395.8 1415.5
30° 4562.2 3864.3 2066.6 1164.0 1151.6 1233.0 1272.5 1287.3 1326.7 1344.0 1344.0

32.5° 4643.6 3807.6 1718.8 1077.7 1146.7 1242.9 1247.8 1247.8 1252.8 1240.4 1235.5
35° 4811.3 3612.8 1408.1 1025.9 1144.2 1245.4 1257.7 1215.8 1102.3 1057.9 1045.6

37.5° 5018.4 3487.0 1178.8 1013.5 1161.5 1275.0 1294.7 1136.9 988.9 917.4 905.0
40° 5270.0 3398.2 1028.3 1008.6 1201.0 1344.0 1284.8 1075.2 882.8 779.3 774.3

42.5° 5563.4 3316.8 927.2 1006.2 1250.3 1415.5 1275.0 1023.4 774.3 705.3 715.2
45° 5797.7 3272.5 858.2 988.9 1267.6 1457.4 1282.3 932.2 730.0 685.6 690.5

47.5° 5980.2 3178.7 801.5 959.3 1265.1 1472.2 1215.8 895.2 707.8 720.1 732.4
50° 5985.1 3053.0 730.0 895.2 1228.1 1445.1 1139.3 860.7 702.8 754.6 779.3

52.5° 5918.5 2875.4 653.5 803.9 1141.8 1351.4 1070.3 845.9 680.6 675.7 705.3
55° 5681.8 2542.5 525.3 651.0 964.2 1114.7 1008.6 818.7 614.0 557.3 562.3

57.5° 4591.8 1822.4 387.2 466.1 683.1 816.3 910.0 806.4 552.4 473.5 475.9
60° 2843.4 1033.3 283.6 318.1 421.7 495.7 737.4 749.7 493.2 399.5 394.6

62.5° 1459.9 510.5 219.5 224.4 258.9 291.0 505.5 628.8 446.4 379.8 379.8
65° 488.3 251.5 192.4 172.6 172.6 180.0 305.8 436.5 377.3 318.1 318.1

67.5° 209.6 187.4 167.7 150.4 138.1 130.7 172.6 254.0 281.1 241.7 231.8
70° 162.8 157.8 145.5 125.8 108.5 98.6 101.1 130.7 160.3 155.4 150.4

72.5° 120.8 120.8 115.9 98.6 83.8 71.5 66.6 69.0 76.4 78.9 81.4
75° 83.8 86.3 86.3 76.4 61.7 51.8 44.4 37.0 29.6 24.7 22.2

77.5° 56.7 59.2 64.1 56.7 46.9 34.5 27.1 19.7 12.3 4.9 4.9
80° 49.3 56.7 61.7 56.7 49.3 37.0 27.1 14.8 7.4 0.0 0.0

82.5° 51.8 56.7 64.1 54.3 46.9 34.5 27.1 17.3 7.4 2.5 0.0
85° 12.3 12.3 14.8 17.3 22.2 24.7 19.7 12.3 7.4 2.5 0.0

87.5° 4.9 4.9 4.9 4.9 4.9 2.5 2.5 2.5 2.5 0.0 0.0
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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