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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P197561

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P33411)
Test Lab:  INNOVATION CENTER-P3

Issue Date:  3/3/2020

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  McGRAW-EDISON

Catalog Number:  TT-C2-LED-E1-CQ-8030
Description:  TOPTIER LED PARKING GARAGE LUMINAIRE

CONCENTRATED DISTRIBUTION
Light Source:  (168) 3000K CCT, 80 CRI LEDS

Ballast/Driver:  ELECTRONIC DRIVER

Summary  
Lumens per Lamp:  N/A

Luminaire Lumens:  4135.2 lumens
Efficiency:  N/A

Efficacy:  121.6 lumens/watt
Luminous Opening:  Circular (Dia: 1.12' x H: 0')

IES Classification:  Type V - Short - Full Cutoff
BUG Rating:  B2 - U0 - G1

Input Watts (W):  34
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P197561

CATALOG NUMBER: TT-C2-LED-E1-CQ-8030

Based on 10 foot mounting height.  Maximum calculated value = 10.3 fc
Type V - Short - Full Cutoff
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CATALOG NUMBER: TT-C2-LED-E1-CQ-8030
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P197561

CATALOG NUMBER: TT-C2-LED-E1-CQ-8030

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 2067.6 0.0 2067.6

% Fixture 50.0 0.0 50.0
Street Side Lumens 2067.6 0.0 2067.6

% Fixture 50.0 0.0 50.0
Total Lumens 4135.2 0.0 4135.2

% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 98.0 2.4
10°-20° 286.8 6.9
20°-30° 456.2 11.0
30°-40° 603.4 14.6
40°-50° 736.3 17.8
50°-60° 795.2 19.2
60°-70° 688.6 16.7
70°-80° 390.4 9.4
80°-90° 80.3 1.9
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 4135.2 100.0
0°-180° 4135.2 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P197561

CATALOG NUMBER: TT-C2-LED-E1-CQ-8030

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 420.5 10.2
FM (30°-60°) 1067.4 25.8

FH (60°-80°) 539.5 13.0 G0/660
FVH (80°-90°) 40.1 1.0 G1/100

BL (0°-30°) 420.5 10.2 B1/500
BM (30°-60°) 1067.4 25.8 B2/2500

BH (60°-80°) 539.5 13.0 B2/1000 G0/660
BVH (80°-90°) 40.1 1.0 G1/100

UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B2-U0-G1

Type V Short
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Cooper Lighting Solutions Photometric Lab
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REPORT NUMBER: P197561

CATALOG NUMBER: TT-C2-LED-E1-CQ-8030

CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 55° 65° 75° 85° 90°

0° 1030.5 1030.5 1030.5 1030.5 1030.5 1030.5 1030.5 1030.5 1030.5 1030.5 1030.5

2.5° 1029.8 1029.8 1029.8 1029.8 1029.8 1029.8 1029.8 1029.8 1029.8 1029.8 1029.8
5° 1028.4 1028.4 1028.4 1028.4 1028.4 1028.4 1028.4 1028.4 1028.4 1028.4 1028.4

7.5° 1025.5 1025.5 1025.5 1025.5 1025.5 1026.3 1025.5 1025.5 1025.5 1025.5 1026.3
10° 1022.0 1022.0 1022.7 1022.7 1022.0 1022.0 1022.0 1022.0 1022.0 1022.0 1022.0

12.5° 1017.7 1017.7 1017.7 1017.7 1017.7 1017.7 1017.7 1017.7 1017.0 1017.0 1017.0
15° 1012.7 1012.7 1012.7 1013.5 1013.5 1013.5 1013.5 1012.7 1012.0 1011.3 1012.0

17.5° 1007.8 1007.8 1008.5 1009.2 1009.2 1009.2 1009.2 1007.8 1007.0 1006.3 1006.3
20° 1001.4 1002.1 1002.1 1002.8 1003.5 1003.5 1003.5 1002.8 1001.4 999.9 999.9

22.5° 994.2 994.9 995.7 996.4 997.1 996.4 996.4 995.7 994.2 993.5 992.8
25° 985.0 985.0 986.4 987.8 988.5 988.5 988.5 987.1 985.7 985.0 984.3

27.5° 975.7 975.7 977.2 979.3 980.0 980.7 979.3 978.6 976.4 975.0 975.0
30° 965.8 965.8 967.9 970.7 972.9 973.6 972.9 970.0 967.2 965.8 965.8

32.5° 956.5 957.2 959.4 963.6 967.2 968.6 967.9 964.3 960.8 957.9 957.2
35° 949.4 950.1 954.4 959.4 965.1 967.2 965.1 961.5 955.8 951.5 951.5

37.5° 945.1 945.1 950.8 959.4 965.8 968.6 965.8 960.8 953.0 947.3 947.3
40° 940.1 941.6 948.7 959.4 968.6 972.9 969.3 962.2 952.2 945.1 944.4

42.5° 933.7 935.9 943.7 957.9 969.3 975.7 972.2 963.6 951.5 943.7 943.0
45° 925.2 925.9 935.9 953.0 967.9 976.4 973.6 962.9 949.4 940.1 938.7

47.5° 911.7 913.1 925.2 945.1 963.6 972.9 970.7 958.7 941.6 930.9 928.8
50° 896.0 897.4 911.7 934.5 955.1 965.8 962.2 947.3 928.8 914.5 913.1

52.5° 876.8 879.7 895.3 920.9 943.0 953.0 947.3 928.0 906.7 891.0 889.6
55° 853.3 856.2 874.0 901.0 923.1 930.9 923.1 900.3 877.5 859.7 856.2

57.5° 824.1 826.3 843.4 871.8 893.2 899.6 889.6 866.1 839.1 819.9 817.7
60° 781.4 784.3 804.2 830.5 851.9 859.7 849.8 821.3 792.1 772.9 772.2

62.5° 730.2 735.2 752.3 780.7 799.9 810.6 797.1 767.9 738.7 716.7 716.7
65° 668.3 671.8 690.3 718.1 736.6 745.9 732.3 705.3 673.3 654.0 651.9

67.5° 597.1 600.0 616.3 644.8 664.7 672.6 657.6 632.0 602.1 581.5 579.3
70° 518.1 522.4 534.5 560.8 578.6 582.9 571.5 547.3 520.2 501.7 500.3

72.5° 432.0 435.6 451.2 471.9 486.1 487.5 480.4 462.6 434.8 419.9 417.8
75° 343.7 349.4 363.0 380.8 391.4 391.4 387.2 374.4 350.2 338.8 338.8

77.5° 260.5 263.3 277.6 289.7 298.2 302.5 297.5 286.1 266.9 259.1 254.8
80° 181.5 184.3 190.7 200.0 208.5 211.4 205.7 196.4 185.8 180.1 177.2

82.5° 111.0 113.9 117.4 122.4 128.1 131.0 127.4 121.7 112.4 111.7 111.0
85° 53.4 54.8 57.6 59.1 61.9 62.6 63.3 60.5 57.6 54.1 55.5

87.5° 16.4 16.4 17.1 17.8 19.2 19.2 19.2 18.5 17.1 16.4 16.4
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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