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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P197546

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P115423)
Test Lab:  INNOVATION CENTER P2

Issue Date:  3/3/2020

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  McGRAW-EDISON

Catalog Number:  TT-C4-LED-E1-CQ-MS/DIM
Description:  TOPTIER LED PARKING GARAGE LUMINAIRE

CONCENTRATED DISTRIBUTION WITH DIMMING OCCUPANCY SENSOR
Light Source:  (160) 4000K CCT, 70 CRI LEDS

Ballast/Driver:  ELECTRONIC DRIVER

Summary  
Lumens per Lamp:  N/A

Luminaire Lumens:  7355 lumens
Efficiency:  N/A

Efficacy:  126.8 lumens/watt
Luminous Opening:  Circular (Dia: 1.12' x H: 0')

IES Classification:  Type V - Short - Full Cutoff
BUG Rating:  B2 - U0 - G1

Input Watts (W):  58
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P197546

CATALOG NUMBER: TT-C4-LED-E1-CQ-MS/DIM

Based on 10 foot mounting height.  Maximum calculated value = 18.8 fc
Type V - Short - Full Cutoff
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269
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REPORT NUMBER: P197546

CATALOG NUMBER: TT-C4-LED-E1-CQ-MS/DIM

0 cd

470 cd

940 cd

1,410 cd

1,881 cd

180°
170°

160°

150°

140°

130°

120°

110°

100°

90°

80°

70°

60°

50°

40°

30°

20°
10°

0°

Luminous Intensity Polar Plot

Vertical Plane Through 45-Deg Lateral Horizontal Cone Through 5-Deg Vertical

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 4 of 8



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P197546

CATALOG NUMBER: TT-C4-LED-E1-CQ-MS/DIM

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 3677.5 0.0 3677.5

% Fixture 50.0 0.0 50.0
Street Side Lumens 3677.5 0.0 3677.5

% Fixture 50.0 0.0 50.0
Total Lumens 7355.0 0.0 7355.0

% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 179.2 2.4
10°-20° 528.6 7.2
20°-30° 843.6 11.5
30°-40° 1111.2 15.1
40°-50° 1321.8 18.0
50°-60° 1383.4 18.8
60°-70° 1176.4 16.0
70°-80° 668.5 9.1
80°-90° 142.1 1.9
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 7355.0 100.0
0°-180° 7355.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P197546

CATALOG NUMBER: TT-C4-LED-E1-CQ-MS/DIM

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 775.8 10.5
FM (30°-60°) 1908.2 25.9

FH (60°-80°) 922.5 12.5 G1/1800
FVH (80°-90°) 71.1 1.0 G1/100

BL (0°-30°) 775.8 10.5 B2/1000
BM (30°-60°) 1908.2 25.9 B2/2500

BH (60°-80°) 922.5 12.5 B2/1000 G1/1800
BVH (80°-90°) 71.1 1.0 G1/100

UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B2-U0-G1

Type V Short
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P197546

CATALOG NUMBER: TT-C4-LED-E1-CQ-MS/DIM

CANDELA DISTRIBUTION (FULL):
0° 5° 10° 15° 20° 25° 30° 35° 40° 45° 50°

0° 1879.2 1879.2 1879.2 1879.2 1879.2 1879.2 1879.2 1879.2 1879.2 1879.2 1879.2

2.5° 1879.2 1879.2 1879.2 1879.2 1879.2 1879.2 1879.2 1879.2 1879.2 1879.2 1879.2
5° 1879.2 1879.2 1879.2 1879.2 1879.2 1879.2 1879.2 1879.2 1879.2 1880.6 1879.2

7.5° 1877.7 1877.7 1877.7 1877.7 1879.2 1877.7 1877.7 1879.2 1879.2 1879.2 1879.2
10° 1874.8 1873.4 1873.4 1874.8 1874.8 1874.8 1874.8 1874.8 1876.3 1874.8 1874.8

12.5° 1870.5 1869.0 1870.5 1870.5 1870.5 1871.9 1871.9 1871.9 1873.4 1873.4 1871.9
15° 1866.1 1866.1 1866.1 1866.1 1866.1 1867.6 1867.6 1869.0 1869.0 1869.0 1869.0

17.5° 1860.3 1860.3 1860.3 1861.8 1861.8 1863.2 1863.2 1863.2 1864.7 1864.7 1864.7
20° 1850.2 1848.7 1850.2 1850.2 1851.6 1853.1 1853.1 1854.5 1854.5 1854.5 1854.5

22.5° 1835.7 1835.7 1837.1 1837.1 1838.6 1840.0 1840.0 1841.5 1841.5 1841.5 1841.5
25° 1821.2 1822.6 1822.6 1824.1 1824.1 1825.5 1827.0 1827.0 1827.0 1827.0 1827.0

27.5° 1806.7 1808.1 1808.1 1808.1 1809.6 1811.0 1812.5 1813.9 1815.4 1813.9 1813.9
30° 1790.7 1790.7 1792.2 1793.6 1795.1 1796.5 1799.4 1800.9 1802.3 1800.9 1800.9

32.5° 1773.3 1774.8 1776.2 1777.7 1780.6 1783.5 1786.4 1787.8 1789.3 1787.8 1787.8
35° 1760.3 1760.3 1763.2 1766.1 1769.0 1773.3 1776.2 1779.1 1782.0 1780.6 1779.1

37.5° 1747.2 1747.2 1750.1 1754.5 1760.3 1766.1 1771.9 1776.2 1777.7 1777.7 1776.2
40° 1731.3 1732.7 1735.6 1742.9 1751.6 1758.8 1766.1 1771.9 1774.8 1774.8 1771.9

42.5° 1713.9 1715.3 1719.7 1726.9 1737.1 1745.8 1754.5 1758.8 1763.2 1763.2 1760.3
45° 1689.2 1690.7 1696.5 1703.7 1713.9 1722.6 1732.7 1737.1 1742.9 1741.4 1740.0

47.5° 1657.3 1658.8 1664.6 1671.8 1682.0 1692.1 1702.3 1709.5 1713.9 1713.9 1712.4
50° 1618.2 1619.6 1625.4 1632.7 1645.7 1657.3 1667.5 1674.7 1682.0 1682.0 1680.5

52.5° 1568.9 1571.8 1576.1 1586.3 1600.8 1613.8 1626.9 1638.5 1642.8 1644.3 1642.8
55° 1508.0 1510.9 1516.7 1528.3 1544.2 1560.2 1574.7 1587.7 1593.5 1597.9 1595.0

57.5° 1436.9 1439.8 1447.1 1460.1 1477.5 1493.5 1512.3 1526.8 1531.2 1535.5 1534.1
60° 1352.8 1357.2 1364.4 1378.9 1396.3 1413.7 1431.1 1448.5 1452.9 1458.7 1455.8

62.5° 1254.2 1258.6 1265.8 1281.8 1300.6 1316.6 1336.9 1352.8 1357.2 1363.0 1361.5
65° 1141.1 1145.5 1152.7 1170.1 1187.5 1204.9 1223.8 1241.2 1245.5 1251.3 1249.9

67.5° 1012.1 1016.4 1023.7 1044.0 1061.4 1078.8 1094.7 1112.1 1115.0 1120.8 1119.4
70° 875.8 881.6 887.4 906.2 922.2 936.7 954.1 968.6 974.4 977.3 974.4

72.5° 739.5 743.8 749.6 762.7 774.3 787.3 804.7 814.9 819.2 820.7 820.7
75° 598.8 603.2 603.2 617.7 626.4 633.6 648.1 655.4 658.3 661.2 661.2

77.5° 465.4 462.5 465.4 471.2 477.0 482.8 491.5 495.9 498.8 504.6 501.7
80° 326.2 327.7 329.1 333.5 336.4 337.8 343.6 345.1 346.5 352.3 349.4

82.5° 210.2 207.3 210.2 208.8 211.7 207.3 210.2 214.6 211.7 214.6 216.0
85° 110.2 105.8 105.8 107.3 108.7 105.8 107.3 105.8 105.8 108.7 107.3

87.5° 34.8 33.3 34.8 33.3 34.8 33.3 34.8 36.2 34.8 34.8 36.2
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P197546

CATALOG NUMBER: TT-C4-LED-E1-CQ-MS/DIM

CANDELA DISTRIBUTION (continued):
55° 60° 65° 70° 75° 80° 85° 90°

0° 1879.2 1879.2 1879.2 1879.2 1879.2 1879.2 1879.2 1879.2

2.5° 1879.2 1879.2 1879.2 1879.2 1879.2 1879.2 1879.2 1879.2
5° 1879.2 1879.2 1879.2 1879.2 1879.2 1879.2 1879.2 1879.2

7.5° 1877.7 1877.7 1877.7 1877.7 1877.7 1877.7 1876.3 1877.7
10° 1874.8 1874.8 1874.8 1874.8 1873.4 1873.4 1873.4 1873.4

12.5° 1871.9 1871.9 1870.5 1870.5 1870.5 1870.5 1869.0 1869.0
15° 1869.0 1867.6 1867.6 1866.1 1866.1 1866.1 1864.7 1866.1

17.5° 1864.7 1863.2 1863.2 1861.8 1861.8 1860.3 1860.3 1860.3
20° 1854.5 1853.1 1853.1 1851.6 1851.6 1850.2 1848.7 1848.7

22.5° 1840.0 1840.0 1840.0 1838.6 1837.1 1837.1 1835.7 1835.7
25° 1827.0 1825.5 1825.5 1824.1 1822.6 1822.6 1821.2 1821.2

27.5° 1813.9 1812.5 1811.0 1808.1 1808.1 1806.7 1805.2 1803.8
30° 1799.4 1796.5 1793.6 1792.2 1790.7 1787.8 1786.4 1784.9

32.5° 1784.9 1782.0 1779.1 1776.2 1771.9 1770.4 1767.5 1767.5
35° 1776.2 1771.9 1767.5 1761.7 1757.4 1753.0 1750.1 1748.7

37.5° 1771.9 1766.1 1758.8 1751.6 1744.3 1738.5 1734.2 1734.2
40° 1766.1 1758.8 1750.1 1740.0 1731.3 1724.0 1719.7 1718.2

42.5° 1754.5 1747.2 1735.6 1726.9 1715.3 1708.1 1702.3 1700.8
45° 1734.2 1726.9 1716.8 1705.2 1693.6 1684.9 1679.1 1677.6

47.5° 1708.1 1699.4 1687.8 1676.2 1664.6 1654.4 1648.6 1647.2
50° 1674.7 1666.0 1654.4 1642.8 1629.8 1619.6 1612.4 1612.4

52.5° 1637.0 1626.9 1613.8 1600.8 1586.3 1576.1 1568.9 1567.4
55° 1587.7 1576.1 1563.1 1548.6 1532.6 1521.0 1512.3 1510.9

57.5° 1526.8 1513.8 1499.3 1483.3 1467.4 1454.3 1444.2 1442.7
60° 1450.0 1435.5 1421.0 1405.0 1387.6 1373.1 1363.0 1360.1

62.5° 1355.7 1339.8 1323.8 1309.3 1290.5 1276.0 1265.8 1262.9
65° 1244.1 1231.0 1215.1 1197.7 1177.4 1162.9 1152.7 1151.3

67.5° 1113.6 1100.5 1084.6 1068.6 1048.3 1035.3 1025.1 1022.2
70° 970.0 958.4 945.4 929.4 912.0 899.0 888.8 887.4

72.5° 817.8 807.6 796.0 784.4 767.0 756.9 748.2 746.7
75° 661.2 651.0 642.3 633.6 620.6 613.3 604.6 604.6

77.5° 501.7 498.8 493.0 482.8 475.6 469.8 465.4 462.5
80° 350.9 348.0 345.1 339.3 334.9 333.5 330.6 327.7

82.5° 214.6 213.1 214.6 211.7 210.2 210.2 208.8 205.9
85° 108.7 110.2 108.7 107.3 107.3 107.3 107.3 105.8

87.5° 34.8 36.2 34.8 33.3 33.3 33.3 33.3 31.9
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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