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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P197573

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P33411)
Test Lab:  INNOVATION CENTER-P3

Issue Date:  3/3/2020

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  McGRAW-EDISON

Catalog Number:  TT-C5-LED-E1-CQ-8030
Description:  TOPTIER LED PARKING GARAGE LUMINAIRE

CONCENTRATED DISTRIBUTION
Light Source:  (160) 3000K CCT, 80 CRI LEDS

Ballast/Driver:  ELECTRONIC DRIVER

Summary  
Lumens per Lamp:  N/A

Luminaire Lumens:  7351.8 lumens
Efficiency:  N/A

Efficacy:  95.5 lumens/watt
Luminous Opening:  Circular (Dia: 1.12' x H: 0')

IES Classification:  Type V - Short - Full Cutoff
BUG Rating:  B2 - U0 - G1

Input Watts (W):  77
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 2 of 7



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P197573

CATALOG NUMBER: TT-C5-LED-E1-CQ-8030

Based on 10 foot mounting height.  Maximum calculated value = 18.3 fc
Type V - Short - Full Cutoff
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CATALOG NUMBER: TT-C5-LED-E1-CQ-8030
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P197573

CATALOG NUMBER: TT-C5-LED-E1-CQ-8030

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 3675.9 0.0 3675.9

% Fixture 50.0 0.0 50.0
Street Side Lumens 3675.9 0.0 3675.9

% Fixture 50.0 0.0 50.0
Total Lumens 7351.8 0.0 7351.8

% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 174.2 2.4
10°-20° 509.9 6.9
20°-30° 811.1 11.0
30°-40° 1072.7 14.6
40°-50° 1309.0 17.8
50°-60° 1413.7 19.2
60°-70° 1224.3 16.7
70°-80° 694.1 9.4
80°-90° 142.8 1.9
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 7351.8 100.0
0°-180° 7351.8 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P197573

CATALOG NUMBER: TT-C5-LED-E1-CQ-8030

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 747.6 10.2
FM (30°-60°) 1897.7 25.8

FH (60°-80°) 959.2 13.0 G1/1800
FVH (80°-90°) 71.4 1.0 G1/100

BL (0°-30°) 747.6 10.2 B2/1000
BM (30°-60°) 1897.7 25.8 B2/2500

BH (60°-80°) 959.2 13.0 B2/1000 G1/1800
BVH (80°-90°) 71.4 1.0 G1/100

UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B2-U0-G1

Type V Short
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269
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REPORT NUMBER: P197573

CATALOG NUMBER: TT-C5-LED-E1-CQ-8030

CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 55° 65° 75° 85° 90°

0° 1832.2 1832.2 1832.2 1832.2 1832.2 1832.2 1832.2 1832.2 1832.2 1832.2 1832.2

2.5° 1830.9 1830.9 1830.9 1830.9 1830.9 1830.9 1830.9 1830.9 1830.9 1830.9 1830.9
5° 1828.4 1828.4 1828.4 1828.4 1828.4 1828.4 1828.4 1828.4 1828.4 1828.4 1828.4

7.5° 1823.3 1823.3 1823.3 1823.3 1823.3 1824.6 1823.3 1823.3 1823.3 1823.3 1824.6
10° 1817.0 1817.0 1818.3 1818.3 1817.0 1817.0 1817.0 1817.0 1817.0 1817.0 1817.0

12.5° 1809.4 1809.4 1809.4 1809.4 1809.4 1809.4 1809.4 1809.4 1808.1 1808.1 1808.1
15° 1800.5 1800.5 1800.5 1801.8 1801.8 1801.8 1801.8 1800.5 1799.3 1798.0 1799.3

17.5° 1791.7 1791.7 1792.9 1794.2 1794.2 1794.2 1794.2 1791.7 1790.4 1789.2 1789.2
20° 1780.3 1781.6 1781.6 1782.8 1784.1 1784.1 1784.1 1782.8 1780.3 1777.8 1777.8

22.5° 1767.6 1768.9 1770.2 1771.4 1772.7 1771.4 1771.4 1770.2 1767.6 1766.4 1765.1
25° 1751.2 1751.2 1753.7 1756.3 1757.5 1757.5 1757.5 1755.0 1752.5 1751.2 1749.9

27.5° 1734.7 1734.7 1737.3 1741.1 1742.3 1743.6 1741.1 1739.8 1736.0 1733.5 1733.5
30° 1717.0 1717.0 1720.8 1725.9 1729.7 1730.9 1729.7 1724.6 1719.6 1717.0 1717.0

32.5° 1700.6 1701.8 1705.6 1713.2 1719.6 1722.1 1720.8 1714.5 1708.2 1703.1 1701.8
35° 1687.9 1689.2 1696.8 1705.6 1715.8 1719.6 1715.8 1709.4 1699.3 1691.7 1691.7

37.5° 1680.3 1680.3 1690.5 1705.6 1717.0 1722.1 1717.0 1708.2 1694.3 1684.1 1684.1
40° 1671.5 1674.0 1686.7 1705.6 1722.1 1729.7 1723.4 1710.7 1693.0 1680.3 1679.1

42.5° 1660.1 1663.9 1677.8 1703.1 1723.4 1734.7 1728.4 1713.2 1691.7 1677.8 1676.5
45° 1644.9 1646.2 1663.9 1694.3 1720.8 1736.0 1730.9 1712.0 1687.9 1671.5 1668.9

47.5° 1620.9 1623.4 1644.9 1680.3 1713.2 1729.7 1725.9 1704.4 1674.0 1655.0 1651.2
50° 1593.0 1595.6 1620.9 1661.4 1698.0 1717.0 1710.7 1684.1 1651.2 1625.9 1623.4

52.5° 1558.9 1563.9 1591.8 1637.3 1676.5 1694.3 1684.1 1650.0 1612.0 1584.2 1581.6
55° 1517.1 1522.2 1553.8 1601.9 1641.1 1655.0 1641.1 1600.6 1560.1 1528.5 1522.2

57.5° 1465.2 1469.0 1499.4 1550.0 1588.0 1599.4 1581.6 1539.9 1491.8 1457.6 1453.8
60° 1389.3 1394.4 1429.8 1476.6 1514.6 1528.5 1510.8 1460.2 1408.3 1374.1 1372.9

62.5° 1298.2 1307.1 1337.4 1388.0 1422.2 1441.2 1417.1 1365.3 1313.4 1274.2 1274.2
65° 1188.1 1194.5 1227.4 1276.7 1309.6 1326.0 1302.0 1253.9 1197.0 1162.8 1159.0

67.5° 1061.6 1066.7 1095.8 1146.4 1181.8 1195.7 1169.1 1123.6 1070.5 1033.8 1030.0
70° 921.1 928.7 950.2 997.1 1028.7 1036.3 1016.0 973.0 924.9 892.0 889.5

72.5° 768.0 774.4 802.2 838.9 864.2 866.7 854.1 822.5 773.1 746.5 742.7
75° 611.1 621.3 645.3 676.9 695.9 695.9 688.3 665.6 622.5 602.3 602.3

77.5° 463.1 468.2 493.5 515.0 530.2 537.8 528.9 508.7 474.5 460.6 453.0
80° 322.7 327.7 339.1 355.6 370.7 375.8 365.7 349.2 330.2 320.1 315.1

82.5° 197.4 202.4 208.8 217.6 227.8 232.8 226.5 216.4 199.9 198.7 197.4
85° 94.9 97.4 102.5 105.0 110.1 111.3 112.6 107.6 102.5 96.2 98.7

87.5° 29.1 29.1 30.4 31.6 34.2 34.2 34.2 32.9 30.4 29.1 29.1
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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