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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P1004638
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-1802-639-12)

Test Lab:  INNOVATION CENTER
Issue Date:  5/2/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  S125DR-B610DB50-4F0-XX-W2A-F
Description:  Define 5 Direct Recessed with 5000K BioUP LEDs {m-DER=1.015} {m-EER=1.115}

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 2394.0 lumens
Efficiency: N/A

Efficacy: 99.7 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.18 / 1.3

Luminous Opening: Rectangular (W 0.42' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  24
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 2 of 6 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1004638
CATALOG NUMBER: S125DR-B610DB50-4F0-XX-W2A-F
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1004638
CATALOG NUMBER: S125DR-B610DB50-4F0-XX-W2A-F

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 104 100 96 106 102 98 95 98 94 92 94 91 89 90 88 86 84
2 99 91 84 79 97 89 83 78 86 80 76 82 78 74 79 76 72 70
3 91 80 72 66 88 79 71 65 76 69 64 73 67 63 70 66 62 59
4 83 71 62 56 81 70 62 55 67 60 55 65 59 54 63 58 53 51
5 76 64 55 48 74 63 54 48 60 53 47 58 52 47 57 51 46 44
6 71 57 49 42 69 56 48 42 55 47 42 53 46 41 51 46 41 39
7 66 52 43 37 64 51 43 37 50 42 37 48 42 37 47 41 36 34
8 61 48 39 33 60 47 39 33 46 38 33 44 38 33 43 37 33 31
9 57 44 36 30 56 43 35 30 42 35 30 41 34 30 40 34 30 28

10 54 40 33 27 52 40 32 27 39 32 27 38 32 27 37 31 27 25

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 5893 5893 5893
5° 5906 5850 5887

10° 5870 5809 5842
15° 5807 5739 5764
20° 5716 5641 5651
25° 5617 5525 5520
30° 5497 5400 5373
35° 5367 5265 5190
40° 5234 5119 5046
45° 5090 4984 4886
50° 4932 4823 4679
55° 4780 4641 4512
60° 4596 4457 4299
65° 4380 4236 4093
70° 4172 3981 3844
75° 3800 3674 3550
80° 3383 3328 3247
85° 2941 2999 2838

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 5090 cd/sqm

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 4 of 6 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1004638
CATALOG NUMBER: S125DR-B610DB50-4F0-XX-W2A-F

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 86.8 3.6 0° 920 920 920 920 920
10°-20° 245.2 10.2 5° 918 917 910 916 915 87
20°-30° 361.9 15.1 15° 875 873 865 869 869 247
30°-40° 422.3 17.6 25° 795 791 782 783 781 366
40°-50° 424.1 17.7 35° 686 683 673 670 664 429
50°-60° 372.3 15.6 45° 562 559 550 541 539 433
60°-70° 277.3 11.6 55° 428 426 416 409 404 382
70°-80° 158.4 6.6 65° 289 287 279 273 270 287
80°-90° 45.7 1.9 75° 154 152 148 146 143 163
90°-100° 0.0 0.0 85° 40 41 41 40 39 47
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 693.9 29.0
0°-40° 1116.2 46.6
0°-60° 1912.6 79.9
0°-90° 2394.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2394.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269
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TEST NUMBER: P1004638
CATALOG NUMBER: S125DR-B610DB50-4F0-XX-W2A-F

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 919.8 919.8 919.8 919.8 919.8
2.5° 922.7 920.5 913.2 920.5 919.8

5° 918.3 916.9 909.6 916.2 915.4
7.5° 911.8 910.3 902.3 908.9 908.2
10° 902.3 900.9 892.9 898.7 898.0

12.5° 890.7 887.8 880.5 884.9 884.9
15° 875.4 873.2 865.2 868.9 868.9

17.5° 859.4 855.8 847.8 852.1 848.5
20° 838.3 836.8 827.4 832.5 828.8

22.5° 817.2 814.3 805.5 808.5 806.3
25° 794.6 791.0 781.5 783.0 780.8

27.5° 768.4 766.3 756.8 757.5 755.3
30° 743.0 740.8 729.9 728.4 726.2

32.5° 715.3 711.7 702.2 699.3 694.9
35° 686.2 683.3 673.1 669.5 663.6

37.5° 656.4 652.7 643.3 638.2 634.5
40° 625.8 622.2 612.0 605.4 603.3

42.5° 593.1 590.2 580.0 574.1 570.5
45° 561.8 558.9 550.1 541.4 539.2

47.5° 527.6 528.3 517.4 508.7 503.6
50° 494.8 492.6 483.9 474.5 469.4

52.5° 461.4 459.9 450.4 442.4 436.6
55° 427.9 425.7 415.5 409.0 403.9

57.5° 392.2 391.5 382.8 374.0 371.8
60° 358.7 355.8 347.8 340.6 335.5

62.5° 323.8 321.6 315.1 307.1 303.4
65° 288.9 287.4 279.4 272.9 270.0

67.5° 254.7 251.8 246.0 240.1 238.7
70° 222.7 219.0 212.5 208.1 205.2

72.5° 187.7 185.6 181.9 176.8 173.9
75° 153.5 152.1 148.4 146.3 143.4

77.5° 121.5 120.8 118.6 117.2 115.0
80° 91.7 91.7 90.2 89.5 88.0

82.5° 65.5 64.0 64.0 62.6 62.6
85° 40.0 40.8 40.8 40.0 38.6

87.5° 19.6 19.6 18.9 18.9 17.5
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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