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Test Information 
Test Method:  LM-79-2019

Report Number:  P931034
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P333882)

Test Lab:  INNOVATION CENTER
Issue Date:  11/20/2024

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  DFN2DS-SQ3F0-110DS840-RLL
Description:  3 foot, Square Define Geo, with Direct 1in Regressed Frosted Lens

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 9359.4 lumens
Efficiency: N/A

Efficacy: 79.5 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 0.99 / 1.16

Luminous Opening: Rectangular (W 3.06' x L: 3.06' x H: 0')
CIE Type: Direct

Input Watts (W):  117.7
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  0.9977
Total Harmonic Distortion (THDi):  0.049

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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TEST NUMBER: P931034
CATALOG NUMBER: DFN2DS-SQ3F0-110DS840-RLL

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 110 106 102 98 107 103 100 97 99 96 94 95 93 91 92 90 88 86
2 101 94 87 82 98 92 86 81 88 83 79 85 81 78 82 79 76 74
3 93 83 76 70 90 82 75 69 79 73 68 76 71 67 74 69 66 64
4 86 75 66 60 83 73 66 60 71 64 59 69 63 58 66 62 57 55
5 79 67 59 53 77 66 58 52 64 57 52 62 56 51 60 55 51 49
6 74 61 53 47 72 60 52 46 58 51 46 57 50 46 55 50 45 43
7 68 56 47 42 67 55 47 42 53 46 41 52 46 41 51 45 41 39
8 64 51 43 38 62 51 43 37 49 42 37 48 42 37 47 41 37 35
9 60 47 39 34 59 47 39 34 46 39 34 44 38 34 44 38 34 32

10 56 44 36 31 55 43 36 31 42 36 31 41 35 31 41 35 31 29

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 5214 5214 5214
5° 5234 5149 5178

10° 5194 5065 5022
15° 5134 4915 4773
20° 5052 4700 4464
25° 4967 4457 4165
30° 4850 4206 3781
35° 4736 3935 3445
40° 4620 3653 3055
45° 4485 3337 2703
50° 4346 3018 2357
55° 4204 2673 2024
60° 4039 2312 1680
65° 3852 1943 1529
70° 3629 1600 1407
75° 3354 1458 1314
80° 2961 1303 1197
85° 2327 1028 1028

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 4485 cd/sqm
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CATALOG NUMBER: DFN2DS-SQ3F0-110DS840-RLL

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 426.5 4.6 0° 4551 4551 4551 4551 4551
10°-20° 1170.9 12.5 5° 4551 4530 4477 4514 4502 432
20°-30° 1643.8 17.6 15° 4328 4283 4143 4065 4024 1220
30°-40° 1791.9 19.1 25° 3929 3797 3525 3357 3295 1807
40°-50° 1646.9 17.6 35° 3386 3175 2813 2554 2463 2119
50°-60° 1293.4 13.8 45° 2768 2492 2059 1767 1668 2137
60°-70° 841.9 9.0 55° 2104 1783 1338 1092 1013 1880
70°-80° 433.4 4.6 65° 1421 1087 717 577 564 1409
80°-90° 110.6 1.2 75° 758 469 329 301 297 801
90°-100° 0.0 0.0 85° 177 90 78 78 78 212
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 3241.2 34.6
0°-40° 5033.1 53.8
0°-60° 7973.4 85.2
0°-90° 9359.4 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 9359.4 100.0
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CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 4550.8 4550.8 4550.8 4550.8 4550.8
2.5° 4571.4 4550.8 4505.4 4546.9 4538.6

5° 4550.8 4530.3 4476.6 4513.7 4501.5
7.5° 4513.7 4489.2 4431.5 4447.7 4427.1
10° 4464.4 4435.4 4353.3 4340.6 4316.2

12.5° 4402.7 4365.6 4254.1 4229.6 4184.2
15° 4328.4 4283.0 4143.1 4065.0 4023.8

17.5° 4241.9 4176.0 4002.9 3912.4 3846.4
20° 4143.1 4060.6 3854.8 3752.0 3661.2

22.5° 4036.1 3941.2 3702.3 3562.5 3500.8
25° 3929.0 3797.1 3525.3 3356.7 3294.6

27.5° 3801.5 3661.2 3360.6 3167.0 3072.2
30° 3665.6 3508.7 3179.3 2969.5 2858.1

32.5° 3533.6 3343.9 3006.6 2759.4 2656.3
35° 3385.5 3175.3 2813.1 2553.6 2462.7

37.5° 3241.3 3014.5 2631.7 2347.2 2244.6
40° 3088.8 2841.9 2442.1 2149.7 2042.7

42.5° 2932.3 2668.9 2253.0 1947.9 1845.2
45° 2767.7 2491.5 2059.4 1766.6 1667.9

47.5° 2611.2 2318.9 1874.1 1581.3 1490.9
50° 2438.1 2145.8 1692.8 1408.3 1322.2

52.5° 2269.1 1960.2 1519.7 1247.9 1169.7
55° 2104.3 1783.2 1338.3 1091.5 1013.3

57.5° 1935.7 1606.2 1178.0 947.3 881.3
60° 1762.7 1433.2 1008.9 799.2 733.2

62.5° 1594.0 1264.6 864.8 667.3 634.4
65° 1420.9 1087.1 716.6 576.8 564.1

67.5° 1256.3 922.4 576.8 506.4 494.2
70° 1083.2 762.1 477.6 436.5 419.9

72.5° 918.4 613.5 399.4 366.6 358.3
75° 757.7 469.3 329.4 300.6 296.7

77.5° 597.3 333.4 259.6 242.9 234.6
80° 448.7 239.0 197.5 181.4 181.4

82.5° 312.8 160.8 135.9 127.6 127.6
85° 177.0 90.5 78.2 78.2 78.2

87.5° 66.0 32.7 32.7 28.8 28.8
90° 0.0 0.0 0.0 0.0 0.0
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TEST NUMBER: P931034
CATALOG NUMBER: DFN2DS-SQ3F0-110DS840-RLL

CIE UGR TABLE:
Reflectances:

Ceiling 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3
Wall 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3

Reference plane 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Room dimensions Viewed crosswise Viewed endwise
X=2H Y=2H 16.97 18.49 17.34 18.81 19.12 12.93 14.45 13.30 14.77 15.08

3H 18.74 20.10 19.12 20.43 20.79 14.20 15.56 14.58 15.89 16.25
4H 19.40 20.68 19.80 21.03 21.41 14.70 15.98 15.10 16.33 16.71
6H 19.89 21.08 20.31 21.44 21.83 15.08 16.26 15.49 16.63 17.02
8H 20.06 21.18 20.48 21.57 21.98 15.21 16.33 15.63 16.72 17.12

12H 20.16 21.24 20.59 21.62 22.05 15.29 16.36 15.72 16.75 17.18

4H 2H 17.08 18.36 17.48 18.71 19.08 13.63 14.91 14.03 15.26 15.64
3H 19.01 20.07 19.42 20.47 20.87 15.07 16.13 15.48 16.53 16.94
4H 19.76 20.72 20.19 21.13 21.57 15.67 16.63 16.10 17.04 17.48
6H 20.35 21.18 20.81 21.63 22.09 16.16 16.99 16.62 17.43 17.89
8H 20.57 21.34 21.03 21.79 22.25 16.32 17.10 16.78 17.54 18.01

12H 20.72 21.41 21.20 21.89 22.36 16.44 17.13 16.92 17.61 18.08

8H 4H 19.78 20.56 20.25 21.00 21.47 16.02 16.80 16.49 17.25 17.71
6H 20.42 21.06 20.92 21.55 22.03 16.61 17.25 17.11 17.75 18.22
8H 20.67 21.25 21.18 21.76 22.25 16.83 17.41 17.35 17.92 18.41

12H 20.88 21.38 21.38 21.88 22.44 17.01 17.52 17.52 18.01 18.58

12H 4H 19.77 20.46 20.25 20.94 21.41 16.07 16.76 16.55 17.24 17.71
6H 20.40 20.98 20.92 21.49 21.98 16.67 17.25 17.19 17.76 18.25
8H 20.69 21.20 21.20 21.69 22.25 16.95 17.46 17.46 17.95 18.51

END OF REPORT
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