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Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P931020
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P333882)

Test Lab:  INNOVATION CENTER
Issue Date:  11/20/2024

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  DFN2DS-SQ3F0-100DS927-RLL
Description:  3 foot, Square Define Geo, with Direct 1in Regressed Frosted Lens

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 6732.0 lumens
Efficiency: N/A

Efficacy: 64.5 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 0.99 / 1.16

Luminous Opening: Rectangular (W 3.06' x L: 3.06' x H: 0')
CIE Type: Direct

Input Watts (W):  104.3
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  0.9781
Total Harmonic Distortion (THDi):  0.075

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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TEST NUMBER: P931020
CATALOG NUMBER: DFN2DS-SQ3F0-100DS927-RLL

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 110 106 102 98 107 103 100 97 99 96 94 95 93 91 92 90 88 86
2 101 94 87 82 98 92 86 81 88 83 79 85 81 78 82 79 76 74
3 93 83 76 70 90 82 75 69 79 73 68 76 71 67 74 69 66 64
4 86 75 66 60 83 73 66 60 71 64 59 69 63 58 66 62 57 55
5 79 67 59 53 77 66 58 52 64 57 52 62 56 51 60 55 51 49
6 74 61 53 47 72 60 52 46 58 51 46 57 50 46 55 50 45 43
7 68 56 47 42 67 55 47 42 53 46 41 52 46 41 51 45 41 39
8 64 51 43 38 62 51 43 37 49 42 37 48 42 37 47 41 37 35
9 60 47 39 34 59 47 39 34 46 39 34 44 38 34 44 38 34 32

10 56 44 36 31 55 43 36 31 42 36 31 41 35 31 41 35 31 29

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 3751 3751 3751
5° 3765 3703 3724

10° 3736 3643 3612
15° 3693 3535 3433
20° 3634 3381 3211
25° 3573 3206 2996
30° 3488 3025 2720
35° 3406 2830 2478
40° 3323 2627 2198
45° 3226 2400 1944
50° 3126 2170 1695
55° 3024 1923 1456
60° 2905 1663 1209
65° 2771 1397 1100
70° 2610 1151 1012
75° 2413 1049 945
80° 2129 938 860
85° 1674 739 739

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 3226 cd/sqm
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CATALOG NUMBER: DFN2DS-SQ3F0-100DS927-RLL

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 306.8 4.6 0° 3273 3273 3273 3273 3273
10°-20° 842.2 12.5 5° 3273 3258 3220 3247 3238 310
20°-30° 1182.4 17.6 15° 3113 3081 2980 2924 2894 877
30°-40° 1288.9 19.1 25° 2826 2731 2536 2414 2370 1300
40°-50° 1184.6 17.6 35° 2435 2284 2023 1837 1771 1524
50°-60° 930.3 13.8 45° 1991 1792 1481 1271 1200 1537
60°-70° 605.5 9.0 55° 1514 1283 963 785 729 1353
70°-80° 311.7 4.6 65° 1022 782 515 415 406 1013
80°-90° 79.6 1.2 75° 545 338 237 216 213 576
90°-100° 0.0 0.0 85° 127 65 56 56 56 153
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 2331.3 34.6
0°-40° 3620.2 53.8
0°-60° 5735.1 85.2
0°-90° 6732.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 6732.0 100.0
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CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 3273.3 3273.3 3273.3 3273.3 3273.3
2.5° 3288.1 3273.3 3240.6 3270.5 3264.5

5° 3273.3 3258.5 3219.9 3246.6 3237.8
7.5° 3246.6 3229.0 3187.5 3199.1 3184.4
10° 3211.1 3190.3 3131.3 3122.1 3104.6

12.5° 3166.8 3140.0 3059.9 3042.3 3009.6
15° 3113.4 3080.6 2980.1 2923.8 2894.3

17.5° 3051.1 3003.7 2879.2 2814.1 2766.7
20° 2980.1 2920.7 2772.6 2698.8 2633.4

22.5° 2903.1 2834.9 2662.9 2562.4 2518.1
25° 2826.1 2731.2 2535.7 2414.3 2369.7

27.5° 2734.3 2633.4 2417.2 2278.0 2209.8
30° 2636.6 2523.7 2286.7 2135.9 2055.8

32.5° 2541.7 2405.2 2162.6 1984.8 1910.5
35° 2435.1 2284.0 2023.4 1836.7 1771.3

37.5° 2331.4 2168.3 1893.0 1688.4 1614.5
40° 2221.7 2044.2 1756.6 1546.3 1469.3

42.5° 2109.2 1919.6 1620.5 1401.1 1327.2
45° 1990.7 1792.1 1481.3 1270.7 1199.6

47.5° 1878.2 1668.0 1348.0 1137.4 1072.4
50° 1753.7 1543.4 1217.5 1013.0 951.0

52.5° 1632.1 1409.9 1093.1 897.6 841.3
55° 1513.6 1282.6 962.7 785.1 728.8

57.5° 1392.3 1155.3 847.4 681.4 633.9
60° 1267.8 1030.9 725.7 574.8 527.4

62.5° 1146.5 909.5 622.0 480.0 456.4
65° 1022.1 781.9 515.4 414.8 405.7

67.5° 903.6 663.5 414.8 364.2 355.4
70° 779.1 548.1 343.5 313.9 302.1

72.5° 660.6 441.2 287.3 263.7 257.7
75° 545.0 337.6 237.0 216.2 213.4

77.5° 429.7 239.8 186.7 174.7 168.8
80° 322.7 171.9 142.1 130.4 130.4

82.5° 225.0 115.6 97.7 91.8 91.8
85° 127.3 65.0 56.2 56.2 56.2

87.5° 47.4 23.6 23.6 20.8 20.8
90° 0.0 0.0 0.0 0.0 0.0

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 6 of 7



TEST NUMBER: P931020
CATALOG NUMBER: DFN2DS-SQ3F0-100DS927-RLL

CIE UGR TABLE:
Reflectances:

Ceiling 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3
Wall 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3

Reference plane 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Room dimensions Viewed crosswise Viewed endwise
X=2H Y=2H 15.83 17.35 16.19 17.66 17.98 11.79 13.31 12.15 13.62 13.94

3H 17.59 18.96 17.97 19.29 19.65 13.05 14.42 13.43 14.75 15.11
4H 18.26 19.54 18.66 19.89 20.27 13.55 14.84 13.95 15.18 15.56
6H 18.75 19.93 19.16 20.30 20.69 13.94 15.12 14.35 15.49 15.88
8H 18.91 20.04 19.34 20.43 20.83 14.06 15.19 14.49 15.58 15.98

12H 19.02 20.09 19.45 20.48 20.91 14.14 15.22 14.57 15.60 16.03

4H 2H 15.93 17.21 16.33 17.56 17.94 12.48 13.76 12.88 14.11 14.49
3H 17.86 18.93 18.28 19.33 19.73 13.93 14.99 14.34 15.39 15.79
4H 18.61 19.57 19.05 19.99 20.42 14.53 15.48 14.96 15.90 16.34
6H 19.21 20.04 19.66 20.48 20.94 15.01 15.85 15.47 16.29 16.75
8H 19.42 20.20 19.88 20.64 21.11 15.18 15.95 15.64 16.40 16.86

12H 19.57 20.27 20.06 20.75 21.22 15.29 15.99 15.78 16.47 16.94

8H 4H 18.64 19.42 19.10 19.86 20.33 14.88 15.66 15.34 16.10 16.57
6H 19.28 19.92 19.77 20.41 20.89 15.47 16.11 15.96 16.60 17.08
8H 19.53 20.10 20.04 20.61 21.10 15.69 16.26 16.20 16.77 17.26

12H 19.73 20.24 20.24 20.73 21.30 15.87 16.38 16.38 16.87 17.43

12H 4H 18.62 19.32 19.11 19.80 20.27 14.92 15.62 15.41 16.10 16.57
6H 19.26 19.83 19.77 20.34 20.83 15.53 16.11 16.04 16.62 17.10
8H 19.54 20.05 20.05 20.54 21.11 15.80 16.31 16.31 16.80 17.37

END OF REPORT
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