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Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P929855
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P333812)

Test Lab:  INNOVATION CENTER
Issue Date:  11/20/2024

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  DFN2DS-4P3F0-020DS940-FLL
Description:  3 foot, 90deg - 4way Define Geo, with Direct Frosted Lens

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 1766.2 lumens
Efficiency: N/A

Efficacy: 95.0 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.16 / 1.29

Luminous Opening: Rectangular (W 3.07' x L: 3.07' x H: 0')
CIE Type: Direct

Input Watts (W):  18.6
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  0.9951
Total Harmonic Distortion (THDi):  0.07

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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TEST NUMBER: P929855
CATALOG NUMBER: DFN2DS-4P3F0-020DS940-FLL

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 104 100 96 106 102 98 95 98 95 92 94 91 89 90 88 86 84
2 99 91 85 79 97 89 83 78 86 81 76 83 78 74 80 76 73 71
3 91 80 72 66 88 79 71 65 76 69 64 73 68 63 71 66 62 60
4 83 71 63 56 81 70 62 56 68 61 55 65 59 54 63 58 54 51
5 77 64 55 49 75 63 55 48 61 53 48 59 52 47 57 51 47 45
6 71 58 49 43 69 57 48 42 55 48 42 53 47 42 52 46 41 39
7 66 52 44 38 64 52 43 38 50 43 37 49 42 37 47 41 37 35
8 61 48 40 34 60 47 39 34 46 39 33 45 38 33 44 38 33 31
9 57 44 36 30 56 43 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 27 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 791 791 791
5° 794 783 787

10° 789 775 779
15° 780 765 764
20° 766 750 749
25° 752 731 731
30° 734 714 708
35° 718 694 683
40° 697 673 660
45° 677 653 637
50° 654 632 610
55° 631 607 585
60° 605 578 557
65° 578 549 524
70° 543 513 489
75° 494 473 461
80° 438 425 403
85° 357 340 306

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 677 cd/sqm
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ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 65.3 3.7 0° 694 694 694 694 694
10°-20° 183.8 10.4 5° 694 692 684 690 688 66
20°-30° 270.2 15.3 15° 661 657 648 651 648 186
30°-40° 313.8 17.8 25° 598 593 581 583 581 275
40°-50° 313.4 17.7 35° 516 509 499 495 491 322
50°-60° 273.2 15.5 45° 420 415 405 398 395 324
60°-70° 202.0 11.4 55° 318 314 306 298 294 284
70°-80° 114.3 6.5 65° 214 210 204 198 194 212
80°-90° 30.2 1.7 75° 112 111 107 104 105 120
90°-100° 0.0 0.0 85° 27 27 26 24 23 32
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 519.3 29.4
0°-40° 833.1 47.2
0°-60° 1419.7 80.4
0°-90° 1766.2 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 1766.2 100.0
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CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 694.2 694.2 694.2 694.2 694.2
2.5° 698.2 694.9 687.5 694.2 692.9

5° 694.2 691.6 684.2 689.5 688.2
7.5° 689.5 685.5 678.2 683.5 682.2
10° 682.2 677.6 669.5 674.8 672.8

12.5° 672.1 668.2 660.2 663.5 662.1
15° 660.8 656.9 648.1 650.8 647.5

17.5° 646.8 642.9 634.1 637.4 634.1
20° 631.4 627.4 618.1 620.1 617.4

22.5° 616.1 610.1 601.4 601.4 600.0
25° 598.1 592.7 581.4 582.7 581.4

27.5° 578.0 573.4 564.7 562.8 559.4
30° 558.0 552.7 542.7 540.7 538.0

32.5° 536.6 532.7 522.0 518.0 515.3
35° 516.0 509.3 498.6 494.6 491.2

37.5° 492.7 486.6 475.9 471.2 467.9
40° 468.6 463.2 452.5 446.6 443.9

42.5° 445.2 439.8 429.2 422.5 418.5
45° 419.9 415.2 405.1 397.8 395.2

47.5° 395.2 390.5 379.8 372.4 368.5
50° 369.1 365.8 356.4 347.1 343.8

52.5° 343.8 339.0 330.4 323.1 318.4
55° 317.7 313.7 305.7 297.7 294.4

57.5° 291.7 288.4 279.6 271.7 268.9
60° 265.6 263.1 253.7 246.3 244.3

62.5° 240.3 235.6 229.0 222.3 219.6
65° 214.3 210.2 203.6 197.6 194.3

67.5° 187.6 184.2 178.2 173.6 170.9
70° 162.9 160.2 154.1 149.5 146.9

72.5° 137.5 134.9 131.5 126.8 124.9
75° 112.1 110.9 107.4 103.5 104.8

77.5° 89.5 86.8 85.4 83.4 81.4
80° 66.8 66.1 64.8 62.7 61.4

82.5° 45.4 45.4 44.8 42.1 42.1
85° 27.3 26.7 26.0 24.0 23.4

87.5° 12.0 10.7 9.4 7.4 6.7
90° 0.0 0.0 0.0 0.0 0.0
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TEST NUMBER: P929855
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CIE UGR TABLE:
Reflectances:

Ceiling 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3
Wall 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3

Reference plane 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Room dimensions Viewed crosswise Viewed endwise
X=2H Y=2H 10.47 12.08 10.83 12.39 12.71 10.02 11.64 10.39 11.95 12.26

3H 12.22 13.67 12.60 14.00 14.36 11.73 13.18 12.10 13.51 13.87
4H 12.87 14.23 13.26 14.58 14.96 12.37 13.74 12.77 14.09 14.46
6H 13.33 14.60 13.75 14.97 15.36 12.83 14.10 13.24 14.47 14.86
8H 13.48 14.69 13.90 15.08 15.48 12.97 14.19 13.40 14.57 14.97

12H 13.57 14.73 14.00 15.11 15.54 13.06 14.22 13.48 14.60 15.03

4H 2H 11.03 12.40 11.43 12.75 13.12 10.68 12.05 11.07 12.39 12.77
3H 13.00 14.15 13.41 14.55 14.95 12.60 13.74 13.01 14.14 14.54
4H 13.78 14.82 14.21 15.23 15.67 13.36 14.39 13.79 14.81 15.24
6H 14.38 15.28 14.83 15.72 16.18 13.94 14.85 14.40 15.29 15.75
8H 14.57 15.41 15.03 15.86 16.32 14.13 14.97 14.59 15.42 15.88

12H 14.70 15.46 15.18 15.93 16.40 14.25 15.01 14.73 15.48 15.95

8H 4H 14.05 14.90 14.51 15.34 15.81 13.68 14.53 14.14 14.97 15.43
6H 14.77 15.47 15.26 15.96 16.44 14.39 15.09 14.88 15.58 16.05
8H 15.03 15.66 15.54 16.17 16.65 14.64 15.27 15.15 15.77 16.26

12H 15.23 15.79 15.74 16.28 16.84 14.81 15.37 15.32 15.86 16.42

12H 4H 14.08 14.84 14.56 15.32 15.79 13.72 14.48 14.20 14.95 15.42
6H 14.81 15.45 15.32 15.95 16.44 14.44 15.08 14.95 15.58 16.07
8H 15.13 15.69 15.64 16.18 16.74 14.75 15.31 15.26 15.80 16.36

END OF REPORT
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