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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P334137
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-1802-639-16)

Test Lab:  INNOVATION CENTER

Issue Date:  3/3/2020
Manufacturer:  COOPER LIGHTING SOLUTIONS

Product Line:  NEO-RAY
Catalog Number:  S124DP-S795D840-4F0-1E-UDD-D

Description:  DEFINE 4 DIRECT LED LUMINAIRE, DROP SATIN WHITE DIFFUSER
PENDANT/SURFACE/WALL MOUNT, 795 LUMENS PER FOOT

Light Source:  4000K CCT, 80 CRI LEDS
Ballast/Driver:  ELECTRONIC DRIVER

Summary 

Lumens per Lamp: N/A
Luminaire Lumens: 3074.6 lumens

Efficiency: N/A
Efficacy: 116.9 lumens/watt

Spacing Criteria (0/90/45): 1.23 / 1.28 / 1.39
Luminous Opening: Rectangular w/ Sides (W: 0.33' x L: 4' x H: 0.08')

CIE Type: Direct

Input Watts (W):  26.3
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P334137

CATALOG NUMBER: S124DP-S795D840-4F0-1E-UDD-D
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P334137

CATALOG NUMBER: S124DP-S795D840-4F0-1E-UDD-D

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 117 117 117 117 114 114 114 114 107 107 107 101 101 101 95 95 95 92
1 105 100 95 91 102 97 93 89 91 88 84 86 83 80 81 79 77 74

2 95 86 79 73 92 84 77 71 79 73 68 74 70 66 70 67 63 60
3 87 75 67 60 83 73 65 59 69 62 57 65 60 55 62 57 53 50

4 79 66 57 50 76 65 56 49 61 54 48 58 52 47 55 49 45 43
5 73 59 50 43 70 58 49 42 55 47 41 52 45 40 49 44 39 37

6 67 53 44 37 64 52 43 37 49 42 36 47 40 35 45 39 34 32
7 62 48 39 33 60 47 38 32 45 37 32 43 36 31 41 35 30 28

8 58 44 35 29 56 43 35 29 41 33 28 39 32 28 37 31 27 25
9 54 40 32 26 52 39 31 26 38 30 25 36 29 25 34 29 24 22

10 50 37 29 24 49 36 29 23 35 28 23 33 27 23 32 26 22 20

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 7280 7280 7280
5° 7303 7115 7136

10° 7258 6999 6993
15° 7193 6864 6827
20° 7095 6716 6664
25° 6984 6549 6485
30° 6865 6383 6302
35° 6730 6214 6141
40° 6621 6052 5974
45° 6460 5903 5829
50° 6324 5732 5678
55° 6184 5570 5500
60° 5964 5363 5337
65° 5725 5142 5136
70° 5434 4889 4904
75° 5027 4612 4693
80° 4578 4344 4487
85° 4003 4108 4367

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 6460 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P334137

CATALOG NUMBER: S124DP-S795D840-4F0-1E-UDD-D

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 85.4 2.8 0° 902 902 902 902 902

10°-20° 244.8 8.0 5° 903 900 893 901 900 86
20°-30° 370.2 12.0 15° 866 866 863 872 872 244

30°-40° 447.8 14.6 25° 792 798 801 812 813 365
40°-50° 473.4 15.4 35° 693 705 715 729 732 434

50°-60° 445.6 14.5 45° 578 597 616 633 638 446
60°-70° 369.7 12.0 55° 452 474 504 524 530 403

70°-80° 259.5 8.4 65° 313 345 380 405 413 310
80°-90° 146.3 4.8 75° 174 211 254 282 291 185

90°-100° 87.1 2.8 85° 54 96 141 172 182 56
100°-110° 64.5 2.1 90° 16 57 100 129 137 11

110°-120° 43.3 1.4 95° 13 46 88 115 124 10
120°-130° 24.4 0.8 105° 9 29 67 92 100 10
130°-140° 10.5 0.3 115° 6 15 48 70 77 6
140°-150° 2.1 0.1 125° 4 3 28 48 54 4
150°-160° 0.0 0.0 135° 2 2 9 25 31 2
160°-170° 0.0 0.0 145° 1 0 0 6 10 1
170°-180° 0.0 0.0 155° 0 0 0 0 0 0
0°-30° 700.4 22.8 165° 0 0 0 0 0 0
0°-40° 1148.3 37.3 175° 0 0 0 0 0 0
0°-60° 2067.3 67.2 180° 0 0 0 0 0
0°-90° 2842.8 92.5
90°-120° 194.9 6.3
90°-150° 231.8 7.5
90°-180° 232.0 7.5
0°-180° 3074.6 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P334137

CATALOG NUMBER: S124DP-S795D840-4F0-1E-UDD-D

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 901.8 901.8 901.8 901.8 901.8

2.5° 905.8 902.8 894.7 901.8 900.8
5° 902.8 899.8 892.7 900.8 899.8

7.5° 896.8 894.7 888.7 897.8 896.8
10° 888.7 887.7 882.6 891.7 890.7

12.5° 877.6 877.6 874.5 882.6 882.6
15° 865.5 866.5 863.4 872.5 871.5

17.5° 849.3 852.3 851.3 860.4 859.4
20° 832.1 835.2 836.2 846.3 846.3

22.5° 812.9 817.0 819.0 829.1 831.1
25° 791.7 797.8 800.8 811.9 812.9

27.5° 768.5 777.6 781.6 791.7 792.7
30° 745.3 753.4 760.4 771.5 773.6

32.5° 720.0 730.1 738.2 751.3 753.4
35° 692.8 704.9 715.0 729.1 732.2

37.5° 665.5 679.6 691.8 705.9 708.9
40° 639.2 652.4 666.5 681.7 685.7

42.5° 608.9 624.1 641.3 658.4 661.5
45° 577.6 596.8 616.0 633.2 638.2

47.5° 548.4 567.5 589.8 606.9 613.0
50° 516.0 538.3 560.5 580.7 586.7

52.5° 483.7 505.9 532.2 552.4 558.5
55° 452.4 473.6 503.9 524.1 530.2

57.5° 417.1 443.3 472.6 496.9 501.9
60° 382.7 409.0 442.3 465.5 473.6

62.5° 349.4 378.7 412.0 435.3 443.3
65° 313.1 345.4 379.7 405.0 413.0

67.5° 278.7 313.1 349.4 374.7 382.7
70° 243.4 277.7 316.1 343.4 350.4

72.5° 209.0 244.4 285.8 312.0 320.1
75° 173.7 211.1 253.5 281.8 290.8

77.5° 140.4 179.8 224.2 252.5 262.6
80° 110.1 150.5 194.9 225.2 233.3

82.5° 79.8 122.2 166.6 197.9 207.0
85° 53.5 95.9 141.4 171.7 181.8

87.5° 33.3 74.7 119.2 148.5 157.5
90° 16.2 56.6 100.0 129.3 137.3

92.5° 15.1 50.5 93.9 122.2 130.3
95° 13.1 46.5 87.9 115.1 124.2

97.5° 12.1 41.4 82.8 109.1 118.2
100° 11.1 37.4 76.7 104.0 111.1

102.5° 11.1 33.3 71.7 98.0 106.0
105° 9.1 29.3 66.7 91.9 100.0

107.5° 9.1 26.3 61.6 86.8 93.9
110° 8.1 22.2 57.6 80.8 88.9
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P334137

CATALOG NUMBER: S124DP-S795D840-4F0-1E-UDD-D

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 7.1 19.2 52.5 74.7 82.8

115° 6.1 15.1 47.5 69.7 76.7
117.5° 6.1 12.1 42.4 63.6 71.7

120° 5.0 8.1 37.4 57.6 65.6
122.5° 5.0 5.0 32.3 52.5 59.6

125° 4.0 3.0 28.3 47.5 53.5
127.5° 4.0 3.0 23.2 41.4 48.5

130° 3.0 2.0 18.2 36.4 42.4
132.5° 3.0 2.0 14.1 31.3 37.4

135° 2.0 2.0 9.1 25.2 31.3
137.5° 2.0 1.0 5.0 20.2 25.2

140° 2.0 1.0 2.0 15.1 20.2
142.5° 1.0 1.0 0.0 11.1 15.1

145° 1.0 0.0 0.0 6.1 10.1
147.5° 1.0 0.0 0.0 1.0 5.0

150° 1.0 0.0 0.0 0.0 0.0
152.5° 0.0 0.0 0.0 0.0 0.0

155° 0.0 0.0 0.0 0.0 0.0
157.5° 0.0 0.0 0.0 0.0 0.0

160° 0.0 0.0 0.0 0.0 0.0
162.5° 0.0 0.0 0.0 0.0 0.0

165° 0.0 0.0 0.0 0.0 0.0
167.5° 0.0 0.0 0.0 0.0 0.0

170° 0.0 0.0 0.0 0.0 0.0
172.5° 0.0 0.0 0.0 0.0 0.0

175° 0.0 0.0 0.0 0.0 0.0
177.5° 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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