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Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P916358
REPORT IS A COMBINATION OF REPORTS P899427 AND P896188

Test Lab:  INNOVATION CENTER
Issue Date:  11/21/2024

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  DFN2DIP-HX4F0-050D110US930-FLLFLL
Description:  4 foot, Hexagon Define Geo, with Direct Frosted Lens, Indirect Frosted Lens

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 11972.6 lumens
Efficiency: N/A

Efficacy: 109.9 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.16 / 1.29

Luminous Opening: Rectangular w/ Sides (W: 3.54' x L: 4.09' x H: 0.1')
CIE Type: Semi-Indirect

Input Watts (W):  108.9
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  0.9957
Total Harmonic Distortion (THDi):  0.049

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab
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Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P916358
CATALOG NUMBER: DFN2DIP-HX4F0-050D110US930-FLLFLL

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 103 103 103 103 93 93 93 93 74 74 74 57 57 57 41 41 41 34
1 94 90 86 83 85 81 78 75 65 63 61 50 49 47 36 36 35 28
2 86 78 73 67 77 71 66 62 57 53 50 44 42 40 32 31 29 24
3 78 69 62 56 70 62 56 51 50 46 42 39 36 33 28 26 25 20
4 71 61 53 47 64 55 49 44 45 40 36 35 31 29 25 23 21 17
5 65 54 46 40 59 49 42 37 40 35 31 31 27 25 23 20 19 15
6 60 48 41 35 54 44 37 32 36 31 27 28 24 22 21 18 16 13
7 56 44 36 31 50 40 33 28 32 27 24 25 22 19 19 16 15 12
8 52 40 32 27 46 36 29 25 29 24 21 23 20 17 17 15 13 10
9 48 36 29 24 43 33 26 22 27 22 19 21 18 15 16 14 12 9

10 45 33 26 21 40 30 24 20 25 20 17 20 16 14 15 12 11 9

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 1179 1179 1179
5° 1181 1163 1171

10° 1172 1148 1155
15° 1155 1129 1130
20° 1132 1103 1105
25° 1109 1071 1076
30° 1080 1042 1039
35° 1052 1008 999
40° 1018 973 962
45° 985 939 923
50° 948 902 879
55° 910 860 838
60° 866 810 792
65° 819 758 736
70° 758 695 677
75° 674 619 622
80° 574 523 518
85° 417 356 344

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 90°

Vertical Angle: 90°
Luminance: 2138 cd/sqm
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TEST NUMBER: P916358
CATALOG NUMBER: DFN2DIP-HX4F0-050D110US930-FLLFLL

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 149.3 1.2 0° 1586 1586 1586 1586 1586
10°-20° 420.0 3.5 5° 1586 1580 1563 1576 1573 151
20°-30° 617.3 5.2 15° 1510 1501 1481 1487 1480 425
30°-40° 717.0 6.0 25° 1367 1354 1328 1332 1328 629
40°-50° 716.1 6.0 35° 1179 1164 1139 1130 1123 736
50°-60° 624.4 5.2 45° 959 949 926 909 903 740
60°-70° 461.6 3.9 55° 726 717 698 680 673 649
70°-80° 261.1 2.2 65° 490 480 465 452 444 484
80°-90° 77.0 0.6 75° 256 253 246 236 240 273
90°-100° 175.5 1.5 85° 62 61 60 55 53 70
100°-110° 557.7 4.7 90° 2 31 84 79 81 12
110°-120° 954.3 8.0 95° 125 149 153 153 149 139
120°-130° 1255.1 10.5 105° 515 522 527 531 531 543
130°-140° 1408.8 11.8 115° 958 971 967 965 958 947
140°-150° 1381.5 11.5 125° 1393 1414 1407 1400 1397 1245
150°-160° 1158.9 9.7 135° 1802 1828 1833 1831 1824 1393
160°-170° 768.5 6.4 145° 2187 2204 2218 2221 2211 1367
170°-180° 268.6 2.2 155° 2501 2508 2516 2528 2520 1151
0°-30° 1186.6 9.9 165° 2721 2718 2718 2735 2723 768
0°-40° 1903.6 15.9 175° 2831 2824 2819 2836 2822 269
0°-60° 3244.1 27.1 180° 2836 2836 2836 2836 2836
0°-90° 4043.8 33.8
90°-120° 1687.5 14.1
90°-150° 5732.8 47.9
90°-180° 7929.0 66.2
0°-180° 11972.6 100.0
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TEST NUMBER: P916358
CATALOG NUMBER: DFN2DIP-HX4F0-050D110US930-FLLFLL

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1586.2 1586.2 1586.2 1586.2 1586.2
2.5° 1595.4 1587.8 1571.0 1586.2 1583.3

5° 1586.2 1580.2 1563.3 1575.5 1572.6
7.5° 1575.5 1566.4 1549.6 1561.9 1558.9
10° 1558.9 1548.2 1529.9 1542.0 1537.5

12.5° 1535.9 1526.8 1508.5 1516.1 1513.0
15° 1509.9 1500.9 1481.0 1487.2 1479.5

17.5° 1477.9 1468.8 1448.9 1456.5 1448.9
20° 1442.8 1433.8 1412.4 1416.9 1411.0

22.5° 1407.9 1394.1 1374.2 1374.2 1371.1
25° 1366.6 1354.5 1328.5 1331.5 1328.5

27.5° 1320.8 1310.1 1290.4 1285.8 1278.2
30° 1275.1 1262.9 1240.1 1235.5 1229.4

32.5° 1226.3 1217.2 1192.8 1183.6 1177.5
35° 1179.0 1163.8 1139.4 1130.2 1122.6

37.5° 1125.6 1111.9 1087.4 1076.8 1069.2
40° 1070.8 1058.5 1034.0 1020.4 1014.3

42.5° 1017.4 1005.1 980.8 965.4 956.3
45° 959.4 948.8 925.8 909.1 902.9

47.5° 902.9 892.3 867.9 851.0 842.0
50° 843.4 835.8 814.5 793.1 785.5

52.5° 785.5 774.8 755.0 738.3 727.6
55° 726.1 716.9 698.5 680.3 672.7

57.5° 666.5 658.9 639.0 620.8 614.6
60° 607.0 601.0 579.7 562.8 558.3

62.5° 549.1 538.4 523.2 507.9 501.8
65° 489.7 480.5 465.2 451.5 443.8

67.5° 428.7 420.9 407.3 396.6 390.4
70° 372.2 366.1 352.3 341.6 335.7

72.5° 314.3 308.1 300.5 289.8 285.3
75° 256.2 253.2 245.5 236.4 239.5

77.5° 204.4 198.2 195.2 190.6 186.1
80° 152.6 151.0 147.9 143.4 140.3

82.5° 103.7 103.7 102.2 96.1 96.1
85° 62.5 61.0 59.5 54.9 53.4

87.5° 27.5 24.5 21.4 16.8 15.2
90° 2.5 30.8 83.8 78.7 81.2

92.5° 53.0 71.8 74.4 77.0 77.0
95° 124.8 148.8 153.0 153.0 148.8

97.5° 207.8 230.0 239.5 239.5 239.5
100° 303.5 323.2 330.0 330.0 327.5

102.5° 404.5 419.0 428.4 431.0 428.4
105° 514.8 521.6 526.8 531.0 531.0

107.5° 624.2 634.5 634.5 636.2 624.2
110° 730.3 744.0 744.0 744.0 737.1
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P916358
CATALOG NUMBER: DFN2DIP-HX4F0-050D110US930-FLLFLL

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 844.8 859.3 856.8 849.9 844.8
115° 957.7 971.3 967.1 964.6 957.7

117.5° 1069.8 1088.5 1076.5 1069.8 1062.9
120° 1182.6 1201.4 1182.6 1182.6 1174.9

122.5° 1285.2 1309.1 1297.1 1290.3 1285.2
125° 1392.9 1414.3 1407.4 1399.8 1397.2

127.5° 1498.1 1524.6 1515.2 1505.0 1498.1
130° 1596.4 1627.3 1622.9 1617.8 1608.4

132.5° 1706.7 1730.7 1732.4 1720.4 1713.6
135° 1801.6 1828.1 1833.3 1830.8 1823.9

137.5° 1907.7 1929.1 1933.3 1931.6 1921.4
140° 2000.9 2022.3 2034.3 2034.3 2024.9

142.5° 2096.7 2118.1 2124.9 2127.4 2118.1
145° 2187.3 2204.4 2218.1 2220.6 2211.3

147.5° 2268.6 2289.9 2300.2 2304.4 2295.1
150° 2352.4 2366.9 2376.3 2384.0 2376.3

152.5° 2426.7 2441.2 2453.2 2462.7 2453.2
155° 2501.2 2507.9 2515.7 2527.7 2519.9

157.5° 2565.3 2570.4 2574.6 2591.8 2579.8
160° 2622.6 2627.7 2630.2 2644.8 2634.6

162.5° 2675.6 2675.6 2678.2 2694.4 2682.4
165° 2720.9 2718.3 2718.3 2735.4 2723.4

167.5° 2761.9 2754.2 2754.2 2771.4 2759.4
170° 2792.7 2785.9 2783.3 2800.4 2785.9

172.5° 2814.1 2807.2 2804.7 2821.8 2807.2
175° 2831.2 2824.4 2819.2 2836.3 2821.8

177.5° 2840.6 2833.7 2828.6 2843.2 2828.6
180° 2836.3 2836.3 2836.3 2836.3 2836.3
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TEST NUMBER: P916358
CATALOG NUMBER: DFN2DIP-HX4F0-050D110US930-FLLFLL

CIE UGR TABLE:
Reflectances:

Ceiling 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3
Wall 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3

Reference plane 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Room dimensions Viewed crosswise Viewed endwise
X=2H Y=2H 6.12 6.85 7.20 7.94 9.42 5.69 6.42 6.77 7.51 8.99

3H 7.77 8.43 8.87 9.52 11.02 7.30 7.95 8.39 9.05 10.55
4H 8.35 8.98 9.46 10.07 11.58 7.88 8.50 8.98 9.60 11.11
6H 8.75 9.32 9.86 10.42 11.94 8.27 8.85 9.39 9.94 11.46
8H 8.85 9.39 9.97 10.51 12.02 8.37 8.92 9.49 10.03 11.55

12H 8.89 9.41 10.01 10.52 12.06 8.41 8.93 9.53 10.04 11.57

4H 2H 6.57 7.19 7.68 8.28 9.79 6.22 6.84 7.33 7.94 9.45
3H 8.42 8.94 9.54 10.06 11.58 8.03 8.55 9.15 9.67 11.19
4H 9.13 9.61 10.25 10.72 12.26 8.73 9.20 9.85 10.31 11.86
6H 9.64 10.05 10.77 11.18 12.72 9.23 9.64 10.36 10.77 12.31
8H 9.79 10.17 10.92 11.29 12.85 9.37 9.76 10.50 10.88 12.43

12H 9.85 10.20 11.00 11.34 12.89 9.43 9.78 10.58 10.92 12.47

8H 4H 9.32 9.70 10.45 10.83 12.38 8.96 9.34 10.09 10.47 12.02
6H 9.95 10.26 11.10 11.43 12.98 9.58 9.90 10.73 11.07 12.61
8H 10.17 10.44 11.32 11.59 13.16 9.80 10.07 10.95 11.22 12.79

12H 10.29 10.53 11.45 11.68 13.28 9.91 10.15 11.07 11.29 12.90

12H 4H 9.30 9.64 10.44 10.78 12.34 8.95 9.29 10.09 10.43 11.98
6H 9.97 10.25 11.13 11.40 12.96 9.62 9.90 10.78 11.05 12.61
8H 10.21 10.45 11.37 11.60 13.20 9.85 10.10 11.01 11.24 12.84

END OF REPORT
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