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Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P911157
REPORT IS A COMBINATION OF REPORTS P901115 AND P897955

Test Lab:  INNOVATION CENTER
Issue Date:  11/21/2024

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  DFN2DIP-PN3F0-030D090US850-FLLONL
Description:  3 foot, Pentagon Define Geo, with Direct Frosted Lens, Indirect Open No Lens

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 13174.9 lumens
Efficiency: N/A

Efficacy: 138.5 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.16 / 1.29

Luminous Opening: Rectangular w/ Sides (W: 2.96' x L: 3.11' x H: 0.1')
CIE Type: Semi-Indirect

Input Watts (W):  95.1
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  0.099
Total Harmonic Distortion (THDi):  0.979

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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TEST NUMBER: P911157
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Cooper Lighting Solutions Photometric Lab
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Scaled Data Report

TEST NUMBER: P911157
CATALOG NUMBER: DFN2DIP-PN3F0-030D090US850-FLLONL

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 101 101 101 101 90 90 90 90 69 69 69 51 51 51 33 33 33 25
1 92 88 84 81 82 79 75 73 61 59 57 44 43 42 29 29 28 21
2 84 77 71 66 74 69 64 59 53 50 47 39 37 35 26 25 24 18
3 76 67 60 55 68 60 54 50 47 43 39 34 32 30 23 21 20 15
4 70 60 52 46 62 53 47 42 42 37 33 31 28 25 20 19 17 13
5 64 53 45 39 57 47 41 36 37 32 29 27 24 22 18 16 15 11
6 59 47 40 34 52 42 36 31 33 28 25 25 21 19 17 15 13 10
7 54 43 35 30 48 38 32 27 30 25 22 22 19 17 15 13 12 9
8 50 38 31 26 45 35 28 24 27 23 19 20 17 15 14 12 10 8
9 47 35 28 23 41 31 25 21 25 20 17 19 15 13 13 11 9 7

10 43 32 25 20 39 29 23 19 23 18 15 17 14 12 12 10 8 6

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 1513 1513 1513
5° 1515 1491 1502

10° 1502 1470 1481
15° 1479 1445 1448
20° 1448 1410 1415
25° 1417 1369 1377
30° 1379 1330 1328
35° 1343 1285 1277
40° 1299 1239 1229
45° 1254 1194 1178
50° 1206 1145 1121
55° 1155 1089 1068
60° 1097 1023 1006
65° 1034 955 934
70° 954 871 857
75° 843 771 784
80° 709 643 647
85° 500 425 422

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 90°

Vertical Angle: 90°
Luminance: 2273 cd/sqm
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TEST NUMBER: P911157
CATALOG NUMBER: DFN2DIP-PN3F0-030D090US850-FLLONL

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 121.8 0.9 0° 1294 1294 1294 1294 1294
10°-20° 342.8 2.6 5° 1294 1290 1276 1286 1283 123
20°-30° 503.8 3.8 15° 1232 1225 1209 1214 1208 347
30°-40° 585.2 4.4 25° 1115 1106 1084 1087 1084 513
40°-50° 584.4 4.4 35° 962 950 930 922 916 601
50°-60° 509.6 3.9 45° 783 774 756 742 737 604
60°-70° 376.7 2.9 55° 593 585 570 555 549 530
70°-80° 213.1 1.6 65° 400 392 380 368 362 395
80°-90° 62.2 0.5 75° 209 207 200 193 196 223
90°-100° 111.1 0.8 85° 51 50 49 45 44 57
100°-110° 414.0 3.1 90° 2 29 49 61 66 12
110°-120° 1098.2 8.3 95° 158 78 95 107 105 188
120°-130° 1821.4 13.8 105° 741 814 149 175 185 792
130°-140° 1934.7 14.7 115° 1401 1443 1504 375 200 1380
140°-150° 1798.1 13.6 125° 1982 2013 2060 2077 2084 1767
150°-160° 1445.6 11.0 135° 2452 2491 2513 2538 2533 1894
160°-170° 931.5 7.1 145° 2845 2842 2883 2900 2888 1779
170°-180° 320.6 2.4 155° 3132 3110 3140 3154 3135 1443
0°-30° 968.5 7.4 165° 3300 3286 3293 3310 3293 932
0°-40° 1553.6 11.8 175° 3376 3359 3364 3381 3356 321
0°-60° 2647.7 20.1 180° 3368 3368 3368 3368 3368
0°-90° 3299.7 25.0
90°-120° 1623.3 12.3
90°-150° 7177.5 54.5
90°-180° 9875.0 75.0
0°-180° 13174.9 100.0
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TEST NUMBER: P911157
CATALOG NUMBER: DFN2DIP-PN3F0-030D090US850-FLLONL

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1294.5 1294.5 1294.5 1294.5 1294.5
2.5° 1302.1 1295.9 1282.1 1294.5 1292.2

5° 1294.5 1289.7 1275.9 1285.9 1283.4
7.5° 1285.9 1278.5 1264.7 1274.8 1272.2
10° 1272.2 1263.5 1248.6 1258.5 1254.8

12.5° 1253.5 1246.1 1231.2 1237.3 1234.9
15° 1232.3 1225.0 1208.7 1213.7 1207.5

17.5° 1206.1 1198.8 1182.5 1188.7 1182.5
20° 1177.5 1170.1 1152.7 1156.4 1151.5

22.5° 1149.0 1137.8 1121.5 1121.5 1119.0
25° 1115.3 1105.5 1084.3 1086.7 1084.3

27.5° 1077.9 1069.2 1053.1 1049.4 1043.2
30° 1040.7 1030.7 1012.1 1008.3 1003.3

32.5° 1000.9 993.4 973.5 965.9 960.9
35° 962.3 949.9 929.9 922.4 916.1

37.5° 918.7 907.5 887.5 878.8 872.6
40° 873.9 863.9 843.9 832.9 827.9

42.5° 830.3 820.3 800.5 787.9 780.5
45° 783.1 774.3 755.6 741.9 736.9

47.5° 736.9 728.3 708.3 694.6 687.1
50° 688.4 682.1 664.7 647.3 641.1

52.5° 641.1 632.4 616.3 602.5 593.8
55° 592.6 585.1 570.1 555.3 549.1

57.5° 544.0 537.8 521.6 506.6 501.6
60° 495.4 490.5 473.1 459.3 455.7

62.5° 448.1 439.4 427.0 414.5 409.6
65° 399.7 392.1 379.7 368.5 362.3

67.5° 349.9 343.6 332.4 323.7 318.7
70° 303.8 298.8 287.6 278.8 273.9

72.5° 256.5 251.4 245.2 236.5 232.9
75° 209.0 206.7 200.4 193.0 195.5

77.5° 166.8 161.8 159.3 155.6 151.9
80° 124.5 123.2 120.7 117.0 114.6

82.5° 84.6 84.6 83.5 78.4 78.4
85° 51.0 49.8 48.6 44.8 43.6

87.5° 22.4 20.0 17.4 13.8 12.4
90° 2.3 29.3 48.6 61.1 65.7

92.5° 61.1 51.2 58.4 63.4 65.7
95° 158.4 77.9 94.9 107.4 104.8

97.5° 285.1 85.4 124.2 131.6 134.0
100° 431.5 97.6 139.0 158.4 163.2

102.5° 592.2 587.5 143.8 170.5 178.0
105° 740.9 814.2 148.7 175.4 185.2

107.5° 914.0 974.8 153.7 180.3 190.2
110° 1079.8 1130.8 426.6 182.9 192.5
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TEST NUMBER: P911157
CATALOG NUMBER: DFN2DIP-PN3F0-030D090US850-FLLONL

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 1235.9 1279.6 1238.2 187.5 195.1
115° 1401.4 1442.8 1503.9 375.4 200.0

117.5° 1545.3 1594.0 1635.6 1286.9 648.3
120° 1706.2 1742.7 1786.7 1815.9 1486.8

122.5° 1842.6 1881.6 1930.5 1945.0 1947.6
125° 1981.5 2013.3 2059.6 2076.7 2083.9

127.5° 2108.2 2142.4 2179.2 2203.5 2205.8
130° 2227.8 2266.9 2293.5 2320.4 2318.1

132.5° 2349.6 2381.5 2408.1 2430.2 2427.8
135° 2452.1 2491.1 2512.9 2537.5 2532.6

137.5° 2559.2 2588.4 2613.0 2637.3 2630.1
140° 2663.9 2683.7 2710.3 2732.2 2720.2

142.5° 2752.0 2769.1 2800.6 2820.0 2807.9
145° 2844.6 2841.9 2883.4 2900.5 2888.3

147.5° 2924.8 2917.6 2958.9 2971.1 2961.5
150° 3003.0 2985.9 3024.9 3039.3 3027.2

152.5° 3068.6 3049.2 3085.7 3100.4 3083.4
155° 3132.0 3110.3 3139.5 3154.0 3134.6

157.5° 3183.3 3163.9 3185.8 3202.9 3183.3
160° 3227.2 3212.4 3227.2 3241.7 3224.6

162.5° 3266.0 3251.5 3263.7 3280.8 3258.8
165° 3300.2 3285.6 3293.0 3310.0 3293.0

167.5° 3327.1 3312.4 3319.8 3336.9 3314.9
170° 3349.1 3334.3 3339.2 3356.3 3334.3

172.5° 3363.6 3349.1 3353.9 3371.0 3349.1
175° 3375.7 3358.6 3363.6 3380.6 3356.3

177.5° 3380.6 3363.6 3366.1 3383.2 3361.3
180° 3368.5 3368.5 3368.5 3368.5 3368.5
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TEST NUMBER: P911157
CATALOG NUMBER: DFN2DIP-PN3F0-030D090US850-FLLONL

CIE UGR TABLE:
Reflectances:

Ceiling 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3
Wall 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3

Reference plane 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Room dimensions Viewed crosswise Viewed endwise
X=2H Y=2H 5.73 6.40 6.88 7.54 9.13 5.29 5.97 6.44 7.10 8.69

3H 7.37 7.97 8.52 9.12 10.72 6.89 7.49 8.04 8.63 10.24
4H 7.95 8.52 9.11 9.66 11.27 7.46 8.03 8.62 9.18 10.78
6H 8.33 8.86 9.50 10.00 11.62 7.84 8.37 9.01 9.51 11.13
8H 8.43 8.93 9.60 10.09 11.70 7.94 8.44 9.11 9.60 11.21

12H 8.47 8.94 9.64 10.10 11.73 7.97 8.45 9.15 9.60 11.23

4H 2H 6.16 6.74 7.33 7.88 9.49 5.81 6.39 6.98 7.53 9.14
3H 8.01 8.49 9.18 9.65 11.27 7.60 8.08 8.78 9.25 10.87
4H 8.71 9.15 9.88 10.31 11.94 8.29 8.73 9.47 9.89 11.53
6H 9.21 9.58 10.39 10.76 12.39 8.78 9.16 9.97 10.34 11.97
8H 9.35 9.70 10.53 10.87 12.52 8.92 9.27 10.10 10.44 12.09

12H 9.41 9.73 10.61 10.91 12.56 8.97 9.29 10.17 10.47 12.12

8H 4H 8.89 9.24 10.07 10.41 12.05 8.52 8.87 9.70 10.04 11.68
6H 9.50 9.79 10.70 11.00 12.65 9.13 9.42 10.33 10.63 12.27
8H 9.72 9.97 10.92 11.16 12.82 9.33 9.59 10.54 10.78 12.44

12H 9.83 10.06 11.04 11.24 12.94 9.43 9.66 10.64 10.84 12.54

12H 4H 8.86 9.18 10.06 10.36 12.01 8.50 8.82 9.70 10.00 11.65
6H 9.53 9.78 10.73 10.97 12.63 9.16 9.42 10.37 10.61 12.27
8H 9.76 9.98 10.96 11.17 12.86 9.38 9.61 10.59 10.79 12.49

END OF REPORT
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