












Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P914407
CATALOG NUMBER: DFN2DIP-SQ2F0-040D030US927-RLLONL

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 294.3 304.7 294.8 44.7 46.4
115° 333.7 343.6 358.1 89.4 47.6

117.5° 368.0 379.5 389.4 306.4 154.4
120° 406.2 414.9 425.4 432.4 354.0

122.5° 438.7 448.1 459.7 463.1 463.7
125° 471.8 479.3 490.4 494.5 496.2

127.5° 502.0 510.1 518.9 524.7 525.2
130° 530.4 539.8 546.1 552.5 552.0

132.5° 559.4 567.0 573.4 578.6 578.1
135° 583.8 593.2 598.3 604.2 603.0

137.5° 609.3 616.3 622.2 628.0 626.2
140° 634.3 639.0 645.3 650.5 647.7

142.5° 655.3 659.3 666.9 671.5 668.6
145° 677.3 676.7 686.6 690.6 687.7

147.5° 696.4 694.7 704.6 707.4 705.1
150° 715.0 711.0 720.3 723.7 720.8

152.5° 730.6 726.0 734.7 738.2 734.2
155° 745.8 740.6 747.5 751.0 746.4

157.5° 758.0 753.4 758.6 762.6 758.0
160° 768.4 764.9 768.4 771.9 767.8

162.5° 777.7 774.2 777.1 781.2 775.9
165° 785.8 782.4 784.1 788.1 784.1

167.5° 792.2 788.7 790.4 794.6 789.3
170° 797.4 793.9 795.1 799.2 793.9

172.5° 800.9 797.4 798.6 802.6 797.4
175° 803.7 799.7 800.9 804.9 799.2

177.5° 804.9 800.9 801.5 805.6 800.3
180° 802.1 802.1 802.1 802.1 802.1
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TEST NUMBER: P914407
CATALOG NUMBER: DFN2DIP-SQ2F0-040D030US927-RLLONL

CIE UGR TABLE:
Reflectances:

Ceiling 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3
Wall 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3

Reference plane 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Room dimensions Viewed crosswise Viewed endwise
X=2H Y=2H 11.02 11.88 11.95 12.82 14.05 6.98 7.84 7.91 8.79 10.01

3H 12.68 13.45 13.63 14.40 15.65 8.15 8.92 9.10 9.88 11.13
4H 13.28 14.00 14.24 14.96 16.22 8.59 9.32 9.55 10.28 11.53
6H 13.68 14.35 14.66 15.32 16.59 8.90 9.57 9.87 10.53 11.80
8H 13.80 14.44 14.78 15.42 16.69 8.98 9.62 9.96 10.60 11.87

12H 13.86 14.46 14.84 15.44 16.73 9.02 9.62 10.00 10.60 11.89

4H 2H 11.04 11.76 12.00 12.72 13.98 7.57 8.29 8.53 9.25 10.51
3H 12.85 13.45 13.82 14.44 15.71 8.90 9.50 9.88 10.49 11.76
4H 13.52 14.07 14.51 15.06 16.35 9.43 9.98 10.42 10.97 12.26
6H 14.02 14.49 15.02 15.50 16.80 9.83 10.31 10.83 11.32 12.61
8H 14.19 14.63 15.18 15.63 16.94 9.95 10.40 10.95 11.40 12.70

12H 14.27 14.67 15.29 15.69 17.00 10.01 10.41 11.03 11.42 12.74

8H 4H 13.49 13.93 14.49 14.93 16.24 9.70 10.15 10.70 11.15 12.45
6H 14.03 14.40 15.06 15.44 16.75 10.20 10.56 11.22 11.61 12.91
8H 14.24 14.56 15.27 15.59 16.91 10.38 10.70 11.41 11.73 13.05

12H 14.36 14.65 15.40 15.67 17.04 10.48 10.76 11.51 11.79 13.16

12H 4H 13.44 13.84 14.46 14.86 16.17 9.71 10.11 10.72 11.12 12.43
6H 14.01 14.33 15.04 15.36 16.68 10.24 10.56 11.27 11.59 12.92
8H 14.22 14.50 15.25 15.52 16.89 10.44 10.72 11.47 11.74 13.11

END OF REPORT
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