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Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P912097
REPORT IS A COMBINATION OF REPORTS P901451 AND P898289

Test Lab:  INNOVATION CENTER
Issue Date:  11/21/2024

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  DFN2DIP-SQ3F0-120D070US850-FLLONL
Description:  3 foot, Square Define Geo, with Direct Frosted Lens, Indirect Open No Lens

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 20860.3 lumens
Efficiency: N/A

Efficacy: 117.0 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.16 / 1.29

Luminous Opening: Rectangular w/ Sides (W: 3.06' x L: 3.06' x H: 0.1')
CIE Type: Semi-Direct

Input Watts (W):  178.3
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  0.9957
Total Harmonic Distortion (THDi):  0.049

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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TEST NUMBER: P912097
CATALOG NUMBER: DFN2DIP-SQ3F0-120D070US850-FLLONL

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 110 110 110 110 103 103 103 103 91 91 91 79 79 79 68 68 68 63
1 101 96 92 89 94 91 87 84 80 77 75 70 68 66 60 59 58 53
2 92 84 78 73 86 79 74 69 70 66 62 61 58 55 53 51 49 45
3 84 74 67 61 78 70 63 58 62 56 52 54 50 47 47 44 41 38
4 77 66 57 51 72 62 55 49 55 49 44 48 44 40 42 39 36 32
5 70 59 50 44 66 55 48 42 49 43 38 43 39 35 38 34 31 28
6 65 53 44 38 61 50 42 37 44 38 34 39 34 30 34 31 27 25
7 60 48 39 34 56 45 38 32 40 34 30 36 31 27 31 27 24 22
8 56 43 35 30 52 41 34 29 37 31 26 33 28 24 29 25 22 20
9 52 40 32 27 49 38 31 26 34 28 24 30 25 22 27 23 20 18

10 49 36 29 24 46 35 28 23 31 25 21 28 23 20 25 21 18 16

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 5933 5933 5933
5° 5939 5847 5888

10° 5887 5764 5806
15° 5797 5665 5680
20° 5676 5529 5550
25° 5556 5368 5401
30° 5406 5217 5212
35° 5264 5040 5012
40° 5089 4861 4821
45° 4915 4681 4626
50° 4724 4492 4400
55° 4524 4274 4192
60° 4298 4015 3953
65° 4051 3747 3672
70° 3736 3419 3369
75° 3300 3027 3085
80° 2774 2526 2550
85° 1952 1673 1669

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 4915 cd/sqm
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CATALOG NUMBER: DFN2DIP-SQ3F0-120D070US850-FLLONL

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 487.4 2.3 0° 5178 5178 5178 5178 5178
10°-20° 1371.3 6.6 5° 5178 5159 5104 5143 5134 492
20°-30° 2015.2 9.7 15° 4929 4900 4835 4855 4830 1388
30°-40° 2340.6 11.2 25° 4461 4422 4337 4347 4337 2053
40°-50° 2337.7 11.2 35° 3849 3799 3720 3690 3665 2404
50°-60° 2038.4 9.8 45° 3132 3097 3022 2968 2948 2417
60°-70° 1506.8 7.2 55° 2370 2340 2280 2221 2196 2119
70°-80° 852.5 4.1 65° 1599 1568 1519 1474 1449 1581
80°-90° 229.6 1.1 75° 836 827 801 772 782 893
90°-100° 86.4 0.4 85° 204 199 194 179 174 227
100°-110° 322.1 1.5 90° 2 23 38 48 51 19
110°-120° 854.1 4.1 95° 123 61 74 84 82 146
120°-130° 1416.6 6.8 105° 576 633 116 136 144 616
130°-140° 1504.8 7.2 115° 1090 1122 1170 292 156 1073
140°-150° 1398.5 6.7 125° 1541 1566 1602 1615 1621 1375
150°-160° 1124.4 5.4 135° 1907 1938 1954 1974 1970 1473
160°-170° 724.5 3.5 145° 2212 2210 2243 2256 2246 1384
170°-180° 249.4 1.2 155° 2436 2419 2442 2453 2438 1123
0°-30° 3873.9 18.6 165° 2567 2556 2561 2574 2561 725
0°-40° 6214.5 29.8 175° 2626 2612 2616 2629 2610 250
0°-60° 10590.5 50.8 180° 2620 2620 2620 2620 2620
0°-90° 13179.5 63.2
90°-120° 1262.6 6.1
90°-150° 5582.5 26.8
90°-180° 7681.0 36.8
0°-180° 20860.3 100.0
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TEST NUMBER: P912097
CATALOG NUMBER: DFN2DIP-SQ3F0-120D070US850-FLLONL

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 5178.3 5178.3 5178.3 5178.3 5178.3
2.5° 5208.3 5183.5 5128.6 5178.3 5168.7

5° 5178.3 5158.6 5103.7 5143.3 5133.8
7.5° 5143.3 5113.7 5058.8 5099.0 5089.0
10° 5089.0 5054.0 4994.4 5034.0 5019.2

12.5° 5013.9 4984.3 4924.6 4949.5 4939.4
15° 4929.4 4899.8 4834.8 4854.9 4830.0

17.5° 4824.8 4795.2 4730.2 4755.1 4730.2
20° 4710.1 4680.5 4610.9 4625.6 4606.1

22.5° 4596.0 4551.1 4486.1 4486.1 4476.1
25° 4461.3 4421.7 4337.2 4346.7 4337.2

27.5° 4311.8 4277.0 4212.5 4197.7 4172.9
30° 4162.9 4122.7 4048.2 4033.4 4013.4

32.5° 4003.3 3973.8 3893.9 3863.9 3843.8
35° 3849.0 3799.4 3719.6 3689.5 3664.7

37.5° 3674.7 3629.9 3550.0 3515.2 3490.4
40° 3495.7 3455.5 3375.7 3331.3 3311.3

42.5° 3321.3 3281.2 3201.9 3151.8 3122.2
45° 3132.1 3097.3 3022.2 2967.9 2947.8

47.5° 2947.8 2912.9 2833.2 2778.3 2748.7
50° 2753.4 2728.6 2658.8 2589.1 2564.2

52.5° 2564.2 2529.4 2465.0 2410.0 2375.1
55° 2370.4 2340.3 2280.5 2220.9 2196.0

57.5° 2176.0 2151.1 2086.1 2026.5 2006.4
60° 1981.6 1962.0 1892.3 1837.4 1822.5

62.5° 1792.5 1757.5 1708.0 1658.3 1638.2
65° 1598.6 1568.5 1518.8 1473.9 1449.1

67.5° 1399.4 1374.1 1329.7 1294.9 1274.8
70° 1215.0 1194.9 1150.0 1115.2 1095.7

72.5° 1025.9 1005.9 981.0 946.2 931.3
75° 836.3 826.8 801.4 771.9 781.8

77.5° 667.2 647.1 637.1 622.3 607.5
80° 498.2 492.8 482.9 468.1 458.0

82.5° 338.6 338.6 333.9 313.8 313.8
85° 203.9 199.2 194.4 179.1 174.3

87.5° 89.8 79.7 69.8 54.9 49.7
90° 1.8 22.7 37.8 47.5 51.1

92.5° 47.5 39.8 45.5 49.4 51.1
95° 123.1 60.6 73.9 83.5 81.5

97.5° 221.7 66.4 96.6 102.5 104.2
100° 335.7 75.9 108.0 123.1 127.0

102.5° 460.6 457.0 111.9 132.6 138.4
105° 576.3 633.2 115.7 136.4 144.1

107.5° 710.9 758.2 119.6 140.3 147.9
110° 840.0 879.5 331.8 142.3 149.7
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Cooper Lighting Solutions Photometric Lab
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TEST NUMBER: P912097
CATALOG NUMBER: DFN2DIP-SQ3F0-120D070US850-FLLONL

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 961.3 995.2 963.1 145.8 151.7
115° 1090.0 1122.2 1169.7 292.0 155.6

117.5° 1201.9 1239.8 1272.1 1000.9 504.3
120° 1327.0 1355.4 1389.7 1412.4 1156.5

122.5° 1433.0 1463.4 1501.6 1512.8 1514.8
125° 1541.2 1565.9 1602.0 1615.3 1620.8

127.5° 1639.8 1666.3 1694.9 1713.8 1715.6
130° 1732.7 1763.1 1783.8 1804.8 1803.0

132.5° 1827.5 1852.3 1873.0 1890.1 1888.3
135° 1907.1 1937.5 1954.5 1973.6 1969.8

137.5° 1990.4 2013.3 2032.4 2051.3 2045.7
140° 2071.9 2087.2 2108.0 2125.1 2115.6

142.5° 2140.4 2153.7 2178.2 2193.3 2183.8
145° 2212.5 2210.5 2242.6 2255.9 2246.5

147.5° 2274.8 2269.2 2301.4 2310.8 2303.4
150° 2335.6 2322.4 2352.7 2363.9 2354.5

152.5° 2386.7 2371.6 2400.0 2411.4 2398.2
155° 2436.0 2419.1 2441.8 2453.1 2438.0

157.5° 2475.8 2460.8 2477.8 2491.1 2475.8
160° 2510.1 2498.6 2510.1 2521.3 2508.0

162.5° 2540.3 2529.0 2538.4 2551.7 2534.6
165° 2566.8 2555.6 2561.1 2574.4 2561.1

167.5° 2587.7 2576.2 2582.1 2595.4 2578.3
170° 2604.8 2593.4 2597.2 2610.5 2593.4

172.5° 2616.1 2604.8 2608.7 2621.9 2604.8
175° 2625.6 2612.2 2616.1 2629.3 2610.5

177.5° 2629.3 2616.1 2618.1 2631.4 2614.2
180° 2619.9 2619.9 2619.9 2619.9 2619.9
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TEST NUMBER: P912097
CATALOG NUMBER: DFN2DIP-SQ3F0-120D070US850-FLLONL

CIE UGR TABLE:
Reflectances:

Ceiling 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3
Wall 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3

Reference plane 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Room dimensions Viewed crosswise Viewed endwise
X=2H Y=2H 14.56 15.55 15.39 16.41 17.48 14.11 15.11 14.95 15.97 17.04

3H 16.22 17.12 17.07 17.98 19.08 15.73 16.63 16.58 17.49 18.59
4H 16.81 17.66 17.68 18.53 19.64 16.32 17.16 17.19 18.04 19.15
6H 17.22 18.00 18.09 18.88 20.00 16.72 17.50 17.59 18.38 19.50
8H 17.32 18.07 18.21 18.96 20.08 16.82 17.56 17.71 18.46 19.58

12H 17.38 18.08 18.27 18.97 20.12 16.87 17.57 17.76 18.47 19.61

4H 2H 15.03 15.87 15.90 16.75 17.86 14.68 15.52 15.55 16.39 17.50
3H 16.90 17.61 17.78 18.51 19.64 16.50 17.20 17.38 18.11 19.23
4H 17.62 18.26 18.51 19.16 20.31 17.20 17.84 18.09 18.74 19.89
6H 18.14 18.69 19.05 19.62 20.77 17.71 18.26 18.61 19.19 20.34
8H 18.29 18.81 19.20 19.73 20.89 17.85 18.37 18.76 19.29 20.45

12H 18.37 18.83 19.30 19.77 20.94 17.92 18.38 18.85 19.32 20.49

8H 4H 17.82 18.34 18.73 19.26 20.43 17.45 17.96 18.36 18.88 20.05
6H 18.45 18.88 19.39 19.85 21.01 18.07 18.50 19.01 19.46 20.62
8H 18.67 19.05 19.62 20.01 21.19 18.28 18.66 19.23 19.61 20.79

12H 18.81 19.14 19.76 20.09 21.32 18.40 18.73 19.35 19.68 20.91

12H 4H 17.81 18.28 18.74 19.22 20.39 17.45 17.91 18.38 18.85 20.02
6H 18.48 18.86 19.43 19.82 21.00 18.11 18.49 19.06 19.44 20.63
8H 18.73 19.06 19.68 20.01 21.24 18.35 18.68 19.30 19.63 20.86

END OF REPORT
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