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Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P904078
REPORT IS A COMBINATION OF REPORTS P900210 AND P896915

Test Lab:  INNOVATION CENTER
Issue Date:  11/21/2024

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  DFN2DIP-SQ4F0-090D160US830-RLLFLL
Description:  4 foot, Square Define Geo, with Direct 1in Regressed Frosted Lens, Indirect Frosted Lens

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 20557.8 lumens
Efficiency: N/A

Efficacy: 100.4 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 0.99 / 1.16

Luminous Opening: Rectangular w/ Sides (W: 3.92' x L: 3.92' x H: 0.1')
CIE Type: Semi-Indirect

Input Watts (W):  204.8
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  0.983
Total Harmonic Distortion (THDi):  0.073

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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CATALOG NUMBER: DFN2DIP-SQ4F0-090D160US830-RLLFLL
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Cooper Lighting Solutions Photometric Lab
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Scaled Data Report

TEST NUMBER: P904078
CATALOG NUMBER: DFN2DIP-SQ4F0-090D160US830-RLLFLL

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 104 104 104 104 94 94 94 94 75 75 75 58 58 58 42 42 42 35
1 95 91 87 84 86 82 79 76 66 64 62 52 50 49 38 37 36 30
2 87 80 74 69 78 72 67 63 58 55 52 46 43 41 34 32 31 26
3 79 70 63 58 71 64 58 53 52 48 44 41 38 35 30 28 27 22
4 73 62 55 49 65 57 50 45 46 41 38 36 33 31 27 25 23 19
5 67 56 48 42 60 51 44 39 41 36 33 33 29 27 25 22 21 17
6 61 50 42 37 55 46 39 34 37 32 29 30 26 23 23 20 18 15
7 57 45 37 32 51 41 35 30 34 29 25 27 23 21 21 18 16 14
8 53 41 33 28 48 37 31 26 31 26 22 25 21 19 19 17 15 12
9 49 37 30 25 44 34 28 24 28 23 20 23 19 17 18 15 13 11

10 46 34 27 23 41 31 25 21 26 21 18 21 18 15 16 14 12 10

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2460 2460 2460
5° 2464 2422 2437

10° 2440 2374 2359
15° 2406 2296 2237
20° 2361 2189 2087
25° 2316 2068 1942
30° 2255 1944 1758
35° 2195 1811 1597
40° 2134 1673 1411
45° 2063 1519 1243
50° 1990 1365 1079
55° 1913 1199 921
60° 1825 1027 759
65° 1723 851 684
70° 1600 687 620
75° 1445 606 566
80° 1220 510 493
85° 849 343 375

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 90°

Vertical Angle: 90°
Luminance: 3754 cd/sqm
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TEST NUMBER: P904078
CATALOG NUMBER: DFN2DIP-SQ4F0-090D160US830-RLLFLL

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 328.6 1.6 0° 3506 3506 3506 3506 3506
10°-20° 902.0 4.4 5° 3506 3490 3449 3477 3468 332
20°-30° 1266.4 6.2 15° 3335 3300 3192 3132 3100 940
30°-40° 1380.5 6.7 25° 3027 2925 2716 2586 2538 1392
40°-50° 1268.8 6.2 35° 2608 2446 2167 1967 1897 1632
50°-60° 996.5 4.8 45° 2132 1920 1586 1361 1285 1647
60°-70° 648.6 3.2 55° 1621 1374 1031 841 781 1449
70°-80° 333.9 1.6 65° 1095 838 552 444 435 1085
80°-90° 98.8 0.5 75° 584 362 254 232 229 617
90°-100° 295.1 1.4 85° 136 70 60 60 60 156
100°-110° 937.8 4.6 90° 4 52 141 132 137 20
110°-120° 1604.9 7.8 95° 210 250 257 257 250 234
120°-130° 2110.7 10.3 105° 866 877 886 893 893 914
130°-140° 2369.1 11.5 115° 1610 1634 1626 1622 1610 1593
140°-150° 2323.2 11.3 125° 2342 2378 2367 2354 2350 2093
150°-160° 1948.8 9.5 135° 3030 3074 3083 3079 3067 2342
160°-170° 1292.4 6.3 145° 3678 3707 3730 3734 3719 2298
170°-180° 451.7 2.2 155° 4206 4218 4230 4251 4238 1936
0°-30° 2497.0 12.1 165° 4576 4571 4571 4600 4580 1291
0°-40° 3877.5 18.9 175° 4761 4750 4741 4770 4745 452
0°-60° 6142.8 29.9 180° 4770 4770 4770 4770 4770
0°-90° 7224.0 35.1
90°-120° 2837.8 13.8
90°-150° 9640.8 46.9
90°-180° 13334.0 64.9
0°-180° 20557.8 100.0
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Scaled Data Report

TEST NUMBER: P904078
CATALOG NUMBER: DFN2DIP-SQ4F0-090D160US830-RLLFLL

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 3506.0 3506.0 3506.0 3506.0 3506.0
2.5° 3521.8 3506.0 3470.9 3503.0 3496.5

5° 3506.0 3490.1 3448.8 3477.3 3467.9
7.5° 3477.3 3458.5 3414.1 3426.5 3410.7
10° 3439.3 3417.1 3353.8 3344.0 3325.2

12.5° 3391.8 3363.3 3277.4 3258.6 3223.5
15° 3334.6 3299.7 3191.9 3131.6 3100.0

17.5° 3268.0 3217.2 3083.8 3014.2 2963.4
20° 3191.9 3128.3 2969.7 2890.6 2820.6

22.5° 3109.4 3036.4 2852.2 2744.5 2697.1
25° 3027.0 2925.3 2715.9 2586.0 2538.2

27.5° 2928.7 2820.6 2589.0 2439.9 2366.8
30° 2824.0 2703.1 2449.3 2287.7 2201.9

32.5° 2722.3 2576.2 2316.3 2125.8 2046.4
35° 2608.2 2446.3 2167.2 1967.3 1897.2

37.5° 2497.1 2322.4 2027.5 1808.4 1729.3
40° 2379.6 2189.4 1881.4 1656.2 1573.8

42.5° 2259.1 2056.2 1735.6 1500.7 1421.5
45° 2132.2 1919.5 1586.5 1360.9 1284.9

47.5° 2011.7 1786.5 1443.8 1218.2 1148.6
50° 1878.4 1653.1 1304.1 1085.0 1018.6

52.5° 1748.1 1510.1 1170.8 961.4 901.2
55° 1621.2 1373.8 1031.0 840.9 780.6

57.5° 1491.3 1237.5 907.6 729.8 679.0
60° 1357.9 1104.1 777.3 615.7 564.9

62.5° 1228.0 974.2 666.2 514.1 488.8
65° 1094.7 837.5 552.0 444.3 434.6

67.5° 967.8 710.6 444.3 390.1 380.7
70° 834.5 587.1 368.0 336.3 323.5

72.5° 707.6 472.6 307.6 282.4 276.1
75° 583.7 361.6 253.8 231.6 228.6

77.5° 460.1 256.8 199.9 187.2 180.8
80° 345.7 184.2 152.1 139.7 139.7

82.5° 241.0 123.9 104.7 98.3 98.3
85° 136.3 69.7 60.2 60.2 60.2

87.5° 50.8 25.3 25.3 22.2 22.2
90° 4.3 51.7 140.9 132.3 136.6

92.5° 89.2 120.8 125.1 129.4 129.4
95° 209.9 250.2 257.4 257.4 250.2

97.5° 349.4 386.8 402.7 402.7 402.7
100° 510.5 543.6 555.1 555.1 550.7

102.5° 680.1 704.6 720.4 724.7 720.4
105° 865.6 877.1 885.8 893.0 893.0

107.5° 1049.7 1067.0 1067.0 1069.9 1049.7
110° 1228.0 1251.0 1251.0 1251.0 1239.5
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P904078
CATALOG NUMBER: DFN2DIP-SQ4F0-090D160US830-RLLFLL

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 1420.7 1445.2 1440.9 1429.4 1420.7
115° 1610.5 1633.5 1626.4 1622.0 1610.5

117.5° 1798.9 1830.5 1810.4 1798.9 1787.4
120° 1988.8 2020.3 1988.8 1988.8 1975.8

122.5° 2161.2 2201.6 2181.4 2169.9 2161.2
125° 2342.5 2378.4 2366.9 2354.0 2349.7

127.5° 2519.3 2563.9 2548.1 2530.8 2519.3
130° 2684.7 2736.5 2729.3 2720.6 2704.8

132.5° 2870.2 2910.5 2913.3 2893.2 2881.7
135° 3029.8 3074.4 3083.1 3078.7 3067.2

137.5° 3208.1 3244.0 3251.3 3248.4 3231.1
140° 3364.9 3400.8 3421.0 3421.0 3405.1

142.5° 3526.0 3561.9 3573.4 3577.7 3561.9
145° 3678.4 3707.1 3730.1 3734.4 3718.6

147.5° 3814.9 3850.9 3868.2 3875.4 3859.5
150° 3955.8 3980.4 3996.2 4009.1 3996.2

152.5° 4081.0 4105.4 4125.6 4141.3 4125.6
155° 4206.1 4217.6 4230.5 4250.7 4237.8

157.5° 4313.9 4322.6 4329.8 4358.5 4338.4
160° 4410.2 4418.9 4423.3 4447.7 4430.4

162.5° 4499.4 4499.4 4503.7 4531.1 4510.9
165° 4575.7 4571.3 4571.3 4600.1 4580.0

167.5° 4644.7 4631.7 4631.7 4660.5 4640.3
170° 4696.4 4684.9 4680.7 4709.4 4684.9

172.5° 4732.4 4720.9 4716.6 4745.3 4720.9
175° 4761.2 4749.7 4741.0 4769.8 4745.3

177.5° 4777.0 4765.5 4756.8 4781.3 4756.8
180° 4769.8 4769.8 4769.8 4769.8 4769.8
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TEST NUMBER: P904078
CATALOG NUMBER: DFN2DIP-SQ4F0-090D160US830-RLLFLL

CIE UGR TABLE:
Reflectances:

Ceiling 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3
Wall 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3

Reference plane 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Room dimensions Viewed crosswise Viewed endwise
X=2H Y=2H 8.71 9.44 9.80 10.51 11.98 4.67 5.40 5.76 6.47 7.94

3H 10.39 11.03 11.48 12.12 13.61 5.86 6.50 6.95 7.59 9.08
4H 10.99 11.61 12.09 12.69 14.19 6.30 6.91 7.40 8.00 9.50
6H 11.41 11.98 12.52 13.07 14.57 6.62 7.18 7.73 8.27 9.78
8H 11.54 12.07 12.65 13.18 14.68 6.71 7.24 7.82 8.35 9.85

12H 11.60 12.11 12.72 13.21 14.73 6.75 7.25 7.86 8.35 9.88

4H 2H 8.72 9.33 9.83 10.42 11.91 5.26 5.87 6.37 6.96 8.45
3H 10.54 11.05 11.66 12.17 13.67 6.60 7.11 7.71 8.22 9.73
4H 11.23 11.70 12.35 12.81 14.33 7.14 7.61 8.26 8.72 10.24
6H 11.75 12.15 12.87 13.27 14.79 7.56 7.96 8.68 9.09 10.61
8H 11.92 12.30 13.05 13.42 14.95 7.69 8.06 8.81 9.18 10.71

12H 12.02 12.35 13.16 13.48 15.03 7.75 8.09 8.89 9.22 10.76

8H 4H 11.19 11.57 12.32 12.69 14.22 7.42 7.79 8.54 8.91 10.45
6H 11.76 12.07 12.91 13.23 14.76 7.94 8.24 9.08 9.40 10.94
8H 11.98 12.25 13.13 13.39 14.94 8.13 8.40 9.28 9.54 11.09

12H 12.12 12.35 13.27 13.49 15.08 8.24 8.48 9.40 9.62 11.20

12H 4H 11.14 11.48 12.28 12.61 14.15 7.42 7.76 8.56 8.89 10.43
6H 11.74 12.01 12.89 13.15 14.70 7.99 8.25 9.14 9.40 10.95
8H 11.96 12.19 13.11 13.33 14.92 8.19 8.43 9.35 9.57 11.15

END OF REPORT
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