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Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P906968
REPORT IS A COMBINATION OF REPORTS P900147 AND P896915

Test Lab:  INNOVATION CENTER
Issue Date:  11/21/2024

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  DFN2DIP-SQ4F0-160D100US835-FLLFLL
Description:  4 foot, Square Define Geo, with Direct Frosted Lens, Indirect Frosted Lens

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 24690.0 lumens
Efficiency: N/A

Efficacy: 102.3 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.16 / 1.29

Luminous Opening: Rectangular w/ Sides (W: 3.92' x L: 3.92' x H: 0.1')
CIE Type: Semi-Direct

Input Watts (W):  241.4
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  0.9971
Total Harmonic Distortion (THDi):  0.049

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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TEST NUMBER: P906968
CATALOG NUMBER: DFN2DIP-SQ4F0-160D100US835-FLLFLL

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 111 111 111 111 104 104 104 104 91 91 91 80 80 80 69 69 69 64
1 101 97 93 89 95 91 87 84 80 77 75 70 68 66 61 60 58 54
2 92 84 78 73 86 79 74 69 70 66 62 62 58 56 54 51 49 45
3 84 74 67 61 79 70 63 58 62 57 52 55 50 47 48 45 42 38
4 77 66 58 51 72 62 55 49 55 49 45 49 44 40 43 39 36 33
5 71 59 50 44 66 55 48 42 49 43 39 44 39 35 38 35 32 29
6 65 53 44 38 61 50 42 37 45 38 34 40 35 31 35 31 28 25
7 60 48 40 34 56 45 38 32 40 34 30 36 31 27 32 28 25 22
8 56 43 35 30 53 41 34 29 37 31 27 33 28 24 29 25 22 20
9 52 40 32 27 49 38 31 26 34 28 24 30 26 22 27 23 20 18

10 49 37 29 24 46 35 28 23 31 26 22 28 23 20 25 21 18 16

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 4368 4368 4368
5° 4375 4308 4338

10° 4340 4251 4280
15° 4276 4182 4190
20° 4190 4086 4097
25° 4104 3970 3990
30° 3996 3863 3853
35° 3894 3736 3708
40° 3769 3608 3570
45° 3644 3480 3429
50° 3507 3346 3266
55° 3364 3190 3116
60° 3202 3005 2945
65° 3025 2814 2742
70° 2800 2581 2525
75° 2489 2302 2327
80° 2114 1947 1944
85° 1528 1332 1306

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 3644 cd/sqm
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TEST NUMBER: P906968
CATALOG NUMBER: DFN2DIP-SQ4F0-160D100US835-FLLFLL

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 586.0 2.4 0° 6226 6226 6226 6226 6226
10°-20° 1648.7 6.7 5° 6226 6202 6136 6184 6172 591
20°-30° 2422.9 9.8 15° 5926 5891 5813 5837 5807 1669
30°-40° 2814.1 11.4 25° 5364 5316 5214 5226 5214 2468
40°-50° 2810.6 11.4 35° 4628 4568 4472 4436 4406 2890
50°-60° 2450.7 9.9 45° 3766 3724 3634 3568 3544 2906
60°-70° 1811.6 7.3 55° 2850 2814 2742 2670 2640 2548
70°-80° 1025.0 4.2 65° 1922 1886 1826 1772 1742 1900
80°-90° 279.5 1.1 75° 1005 994 964 928 940 1073
90°-100° 195.7 0.8 85° 245 239 234 215 210 273
100°-110° 621.8 2.5 90° 3 34 93 88 91 24
110°-120° 1064.1 4.3 95° 139 166 171 171 166 155
120°-130° 1399.5 5.7 105° 574 582 587 592 592 606
130°-140° 1570.9 6.4 115° 1068 1083 1078 1076 1068 1056
140°-150° 1540.4 6.2 125° 1553 1577 1569 1561 1558 1388
150°-160° 1292.2 5.2 135° 2009 2038 2044 2041 2034 1553
160°-170° 856.9 3.5 145° 2439 2458 2473 2476 2466 1524
170°-180° 299.5 1.2 155° 2789 2796 2805 2818 2810 1284
0°-30° 4657.5 18.9 165° 3034 3031 3031 3050 3037 856
0°-40° 7471.6 30.3 175° 3157 3149 3144 3163 3146 300
0°-60° 12732.9 51.6 180° 3163 3163 3163 3163 3163
0°-90° 15849.0 64.2
90°-120° 1881.6 7.6
90°-150° 6392.4 25.9
90°-180° 8841.0 35.8
0°-180° 24690.0 100.0
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TEST NUMBER: P906968
CATALOG NUMBER: DFN2DIP-SQ4F0-160D100US835-FLLFLL

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 6225.7 6225.7 6225.7 6225.7 6225.7
2.5° 6261.9 6232.0 6166.0 6225.7 6214.2

5° 6225.7 6202.2 6136.1 6183.8 6172.3
7.5° 6183.8 6148.2 6082.1 6130.4 6118.3
10° 6118.3 6076.4 6004.7 6052.3 6034.5

12.5° 6028.2 5992.6 5920.8 5950.7 5938.6
15° 5926.5 5891.0 5812.8 5837.0 5807.1

17.5° 5800.8 5765.2 5687.1 5716.9 5687.1
20° 5662.9 5627.4 5543.5 5561.3 5537.8

22.5° 5525.8 5471.8 5393.6 5393.6 5381.6
25° 5363.8 5316.2 5214.5 5226.0 5214.5

27.5° 5184.0 5142.1 5064.6 5046.9 5017.0
30° 5004.9 4956.7 4867.1 4849.3 4825.2

32.5° 4813.1 4777.6 4681.6 4645.4 4621.3
35° 4627.7 4568.0 4472.0 4435.8 4406.0

37.5° 4418.1 4364.1 4268.2 4226.2 4196.4
40° 4202.7 4154.5 4058.6 4005.2 3981.1

42.5° 3993.2 3944.9 3849.6 3789.3 3753.7
45° 3765.8 3723.8 3633.7 3568.2 3544.1

47.5° 3544.1 3502.2 3406.3 3340.2 3304.7
50° 3310.4 3280.5 3196.7 3112.8 3083.0

52.5° 3083.0 3041.1 2963.6 2897.5 2855.6
55° 2849.9 2813.7 2741.9 2670.1 2640.3

57.5° 2616.2 2586.3 2508.2 2436.4 2412.3
60° 2382.4 2358.9 2275.1 2209.0 2191.2

62.5° 2155.0 2113.1 2053.4 1993.7 1969.6
65° 1921.9 1885.7 1826.0 1772.1 1742.2

67.5° 1682.5 1652.0 1598.7 1556.7 1532.6
70° 1460.8 1436.7 1382.7 1340.8 1317.3

72.5° 1233.4 1209.3 1179.5 1137.5 1119.8
75° 1005.4 994.0 963.5 927.9 940.0

77.5° 802.2 778.1 766.0 748.2 730.4
80° 598.9 592.6 580.5 562.7 550.7

82.5° 407.1 407.1 401.4 377.3 377.3
85° 245.2 239.4 233.7 215.3 209.6

87.5° 108.0 95.9 83.8 66.1 59.7
90° 2.9 34.3 93.4 87.7 90.6

92.5° 59.1 80.1 83.0 85.8 85.8
95° 139.2 165.9 170.7 170.7 165.9

97.5° 231.7 256.5 267.0 267.0 267.0
100° 338.5 360.4 368.0 368.0 365.2

102.5° 451.0 467.2 477.7 480.5 477.7
105° 574.0 581.6 587.3 592.1 592.1

107.5° 696.0 707.5 707.5 709.4 696.0
110° 814.3 829.5 829.5 829.5 821.9
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TEST NUMBER: P906968
CATALOG NUMBER: DFN2DIP-SQ4F0-160D100US835-FLLFLL

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 942.0 958.2 955.4 947.7 942.0
115° 1067.9 1083.1 1078.4 1075.5 1067.9

117.5° 1192.8 1213.8 1200.4 1192.8 1185.1
120° 1318.6 1339.6 1318.6 1318.6 1310.1

122.5° 1433.0 1459.7 1446.4 1438.8 1433.0
125° 1553.2 1577.0 1569.4 1560.8 1558.0

127.5° 1670.5 1700.0 1689.5 1678.1 1670.5
130° 1780.1 1814.4 1809.7 1803.9 1793.5

132.5° 1903.1 1929.8 1931.7 1918.4 1910.7
135° 2008.9 2038.5 2044.2 2041.4 2033.7

137.5° 2127.2 2151.0 2155.8 2153.9 2142.4
140° 2231.1 2254.9 2268.3 2268.3 2257.8

142.5° 2337.9 2361.7 2369.3 2372.2 2361.7
145° 2438.9 2458.0 2473.3 2476.1 2465.6

147.5° 2529.5 2553.4 2564.8 2569.6 2559.1
150° 2623.0 2639.2 2649.7 2658.2 2649.7

152.5° 2705.9 2722.1 2735.5 2746.0 2735.5
155° 2788.9 2796.5 2805.1 2818.4 2809.8

157.5° 2860.4 2866.1 2870.9 2889.9 2876.6
160° 2924.3 2930.0 2932.8 2949.0 2937.6

162.5° 2983.4 2983.4 2986.2 3004.3 2991.0
165° 3033.9 3031.0 3031.0 3050.1 3036.8

167.5° 3079.7 3071.1 3071.1 3090.2 3076.8
170° 3114.0 3106.4 3103.5 3122.6 3106.4

172.5° 3137.8 3130.2 3127.3 3146.4 3130.2
175° 3156.9 3149.3 3143.6 3162.6 3146.4

177.5° 3167.4 3159.8 3154.0 3170.2 3154.0
180° 3162.6 3162.6 3162.6 3162.6 3162.6
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TEST NUMBER: P906968
CATALOG NUMBER: DFN2DIP-SQ4F0-160D100US835-FLLFLL

CIE UGR TABLE:
Reflectances:

Ceiling 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3
Wall 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3

Reference plane 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Room dimensions Viewed crosswise Viewed endwise
X=2H Y=2H 13.62 14.63 14.45 15.47 16.53 13.18 14.18 14.00 15.03 16.08

3H 15.30 16.20 16.13 17.06 18.14 14.81 15.71 15.64 16.57 17.65
4H 15.89 16.75 16.75 17.61 18.70 15.40 16.25 16.25 17.12 18.21
6H 16.30 17.09 17.17 17.96 19.07 15.80 16.59 16.67 17.46 18.57
8H 16.42 17.17 17.29 18.05 19.16 15.91 16.66 16.79 17.55 18.66

12H 16.47 17.18 17.35 18.07 19.20 15.96 16.67 16.84 17.56 18.69

4H 2H 14.10 14.95 14.96 15.82 16.91 13.75 14.60 14.60 15.46 16.55
3H 15.98 16.70 16.85 17.59 18.70 15.58 16.29 16.45 17.18 18.29
4H 16.71 17.36 17.59 18.25 19.38 16.28 16.93 17.17 17.83 18.96
6H 17.24 17.80 18.13 18.71 19.85 16.80 17.36 17.70 18.28 19.42
8H 17.39 17.91 18.29 18.83 19.98 16.95 17.48 17.85 18.39 19.54

12H 17.47 17.95 18.39 18.88 20.03 17.02 17.50 17.94 18.43 19.58

8H 4H 16.92 17.44 17.82 18.35 19.50 16.54 17.06 17.44 17.98 19.12
6H 17.56 17.99 18.49 18.95 20.09 17.17 17.61 18.10 18.56 19.71
8H 17.78 18.17 18.72 19.11 20.28 17.39 17.78 18.33 18.72 19.89

12H 17.92 18.26 18.87 19.20 20.42 17.51 17.85 18.45 18.79 20.01

12H 4H 16.91 17.38 17.83 18.31 19.47 16.54 17.01 17.46 17.94 19.10
6H 17.59 17.97 18.53 18.92 20.09 17.22 17.60 18.16 18.55 19.71
8H 17.84 18.18 18.78 19.12 20.33 17.46 17.80 18.40 18.74 19.95

END OF REPORT
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