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Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P912263
REPORT IS A COMBINATION OF REPORTS P901730 AND P898471

Test Lab:  INNOVATION CENTER
Issue Date:  11/21/2024

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  DFN2DIP-SQ4F0-090D160US850-RLLONL
Description:  4 foot, Square Define Geo, with Direct 1in Regressed Frosted Lens, Indirect Open No Lens

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 26050.5 lumens
Efficiency: N/A

Efficacy: 127.2 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 0.99 / 1.16

Luminous Opening: Rectangular w/ Sides (W: 3.92' x L: 3.92' x H: 0.1')
CIE Type: Semi-Indirect

Input Watts (W):  204.8
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  0.983
Total Harmonic Distortion (THDi):  0.073

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Scaled Data Report

TEST NUMBER: P912263
CATALOG NUMBER: DFN2DIP-SQ4F0-090D160US850-RLLONL

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 103 103 103 103 93 93 93 93 74 74 74 56 56 56 40 40 40 33
1 94 90 86 83 85 81 78 75 65 63 61 50 49 47 36 35 34 28
2 86 79 73 68 77 71 67 62 57 54 51 44 42 40 32 31 29 24
3 79 70 63 57 71 63 57 52 51 47 43 39 36 34 29 27 25 21
4 72 62 54 49 65 56 50 45 45 41 37 35 32 29 26 24 22 18
5 66 55 47 42 59 50 43 38 41 36 32 32 28 26 23 21 19 16
6 61 49 42 36 55 45 38 33 37 32 28 29 25 23 21 19 17 14
7 56 45 37 32 51 41 34 29 33 28 25 26 23 20 19 17 15 13
8 52 40 33 28 47 37 30 26 30 25 22 24 20 18 18 16 14 11
9 49 37 30 25 44 34 27 23 28 23 20 22 19 16 17 14 13 10

10 45 34 27 22 41 31 25 21 25 21 18 20 17 15 15 13 12 9

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2894 2894 2894
5° 2899 2849 2868

10° 2870 2794 2775
15° 2831 2702 2632
20° 2779 2575 2455
25° 2725 2433 2285
30° 2653 2287 2069
35° 2583 2130 1879
40° 2511 1968 1661
45° 2428 1788 1463
50° 2341 1606 1270
55° 2251 1411 1084
60° 2147 1208 893
65° 2027 1001 805
70° 1882 808 730
75° 1700 714 666
80° 1436 600 580
85° 1000 404 442

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 90°

Vertical Angle: 90°
Luminance: 3210 cd/sqm
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TEST NUMBER: P912263
CATALOG NUMBER: DFN2DIP-SQ4F0-090D160US850-RLLONL

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 386.6 1.5 0° 4125 4125 4125 4125 4125
10°-20° 1061.3 4.1 5° 4125 4106 4058 4091 4080 391
20°-30° 1490.1 5.7 15° 3924 3882 3756 3685 3648 1106
30°-40° 1624.3 6.2 25° 3562 3442 3196 3043 2986 1638
40°-50° 1492.9 5.7 35° 3069 2878 2550 2315 2232 1921
50°-60° 1172.4 4.5 45° 2509 2258 1867 1601 1512 1937
60°-70° 763.1 2.9 55° 1908 1616 1213 989 918 1705
70°-80° 392.8 1.5 65° 1288 986 650 523 511 1277
80°-90° 110.8 0.4 75° 687 425 299 272 269 726
90°-100° 197.5 0.8 85° 160 82 71 71 71 184
100°-110° 736.1 2.8 90° 4 52 86 109 117 24
110°-120° 1952.3 7.5 95° 282 138 169 191 186 333
120°-130° 3238.0 12.4 105° 1317 1448 264 312 329 1407
130°-140° 3439.5 13.2 115° 2492 2565 2674 667 356 2453
140°-150° 3196.6 12.3 125° 3523 3579 3662 3692 3705 3142
150°-160° 2570.0 9.9 135° 4359 4429 4467 4511 4502 3367
160°-170° 1656.0 6.4 145° 5057 5052 5126 5156 5135 3163
170°-180° 570.0 2.2 155° 5568 5529 5581 5607 5573 2566
0°-30° 2938.0 11.3 165° 5867 5841 5854 5884 5854 1658
0°-40° 4562.3 17.5 175° 6001 5971 5980 6010 5967 571
0°-60° 7227.6 27.7 180° 5988 5988 5988 5988 5988
0°-90° 8494.4 32.6
90°-120° 2885.9 11.1
90°-150° 12760.0 49.0
90°-180° 17556.0 67.4
0°-180° 26050.5 100.0
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TEST NUMBER: P912263
CATALOG NUMBER: DFN2DIP-SQ4F0-090D160US850-RLLONL

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 4125.1 4125.1 4125.1 4125.1 4125.1
2.5° 4143.8 4125.1 4083.9 4121.6 4114.1

5° 4125.1 4106.5 4057.8 4091.4 4080.3
7.5° 4091.4 4069.3 4017.0 4031.7 4013.0
10° 4046.7 4020.6 3946.2 3934.6 3912.4

12.5° 3990.8 3957.2 3856.2 3834.0 3792.8
15° 3923.5 3882.4 3755.6 3684.7 3647.5

17.5° 3845.1 3785.3 3628.4 3546.5 3486.7
20° 3755.6 3680.8 3494.1 3401.1 3318.7

22.5° 3658.6 3572.6 3355.9 3229.2 3173.4
25° 3561.6 3441.9 3195.6 3042.7 2986.4

27.5° 3445.9 3318.7 3046.2 2870.8 2784.8
30° 3322.7 3180.5 2881.8 2691.8 2590.7

32.5° 3203.0 3031.1 2725.4 2501.2 2407.7
35° 3068.8 2878.3 2549.9 2314.7 2232.3

37.5° 2938.1 2732.6 2385.6 2127.7 2034.7
40° 2799.9 2576.1 2213.7 1948.7 1851.7

42.5° 2658.1 2419.3 2042.1 1765.7 1672.6
45° 2508.8 2258.5 1866.7 1601.3 1511.8

47.5° 2366.9 2102.0 1698.8 1433.4 1351.4
50° 2210.1 1945.1 1534.4 1276.6 1198.5

52.5° 2056.9 1776.8 1377.6 1131.2 1060.3
55° 1907.5 1616.4 1213.1 989.4 918.5

57.5° 1754.7 1456.0 1067.9 858.7 798.9
60° 1597.7 1299.1 914.6 724.4 664.6

62.5° 1444.9 1146.3 783.8 604.8 575.1
65° 1288.0 985.5 649.5 522.8 511.4

67.5° 1138.7 836.1 522.8 459.0 447.9
70° 981.9 690.8 433.0 395.7 380.6

72.5° 832.5 556.1 362.0 332.3 324.8
75° 686.8 425.4 298.7 272.5 268.9

77.5° 541.4 302.2 235.2 220.2 212.7
80° 406.8 216.7 179.0 164.4 164.4

82.5° 283.6 145.7 123.2 115.7 115.7
85° 160.4 82.0 70.9 70.9 70.9

87.5° 59.8 29.7 29.7 26.2 26.2
90° 4.1 52.0 86.4 108.6 116.8

92.5° 108.6 91.0 103.9 112.7 116.8
95° 281.5 138.4 168.8 190.9 186.3

97.5° 506.8 151.8 220.7 234.1 238.2
100° 767.2 173.4 247.0 281.5 290.2

102.5° 1052.8 1044.6 255.7 303.1 316.4
105° 1317.3 1447.5 264.5 311.9 329.3

107.5° 1624.9 1733.0 273.3 320.6 338.0
110° 1919.8 2010.4 758.4 325.2 342.1
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Cooper Lighting Solutions Photometric Lab
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TEST NUMBER: P912263
CATALOG NUMBER: DFN2DIP-SQ4F0-090D160US850-RLLONL

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 2197.2 2274.9 2201.3 333.5 346.8
115° 2491.5 2565.0 2673.6 667.4 355.5

117.5° 2747.2 2833.6 2907.8 2287.8 1152.6
120° 3033.3 3098.1 3176.3 3228.3 2643.3

122.5° 3275.7 3345.1 3432.0 3457.8 3462.4
125° 3522.6 3579.2 3661.6 3692.0 3704.8

127.5° 3748.0 3808.7 3874.1 3917.3 3921.4
130° 3960.6 4030.0 4077.3 4125.1 4121.0

132.5° 4177.2 4233.7 4281.1 4320.2 4316.1
135° 4359.3 4428.8 4467.4 4511.1 4502.3

137.5° 4549.7 4601.7 4645.4 4688.6 4675.8
140° 4736.0 4770.9 4818.3 4857.4 4835.8

142.5° 4892.4 4922.7 4978.9 5013.3 4991.7
145° 5057.0 5052.4 5126.0 5156.3 5134.8

147.5° 5199.5 5186.7 5260.3 5281.9 5264.9
150° 5338.5 5308.1 5377.7 5403.4 5381.8

152.5° 5455.3 5420.8 5485.7 5512.0 5481.6
155° 5568.0 5529.4 5581.4 5607.1 5572.6

157.5° 5659.1 5624.6 5663.7 5694.0 5659.1
160° 5737.3 5711.0 5737.3 5763.0 5732.6

162.5° 5806.3 5780.6 5802.1 5832.5 5793.4
165° 5866.9 5841.2 5854.1 5884.5 5854.1

167.5° 5914.9 5888.6 5902.0 5932.3 5893.2
170° 5953.9 5927.7 5936.4 5966.8 5927.7

172.5° 5979.6 5953.9 5962.6 5993.0 5953.9
175° 6001.2 5970.9 5979.6 6010.0 5966.8

177.5° 6010.0 5979.6 5984.3 6014.7 5975.5
180° 5988.4 5988.4 5988.4 5988.4 5988.4
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TEST NUMBER: P912263
CATALOG NUMBER: DFN2DIP-SQ4F0-090D160US850-RLLONL

CIE UGR TABLE:
Reflectances:

Ceiling 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3
Wall 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3

Reference plane 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Room dimensions Viewed crosswise Viewed endwise
X=2H Y=2H 8.97 9.67 10.07 10.76 12.27 4.93 5.63 6.03 6.73 8.23

3H 10.64 11.27 11.75 12.37 13.89 6.11 6.74 7.21 7.84 9.36
4H 11.24 11.84 12.36 12.95 14.47 6.55 7.15 7.67 8.25 9.78
6H 11.66 12.21 12.79 13.32 14.85 6.87 7.42 7.99 8.52 10.06
8H 11.79 12.31 12.92 13.43 14.96 6.95 7.48 8.08 8.60 10.13

12H 11.85 12.34 12.98 13.46 15.01 6.99 7.49 8.13 8.60 10.16

4H 2H 8.97 9.57 10.09 10.67 12.19 5.51 6.11 6.63 7.21 8.73
3H 10.79 11.29 11.92 12.42 13.96 6.85 7.35 7.98 8.48 10.01
4H 11.48 11.94 12.62 13.06 14.61 7.39 7.85 8.53 8.97 10.53
6H 12.00 12.39 13.14 13.53 15.08 7.81 8.20 8.95 9.34 10.89
8H 12.17 12.54 13.31 13.67 15.23 7.93 8.30 9.07 9.43 11.00

12H 12.26 12.59 13.42 13.74 15.31 7.99 8.32 9.15 9.47 11.04

8H 4H 11.44 11.81 12.58 12.94 14.50 7.67 8.03 8.81 9.16 10.73
6H 12.01 12.31 13.17 13.48 15.04 8.18 8.48 9.34 9.66 11.22
8H 12.23 12.49 13.39 13.64 15.23 8.37 8.64 9.54 9.79 11.37

12H 12.36 12.59 13.53 13.74 15.36 8.49 8.72 9.66 9.87 11.49

12H 4H 11.39 11.72 12.54 12.86 14.43 7.67 8.00 8.82 9.14 10.71
6H 11.98 12.25 13.15 13.40 14.98 8.23 8.49 9.40 9.65 11.23
8H 12.20 12.43 13.37 13.58 15.20 8.44 8.67 9.61 9.82 11.44

END OF REPORT
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