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Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P912333
REPORT IS A COMBINATION OF REPORTS P901733 AND P898471

Test Lab:  INNOVATION CENTER
Issue Date:  11/21/2024

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  DFN2DIP-SQ4F0-110D160US850-FLLONL
Description:  4 foot, Square Define Geo, with Direct Frosted Lens, Indirect Open No Lens

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 29643.6 lumens
Efficiency: N/A

Efficacy: 130.5 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.16 / 1.29

Luminous Opening: Rectangular w/ Sides (W: 3.92' x L: 3.92' x H: 0.1')
CIE Type: General Diffuse

Input Watts (W):  227.2
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  0.9951
Total Harmonic Distortion (THDi):  0.07

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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TEST NUMBER: P912333
CATALOG NUMBER: DFN2DIP-SQ4F0-110D160US850-FLLONL

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 105 105 105 105 96 96 96 96 78 78 78 62 62 62 48 48 48 41
1 96 91 88 84 87 83 80 77 69 66 64 55 53 52 42 41 40 34
2 87 80 74 69 79 73 68 63 60 56 53 48 46 43 37 35 34 29
3 79 70 63 57 72 64 58 53 53 48 45 42 39 37 33 31 29 24
4 73 62 54 48 66 57 50 45 47 42 38 38 34 31 29 27 25 21
5 67 55 47 41 60 51 44 38 42 37 33 34 30 27 26 24 22 18
6 61 49 41 36 56 45 38 33 38 32 28 31 27 24 24 21 19 16
7 57 45 37 31 52 41 34 29 34 29 25 28 24 21 22 19 17 14
8 53 40 33 28 48 37 30 26 31 26 22 25 22 19 20 17 15 13
9 49 37 29 25 45 34 27 23 29 23 20 23 20 17 19 16 14 11

10 46 34 27 22 42 31 25 21 26 21 18 22 18 15 17 14 12 10

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 3331 3331 3331
5° 3336 3285 3307

10° 3309 3241 3263
15° 3260 3189 3194
20° 3194 3115 3124
25° 3129 3027 3042
30° 3047 2945 2937
35° 2969 2849 2827
40° 2873 2751 2722
45° 2778 2653 2615
50° 2674 2551 2490
55° 2565 2432 2376
60° 2441 2291 2245
65° 2307 2145 2091
70° 2135 1968 1925
75° 1897 1755 1774
80° 1612 1484 1482
85° 1165 1016 996

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 90°

Vertical Angle: 90°
Luminance: 3210 cd/sqm
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CATALOG NUMBER: DFN2DIP-SQ4F0-110D160US850-FLLONL

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 446.8 1.5 0° 4747 4747 4747 4747 4747
10°-20° 1257.0 4.2 5° 4747 4729 4678 4715 4706 451
20°-30° 1847.3 6.2 15° 4519 4491 4432 4450 4428 1273
30°-40° 2145.5 7.2 25° 4090 4053 3976 3984 3976 1882
40°-50° 2142.9 7.2 35° 3528 3483 3410 3382 3359 2203
50°-60° 1868.5 6.3 45° 2871 2839 2770 2721 2702 2216
60°-70° 1381.3 4.7 55° 2173 2145 2091 2036 2013 1943
70°-80° 781.5 2.6 65° 1465 1438 1392 1351 1328 1449
80°-90° 216.8 0.7 75° 766 758 735 708 717 818
90°-100° 197.5 0.7 85° 187 182 178 164 160 209
100°-110° 736.1 2.5 90° 4 52 86 109 117 27
110°-120° 1952.3 6.6 95° 282 138 169 191 186 333
120°-130° 3238.0 10.9 105° 1317 1448 264 312 329 1407
130°-140° 3439.5 11.6 115° 2492 2565 2674 667 356 2453
140°-150° 3196.6 10.8 125° 3523 3579 3662 3692 3705 3142
150°-160° 2570.0 8.7 135° 4359 4429 4467 4511 4502 3367
160°-170° 1656.0 5.6 145° 5057 5052 5126 5156 5135 3163
170°-180° 570.0 1.9 155° 5568 5529 5581 5607 5573 2566
0°-30° 3551.1 12.0 165° 5867 5841 5854 5884 5854 1658
0°-40° 5696.6 19.2 175° 6001 5971 5980 6010 5967 571
0°-60° 9708.0 32.7 180° 5988 5988 5988 5988 5988
0°-90° 12087.5 40.8
90°-120° 2885.9 9.7
90°-150° 12760.0 43.0
90°-180° 17556.0 59.2
0°-180° 29643.6 100.0
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TEST NUMBER: P912333
CATALOG NUMBER: DFN2DIP-SQ4F0-110D160US850-FLLONL

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 4746.7 4746.7 4746.7 4746.7 4746.7
2.5° 4774.2 4751.5 4701.2 4746.7 4738.0

5° 4746.7 4728.8 4678.4 4714.7 4706.0
7.5° 4714.7 4687.6 4637.3 4674.1 4664.9
10° 4664.9 4632.8 4578.2 4614.4 4600.9

12.5° 4596.1 4569.0 4514.3 4537.0 4527.8
15° 4518.6 4491.4 4431.9 4450.3 4427.6

17.5° 4422.7 4395.6 4336.1 4358.8 4336.1
20° 4317.7 4290.5 4226.6 4240.2 4222.3

22.5° 4213.1 4171.8 4112.3 4112.3 4103.1
25° 4089.5 4053.3 3975.8 3984.5 3975.8

27.5° 3952.5 3920.5 3861.4 3847.9 3825.2
30° 3816.0 3779.1 3710.8 3697.3 3678.9

32.5° 3669.7 3642.6 3569.4 3541.8 3523.4
35° 3528.3 3482.8 3409.6 3382.0 3359.3

37.5° 3368.5 3327.3 3254.2 3222.2 3199.5
40° 3204.3 3167.5 3094.4 3053.7 3035.3

42.5° 3044.5 3007.7 2935.1 2889.1 2862.0
45° 2871.2 2839.2 2770.4 2720.6 2702.2

47.5° 2702.2 2670.3 2597.1 2546.7 2519.5
50° 2524.0 2501.2 2437.2 2373.4 2350.6

52.5° 2350.6 2318.6 2259.6 2209.1 2177.2
55° 2172.9 2145.2 2090.6 2035.8 2013.1

57.5° 1994.6 1971.9 1912.4 1857.6 1839.2
60° 1816.4 1798.6 1734.6 1684.2 1670.7

62.5° 1643.1 1611.2 1565.6 1520.1 1501.7
65° 1465.3 1437.7 1392.2 1351.1 1328.4

67.5° 1282.8 1259.6 1218.9 1187.0 1168.6
70° 1113.8 1095.4 1054.2 1022.3 1004.3

72.5° 940.4 922.0 899.3 867.3 853.7
75° 766.5 757.9 734.6 707.5 716.7

77.5° 611.6 593.2 584.0 570.5 556.9
80° 456.7 451.8 442.6 429.1 419.9

82.5° 310.4 310.4 306.1 287.7 287.7
85° 187.0 182.5 178.2 164.1 159.8

87.5° 82.3 73.1 63.9 50.3 45.5
90° 4.1 52.0 86.4 108.6 116.8

92.5° 108.6 91.0 103.9 112.7 116.8
95° 281.5 138.4 168.8 190.9 186.3

97.5° 506.8 151.8 220.7 234.1 238.2
100° 767.2 173.4 247.0 281.5 290.2

102.5° 1052.8 1044.6 255.7 303.1 316.4
105° 1317.3 1447.5 264.5 311.9 329.3

107.5° 1624.9 1733.0 273.3 320.6 338.0
110° 1919.8 2010.4 758.4 325.2 342.1
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TEST NUMBER: P912333
CATALOG NUMBER: DFN2DIP-SQ4F0-110D160US850-FLLONL

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 2197.2 2274.9 2201.3 333.5 346.8
115° 2491.5 2565.0 2673.6 667.4 355.5

117.5° 2747.2 2833.6 2907.8 2287.8 1152.6
120° 3033.3 3098.1 3176.3 3228.3 2643.3

122.5° 3275.7 3345.1 3432.0 3457.8 3462.4
125° 3522.6 3579.2 3661.6 3692.0 3704.8

127.5° 3748.0 3808.7 3874.1 3917.3 3921.4
130° 3960.6 4030.0 4077.3 4125.1 4121.0

132.5° 4177.2 4233.7 4281.1 4320.2 4316.1
135° 4359.3 4428.8 4467.4 4511.1 4502.3

137.5° 4549.7 4601.7 4645.4 4688.6 4675.8
140° 4736.0 4770.9 4818.3 4857.4 4835.8

142.5° 4892.4 4922.7 4978.9 5013.3 4991.7
145° 5057.0 5052.4 5126.0 5156.3 5134.8

147.5° 5199.5 5186.7 5260.3 5281.9 5264.9
150° 5338.5 5308.1 5377.7 5403.4 5381.8

152.5° 5455.3 5420.8 5485.7 5512.0 5481.6
155° 5568.0 5529.4 5581.4 5607.1 5572.6

157.5° 5659.1 5624.6 5663.7 5694.0 5659.1
160° 5737.3 5711.0 5737.3 5763.0 5732.6

162.5° 5806.3 5780.6 5802.1 5832.5 5793.4
165° 5866.9 5841.2 5854.1 5884.5 5854.1

167.5° 5914.9 5888.6 5902.0 5932.3 5893.2
170° 5953.9 5927.7 5936.4 5966.8 5927.7

172.5° 5979.6 5953.9 5962.6 5993.0 5953.9
175° 6001.2 5970.9 5979.6 6010.0 5966.8

177.5° 6010.0 5979.6 5984.3 6014.7 5975.5
180° 5988.4 5988.4 5988.4 5988.4 5988.4
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TEST NUMBER: P912333
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CIE UGR TABLE:
Reflectances:

Ceiling 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3
Wall 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3

Reference plane 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Room dimensions Viewed crosswise Viewed endwise
X=2H Y=2H 10.55 11.33 11.58 12.37 13.77 10.10 10.89 11.14 11.93 13.32

3H 12.21 12.91 13.25 13.96 15.37 11.72 12.42 12.76 13.47 14.88
4H 12.79 13.46 13.85 14.51 15.93 12.30 12.97 13.35 14.02 15.44
6H 13.19 13.81 14.26 14.86 16.30 12.69 13.31 13.76 14.36 15.80
8H 13.30 13.88 14.37 14.95 16.38 12.80 13.38 13.86 14.45 15.88

12H 13.34 13.90 14.42 14.96 16.42 12.83 13.39 13.91 14.45 15.91

4H 2H 11.00 11.67 12.06 12.72 14.14 10.64 11.31 11.71 12.36 13.79
3H 12.86 13.42 13.93 14.50 15.93 12.46 13.01 13.52 14.09 15.53
4H 13.58 14.09 14.65 15.16 16.61 13.15 13.66 14.23 14.73 16.19
6H 14.09 14.53 15.18 15.62 17.07 13.66 14.10 14.74 15.19 16.64
8H 14.24 14.65 15.33 15.74 17.20 13.81 14.21 14.89 15.30 16.77

12H 14.31 14.68 15.42 15.78 17.26 13.86 14.23 14.97 15.33 16.81

8H 4H 13.77 14.18 14.85 15.26 16.73 13.39 13.80 14.48 14.89 16.35
6H 14.40 14.74 15.51 15.87 17.33 14.02 14.36 15.12 15.48 16.95
8H 14.62 14.92 15.74 16.03 17.51 14.23 14.53 15.34 15.64 17.12

12H 14.76 15.02 15.87 16.12 17.64 14.34 14.60 15.46 15.71 17.23

12H 4H 13.75 14.12 14.85 15.22 16.69 13.38 13.75 14.48 14.85 16.32
6H 14.43 14.73 15.54 15.84 17.32 14.06 14.36 15.17 15.46 16.95
8H 14.67 14.93 15.79 16.04 17.56 14.29 14.55 15.41 15.66 17.18

END OF REPORT
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