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Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P925902
REPORT IS A COMBINATION OF REPORTS P900210 AND P896915

Test Lab:  INNOVATION CENTER
Issue Date:  11/21/2024

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  DFN2DIP-SQ4F0-090D160US950-RLLFLL
Description:  4 foot, Square Define Geo, with Direct 1in Regressed Frosted Lens, Indirect Frosted Lens

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 20807.7 lumens
Efficiency: N/A

Efficacy: 101.6 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 0.99 / 1.16

Luminous Opening: Rectangular w/ Sides (W: 3.92' x L: 3.92' x H: 0.1')
CIE Type: Semi-Indirect

Input Watts (W):  204.8
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  0.983
Total Harmonic Distortion (THDi):  0.073

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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TEST NUMBER: P925902
CATALOG NUMBER: DFN2DIP-SQ4F0-090D160US950-RLLFLL

65% Up

35% Dn

0 cd

1,209 cd

2,418 cd

3,626 cd

4,835 cd

180°
170°

160°

150°

140°

130°

120°

110°

100°

90°

80°

70°

60°

50°

40°

30°

20°
10°

0°

Luminous Intensity Polar Plot

0°-180° 45°-225° 90°-270°

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 3 of 8



Cooper Lighting Solutions Photometric Lab
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Scaled Data Report

TEST NUMBER: P925902
CATALOG NUMBER: DFN2DIP-SQ4F0-090D160US950-RLLFLL

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 104 104 104 104 94 94 94 94 75 75 75 58 58 58 42 42 42 35
1 95 91 87 84 86 82 79 76 66 64 62 52 50 49 38 37 36 30
2 87 80 74 69 78 72 67 63 58 55 52 46 43 41 34 32 31 26
3 79 70 63 58 71 64 58 53 52 48 44 41 38 35 30 28 27 22
4 73 62 55 49 65 57 50 45 46 41 38 36 33 31 27 25 23 19
5 67 56 48 42 60 51 44 39 41 36 33 33 29 27 25 22 21 17
6 61 50 42 37 55 46 39 34 37 32 29 30 26 23 23 20 18 15
7 57 45 37 32 51 41 35 30 34 29 25 27 23 21 21 18 16 14
8 53 41 33 28 48 37 31 26 31 26 22 25 21 19 19 17 15 12
9 49 37 30 25 44 34 28 24 28 23 20 23 19 17 18 15 13 11

10 46 34 27 23 41 31 25 21 26 21 18 21 18 15 16 14 12 10

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2490 2490 2490
5° 2494 2451 2467

10° 2469 2403 2387
15° 2435 2324 2264
20° 2390 2215 2112
25° 2344 2093 1966
30° 2282 1968 1779
35° 2222 1833 1616
40° 2160 1693 1428
45° 2088 1538 1258
50° 2014 1381 1092
55° 1937 1214 933
60° 1847 1039 768
65° 1744 861 692
70° 1619 695 628
75° 1462 614 573
80° 1235 517 499
85° 859 348 380

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 90°

Vertical Angle: 90°
Luminance: 3798 cd/sqm
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TEST NUMBER: P925902
CATALOG NUMBER: DFN2DIP-SQ4F0-090D160US950-RLLFLL

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 332.6 1.6 0° 3549 3549 3549 3549 3549
10°-20° 913.0 4.4 5° 3549 3533 3491 3520 3510 336
20°-30° 1281.8 6.2 15° 3375 3340 3231 3170 3138 951
30°-40° 1397.3 6.7 25° 3064 2961 2749 2617 2569 1409
40°-50° 1284.2 6.2 35° 2640 2476 2194 1991 1920 1652
50°-60° 1008.6 4.8 45° 2158 1943 1606 1378 1300 1667
60°-70° 656.5 3.2 55° 1641 1390 1044 851 790 1466
70°-80° 337.9 1.6 65° 1108 848 559 450 440 1099
80°-90° 100.0 0.5 75° 591 366 257 234 231 625
90°-100° 298.7 1.4 85° 138 70 61 61 61 158
100°-110° 949.2 4.6 90° 4 52 143 134 138 21
110°-120° 1624.4 7.8 95° 212 253 260 260 253 236
120°-130° 2136.3 10.3 105° 876 888 897 904 904 925
130°-140° 2397.9 11.5 115° 1630 1653 1646 1642 1630 1612
140°-150° 2351.4 11.3 125° 2371 2407 2396 2383 2378 2119
150°-160° 1972.5 9.5 135° 3067 3112 3120 3116 3104 2370
160°-170° 1308.1 6.3 145° 3723 3752 3776 3780 3764 2326
170°-180° 457.2 2.2 155° 4257 4269 4282 4302 4289 1960
0°-30° 2527.4 12.1 165° 4631 4627 4627 4656 4636 1306
0°-40° 3924.6 18.9 175° 4819 4807 4799 4828 4803 458
0°-60° 6217.4 29.9 180° 4828 4828 4828 4828 4828
0°-90° 7311.8 35.1
90°-120° 2872.3 13.8
90°-150° 9757.9 46.9
90°-180° 13496.0 64.9
0°-180° 20807.7 100.0
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TEST NUMBER: P925902
CATALOG NUMBER: DFN2DIP-SQ4F0-090D160US950-RLLFLL

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 3548.6 3548.6 3548.6 3548.6 3548.6
2.5° 3564.6 3548.6 3513.1 3545.5 3539.1

5° 3548.6 3532.6 3490.7 3519.6 3510.1
7.5° 3519.6 3500.5 3455.6 3468.2 3452.1
10° 3481.1 3458.6 3394.6 3384.7 3365.6

12.5° 3433.1 3404.2 3317.2 3298.2 3262.7
15° 3375.2 3339.8 3230.7 3169.7 3137.7

17.5° 3307.7 3256.3 3121.3 3050.8 2999.4
20° 3230.7 3166.3 3005.8 2925.7 2854.8

22.5° 3147.2 3073.3 2886.9 2777.9 2729.9
25° 3063.8 2960.8 2749.0 2617.4 2569.0

27.5° 2964.3 2854.8 2620.4 2469.5 2395.6
30° 2858.3 2736.0 2479.1 2315.5 2228.6

32.5° 2755.3 2607.5 2344.5 2151.7 2071.2
35° 2639.9 2476.0 2193.5 1991.2 1920.3

37.5° 2527.4 2350.7 2052.1 1830.3 1750.3
40° 2408.6 2216.0 1904.3 1676.4 1592.9

42.5° 2286.5 2081.2 1756.7 1519.0 1438.8
45° 2158.1 1942.8 1605.8 1377.5 1300.5

47.5° 2036.1 1808.2 1461.3 1233.0 1162.5
50° 1901.2 1673.2 1320.0 1098.1 1031.0

52.5° 1769.4 1528.5 1185.1 973.1 912.1
55° 1640.9 1390.5 1043.6 851.2 790.1

57.5° 1509.4 1252.5 918.6 738.7 687.3
60° 1374.4 1117.5 786.8 623.2 571.7

62.5° 1243.0 986.1 674.3 520.3 494.7
65° 1108.0 847.7 558.8 449.7 439.9

67.5° 979.6 719.2 449.7 394.9 385.3
70° 844.7 594.2 372.4 340.4 327.4

72.5° 716.2 478.3 311.4 285.8 279.4
75° 590.8 366.0 256.9 234.4 231.3

77.5° 465.7 260.0 202.3 189.5 183.0
80° 349.9 186.4 154.0 141.4 141.4

82.5° 243.9 125.4 106.0 99.5 99.5
85° 137.9 70.5 61.0 61.0 61.0

87.5° 51.4 25.6 25.6 22.5 22.5
90° 4.4 52.4 142.6 133.9 138.2

92.5° 90.2 122.3 126.6 131.0 131.0
95° 212.5 253.3 260.5 260.5 253.3

97.5° 353.6 391.5 407.5 407.5 407.5
100° 516.7 550.2 561.8 561.8 557.4

102.5° 688.4 713.2 729.1 733.5 729.1
105° 876.2 887.8 896.6 903.8 903.8

107.5° 1062.5 1079.9 1079.9 1082.9 1062.5
110° 1243.0 1266.2 1266.2 1266.2 1254.6
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P925902
CATALOG NUMBER: DFN2DIP-SQ4F0-090D160US950-RLLFLL

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 1438.0 1462.8 1458.4 1446.7 1438.0
115° 1630.1 1653.4 1646.1 1641.7 1630.1

117.5° 1820.8 1852.8 1832.4 1820.8 1809.2
120° 2012.9 2044.9 2012.9 2012.9 1999.8

122.5° 2187.5 2228.4 2207.9 2196.3 2187.5
125° 2371.0 2407.3 2395.7 2382.6 2378.2

127.5° 2549.9 2595.1 2579.0 2561.6 2549.9
130° 2717.4 2769.7 2762.5 2753.7 2737.7

132.5° 2905.1 2945.9 2948.7 2928.4 2916.8
135° 3066.6 3111.8 3120.5 3116.1 3104.5

137.5° 3247.1 3283.5 3290.8 3287.9 3270.4
140° 3405.8 3442.1 3462.5 3462.5 3446.5

142.5° 3568.8 3605.2 3616.8 3621.2 3605.2
145° 3723.1 3752.2 3775.5 3779.8 3763.8

147.5° 3861.3 3897.8 3915.2 3922.5 3906.4
150° 4003.9 4028.7 4044.8 4057.8 4044.8

152.5° 4130.6 4155.3 4175.8 4191.7 4175.8
155° 4257.2 4268.9 4281.9 4302.3 4289.3

157.5° 4366.4 4375.1 4382.4 4411.5 4391.2
160° 4463.9 4472.6 4477.0 4501.7 4484.3

162.5° 4554.1 4554.1 4558.5 4586.2 4565.7
165° 4631.3 4626.9 4626.9 4656.0 4635.7

167.5° 4701.1 4688.1 4688.1 4717.1 4696.7
170° 4753.5 4741.9 4737.6 4766.7 4741.9

172.5° 4789.9 4778.3 4773.9 4803.0 4778.3
175° 4819.0 4807.4 4798.6 4827.8 4803.0

177.5° 4835.1 4823.4 4814.6 4839.5 4814.6
180° 4827.8 4827.8 4827.8 4827.8 4827.8

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 7 of 8



TEST NUMBER: P925902
CATALOG NUMBER: DFN2DIP-SQ4F0-090D160US950-RLLFLL

CIE UGR TABLE:
Reflectances:

Ceiling 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3
Wall 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3

Reference plane 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Room dimensions Viewed crosswise Viewed endwise
X=2H Y=2H 8.76 9.48 9.84 10.56 12.03 4.72 5.44 5.80 6.52 7.99

3H 10.43 11.08 11.52 12.16 13.65 5.90 6.54 6.99 7.63 9.12
4H 11.04 11.65 12.14 12.74 14.23 6.34 6.96 7.44 8.04 9.54
6H 11.46 12.02 12.56 13.11 14.62 6.66 7.22 7.77 8.31 9.82
8H 11.58 12.12 12.69 13.22 14.72 6.75 7.28 7.86 8.39 9.89

12H 11.64 12.15 12.76 13.25 14.77 6.79 7.30 7.90 8.40 9.92

4H 2H 8.76 9.37 9.87 10.46 11.95 5.30 5.91 6.41 7.00 8.50
3H 10.59 11.09 11.70 12.21 13.72 6.64 7.15 7.76 8.27 9.77
4H 11.28 11.74 12.39 12.85 14.38 7.19 7.65 8.30 8.76 10.29
6H 11.79 12.19 12.91 13.32 14.84 7.60 8.00 8.73 9.13 10.65
8H 11.97 12.34 13.09 13.46 14.99 7.73 8.10 8.85 9.22 10.76

12H 12.06 12.40 13.20 13.53 15.07 7.79 8.13 8.93 9.26 10.80

8H 4H 11.24 11.61 12.36 12.73 14.26 7.46 7.84 8.59 8.95 10.49
6H 11.80 12.11 12.95 13.27 14.80 7.98 8.29 9.12 9.45 10.98
8H 12.02 12.29 13.17 13.43 14.99 8.17 8.44 9.32 9.58 11.13

12H 12.16 12.40 13.31 13.53 15.12 8.28 8.52 9.44 9.66 11.25

12H 4H 11.18 11.52 12.32 12.65 14.19 7.46 7.80 8.60 8.93 10.47
6H 11.78 12.05 12.93 13.19 14.74 8.03 8.30 9.18 9.44 10.99
8H 12.00 12.23 13.15 13.37 14.96 8.23 8.47 9.39 9.61 11.20

END OF REPORT

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE                                                 8 of 8

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report


