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Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P925977
REPORT IS A COMBINATION OF REPORTS P901591 AND P898471

Test Lab:  INNOVATION CENTER
Issue Date:  11/21/2024

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  DFN2DIP-SQ4F0-120D060US950-FLLONL
Description:  4 foot, Square Define Geo, with Direct Frosted Lens, Indirect Open No Lens

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 17000.3 lumens
Efficiency: N/A

Efficacy: 104.4 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.16 / 1.29

Luminous Opening: Rectangular w/ Sides (W: 3.92' x L: 3.92' x H: 0.1')
CIE Type: Semi-Direct

Input Watts (W):  162.8
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  0.9933
Total Harmonic Distortion (THDi):  0.066

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab
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Scaled Data Report

TEST NUMBER: P925977
CATALOG NUMBER: DFN2DIP-SQ4F0-120D060US950-FLLONL

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 111 111 111 111 105 105 105 105 93 93 93 82 82 82 71 71 71 67
1 102 97 93 90 95 92 88 85 81 79 76 72 70 68 63 62 60 56
2 92 85 79 73 87 80 75 70 71 67 63 63 60 57 56 53 51 47
3 84 75 67 61 79 71 64 58 63 58 53 56 52 48 49 46 43 40
4 77 66 58 52 72 63 55 50 56 50 45 50 45 41 44 40 37 34
5 71 59 51 44 67 56 48 43 50 44 39 45 40 36 40 36 33 30
6 66 53 45 39 62 50 43 37 45 39 34 41 35 32 36 32 29 26
7 61 48 40 34 57 46 38 33 41 35 30 37 32 28 33 29 26 23
8 56 44 36 30 53 42 34 29 38 31 27 34 29 25 30 26 23 21
9 53 40 32 27 50 38 31 26 35 29 24 31 26 23 28 24 21 19

10 49 37 29 24 46 35 28 24 32 26 22 29 24 20 26 22 19 17

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 3126 3126 3126
5° 3131 3083 3104

10° 3105 3042 3063
15° 3059 2992 2998
20° 2998 2923 2931
25° 2936 2841 2855
30° 2859 2764 2757
35° 2786 2673 2653
40° 2697 2582 2554
45° 2607 2490 2454
50° 2509 2394 2337
55° 2407 2282 2230
60° 2291 2150 2107
65° 2165 2013 1962
70° 2004 1846 1807
75° 1781 1647 1665
80° 1512 1393 1391
85° 1093 953 935

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 2607 cd/sqm
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TEST NUMBER: P925977
CATALOG NUMBER: DFN2DIP-SQ4F0-120D060US950-FLLONL

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 419.3 2.5 0° 4454 4454 4454 4454 4454
10°-20° 1179.6 6.9 5° 4454 4438 4390 4424 4416 423
20°-30° 1733.6 10.2 15° 4240 4215 4159 4176 4155 1194
30°-40° 2013.5 11.8 25° 3838 3804 3731 3739 3731 1766
40°-50° 2011.0 11.8 35° 3311 3268 3200 3174 3152 2068
50°-60° 1753.5 10.3 45° 2694 2664 2600 2553 2536 2079
60°-70° 1296.2 7.6 55° 2039 2013 1962 1910 1889 1823
70°-80° 733.4 4.3 65° 1375 1349 1306 1268 1247 1360
80°-90° 197.0 1.2 75° 719 711 689 664 673 768
90°-100° 63.7 0.4 85° 175 171 167 154 150 196
100°-110° 237.5 1.4 90° 1 17 28 35 38 16
110°-120° 629.8 3.7 95° 91 45 54 62 60 108
120°-130° 1044.5 6.1 105° 425 467 85 101 106 454
130°-140° 1109.5 6.5 115° 804 828 862 215 115 791
140°-150° 1031.2 6.1 125° 1136 1155 1181 1191 1195 1014
150°-160° 829.1 4.9 135° 1406 1429 1441 1455 1452 1086
160°-170° 534.2 3.1 145° 1631 1630 1654 1663 1656 1020
170°-180° 183.9 1.1 155° 1796 1784 1800 1809 1798 828
0°-30° 3332.5 19.6 165° 1893 1884 1888 1898 1888 535
0°-40° 5345.9 31.4 175° 1936 1926 1929 1939 1925 184
0°-60° 9110.4 53.6 180° 1932 1932 1932 1932 1932
0°-90° 11336.9 66.7
90°-120° 930.9 5.5
90°-150° 4116.2 24.2
90°-180° 5663.0 33.3
0°-180° 17000.3 100.0
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TEST NUMBER: P925977
CATALOG NUMBER: DFN2DIP-SQ4F0-120D060US950-FLLONL

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 4454.5 4454.5 4454.5 4454.5 4454.5
2.5° 4480.4 4459.0 4411.8 4454.5 4446.3

5° 4454.5 4437.6 4390.4 4424.5 4416.3
7.5° 4424.5 4399.0 4351.8 4386.3 4377.7
10° 4377.7 4347.7 4296.3 4330.4 4317.7

12.5° 4313.1 4287.7 4236.3 4257.7 4249.0
15° 4240.4 4215.0 4159.1 4176.3 4155.0

17.5° 4150.5 4125.0 4069.1 4090.5 4069.1
20° 4051.8 4026.4 3966.4 3979.1 3962.3

22.5° 3953.7 3915.0 3859.1 3859.1 3850.5
25° 3837.8 3803.7 3731.0 3739.2 3731.0

27.5° 3709.2 3679.2 3623.8 3611.0 3589.7
30° 3581.0 3546.5 3482.4 3469.7 3452.4

32.5° 3443.7 3418.4 3349.7 3323.8 3306.6
35° 3311.0 3268.4 3199.7 3173.9 3152.5

37.5° 3161.1 3122.5 3053.8 3023.9 3002.5
40° 3007.1 2972.6 2903.9 2865.7 2848.5

42.5° 2857.1 2822.6 2754.4 2711.3 2685.8
45° 2694.4 2664.4 2599.8 2553.1 2535.8

47.5° 2535.8 2505.8 2437.2 2390.0 2364.5
50° 2368.6 2347.2 2287.2 2227.2 2205.8

52.5° 2205.8 2175.9 2120.5 2073.1 2043.2
55° 2039.1 2013.2 1961.8 1910.5 1889.1

57.5° 1871.8 1850.5 1794.6 1743.2 1726.0
60° 1704.6 1687.8 1627.8 1580.6 1567.8

62.5° 1542.0 1511.9 1469.3 1426.5 1409.2
65° 1375.2 1349.2 1306.5 1267.9 1246.6

67.5° 1203.9 1182.0 1143.8 1113.9 1096.6
70° 1045.2 1027.9 989.3 959.3 942.6

72.5° 882.5 865.3 843.9 814.0 801.2
75° 719.4 711.2 689.4 664.0 672.6

77.5° 573.9 556.7 548.1 535.3 522.6
80° 428.5 424.0 415.4 402.7 394.0

82.5° 291.3 291.3 287.2 270.0 270.0
85° 175.4 171.3 167.2 154.1 150.0

87.5° 77.3 68.6 60.0 47.2 42.7
90° 1.3 16.8 27.9 35.0 37.7

92.5° 35.0 29.4 33.5 36.3 37.7
95° 90.8 44.6 54.5 61.6 60.1

97.5° 163.5 48.9 71.2 75.6 76.9
100° 247.5 55.9 79.7 90.8 93.6

102.5° 339.6 337.0 82.5 97.8 102.1
105° 424.9 466.9 85.3 100.6 106.3

107.5° 524.2 559.0 88.1 103.4 109.0
110° 619.3 648.5 244.7 104.9 110.4
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Cooper Lighting Solutions Photometric Lab
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TEST NUMBER: P925977
CATALOG NUMBER: DFN2DIP-SQ4F0-120D060US950-FLLONL

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 708.7 733.8 710.1 107.5 111.9
115° 803.7 827.5 862.5 215.3 114.7

117.5° 886.2 914.1 938.0 738.0 371.8
120° 978.5 999.4 1024.7 1041.4 852.7

122.5° 1056.7 1079.1 1107.1 1115.4 1116.9
125° 1136.4 1154.6 1181.1 1191.0 1195.1

127.5° 1209.1 1228.7 1249.7 1263.7 1265.0
130° 1277.6 1300.0 1315.3 1330.7 1329.4

132.5° 1347.5 1365.7 1381.0 1393.6 1392.3
135° 1406.3 1428.7 1441.1 1455.2 1452.4

137.5° 1467.6 1484.4 1498.5 1512.5 1508.4
140° 1527.7 1539.1 1554.4 1566.9 1560.0

142.5° 1578.2 1588.0 1606.2 1617.2 1610.3
145° 1631.3 1629.8 1653.6 1663.4 1656.4

147.5° 1677.3 1673.1 1696.9 1703.8 1698.4
150° 1722.2 1712.3 1734.8 1743.1 1736.1

152.5° 1759.8 1748.7 1769.6 1778.1 1768.2
155° 1796.2 1783.7 1800.5 1808.8 1797.6

157.5° 1825.6 1814.4 1827.0 1836.8 1825.6
160° 1850.8 1842.3 1850.8 1859.1 1849.3

162.5° 1873.0 1864.7 1871.7 1881.5 1868.9
165° 1892.6 1884.3 1888.4 1898.3 1888.4

167.5° 1908.0 1899.6 1903.9 1913.7 1901.0
170° 1920.7 1912.2 1915.1 1924.8 1912.2

172.5° 1929.0 1920.7 1923.5 1933.3 1920.7
175° 1936.0 1926.1 1929.0 1938.7 1924.8

177.5° 1938.7 1929.0 1930.4 1940.2 1927.7
180° 1931.8 1931.8 1931.8 1931.8 1931.8

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 7 of 8



TEST NUMBER: P925977
CATALOG NUMBER: DFN2DIP-SQ4F0-120D060US950-FLLONL

CIE UGR TABLE:
Reflectances:

Ceiling 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3
Wall 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3

Reference plane 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Room dimensions Viewed crosswise Viewed endwise
X=2H Y=2H 12.66 13.69 13.46 14.51 15.52 12.21 13.25 13.01 14.07 15.08

3H 14.33 15.26 15.15 16.09 17.13 13.84 14.77 14.66 15.60 16.64
4H 14.93 15.81 15.76 16.65 17.70 14.44 15.32 15.27 16.16 17.21
6H 15.34 16.15 16.19 17.00 18.07 14.84 15.65 15.69 16.50 17.57
8H 15.46 16.23 16.31 17.09 18.16 14.95 15.73 15.81 16.59 17.66

12H 15.51 16.25 16.37 17.11 18.20 15.00 15.74 15.86 16.60 17.69

4H 2H 13.14 14.02 13.97 14.86 15.91 12.78 13.66 13.62 14.50 15.55
3H 15.03 15.76 15.87 16.63 17.70 14.62 15.35 15.46 16.22 17.29
4H 15.75 16.42 16.61 17.29 18.38 15.33 15.99 16.18 16.86 17.96
6H 16.28 16.86 17.15 17.75 18.85 15.85 16.42 16.72 17.32 18.42
8H 16.43 16.97 17.31 17.86 18.97 16.00 16.54 16.88 17.43 18.54

12H 16.52 17.00 17.42 17.91 19.03 16.07 16.56 16.97 17.46 18.58

8H 4H 15.96 16.50 16.84 17.39 18.50 15.58 16.12 16.46 17.01 18.12
6H 16.60 17.05 17.51 17.98 19.09 16.22 16.67 17.13 17.60 18.71
8H 16.83 17.23 17.74 18.15 19.28 16.44 16.83 17.35 17.76 18.88

12H 16.97 17.32 17.89 18.24 19.42 16.56 16.91 17.48 17.83 19.01

12H 4H 15.95 16.44 16.85 17.35 18.46 15.59 16.07 16.48 16.98 18.10
6H 16.64 17.03 17.55 17.96 19.08 16.26 16.66 17.18 17.58 18.71
8H 16.89 17.24 17.81 18.15 19.33 16.51 16.86 17.43 17.77 18.95

END OF REPORT

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE                                                 8 of 8

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report


