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Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P912462
REPORT IS A COMBINATION OF REPORTS P900262 AND P897145

Test Lab:  INNOVATION CENTER
Issue Date:  11/21/2024

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  DFN2DIP-TR2F0-020D060US850-RLLFLL
Description:  2 foot, Triangle Define Geo, with Direct 1in Regressed Frosted Lens, Indirect Frosted

Lens
Light Source:  -

Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 7774.1 lumens
Efficiency: N/A

Efficacy: 122.2 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 0.99 / 1.16

Luminous Opening: Rectangular w/ Sides (W: 2.04' x L: 2.36' x H: 0.1')
CIE Type: Semi-Indirect

Input Watts (W):  63.6
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  0.9968
Total Harmonic Distortion (THDi):  0.064

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab
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Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P912462
CATALOG NUMBER: DFN2DIP-TR2F0-020D060US850-RLLFLL

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 101 101 101 101 90 90 90 90 69 69 69 50 50 50 33 33 33 24
1 92 88 85 81 82 79 76 73 61 59 57 44 43 42 29 28 28 21
2 84 77 71 67 75 69 64 60 53 50 47 39 37 35 26 25 24 18
3 77 68 61 56 68 61 55 50 47 43 40 35 32 30 23 22 20 15
4 70 60 53 47 62 54 48 43 42 38 34 31 28 26 21 19 18 13
5 64 54 46 40 57 48 42 37 38 33 29 28 25 22 19 17 16 12
6 59 48 40 35 53 43 37 32 34 29 26 25 22 20 17 15 14 11
7 55 43 36 30 49 39 32 28 31 26 23 23 20 17 16 14 12 9
8 51 39 32 27 45 35 29 24 28 23 20 21 18 16 14 12 11 8
9 47 36 29 24 42 32 26 22 25 21 18 19 16 14 13 11 10 8

10 44 33 26 21 39 29 23 19 23 19 16 18 15 13 12 10 9 7

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2045 2045 2045
5° 2045 2008 2021

10° 2022 1964 1952
15° 1991 1894 1848
20° 1951 1801 1720
25° 1910 1697 1597
30° 1856 1590 1442
35° 1803 1476 1306
40° 1749 1359 1151
45° 1687 1229 1010
50° 1623 1099 873
55° 1554 960 742
60° 1476 816 607
65° 1385 669 543
70° 1274 533 486
75° 1136 460 436
80° 936 374 367
85° 614 231 258

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 90°

Vertical Angle: 90°
Luminance: 2745 cd/sqm
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TEST NUMBER: P912462
CATALOG NUMBER: DFN2DIP-TR2F0-020D060US850-RLLFLL

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 85.9 1.1 0° 917 917 917 917 917
10°-20° 235.8 3.0 5° 917 913 902 909 907 87
20°-30° 331.1 4.3 15° 872 863 834 819 811 246
30°-40° 361.0 4.6 25° 792 765 710 676 664 364
40°-50° 331.8 4.3 35° 682 640 567 514 496 427
50°-60° 260.6 3.4 45° 558 502 415 356 336 431
60°-70° 169.6 2.2 55° 424 359 270 220 204 379
70°-80° 87.3 1.1 65° 286 219 144 116 114 284
80°-90° 28.3 0.4 75° 153 94 66 61 60 161
90°-100° 130.2 1.7 85° 36 18 16 16 16 41
100°-110° 413.7 5.3 90° 2 23 62 58 60 8
110°-120° 708.0 9.1 95° 93 110 114 114 110 103
120°-130° 931.2 12.0 105° 382 387 391 394 394 403
130°-140° 1045.3 13.4 115° 710 721 718 716 710 703
140°-150° 1025.0 13.2 125° 1034 1049 1044 1039 1037 924
150°-160° 859.8 11.1 135° 1337 1356 1360 1358 1353 1033
160°-170° 570.2 7.3 145° 1623 1636 1646 1648 1641 1014
170°-180° 199.3 2.6 155° 1856 1861 1866 1875 1870 854
0°-30° 652.9 8.4 165° 2019 2017 2017 2030 2021 569
0°-40° 1013.8 13.0 175° 2101 2096 2092 2104 2094 200
0°-60° 1606.2 20.7 180° 2104 2104 2104 2104 2104
0°-90° 1891.3 24.3
90°-120° 1252.0 16.1
90°-150° 4253.5 54.7
90°-180° 5883.0 75.7
0°-180° 7774.1 100.0
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TEST NUMBER: P912462
CATALOG NUMBER: DFN2DIP-TR2F0-020D060US850-RLLFLL

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 916.7 916.7 916.7 916.7 916.7
2.5° 920.8 916.7 907.5 915.9 914.3

5° 916.7 912.6 901.7 909.3 906.7
7.5° 909.3 904.3 892.6 896.0 891.7
10° 899.3 893.4 876.9 874.3 869.5

12.5° 886.9 879.3 856.9 852.0 842.8
15° 871.9 862.7 834.5 818.8 810.6

17.5° 854.5 841.2 806.4 788.1 774.9
20° 834.5 817.9 776.5 755.8 737.5

22.5° 813.0 793.9 745.8 717.6 705.2
25° 791.5 764.9 710.1 676.2 663.6

27.5° 765.8 737.5 676.9 637.9 618.8
30° 738.4 706.8 640.4 598.2 575.7

32.5° 711.8 673.6 605.6 555.8 535.1
35° 681.9 639.7 566.7 514.4 496.1

37.5° 652.9 607.2 530.1 472.9 452.1
40° 622.1 572.5 492.0 433.1 411.4

42.5° 590.7 537.6 453.8 392.4 371.7
45° 557.5 501.8 414.9 355.9 335.9

47.5° 526.0 467.1 377.5 318.5 300.3
50° 491.2 432.3 341.0 283.7 266.4

52.5° 457.0 394.8 306.1 251.4 235.7
55° 423.9 359.2 269.6 219.9 204.1

57.5° 389.9 323.5 237.3 190.9 177.6
60° 355.1 288.7 203.3 161.0 147.7

62.5° 321.1 254.7 174.2 134.4 127.8
65° 286.2 219.0 144.4 116.2 113.7

67.5° 253.1 185.8 116.2 102.0 99.6
70° 218.1 153.5 96.2 87.9 84.6

72.5° 185.0 123.5 80.4 73.9 72.2
75° 152.6 94.5 66.3 60.6 59.8

77.5° 120.3 67.2 52.2 48.9 47.2
80° 90.4 48.1 39.8 36.5 36.5

82.5° 63.0 32.4 27.4 25.7 25.7
85° 35.6 18.2 15.7 15.7 15.7

87.5° 13.3 6.7 6.7 5.8 5.8
90° 1.9 22.8 62.2 58.3 60.2

92.5° 39.4 53.3 55.2 57.1 57.1
95° 92.6 110.3 113.6 113.6 110.3

97.5° 154.2 170.7 177.7 177.7 177.7
100° 225.2 239.8 244.9 244.9 243.0

102.5° 300.1 310.9 317.8 319.7 317.8
105° 381.9 387.0 390.8 394.0 394.0

107.5° 463.1 470.8 470.8 472.0 463.1
110° 541.9 551.9 551.9 551.9 546.8
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TEST NUMBER: P912462
CATALOG NUMBER: DFN2DIP-TR2F0-020D060US850-RLLFLL

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 626.8 637.6 635.7 630.6 626.8
115° 710.5 720.7 717.5 715.6 710.5

117.5° 793.7 807.7 798.7 793.7 788.6
120° 877.4 891.4 877.4 877.4 871.7

122.5° 953.5 971.3 962.4 957.4 953.5
125° 1033.5 1049.3 1044.2 1038.6 1036.7

127.5° 1111.6 1131.2 1124.2 1116.7 1111.6
130° 1184.5 1207.4 1204.2 1200.4 1193.4

132.5° 1266.4 1284.1 1285.3 1276.5 1271.4
135° 1336.8 1356.4 1360.2 1358.3 1353.2

137.5° 1415.4 1431.3 1434.5 1433.2 1425.6
140° 1484.6 1500.5 1509.3 1509.3 1502.4

142.5° 1555.6 1571.5 1576.6 1578.4 1571.5
145° 1622.9 1635.6 1645.8 1647.6 1640.7

147.5° 1683.1 1699.0 1706.6 1709.7 1702.8
150° 1745.3 1756.1 1763.1 1768.7 1763.1

152.5° 1800.5 1811.3 1820.2 1827.2 1820.2
155° 1855.7 1860.8 1866.4 1875.4 1869.7

157.5° 1903.3 1907.1 1910.3 1923.0 1914.1
160° 1945.9 1949.6 1951.5 1962.3 1954.7

162.5° 1985.1 1985.1 1987.0 1999.1 1990.2
165° 2018.7 2016.8 2016.8 2029.6 2020.7

167.5° 2049.2 2043.6 2043.6 2056.2 2047.3
170° 2072.1 2067.0 2065.1 2077.7 2067.0

172.5° 2087.9 2082.8 2080.9 2093.6 2082.8
175° 2100.6 2095.6 2091.7 2104.4 2093.6

177.5° 2107.5 2102.6 2098.7 2109.4 2098.7
180° 2104.4 2104.4 2104.4 2104.4 2104.4
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TEST NUMBER: P912462
CATALOG NUMBER: DFN2DIP-TR2F0-020D060US850-RLLFLL

CIE UGR TABLE:
Reflectances:

Ceiling 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3
Wall 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3

Reference plane 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Room dimensions Viewed crosswise Viewed endwise
X=2H Y=2H 6.42 7.08 7.57 8.21 9.81 2.40 3.06 3.56 4.20 5.80

3H 8.06 8.65 9.22 9.79 11.41 3.56 4.15 4.72 5.30 6.91
4H 8.64 9.20 9.81 10.35 11.96 3.99 4.55 5.16 5.70 7.32
6H 9.04 9.55 10.21 10.70 12.33 4.29 4.80 5.47 5.95 7.58
8H 9.15 9.63 10.33 10.80 12.42 4.37 4.86 5.55 6.02 7.64

12H 9.19 9.66 10.38 10.81 12.46 4.40 4.86 5.58 6.02 7.66

4H 2H 6.41 6.97 7.59 8.12 9.73 2.96 3.52 4.14 4.67 6.29
3H 8.20 8.66 9.38 9.83 11.46 4.28 4.74 5.46 5.92 7.54
4H 8.86 9.29 10.05 10.45 12.10 4.81 5.23 5.99 6.39 8.04
6H 9.35 9.71 10.54 10.90 12.53 5.20 5.56 6.39 6.75 8.38
8H 9.51 9.85 10.69 11.02 12.68 5.31 5.66 6.50 6.83 8.48

12H 9.58 9.89 10.78 11.07 12.73 5.36 5.67 6.56 6.86 8.52

8H 4H 8.81 9.16 10.00 10.33 11.98 5.06 5.40 6.25 6.57 8.23
6H 9.35 9.63 10.55 10.85 12.50 5.55 5.83 6.75 7.05 8.70
8H 9.55 9.79 10.76 10.99 12.66 5.73 5.97 6.94 7.16 8.84

12H 9.66 9.88 10.88 11.07 12.77 5.82 6.04 7.04 7.23 8.93

12H 4H 8.76 9.07 9.96 10.25 11.91 5.05 5.36 6.25 6.55 8.21
6H 9.32 9.57 10.53 10.76 12.43 5.59 5.83 6.80 7.03 8.70
8H 9.52 9.73 10.73 10.93 12.63 5.78 5.99 6.99 7.19 8.89

END OF REPORT
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